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BILLINGS 
Drop Forged 


Mechanics Tools 


36th Edition 





The Billings & Spencer Co. 
Hartford, Connecticut, U. S. A. 
Cable Address, Billings Hartford. 


Catalog of Forging and Die Making Machinery-also published. 
This Catalog supersedes all previous Lists and Prices. 
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Tee Billings & Spencer Co. A 


HARTFORD, CONN,, U. S. A, 











Complete and Convenient Price List on Billings 
Dependable Drop Forged Tools to be used 
: in Conjunction with our 36th Edition Catalog 


For the convenience of our trade, we are furnishing a complete listing of our line of Dependable drop forged tools, 
ndexed by Billings and Spencer numbers and giving, in addition, trade numbers and the list prices of the various fin- 
shes on each line. We have also cross-indexed our price list with the catalog and are giving the catalog page number 
bf each of the items Hsted. 


BILLINGS FINISHES 


NICKEL. The NICKEL FINISH is offered primarily for Automotive and Marine trades where a bright finished, rust 
proofed wrench is demanded. Nickel plated wrenches have shanks burnished, openings milled, heads ground and aré 
pase hardened. The heads of the wrenches are stamped with trade mark, wrench numbers, and nut and bolt data; and 
are finished in nickel over copper plating with heads buffed. All nickel plated wrenches are white lacquered after buff- 
ing to prevent tarnishing. The Nickel Finish List is the same as the old Full Finish. 


BLACK. BLACK FINISHED wrenches have milled openings, shanks burnished, heads ground—are case hardened and 
have wrench numbers and nut and bolt data stamped on the heads. They are finished in our DURO Black rust-proof 
finish, which gives a bright black or polished ebony effect. The brightened heads are also protected from rusting by an 
2dditional lacquer coat. Billings DURO Black finish is the established standard of finish in the trade. The Black Finish 
List is the same as the old Semi Finish. 


HARDENED. HARDENED WRENCHES are made in the same dies and of. the same material as the Black and Nickel 
inished wrenches and are furnished with milled openings, smooth shanks but carry only the wrench numbers and trade 
mark. These wrenches are hardened in oil and furnished in this natural finish, Wrenches with this finish are not 
recommended for Automotive or Hardware trade but only for Mill Supply Houses whose trade demands high quality in 
material and workmanship and is not concerned with finish. 


UNFINISHED. UNFINISHED WRENCHES are made in the same dies and of the same material as the balance of our 
ine. They have milled openings, smooth shanks and carry wrench numbers and the trade mark only. The wrenches 
ure not hardened or finished and are carried in stock only where listed in the catalog, but we are prepared to furnish 
xther unfinished wrenches at current prices. We do not recommend the purchase of an unhardened wrench. 






























































ADJUSTABLE WRENCHES ADJUSTABLE SEANNER SPECIAL LOOM WRENCHES 
ye pages 75 and 76 catalog Model L See page 22 catalog 
[a Black See page 31 catalog N 
: oO. 
eer Black hs Ree ROS IS 
odel re oe] No Each ee $ .90 
X : $1.00 0 $..70 Seistorai ab css eileen 
e “fee = 
A 1.50 : 7 
odel bo ; 1°25 PIN SPANNER WRENCHES 
adel ai CHUCK WRENCHES See page 31 catalog 
pdel snes See page 29 catalog sa "Deiat a, ak) oe eae 
E 2.00 No Black No No. Hard Black 
25 452 44 
Model G 3 we 26 453 i ge +: 
3 90 27 454 -48 60 
Per : : 28 455 50 62 
. Black Dozen ‘ wae 29 456 53 66 
‘ 30 
$1.15 $13.80 bs 3.49 31 458 ei 72 
Pos 33:80 HENDEY LATHE WRENCHES = 459 -65 -78 
2°40 28:80 See page 22 catalog = ya aS =e 
3.00 36.00 No. Black 35 462 [80 96 
4 00 48.00 36 463 85 1,02 
: $3.90 37 464 .90 1.08 
13x -90 Silla I a a ha an Bu 
LIGHT ee ANGLE FORD REVERSE GEAR WRENCH SPECIAL FORD WRENCH 
See page 22 catalog 22%° Angle 
e page 77 satalog Trade See page 22 catalog 
* Model FH No. No. Hard. Black 
Black 14 996 $ .90 $1.06 = star 
ac ° . 
, Each 76 sp. $ .50 
FACE SPANNERS 
, 3 $5 See page 31 catalog SPECIAL FORD WRENCH 
: 3 Trade 15° Angle 
7 i No. No. Hard. Black See page 22 catalog 
: 
[EAVY DUTY ADJUSTABLE “s” 3 418 $ .54 $ .60 
dit ei 4 420 “59 “66 ins mit 
e page 77 catalog My tee ph 84 ° et 
Model I , 48 1°00 oH STUDEBAKER PUMP NUT 
1.15 wR 
Black 10 432 1.35 148 aed 
ie SS = my ape 1.70 See page 22 catalog 
17 
$1.40 13 438 2.00 o 86 No. 
1.70 14 440 2.30 2.50 
2.50 5 442 2.65 2.90 1011 sp. 


rm 430-5-10-26 
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Tée Billings & Spencer Co. A 
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ENGINEERS’ WRENCHES 


15° Angle, Single Head 
Flared Handle 























Trade 
No No Hard. Black 
Os lets ag Breese 2 EE 1 Sere 
1000A os $ .22 $ .28 
1000 00 22 .28 
1000B 700 .22 .28 
er te ee ia 2 aes 
1001 0 .24 .80 
1002 701 .24 .30 
"hag allspice an ec SR Race 
1003 1 .29 36 
1004 702 .29 36 
18 3 EE abe EE ola ata 
1005 2 .35 44 
1006 703 85 44 
phe Oe te ee SE Ae AS 
1007 3 42 -52 
1008 704 42 52 
1009 4 52 64 
1010 7065 52 64 
1011 5 62 76 
1012 6 92 
1013 706 76 92 
1014 7 96 1.14 
1015 707 1.28 1.50 
1016 1.28 1.50 
17 708A 2.00 2.30 
ios 2.00 2.30 
ENGINEERS’ WRENCHES 
ise an le, Single Head 
Tap red Handle 
Bee page 11 catalog 
e 

No. at Hard, Black 
709 $ 2.80 $ 3.20 

1020 10 2.80 3,20 
1021 11 3.80 4.20 
Ph aee 
1022 12 5.20 5.70 
Ss 
1023 13 6.70 7.30 
hah 
1024 14 8.25 9.20 
1025 15 10.00 11,20 
6 11.90 13.40 

1oaT 16A 11.90 13.40 
1028 17 18.70 20.50 
1029 18 27.50 29.50 
19 39.75 42.00 

+05) 19A 39.75 42.00 
032 20 58.50 62,00 
+4033 20A 68.50 62,00 
bd 21A 97.00 104.00 
orenn 21B 97.00 104.00 
*1036 21C 97.00 104.00 
. 22A 192.00 204.00 
or0aH 22B 192.00 204.00 


ENGINEERS’ WRENCHES 


15° Angle, Double Head 


See pages 12 and 13 catalog. 


Trade 
No. No. 
1100A.... $ 
1100 721 
1101 21 
‘3102 «= 722 
1103 22 
1104 723 
1108 723a 
1107 23 
1106-724 
1108 
1109 725 
1110 725a 
pees 726b 
1112 


Hard. 


140 
*These wrenches will be discontinued when present stocks 



































11138 726 50. 62 92 
1114 26 -50 62 92 
1116 = 727 50 62 92 
1118X 27c 50 62 +92 
1118 27 50 62 92 
11170 728 .60 74 1,12 
1119 28 -60 74 1,12 
11190X -°... 60 74 1.12 
1120 =6729 -60 74 1,12 
1120X 28s -60 74 1,12 
1123X_... 60 74 1,12 
11238 29 60 74 1,12 
1121 39730 74 .90 1.36 
1122 = 730a 74 -90 1,36 
1124 30 74 -90 1,36 
1125 731 74 90 1,36 
1126 0«=—73la 74 90 1.36 
1128 31 74 -90 1.36 
1130 = 731b 74 .90 1.36 
1129 32 90 1,10 1.70 
1131-732 90 1,10 1,70 
1131X 33a 9 1.10 1.70 
1132 90 1.10 1.70 
1182X 33c -90 1,10 1.70 
1133-733 -90 1,10 1.70 
1134 34 1.12 1,36 2.16 
1135 734 1.12 1,36 2.16 
1136X 34a 1.12 1.36 2.16 
1136 3 1,12 1,36 2.16 
1188 = 735 1,12 1.36 2,16 
1137 36 1.62 1,92 2,80 
1188 8=6736 ~..82 1.92 2.80 
1140 1,62 1.92 2,80 
1140X 737 1.62 1,92 2.80 
1141 38 2.40 2.80 3.80 
1148 739 2.40 2.80: sieve 
1146 39 2.40 2.80 se 
1148 40 3.30 3.80 

1150 41 3.30 3.80 

1151 42 4.60 5.30 

1153 43 4.60 5.30 

1154 44 6.25 7.20 

1155 45 6.25 7,20 

1156 46 9.30 10.50 

1157 47 9.80 

1158 48 12.50 14.00 





1159 49 12.50 14.00 
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*1166 57 ‘44,25 47.00 ; 
"1167 57A os 00 56.00 


62 0 94.00 
*11738 63 126.00 185.00 
"1174 64 146.00 155,00 
HEAVY CAP SCREW WRENCHES 
15° Angle, Single Head for Hexagon 
Head Cap Screws 
See page. 14 catalog. 


No, Trade No. Hard, Black 








“1204 103 $ 42 $ .50 
*1205 104 ‘52 62 
+1207 105 64 16 
+1208 106 78 192 
+1209 107 ‘97 114 
+1210 108 1.24 1.44 
*1211 109 1.69 1.92 
*1212 110 2.34 2.60 
1213 111 3.10 3.40 
+1214 112 3.85 4.20 
*1215 113 4.80 5.20 
HEAVY CAP EW WRENCHES 


15° Angle, aikate. Head for Square 
Head Cap and Set Screws 
See page 14 catalog 








No, Trade No. Black 
*1216 100H 3 . 
*1217 101H 
*1218 102H i 





*1219 102K . 

*1220 103H 50 
*1221 104H 62 
*1222 105P 76 
*1223 106H 92 
*1224 107H 1,14 
*1225 108H 1.44 
*1226 109H 1.92 
*1227 110H 2.60 
*1228 111P 3.40 
*1220 112P 4,20 
*1230 113P 5.20 


HEAVY CAP SCREW WRENCHES 
15° Angle, Double Head for Hexa- 
gon Head Cap Screws 

See page 15 catalo 


No. Trade No. Hard, Black 


1253 126 $ .50 -60 
1254 127 -50 -60 
1255 128 62 14 
1256 129 -62 74 
1257 130 75 90 
1258 131 -75 -90 
1259 13 +92 1,10 
1260 133 -92 1.10 
1261 134 1.14 1.36 
1263 136 1,14 1.36 
1264 136 1,55 1.80 
1265 137 1.55 1.80 
1266 138 2,23 2.50 
1268 139 2.23 2.50 

140 3.00 3.30 
1270 141 3.00 3.30 
1271 142 3.95 4.30 
1272 143 3.95 4.30 
1273 144 5.05 5.50 
1274 145 5.05 5.50 


HEAVY CAP SCREW WRENCHES 
15° Angle, Double Head for Square 
Head Cap and Set Screws 

See page 15 catalog 


No. Trade No. Black 
*1275 Rares 3 48 
*1276 48 
°1277 
*1278 60 
*1279 60 
*1280 74 
*1281 74 
sie 13 
284 2°50 
*1285 2.50 
*1286 3.30 
‘*1287 3.30 
*1288 Ys 4.30 
*1289 4 4.30 

THIN HEAD ” Gaimeulawee 


WRENCHES 
15° Angle, Single Head 
See page 16 catalog 


No. Trade No. Hard. Black 


1300 ae $ .30 $ .36 
1300 601 30 -36 
1301 602 44 
1302 603 44 2 
1303 604 55 64 
1304 605 66 6 
1305 606 -78 -90 
tmor Ok a 

i . 1,3 

1308 60 1,66 1,84 
12009 61 2.40 2,60 


THIN HEAD CHECK-NUT 
WR 


EN $ 
15° Angle, Double Head 
See page 17 catalog 


Trade 
No. No, ara. Black Nickel 
1325 py $4 $ a $ .76 
1326 623D 32 5 .76 
1327 AP 42 30 76 
1328 6268 54 .64 96 
1829 629D .54 .64 .96 
1330 630B .66 .80 1.20 


BILLINGS CARBON TAPPET 
WRENCHES 
15° Angle Double: Head 
See page 32 catalog 


No. Black Nickel 
 — 
1334 £ a $ .96 
1335 1.16 
1336 » & 00 1.40 
1336x 1.00 1.40 


are exhausted, being handled as specials thereafter. 
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THIN HEAD CHECK-NUT 
WRENC 


HES 
15° Angle, Double Head 
See page 17 catalog 











Trade 
No. No. Hard. Black Nickel 
1350 623 50 76 
1350X 623E 42 50 .76 
1351 624 42 50 .76 
1351X 623D 42 .50 .76 
1 625 4 0 .76 
1353 626 .54 64 .96 
1353K 626X 54 .64 .96 
1354 627 54 .64 96 
1855 628 .54 .64 .96 
Satay ne ee eS ee ao 
1356 629 .66 .80 1.20 
1356X 630E .66 80 1,20 
1357 630 .66 80 1,20 
1857X 629D 66 80 1.20 
1358 631 .66 80 1.20 
1359 6382 .96 1.12 1.60 
1350K 632X .96 1,12 1.60 
1360 633 .96 1,12 1.60 
1361 634 .96 1.12 1.60 
1362 85 1.48 1.68 2.30 
1362K 635G 1,48 1,68 2.30 
1363 3 1.48 1.68 2.30 
1363X 635E 1.48 1.68 2.30 
1 1.48 1.68 2.30 
1365 638 2.35 2.60 3.50 
1366 639 2.35 2.60 8.50 
1367 640 2.35 2.60 8.50 


ee  ———————@a=« 
SHORT HEAVY “S” WRENCHES 
22449 Angle, Double Head 
See pages 18 and 19 catalog 





Trade 
No. No. Hard. Black Nickel 
1400 66 3 A Saree 
1401 661 .B7 44 $ .64 
1402 661 37 44 .64 
1403 661 87 44 ata ae 
1404 661F .87 .44 .64 
1405 661G 87 oF idee 
1 meas ¢ R 
1407 661C 87 44 - 
1408 662A 49 .58 aoe 
1409 662D 49 .58 84 
1410 662 49 .58 ere 
1411 662F 49 68 .84 
1412 662B 49 .58 car 
1413 662G 49 .68 84 
1414 662C 49 .58 ‘ 
415 west 9 .58 > 
1416 6638D 68 78 ewe 
1417 663E 68 78 1.12 
1418 663A 68 -78 Ase: 6: 
1419 663B 68 .78 Sars 
1420 663F 68 .78 Said d 
1421 663G 68 .78 1,12 
1422 eae 68 .78 Er 
1423 663C 68 .78 
1424 664A 92 1.06 ° 
1425 664D 92 1.06 23 
1426 664E 1.06 
1427 Ae 92 1.06 
1428 664B 92 1,06 
1429 664C 92 1,06 
1430 664F -92 1.06 
14381 665D 1,25 1,44 be 
1432 665 1,25 1,44 pen e% 
1433 665 1,25 1.44 2.00 
1434 665B 1,25 1,44 ee 
1435 665F 1,25 1,44 : 
1436 665C 1.25 1.44 
1437 666A 1.75 2.00 
1428 666G 1,75 2.00 
1430 666D 1.75 2.00 
1440 666 1,76 2.00 
1441 666C 1.75 2,00 ivars 
1442 666E 1.75 2.00 2.70 
1443 666F 1,75 2,00 “ts 
1444 667D 2.60 2.90 
1445 667A 2.60 2.90 
1446 667 2.60 2.90 
1447 667B 2.60 2.90 
1448 667F 2.60 2.90 
1449 667C 2.60 2.90 
#14150 668A 4.45 5.00 
*1451 668B 4.45 5.00 
*1452 668C 4.45 .00 
1453 wns 4.45 5.00 


HARTFORD, CONN,, U. 8. A. 


No. Old No. Black Nickel 
1454 70 $ .44 $ .64 
1455 71 .58 84 
1456 72 -78 1.12 
1456X 72X .78 1.12 
1457 73 1.00 1.30 
1458 74 1,24 1.60 
1459 75 1.44 2.00 


«“S” WRENCHES 
22%4° Angle,, Double Head 


Square Openings 

See page 20 catalog 

No. Trade No. Black 
*1460 661H $ .44 
*1461 661J 44 
*1462 661K 44 
*1463 661L 44 
*1464 662H .58 
*1465 6627 .58 
*1468 662K .58 
*1467 662L -58 
*1468 663H .78 
*1469 6637 .78 
*1470 663K -78 
*1471 663P -78 
*1472 664H 1.06 
*1473 664N 1.06 
"1474 664J 1.06 
*1475 664K 1.06 
*1476 664P 1.06 
*1477 664R 1.06 
*1478 665H 1,44 
*1479 665 1.44 
*1480 665K 1.44 
*1481 666P 2.00 
*1482 666H 2.00 
*14838 666R 2.00 
*1484 6667 2.00 
*1485 666K 2.00 
*1486 667H 2.90 
*1487 667P 2.90 
*1488 667R 2.90 
*1489 668P 5.00 
*1490 668R 5.00 





SET SCREW WRENCHES 
22%4° Angle, Single Head 
iSee page 21 catalog 




















Trade 
No. No. Hard, Black 
1500 : .28 
1501 01 .29 34 
1502 502 -B5 42 
1503 503 42 .50 
1504 504 62 62 
1505 505 .63 .76 
1506 506 .76 -92 
1507 507 91 1.10 
1508 508 1.14 1.36 
1509 509 1.43 1.68 
1510 510 1.92 2.20 
1511 511 2.50 2.80 
SET SCREW WRENCHES 
22%4° Angle, Double Head 
See page 21 catalog 
rade 
No. No. Hard Black 
1523 523 $ .34 $ .40 
1524 524 .40 .48 
1525 525 .40 48 
1526 526 48 58 
1527 527 48 .58 
1528 528 .58 .70 
1529 529 58 -70 
1530 530 -74 .90 
1531 531 .74 .90 
1532 532 .88 1.08 
1533 533 .88 ; 1.08 
1534 534 1.07 1.30 
1535 635 1,07 1.30 
1536 536 1.33 1.60 
1537 537 1.33 1.60 
1538 538 1.70 2.09 
1539 539 1.70 2.00 
1540 540 2.25 2.60 
1541 541 2.25 2.60 
*1542 542 3.10 3.50 
*1543 543 3.10 3.50 


Te Billings & Spencer Co. 





DEPENDABLE TEXTILE 
WRENCHE 
221%4° Angle, Double Head 
See page 23 catalog 





Trade 

No. No. Hard. Black Nickel 
1550 siete $ 28 $ .34 $ .56 
1551 : .28 .34 .56 
1552 760A 42 5 76 
1553 oe 42 .50 : 
1554 ie .50 r 
1555 760B 42 .50 ry: 
1556 760C 42 2 -76 

ee i 6 
1557 760Y 42 .50 -76 
1558 x = 92 
1559 T61A .52 62 92 
1560 61 .52 62 A 
1561 761B .52 62 92 
1562 761Z -52 62 
1563 De 5 -62 92 

cane 5 .62 ; 
1564 761C 62 62 

Sah 62 92 

565 7 7 8 1,20 

1566 762B 68 80 1.20 
1566X_... .68 .80 1,20 
1567 762C .68 .80 1.20 
1568 Cas .68 .80 1.20 
1569 763Y .68 .80 1.20 
1570 cr 90 1.06 1.56 
1570X iw. -90 1.06 1,56 


1572 763B -90 1.06 1,56 
1573 Bye -90 1.06 1.66 
“1 ae -90 1.06 1.56 
1574 763C -90 1,06 1,56 
1575 7 1.20 1.44 2.10 
1575X 764Z 1.20 1.44 2,10 
1576 764A 1,20 1.44 2,10 
1577 eee 1,20 1.44 2.10 
1577X .. 1.20 1,44 2.10 
1578 764B 1.20 1.44 2.10 
1579 764C 1,20 1,44 2.10 
1580 765A 1.60 1.92 2.80 
1581 765B 1.60 1,92 2,80 
1582 wes 1.60 1,92 2.80 
1583 765C 1.60 1.92 2.80 





DOUBLE HEAD COMBINATION 
SET SCREW ty NUT 














WRENC 

See page 20 catalog 

No. Trade No. Hard. Black 
*1625 ia $ .73 $ .86 
*1626 bes .73 6 
1627 595 .88 1,04 
1628 §95B .88 1.04 
1629 595C .88 1,04 
1630 595D .88 1.04 
1631 595E 88 4 
1632 595F 88 1.04 
1633 596 1,08 1.28 
1634 596B 08 1,28 
1635 596C 1.08 1.28 
1636 596D 1.08 1.28 
1637 596E 1.08 1.28 
1638 696F 1.08 1,28 
1639 596G 1.08 1,28 
1640 596H 1.08 1,28 
1641 597 1.44 1.70 
1642 597B 1.44 1.70 
1643 . 597C 1.44 1.70 
1644 598 2,12 2.50 
1645 298B 2.12 2.50 
1646 598C 2.12 2.50 . 
1647 598D 2.12 2.50 
1648 598E 2.12 2.50 
1649 598F 3.12 .50 


CONSTRUCTION WRENCHES 
See page 24 catalog 





No. Trade No. Unfin. Hard, 
1675 203 $ .70 $ .90 
1676 204 7 90 
1677 205 9 1,16 
1678 206 90 1.16 
1679 207 1.24 1.60 
1680 208 1.72 2.20 
1681 209 2.36 3.0 

1682 210 20 4.20 
1683 211 4.40 6.00 
1684 212 4.40 6.00 


*These wrenches will be discontinued when present stocks.are exhausted, being handled as specials thereafter. 
3 
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Te Billings & Spencer Co. 








STRUCTURAL WRENCHES 
Straight Openings and Offset Head 
See page 24 catalog 


No. Trade No. Unfin. Hard. 
1700 901 $ .66 $ .80 
1701 902 .66 .80 
1702 903 80 1.04 
1703 904 .80 1.04 
1704 905 1.04 1.40 
1705 906 1.04 1.40 
1706 907 1.48 1,96 
1707 908 2.04 68 
1708 909 2.80 3.60 
me Sta ds EN 
1710 i 

1711 12 .00 8.50 





LONG ROUND HANDLE TRACK 
WRENCHES 
See page 24 catalog 


o. rade No, Unfin. Har 
*1725 1 2.20 $3.20 
*1726 195 2.20 3.20 
*1727 196A 3.00 4.20 
*1728 1 3.00 4.20 
*1729 197 3.00 4.20 
*1730 198 6.00 7.60 
*1731 199A 6.00 7.60 
*1732 199 6.00 7.60 





LONG FLAT HANDLE TRACK 
WRENCHES 
See page 24 catalog 


Single Head 
No. Trade No. Unfin. Hard. 
*1750 173 $3.50 $4.60 
*1751 174 3.6 4.6 
*1752 175 3.50 4.6 
*1753 176 4.00 5.10 
*1754 177 4.00 5.10 





Double Head 
No. Trade No. Unfin. Hard. 








*1775 182 6.00 7.80 
*1776 184 6.00 7.80 
*1777 186 6.50 £.30 
*1778 188 6.50 8.30 





CAR WRENCHES 
22%° Angle, Double Head 
See page 25 catalag 


No. Trade No. Unfin Hard. 


























1800 36 1.10 $1.5 

1801 370 1.90 2,60 
1802 371 2.30 3,10 
1803 373 2.30° 8.10 
1804 374 2.70 3.70 
1805 376 2.70 3.70 
1806 377 3.30 4.50 
1807 379 3.30 4.50 
1808 380 3.90 5.30 
1809 382 3.90 5.30 
1810 383 4.50 6.30 
1811 385 4.50 6.30 
1812 887 6.80 9.00 
1813 389 6.80 9.00 





DOUBLE-HEAD TOOL-POST 


PL yp i 

For U. 8S, Standard Nuts and Set 
Screws 

See page 26 catalog 








No. Trade No. Hard. Black 
1825 562 $1.15 $1.32 
1826 563 1.22 1.44 
1827 563B 1,22 1.44 
1828 663C 1,22 1.44 
1829 563D 1.22 1.44 
1830 564 1.40 1.64 
1831 565 1,70 1.94 
1882 2.10 2.40 
1833 666B 2.10 2.40 
1834 2.90 3.20 
1835 567B 2.90 3.20 
1836 667C 2.90 3.20 
1837 56 4.00 4.40 
1838 5668B 4.00 4.40 
1839 568C 4.00 4.40 

568D 4.00 4.40 


SINGLE-HEAD BOX WRENCHES 
Square Opening, 22%° Angle 
See page 26 catalog 





No. Trade No. Unfin’d Black 
1850 580 $ .22 $ .30 
1851 681 .24 .34 
1852 . 682 2 40 
1853 583 32 .48 
1854 584 38 56 
1855 685 46 68 
1856 586 56 §2 
1857 87 70 1,00 
1858 88 88 1.24 
1859 589 1.20 1.62 


1860 590 1.60 2.10 
DOUBLE-HEAD TOOL-POST 
WRENCHES 
For Set Screws 

See page 27 catalog 





No. Trade No. Hard. Black 
1875 554 $ .95 $1.12 
1876 555 1.05 1,24 
1877 §55B 1.05 1,24 
1878 655C 1.0 1.24 
1879 55 1,22 1.44 
1880 556B 1.22 1.44 
1881 556C 1,22 1,44 
1882 557 1.40 1.64 


SINGLE-HEAD BOX WRENCHES 
Hexagon Opening 
See page 27 catalog 








No, Trade No. Unfin’d Black 
1900 800 $ .26 $ .36 
1901 801 .380 42 
1902 802 36 50 
1903 803 42 58 
1904 804 50 70 
1905 805 60 
1906 806 7 1,00 
1907 807 90 1.24 
1908 808 1 1.56 
1909 809 56 2.08 
1910 810 2.10 2.80 
1911 811 2.80 3.70 
1912 812 3.70 4.80 
1913 $13 4.70 6.00 
1914 814 6.00 7.50 
*1915 815 7.50 9.20 
*1916 816 9.80 12.50 
*1917 817 13.00 17.00 
*1918 818 17.00 22.00 
*1919 19 23.00 29.00 
*1920 819A 30.00 37.00 
*1921 820 40.0 50,00 





LIGHT SERVICE WRENCHES 
See page 28 catalog 




















Trade 

No. No, Hard. Black Nickel 
2000 75B $ .45 §$ 64 § .76 
2001 T6A 45 .54 .76 
2002 75 45 64 -76 
2003 .58 68 94 
2004 58 .68 94 
2005 778 68 .68 94 
2006 77C .58 68 94 
2007 77B .58 68 .94 
2008 ie. .58 .68 94 
2009 717 58 .68 «94 
2010 me -73 .86 1,16 
2011 “ .73 86 1.16 
2012 798 13 .86 1.16 
2013 T9A 73 86 1.16 
2014 79E 78 .86 1.16 
2015 79D 73 .86 1.16 
2016 ate 73 .86 1.16 
2017 79 73 .86 1.16 
2018 79C 73 .86 1,16 
2019 re .93 1.10 1.44 
2020 818 .93 1,10 1.44 
2021 gic .93 1.10 1.44 
2022 <6 .93 1.10 1.44 
2023 81 .93 1.10 1.44 
2024 a .93 1.10 1.44 
2025 81B .93 1.10 1.44 
2026 81A .93 1.10 1.44 
2027x Cw 1.1 


_ 
— 
i) 

ie 
eo 
o 


2027 ys 1.16 ; 
2028. «81D 1.16 1.40 1.80 






































2029 1.16 1.40 1.80 
1.16 1.40 1.80 
2031 1.16 1.40 1.80 
2032 1.16 1.40 1.80 
2033 83D 1.16 1.46 1.80 
2034 1.16 1.40 1.80 
2035 83B 1.16 1.40 1.80 
2036 83C 1.65 2.00 2.60 
2037 1.65 2.00 2.60 
2038 838A 1.65 2.00 2.60 
*2038X 1.65 2.00 2.60 
2039 1.65 2.00 2.60 
2040 1.65 2.00 2.60 
2041 1.65 2.00 2.60 
2042 85A 1.65 2.00 2.60 
2043 85C 1.65 2.00 2.60 
2044 85B 1.65 2.00 2.60 
. ENGINEERS’ WRENCHES 
80%° Angle, Double Head 
See page 30 catalog 
No. Trade No. Hard. Black 
2100 taal $ .26 $ .34 
2101. ee .26 .84 
02 .26 .84 
2103 34 42 
2104 84 42 
2105 : 34 2 
2106 41 50 
2107 41 -50 
2108 a Al 
2109 Al 150 
2110 41 
2111 .50 62 
2112 .50 62 
2113 .50 62 
2114 60 -74 
2115 60 .74 
2116 6 Ae 
2117 60 .74 
2118 60 74 
2119 60 .74 
2120 6 .74 
2121 gale .60 .74 
2122 Sante .60 -T4 
2123 12 -90 
124 72 .90 
2125 72 .90 
2126 uate 72 -90 
2127 Pads 72 -90 
2128 ot 72 90 
2129 eee 1,10 1.36 
2130 so 1.10 1.36 
2131 ees 1.10 1.36 
2132 She 1.10 1.36 
2133 ANS 1.10 1.36 
2134 Ate 1.10 1.36 
2135 hace 1.10 1.36 
T_T 
2136 Ay 1,20 1.66 
2137 Stators 1.20 1.66 
2138 AE 1.20 1.66 
2139 mdnets 1.58 1.92 
2140 inns 1.58 1,92 
2141 eats 1.58 1.92 
2142 ae 1.58 1.92 
———LS 
2143 a eee 2.40 2.80 
2144 3 2.40 2.80. 
2145 2.40 2.80 
2146 2.40 2.80. 
2147 2,57 3.20 
2148 2.57 3.20 
2149 2.57 3.20 
2150 3.36 3.8 
2151 3.36 3.8 
2152 3.36 3.8 





' BILLINGS MO-LYB-DEN-UM 
ENGINEERS’ WRENCHES 


15° Angle, Double Spear-Shaped 
Heads 


See pages 32B and C catalog 








Equiv. B. & 8S. 

No. Carb. Wrench Nickel 
M1721 1100 $ .80 
M1021 1101 -80 
M1722 1102 .80 
M1723 1104 80 


*These wrenches will be discontinued when present stocks are exhausted, belng handled as specials thereafter. 
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HARTFORD, CONN,, U. S. A, 










































































1022 1103 96 -LYB-DEN- = 725B 967A 22. 2.06 108" ae 
023 1107 .96 cae AND Colne kor sre 726C 967D .72 1.06 1.08 1.42 
oes ue med pings soni 726A 968A .80 1.14 1.20 1.04 
. ° . +v 
aes tive iis 22%40 Angle—Double Spear Shaped 726B 968D [80 1.14 1.20 1.54 
7254 1 : 
1726B 1111 1:16 Foe page $8 catalog — 7260 969A 92 1.28 1.38 1.74 
1025 ° 1112 1.16 990 5150 35.36 727X 970S 1.04 1.44 1.56 1.96 
726 1113 1.40 3002 1/50 2°20 727A 970A 1,04 1.44 1.66 1.96 
1026 1114 1.40 3004 1.50 2/20 727B 970D 1.04 1.44 1.56 1.96 
11727 1116 1.40 saan 160 2'20 
027 1118 1.40 150 2°20 728A 971A 1.20 1.60 1.80 2.20 
027C 1118X 1.40 3003 150 2:20 728B 971D 1.20 1.60 1.80 2.20 
1728 1117 1.74 3007 1.80 2.70 
1028 1119 1,74 3008 1/80 270 729A 973A 1.60 2.20 2.40 3.00 
10288 1120 114 3010 1.80 2.70 730A 974D 1.830 2.50 2:70 3.40 
ey 1.80 2.70 
1029 1123 74 oe 2°00 3°00 730B 975A 2.00 2.70 3.00 3.70 
1030 11z4 1.74 3014 2°00 3.00 730C 975D 2.00 2.70 3.00 3.70 
731 1125 2.14 
731A 1lz 2.14 T HANDLE SOCKET WRENCHES 731A 976A 2.30 3.10 3.44 4.24 
031 112 2.14 With or without Pin Handle, for 731B 977A 2.60 3.50 «3.90 4.80 
#1731B 1130 2.14 Square Nuts, Cap Screws and Set 732A 978A 3.20 4.10 4.80 5.70 
11032 1129 2.14 Screws. T33A 979A 4,20 5.20 6.30 7.30 
nessa 1131 2.14 See page 58 catalog 733B 980A 5.60 6.90 8.40 9.70 
<aidaipesaihciereesenesesinatite Scepavicaesmmnch aes 
: 383 S18 Unfin. Black T HANDLE SOCKET WRENCHES 
ace 2 it © ee ee ee LONG SHANK 
“no Ser oon With or without Pin Handle, for 
: ae ‘ o eo Hexagon Nuts and Cap Screws. 
734 1135 2.04 F| 3 * 5 2 See page 54 catalog 
034A 1136X 2.64 3} ‘i os gn os ga 5 
1035 1136 2.04 a woe 68 es Se Black 
o , ~.~5 278 S-& BE ac 
735 1138 $.18 Wes Eo cEad Go tEs So Wrench Without Assem, 
11036 1137 3.18 Ba oz Bam <6 Bam <5 No. Pin Handle Complete 
736 1139 3,18 Se Sa <3 ae. >. oe 
037 1140 3.18 7203 960H §$ .86 $ .52 $ .54 $ .70 *752A 1'00 1°32 
bed — = 7215 961 40 .60 .60 .80 *752B 1,08 1.48 
| BILLINGS MO-LYB-DEN.UM 721K 9961S = .40 60.60.80 pi iy eh ee 
" ne 2 ; f : : ; 
GENERAL SERVICE “s” 7225. 4962H 44 66 8.66 88 Ba ris bee 
: WRENCHES 7233 968H 48 .74 72 198 544A . : 
22%° Angle, Thin Double Heads 7243 «(965H 158 «186 «88 «1.16 Pe Ly ee Pen 
e page $zD catalog 7255 966H .64 .94 .96 1.26 *755B 1.62 2°14 
*755C 1.62 2.14 
Equiv. B. & 8. 725K 967H .72 1.06 1.08 1.42 . 
No Carb. Wrench Nickel 7265 967X .72 1.06 1.08 1.42 oraen ets a 
726K «69968H)~=—s«w80s«d1.14 1.20 1.54 $756C 2.08 2.62 
= ISTA 2.34 2.94 
726L 968P .80 1.14 1.20 1.54 “i5rh 234 234 
7273 69H .92 1.28 1.88 1.74 : . . 
758B 3.16 3.90 
*727K 970X 1.04 1.44 1.56 1.96 Pe hg 238 a 
7285 971H 1.20 1.60 1.80 2.20 Sn peeneueneuneeneeerenst ney 
: : : "20 T HANDLE SOCKET WRENCHES 
7295 971X 1.20 1.60 1.80 2 oe LONG SHANIC nis 
* ; 20 2.40 3.00 or withou n Handle, for 
THR NSM. 2.08. 2 Square Nuts, Cap Screws and Set 
*729L «=6974X) =—«1.80 2.50 2.70 3.40 Screws. 
7303 974H 1.80 2.50 2.70 3.40 See page 55 catalog” 
976H 2.30 3.10 3.44 4.24 Black 
— - Wrench Without Assem. 
7315 977N 2.60 8.50 3.90 4.80 No. Pin Handle Complete 
731K ; : " ' 7515 —¥F .90 ; 1.20 
7323. 977P 2.60 3.50 3.90 4.80 *751K y .90 120 
"7523 1.00 1.32 
732K 978P 3.20 4.10 4.80 6.70 *7533 1.08 148 
73835. 979X 4.20 5.20 6.30 7.30 #7545 1°32 1:74 
733K 980X 5.60 6.90 8.40 9.70 *755J 1.44 1.90 
BILLINGS MO-LYB-DEN-UM “755K 1.62 2.14 
CONSTRUCTION WRENCHES T HANDLE SOCKET WRENCHES *756J 1.62 2.14 
15° Angle Wrench and Lining-Up With or without Pin Handle, for *756K 1.80 2.32 
ool Hexagon Nuts and Cap Screws. *756L 1.80 2.32 
be page 382F catalog See page 52 catalog *I57I 2.08 2.62 
a *757K 2.34 2.94 
0. Carb. Wrench Nickel Unfin. Black \ 75ST 2.70 3.30 
1675 $2.00 a —_—_—_ o_o, *750J 3.16 3.90 
1204 aeae aoe i 3 “750K 3.60 4:50 
1677 2°60 o ¥ g Pe = 759L 4.06 5.10 
1206 1678 2.60 o 5 2 SE i ae Bs Tipton cho nee 
1207 1679 3°60 2 £5 ea £5 Ea THE BILLINGS AUTOMOBILE 
1208 1680 4°50 nur Be Ree Sees & 26 DOUBLE OPENING SOCKET 
1200 1681 8.75 Be cf Bae 28 Bis $s WRENCH 
1210 1682 9.60 Bat pu FR at OE “ks See page 27 catalog 
SL Eee 
BILLINGS MO-LYB-DEN- UM teen ee A Oe Ete No, Black 
STRUCTURAL WRENCHES 721A 961A (40 (60 ‘60 ‘80 5-5 EIR CIR sre 
Mtraight Opening and Offset Head 721B 40 60 60 80 801 1.10 
le page 32E catalog $$ CT SS a ate tts: Co ln 1.10 
Bauvaan 722A 962D 44 .66 (6 > Rt (OR eee eee ee 1.20 
lo. Carb, Wrench Nickel 722B 963A 48 74 72 = .98 SPARK PLUG WRENCH 
nee auee ob 722C 963D 48 74 2 68 See page 27 catalog ‘ 
A EOE Eee 
1905 1704 3 15 728A 964A 52 (78 78 1.04 No. Trade No. Hard, Black 
* TLE PRE ee ee 
1907 1706 4.40 724A 965D 58 86 88 1.16 810 993 $ .98 $1.16 
1908 1707 6.00 724B 965A 58 (86 ‘88 116 810X 993A .98 1.16 
1909 1708 8.15 oe 811 994 .98 1.16 
1910 1709 11.35 7254 966D .64 94 (96 1,26 812 ie 1.15 1.36 


hese wrenches will be discontinued when present stocks are exhausted, being handled as specials thereafter. 


eee eee eee ee ee ee ee 





i a ee a ee — 








fe Tée Billings & Spencer Co. ie 


% 


HARTFORD, CONN., U. 8. A. 








evita tah SOCKET 
NCHES 


With Handle le Bent at Right Angle 
to Head For Square Nuts, Cap and 
Set Screws 

See page 57 catalo 


Trade No. Unfin. Black 
ar 2 .36 $ .54 
S215 261 4 6 
S21K 2613 40 .60 
S225 62H 44 66 
; 263H 48 72 
8243 266H .58 88 
8253 266H .64 .96 
825K 267H .72 1.08 
*8265 1X .72 1.08 
sz6k 2 .80 1.20 
826L 268P .80 1.20 
275 269 .92 1.38 
*S27K 270X 1,04 1.56 
271 1.20 1.80 
*s205 271X 1.20 1.80 
S20K 273 1.6 2.40 
*S29L 274 1.80 2.70 
*830J 274H 1.80 2.70 
*830K 276H 2.30 3.44 
"8315 2,60 3.90 
*S31KK 277X 2.60 3.90 
*832J5 277P 2.60 3.90 
*S321¢ 27i8P 3.20 4.80 
*S33J5 279X 4,20 6,30 
*S33K 280X 5.60 8.40 
Bie id ees SE Ea a eee, 
~ esha BS SOCKET 


ENCHES 
With Handle Npent at Right Angle to 
Head for Hexagon Nuts and Hex- 
agon Cap Screws 
See page 56 catalog 





Lidl ante ciate aac Si Ee 
No. Trade No, Unfin. Black 
Fibs eR a SO 
S21A 261A $ .40 $ .60 
a 2 a Ase RR a Ce a 
822A 262D 44 .66 
bole oR eat 1 ane eae ate er ee 
822B 268A .48 72 
§22C 2638D 48 72 
feo et EE ht EE cso 
823A. ‘264A 52 .78 
at a ape aha oI a EE 
824A 265D .58 88 
824B 265A 58 88 
=e a TREES Ao Re oad 
825A 266D 64 .96 
ipsa GSE eS toe PEALE, A a 
825B 267A 72 1,08 
825C 267D Bu a 1.08 
De epee eapoarebanee 
826A 268A 80 1,20 
826B 268D 80 1.20 
seo ne REE 6 a EN tet sac 
8260 269A 92 1.38 
ke IEalic! ela dt Ea ie ee apa 
8$27x 2708 1.04 1.56 
827A 270A 1.04 1.56 
827B 270D 1.04 1.56 
828A 271A 1,20 1.80 
828B 271D 1,20 1,80 
820A 273A 1,60 2.40 
a 
830A 274D 1.80 2.70 
8$30B 7 2.00 3.00 
830C 275D 2.00 3.00 
831A 276A 2.30 3.44 
831B 277A 2.60 3.90 
832A 278A 3.20 4.80 
833A 279A 4,20 6.30 
8333 280A 5.60 8.40 


BIT-BRACE SOCKET WRENCHES 
For Hexagon Nuts and Cap Screws 
See: page 58 catalog 





A 

DZ4GA ©. cccccevrvvesvevesecveies 

2) | Se 1.16 
DRAMAS me aside eee ce sence veseees 1.26 
DEG ere ceeds cer csees - 1.42 
925C weeds. 6 Pesce ep eres vee tw 2 
DBOA eves ecesecvesscese . «» 1,54 
OZGB © oc vccc cece ccc cecvesecce 1.54 
O2OC  nccccccccvecsvcccs Mapeeranl aeee 





BIT-BRACE SOCKET WRENCHES RS 2 6S. 5 a chnschra @ oh teatl¥ gre 80re. > ae | 
For Square Nuts and Cap Screws Rs 0.5.5 eres 6 ee eRe ROe Nia anew Se, 
See page 58 catalog pooh Niaraly ery EMT ee PAT ara rer eer” 1.16 
_——— iia iy Waiaie asele sales Sie ¥ 06 Waves care eee 
No. Black OS hme Cee See ee Eee 1.42 
seee. PR eR rel i - 1.64 

OBIT vicccses A wiesé aiqiereie # # aphig 374 $80 «OBO nec eeessscrrececsrcvcces 
Py |. aa eS ik Rok kh oe EO .80 wale. for Bit-Brace Socket Wrs. 1.20 








BILLINGS REVERSIBLE CHAIN 


BILLINGS CHAIN FITTING 
PIPE WRENCH WRENCH 


See page 84 catalog See page 85 catalog 
aaa LT 
Conners with oe with 
lat link lat link 
Number Trade No. or Cable chain ee 
————————— Number or Cable Chain 
14 30 $5.00 CE Sas 6 0 ae bee Sapiens $ 4.00 
20 31 7.00 Ver ee oe ees wie 5.50 
27 32 10.00 oe. 9 6 2 viet anaes % 
37 3 14,00 eS rss be hina de eS 11.50 
47 8314 18,00 Sale 6b oon orn ou8 ners 14.50 
57 34 22.00 | Sea eae 17.50 
35 36.00 CP LES OE SEE 28.50 
87 80.00 Nore d.0.40) CE eee 65.00 


PRICE LIST OF PARTS 


No. No. No. No. No. No. No. No. 
$430. 3h. Oa 3 62 ca ee 


$2.80 4,00 6.00 8,00 10.00 20.00 30.00 42,00 
16.24 «630 40 44 S470 


16.28 634 42) «50. «S880 1.10 


| 08 .08 .08 .12 .12 .20 .60 1.00 
B\Chain & Chain 4 59 2.00 3.00 5.00 7.00 9.00 15.00 40.00 






Chain Connec- 
Gen onty 20 .30 30 80 .60 .70 1.00 3.00 


Site Jame. ber 7.00 3.50 5.50 8,00 9,50 11.00 15,00 32.00 


Site Jaw Bolt 2g 646 60.7090 1.80 2.50 
Sw uar tur 1.00 1.00 1.30 1.60 1.80 2.30 2.50 3.20 

Coz ~ Center aw 
a a 04 04 06 .08 10. 14 20 .24 
I. uaad 10 10 12 16 20 28 AO ws, 
o—> Center Jaw 2.00 
OF 1 \ AEE 
Chain Pine 10 10 12 26 .20 28 40 .50 

sce 


BILLINGS SINGLE JAW CHAIN 
PIPE TONG 


See page 87 catalog 
Complet4avith 
t link 


n 
Number Trade No. or catic Chain 


111 11 7.00 
112 12 10.00 
113 13 14.00 
113% 13% 18,00 
114 14 22.00 
115 16 36.00 
116 16 80.00 
PRICE LIST OF PARTS 
No 


60 .70 
08} .10 


8.00, 9.50 
5.00, 7,00 





i . 50) .60 
Chain Links out- 
side orinside .10;) .10) .1 .16 20 .28 4n 50 
Chain Pins 10, .10) .12) .16) 20 28 40 50 
Swinging Link 
for Vulcan Tong, . 30} .30] .50, .60| .70| 1.00| 3.00 


"These wrenches will be discontinued when present stocks are exhausted, being handled as specials thereafter. 
6 
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Handle 





BILLINGS “BULL TONG” 
See page 88 catalog 


No. Trade No. 
117 16 


Chain | Connec-} Outside 


7e Billings & Spencer Co, 


HARTFORD, CONN., U. S. A. 





Price 
Complete 


1 








Chain 
Links Chain 





and 
Inside 


COLD CHISELS 
e page 81 mennlen 
Model Y A 


Price Each 


er 


MS 5 ie'p bs on ae Ae eee 18 
RG 2 ol nes lee ae tie .20 
OS APY ap err reo 35 
TaD Seer SONOS Oe 40 
BAN, veces eeccsvvees soeveesioes. BO 
Sea's 0 aie. die-o vivre bb: 6 6 Poy ae 85 
oS A ey eee earns Sra aia wees 95 
KIT CHISEL 







page 81 catalog 
Model Y 


Price Each 
INGS NGS ADJUSTABLE STRAP CLAMP 
pores 96 catalog 






Price Jach 
ety St. a + b:te hawks sas Rel Reahettee ad $0. 


Extra Washers 25c. Each 


DROP FORGED MACHINISTS’ 
PARALLEL CLAMPS 

be page 96 catalog 

| Model A X 


Price of Price Clamp 


, Screws, Each Complete 
$ .32 $3.00 


a 
2 48 “4.00 
3 6 5.00 
cj .92 6.00 
EDIUM WEIGHT or FORGED 

“Cc” CLAMP 

Model A r> 

e page 97 catalog 
| Price bach Price 
‘ Screws Each 
5 2 $1.50 
2 22 3.50 
3 .56 5.00 
4 .70 6.50 
5 1.20 8.00 


DROP FORGED gt Nay posta 
TYPE “C” CLAM 
fe page 98 pric 4 


del A Z 
Clamps with Screws 
With 
Winged With 
With Screws Square 
Winged and ead 
Screws Swivel Screws 
Price Ea. 
Std. or 
Price Price Long 


). Ea. No. Ea, 


1.00 30 $1. 110 §$ 1.00 
160 31 1.80 111 1,50 







BILLINGS BACK UP TONG 
See page 89 catalog 





Price 
No. Trade No. Complete 
118 115 $36.00 


Chain Links 
Octane and 


22 2.60 382 2.70 112 2.50 
23 3.60 33 4.00 118 3.50 
24 5.20 34 5.60 114 5.00 
25 7.00 35 7.60 115 6.50 
26 8.50 36 9.10 116 8.00 
27 #1060 387 411.60 117 10,00 
28 14.50 38 15.50 118 14.00 
29 89 8621.50 119 19.00 


Winged 
Screw 
Winged and Square Head 
Screws Swivel Screws 





Price Price 
Price Price Ea. Ea. 


No, Ea. o Ea. No. Std. Hong 
20 $ .20 30 -40 110 $ .20 § 

21 24 $81 48 111 24 oe 
22 34 32 ‘68 112 .28 80 
23 40 33 76 118 40 1,16 
24 60 34 41.00 114 1.66 1.56 
25 96 35 1.60 115 -76 2.00 
26 1.10 36 1.60 116 1.00 2.50 
27 1.40 37 2.20 217 1.80 3.10 
28 1.80 88 2.60 118 1.70 4.20 
29 2.00 39 2.60 119 1.70 6.10 
20X 2.75 40 3.50 120 2.40 7.20 


MAKERS’ “C” CLA 
See page 97 catalog 
Model B C 
Tool Makers’ “C” Clamps, With 
Winged Square Head Screw 
' Screws Price Bach 
No. Price Each Black Bright 


DROP FORGED STEEL TOOL 
MPS 







Tool Makers’ “C” Clamps, with 
Ele An Square Head Screw with 
1 and Swivel. 


Serews Price Each 


No. Price Each Black Bright 

Ford lth ha 5, 9 1.5 1.80 
Bac os.0 Creo caee 1.80 2.10 
oT ae TR Pee: ee 2.30 2.70 
We oes cee ose eee 3,20 3.70 





DROP FORGED STEEL LIGHT 
TYPE MPS 





“C” CLA 
See page 99 catalog 
Model C O 
Screw 
With Handle Clamp 
No. and Swivel Complete 
60 6 ; 
61 .70 1.80 
62 .80 2.20 


63 1,00 3.00 
64 1.20 4,00 
65 1,50 5.00 
66 2.00 6.50 





BILLINGS IMPROVED WOOD- 
WORKERS’ AND BODY BUILDERS’ 
LIGHT “C” CLAMPS 

See page 99 Siodet 8 


odel W O 

Scre Clamp 
No. with Swivel Complete 
162 3 .80 ; $2.20 
163 1.00 3.00 
164 1.20 4.00 
165 1.50 5.00 





PARALLEL CLAMP DOG 
See page 95 oo 





odel A U 

Price 

Price of of Dog 

No. Screw Each Complete 
1 $ .3 3.00 
2 48 4,00 
3 .56 5.00 
4 72 7.00 





UNIVERSAL SWIVEL JAW 
CLAMP DOG 
See page 95 catalog 


Model A V 
Price 

Price of of Dog 
No. Screw Each Complete 
00 Amateur ° 
0 Amateur .20 2.50 
1 .24 3.50 
2 86 4.50 
3 -50 5.50 





BILLINGS DIE DOGS 
See page 95 catalog 
Model A W 
Price of 
Price of Extra Dies Dog 
No. Screw Each Per Pair Complete 
1 : A y 
2 .20 1.50 8.00 
DROP pie BENT TAIL 
HE DOGS 
See page 91  eaane 


Model AR Model C K 
(Square Head Screw) (Safety Screw) 


2 : 
aa 
s & dp BS phes 
' a 

26a =¢2 8 S28a 
Fo = E 23, ES4p, 
ata Pos & OB ee 
ges ese Be BEE Sees 
Agz Ann As AEn Pftn 
“iT iB ¢.8¢ $1.00 $1.20 
2 2B ‘90 1:10 1,34 
3 3B .96 1.20 1,50 
4 4B 1.10 1.40 1:76 
5 5B 1.38 1.70 2.12 
6 6B 1.64 2.00 2.60 
7 1B 2.00 2.40 3.00 
8 8B 2.34 2.80 3.52 
9 9B 3.12 3.60 4.46 
10 10B 4.06 4.60 5.64 
11 11B 5.36 6.00 7.26 
12 8.30 9.00 10.50 


12B 
13 13B 15.00 16.00 17.80 
DROP FORGED STRAIGHT TAIL 


LATHE DOGS 
Model C L Model AS 
(Safety Screw) (Square Head Screw) 
a 2 
~ 
ot lj ae 
36 23 «8 gS ste 
B of E Th o8 ~S4 
ba ge 8S ee 
Boe BS fy BEE Bese 
Adm Aa AS ABa ASKa 
21 21B $ .84 3 1.00 $ 1.20 
22 22B .90 1,10 1.34 
23 23B 96 1,20 1.50 
24 24B 1.10 1.40 1.76 
25 25B 1.3 1.70 2.12 


‘hese wrenches will be discontinued when present stocks are exhausted, being handled as specials thereafter. 








Oe ee ee eb ene ay 


26 26B 1,64 2.00 2.50 
27 27B 2.00 2.40 3.00 
28 28B 2.34 2.80 3.52 
29 29B 3.12 3.60 4,46 
30 30B 4.06 4.60 5,64 
31 31B 5.36 6.00 7.26 
32 32B 8.30 9.00 10,50 
33 33B 15.00 16.00 17.80 
I 


DROP FORGED DOUBLE SCREW 
LATHE DOG—BENT TAIL 
Seg page 93 catalog 


Model A T 
(Square Head Screws) 
Model C N 
(Safety Screws) 
7] ® 2 
n os] 
a 3 ae 2 as : : 
26 28 $35 §& 855m 
z oA E & 8 a n tp? 

E > Ee 4 @) 3 BQ > 
ngs ne n < Pik: 
ws | BOs bo, oS 2 bess Sau 
> — ° 
Azz AR AS ABA Aan 

40 40B $15.30 $16.00 $17.50 

41 41B 23.00 24.00 26.30 

42 42B 33.00 34,00 36.30 


DROP FORGED DOUBLE SCREW 
LATHE DOG—STRAIGHT TAIL 
See page 94 catalog 


Model A M 
(Square Head Screws) 
Model C M 
(Safety Screws) 
Md o m 
n 
a e 2 Le Ss a é 
a 

$& 28 26 #8 S53 
Bom FF, BS She Fae 
nid ay a Saar) 
03 & bo bo. woe bose 
8x 8a 83 Abs Asma 
50 50B $15.30 $16.00 $17.50 
51 51B 23.00 24.00 26.30 
52 52B 33.00 34.00 36.30 


DIE AND TOOL MAKERS’ 
HAMMERS 


See page 82 catalog 
Model A D 
Round Pattern 





Ball Pein 





BALL PEIN HAMMERS 
See page 82 catalog 


Model B C 
Price'per 
No. Dozen 
) SPS ARTs err Ye RT 
SRR Er canetaseiete seis Ga axpiaete sere 12.00 


*These wrenches will be discontinued when present stocks are exhausted, being handled as specials thereafter. 


HARTFORD, CONN,, U. 8. 


ME foci Latees wera’ iene 12.0 
UR Re a ck saeeecueens ae 
Micasshevbanise 0¥ecnbesee Se tH 
cake sia Gee ya dasene error ye 7) 
RSC pee es evenness See 
Mo reads ATES Ra OSS v2. 16.50 
Mie ctaeans 7 ereeeteet er re aie 
Sinem ei RR ve. 19.00 
ey eae eaae paueaans 22.00 





BILLINGS DEPENDABLE COMBIN- 
ATION SLIP JOINT PLIER 
Model M 


See page 79 catalog 


ckel 
No. Black Plated 
.00 





3 10-inch nile eines ei0'0'e 1,50 1.75 


“ Plier Nuts .06 
4 14. inch Roe ote ee 2.00 2.50 


“ Plier Nuts  .06 





CENTER PUNCH 
Model X A 


See page 81 catalog 





PIN PUNCH 
Model X 
See page 81 





“ALL STEEL” SCREW-DRIVERS 
With Round Shank 
Model P 
See page 80 catalog 























rice 
Rehr tgh oda pH IY TE BEE me pop EE 1.15 
“ALL STEEL” MACHINISTS’ 
SCREW-DRIVERS 
With Square Shank 
Model P 
See page 80 catalog 
Price 
No. Each 
8 
ME OKs nce WIR A Oe UI ATOR Ra nip aan 1.05 
OFF-SET SCREW-DRIVER 
Model Z 
See page 81 catalog 
Price 
Each 
SE ANGH ees Ghiniy eB MERI S ms ee oe @ .80 





GENUINE ey RATCHET 


ILLS 
See pages 101 to 105 catalog 
Model A F 








Price 

No. Each 
Pie A ay, ts Sp ae PENS ah LR 10.50 
| ER ea > pe PO ee epee Ws 10.50 
si SER RO EIN i SED PES SEE Ree EM 

Model A E 

PG Sh ge Tn) PEO bea 2 Cab hate Se SE 
Price 

No. Each 
; eae eaearreee Swcaiclend $10.50 
OE order Ra hie dn Seer ae es Siecene MOOS 


Tée Billings & Spencer Co. 


Model A G 








TAPER SLEEVE 
See page 105 
Model A K 





SQUARE DRILL SOCKET 


oO 
See page 105 catalog 
Model A L 


ee 


| 


COTTER PIN TOOL 
See page 81 catalog 
Model W 








LATHE NURLING TOOL 
See page 80 catalog 


Model B J 
es ee 
nee 

Holder only, 1x%x6 in......... $4.25 


Holder, with three pair of Nurls 5.00 
| 


HIS 36th edition of our catalog of mechanics’ tools represents the culmination of 
a steady growth of fifty-six years. The line, while originally designed for ma- 
chinists, has had extraordinary success in the automobile field, and in that of 


allied industries. 


The characteristic of a Triangle B Tool is reliability, based on correctness of design, 
superiority of workmanship and quality of steel used. The appreciation of our industrial 


clientele is indicated by the steady growth in this department of our business. 


We manufacture, also, specially designed machinery for forging—Drop Hammers, 
Trimming Presses, Trimmer Die Millers, Die Sinking Machines and Hot and Cold Saws— 
special catalogs on which we shall be glad to send to those interested. We also produce 
contract drop forgings of superior quality and workmanship designed to meet most ex- 


acting specifications. 


Te Billings & Spencer Co. 
Harsford, Conn. 














& 


ay we oe j a 
NET A od Sp c 
ae Se es (ie 2 
ae 
at 
. 
° ’ 


| TA EE BIIEIENMN. G'S./)x 
APRS TINGLE GOL EN 
NCHARTRORIDIGONNEUSIAS 


“FRAO 
2 6 


aie 

/ “es 

ee. 
Pass bak: 





N sesoiion this catalog, we have had in mind making it a useful reference book for 
the dealers and clerks, as well as a catalog of “‘Billings” Triangle Brand Tools. 


_. ARRANGEMENT. The catalog has been rearranged for the greater convenience 
of our customers. You will note that our open end machine wrenches and spanne 
wrenches are placed in the front of the catalog, followed by machine wrench sets, socket 
wrench sets and wrench boards. Socket wrenches, adjustable wrenches, pliers, screw- 
drivers, chisels, hammers and “‘Billings” chain pipe wrenches, both single and double jaw, 
follow in sequence. Our dogs, C clamps and ratchet drills follow. The balance of the 
catalog is devoted to miscellaneous standard forgings. 


CROSS REFERENCE ON MACHINE WRENCHES. In the front of the catalog, we 
publish for the first time a table of milled openings and the standards for which they are 
adapted. This will be a very useful cross reference for looking up standards which it 
might be difficult to locate under the wrench numbers in the regular catalog. 


Preceding the open end machine wrenches on Pages 8 and 9, we have also fur- 
nished an index of our most popular wrenches. In this index we have listed the milled 
openings and shown the various wrenches and the page number on which these numbers 
can be found. This will be found extremely helpful by our retail and jobbing customers. 


BE SPECIFIC. In ordering, be sure to specify model, finish (where special finishes 
are required or where more than one finish is listed) and the number of the item. . This 
will insure prompt delivery and will avoid the possibility of an error. Prices shown in 
the catalog are list prices, subject to discount, which will be quoted on application. 


FINISH. Billings & Spencer “Duro” black rust-proof finish gives the wrench a 
bright black or polished ebony effect. It is a rust preventative and obviates the neces- 
sity of oiling the tools while in stock. This clean and attractive finish and the high 
quality of our wrenches make them the ideal tool to sell over the retail counter. The 
Billings & Spencer Company's development of this finish for the convenience of its cus- 


tomers is in line with its recognized policy of maintaining its leadership in wrench man- 
ufacture. 


QUALITY. ‘ Billings” tools embody the highest grade of New England craftsman- 
ship. Our workmen have been trained to the exact measurements and high standard of 
quality required by The Billings & Spencer Company. These requirements, coupled with 
the fact that many of our workmen have been with us for practically their whole lives, is 
one explanation for the superior quality of the “Billings” tools. 


In addition, our product is inspected after each operation. The raw material is 
analyzed and tested before it is forged; no pains or expense are spared at any stage of 
the manufacturing to eliminate defective material or workmanship. This continuous and 
rigid inspection, coupled with these high standards of quality, explains why “Billings” 
forged tools are acknowledged the supreme tools in their line. It is possible to make tools 
cheaper, but it is not possible to make them better, or any cheaper for the quality. As 
Mr. Billings expressed it, “Into each tool goes our entire reputation.” 


GUARANTEE. We guarantee all our products, whether the standard Triangle 
Brand Billings Tools (as described in this catalog) drop forging machinery, or special 
forgings made to order, to be of “Billings” quality, free from imperfections of workman- 
ship and material. We will gladly replace without charge any which prove defective. 


BROKEN PACKAGE SHIPMENTS. An additional charge of 10% will be made on 
all shipments direct from factory to dealers’ customers ; also, on all broken package ship- 
ments of wrenches under 1-3/8” opening and on all small parcel post and express ship- 
ments. This charge will not apply on orders for repairs or parts. A minimum handling 
charge of 104 will be made on all goods returned except when in our judgment the goods 
are defective. 














DEALER SERVICE. Our Advertising Department is organized specifically for the 
help of our jobbers and our dealers. Please do not hesitate to call upon us for any adver- 
tising or catalog service you may require. We will be only too glad to furnish you with 
electros of any of our products and advertising matter, circulars, etc. The circulars on 
our various products are designed particularly for our dealers’ use and will be very helpful 
in direct mailings. 


FOREIGN CATALOGS. For the greater convenience of our foreign customers and 
on account of the growing demand for “Billings” Triangle Brand Tools abroad, we have 
had printed a complete catalog showing Whitworth & Metric Measure Wrenches, wrench 
boards and wrench sets. 


MACHINERY. In addition to the tools shown in this catalog we make a complete 
line of drop forging and die making machinery, including drop hammers, trimming 
presses, die sinking machines, trimming die millers, and hot and cold saws. Write us for 
circular and quotations on these lines. 


CONTRACT FORGINGS. We were the first Commercial Drop Forging Plant in 
America and are still the recognized leader in the making of quality drop forgings for 
automobile companies and other manufacturers, 


HE BILLINGS 


& SPENCER CO 
HARTFORD,CONN.U.S.A. 








: DROP FORGED WRENCHES 
Milled Wrench Openings and Standards 


For Which Adapted | 
THE following table shows the Milled Wrench openings regularly furnished bY 
us, together with the different standards for which these openings are adapted. 
Inasmuch as this information is given only partially in the various tables through- 
out the catalog the table below should prove helpful and of considerable value. 


Milled U~. : preodant Hogasen Head S. A. bgt Screw ss aye ae 
i i olt an ap Screw an ut Scre olt an 
8 _ Nut Size Size Size j S Nut Size 


+e ee ee 
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ee 
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M4 ts . [es REO Cer 

“me aT ae vs Nut 

; 3% ae % Bolt 

1s 58 3g Nut 

ae east tx Bolt 

eas Nut 

% ¥ Bolt 

% Nut 

te Bolt 

; = ; ; Nut 

; ee ie 5% Bolt 

ap 34 ; 5% Nut 

% Bia PBS oe A Gee ee 

% 8% Bolt 

; Buay ; aaa : 34 Nut 

alse aes he ee oe ¥% Bolt 

oe Bes Set? vine Rica % Nut 

URE kdbde | een Gree f r Baie 

APS Ae ai: Lap cae 1 Nut 
epee ee tore i nm ren nner meena aheteoace ae a 
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Tée Billings & Spencer Oo. 


Drop Forged Wrenches 
Carried in Stock 


FINISH 





Nickel Wrenches 
Have openings milled, are hardened, polished all over, and Nickel 
Plated and have heads bright polished. 


Black Wrenches 

Have openings milled, edges ground, hardened, heads brightened, 
and are treated with our special “Duro” black finish. 

The Billings & Spencer black finish gives a wrench a bright black 
or polished ebony effect. It is a rust preventive and obviates the neces- 
sity of oiling the tool while in stock and is in keeping with the purpose 
and use of mechanics’ tools. 


Unfinished Wrenches 
Have openings milled, but are not hardened or finished. 


: Although we do not stock these wrenches, we are prepared to fur- 
nish them at current prices. 


MILLING 






Stock Milling 
All wrenches are milled slightly larger than listed in tables to allow 
for proper clearance and variations. 
Special Milling 
Special Milling as well as Whitworth Standard and Metric Stand- 
_ will be furnished to order without extra charge in lots of 100 or more 
of a size. 













STAMPING 


Number of Wrench 
Is always stamped on the head of wrench. 


Use of Wrench 
The heads of wrenches are stamped to show purpose for which the 
wrench can be used. Example, a wrench stamped 


% OC 
¥, U.S. S. 


shows that the wrench will fit a % inch hexagon U.S. S. Cap Screw and 
a % inch U.S. Standard Nut or Bolt. 


The suffix X indicates special milling on wrenches carried in stock. 
Black finished wrenches will be furnished unless otherwise specified. 


When ordering specify Number, Model and Finish. 





her Te Billings & Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially, selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 


finish, with heads brightened and lacquered. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 











ENGINEERS’ WRENCHES ENGINEERS’ WRENCHES 


15 Ange. Single Head 15° Angle, Single Head 
Flared Handle 


This line of dependable wrenches is designed for shop 
use, and has a flared handle which fits the hand of the user. 
Each of these wrenches has been scientifically proportioned 
for the work that it is intended for. 


For thin head single end wrenches, see pages No. 16. 


Tapered Handle 


This line of wrenches is designed for heavy duty, and has 
a tapered handle permitting the use of both hands. 


For thin head single end wrenches, see pages No. 16. 





WEIGHT | PRICE 




















z Hex. 
Trade | U.S.S. Head Milled Thick- Trade | U-S.S. Head | Milled 
No No. | Bolt | Cap | Open-| Leth. |ness off ——7j———_ No. No. as awe Open-| Leth. |ness of 
ssh i bd me: Bead t ite: | Gen | Black a Be = 
1000A| 1% ls | al. [1 [soa 1019 | 700 |... | 1%} us}is | %!| 3 | 2 
1000 |00 | K%| \& Ys | 3 1 28 1020 | 10 | 1 1% | 15 
1000B| ... *% | % 13% 1 28 
1021 | 11 | 1% 144 | 164% 
1001; 0 | HI 4 \% 1%| 30 
1002 | 701 “IS 14 \Y 1%| 30 1022} 12 | 1% 2. 1238 
1003 oo ae ee ee ‘o 3 36 1023 | 13 | 1% 2% | 20 
1004 | 702 %!] & 15 ts 3 36 
1024| 14 /1% 23% |.22 
1005 1 -« # | 54] # 4 44 
1006 | 703 ve | % 15%! # 4 44 1025 | 15 |' 15% 2y5 | 24 
1007 3 | % H 16%! % 6%] 52 1026 | 16 | 134 234 | 26 
1008 | 704 4% | %16%| & 644| 52 1027 | 16A] 1% 244 | 28 
_ 2 eS ee ee 7% 7 64 1028 | 17 | 2 3% | 30 
1010 | 705 | .. | & tt 7% i 7 64 
FS feel 1029 | 18 | 2% 3% | 34 
%18 8 76 
Bl he Hi “ 1030 | 19 | 2% 3% | 38 
a3 fod |] ac | RE] MY HR] EY EY 
8 10 92 
” “ 1032 | 20 | 3 454 | 43 
1014 7| % ly |9%] # 13% | 1 14 1033 | 20A} 3% 5 | 438 
1015 | 707 | .. | % 11% | 1 | 64/150 1034| 21A| 3% 534 | 45 
1016 8 | % /1 1% {ll 1 |6%/1 1035 | 21B| 3% 5% | 47 
Z s H “4\150 1936 | 210] 4 ee 49 
1017 | 708A} .. | 1% | 13% [13 2 2 30 
1018 | 9 | %] .. |1yy [18 oe foe 1037 | 22A/ 44] ... | 6% | 51 
1038 | 22B] 5 ... | 7% | 58 
Furnished in Black Finish only. ‘ When ordering specify Number, Model and Finish. ; 


“Guaranteed to be of Billings Quality” 
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DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. ; 

| The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





ENGINEERS’ WRENCHES 
15° Angle, Double Head 


This wrench was designed originally for Engineers, but its use has been broadened until today it is unquestionably the most 
universally used and most popular type of open end wrench manufactured. Each of these wrenches has been scientifvcally pro- 
portioned for the work that it is designed for. \ 

In addition to our regular “Duro” black finish, these wrenches are also furnished nickel plated with heads buffed. 

For thin head double end wrenches, see page No. 17. 





WEIGHT PRICE 
Milled 
Openi 

1. e- & 1 8% vr 1 $0 32 |$ 0 46 1100A 

i ‘f 4 \ 14% 34 52 1100 

4 Y 14 34 52 1101 

» te fs 4% as 2 42 64 1102 

4% ts 2 42 64 1103 

4% os 2 42 64 1104 

4% ¢ 2 42 64 1105 

4% 2 42 64 1107 

1a 5 3 50 76 1106 

5 3 50 76 1108 

» de 5 3 50 76 1109 

wie] 5 is 3 50 76 1110 

Yy- if 5% aM 50 76 1111 

cee oe 5% ts 3 50 76 1112 

+i % 6 5 62 92 1113 

me a tt 6 5 62 92 1114 

-, ve - 6 5 62 92 1116 
| 1118X | 27 Ne : is at Seas ip 6% 6 62 92 1118X 

) 1118 27 7 a ie ir io 6% 6 62 92 1118 

eae ye EO i : 3 ™ | 412 | 449 
: 1119X ae Y 1 aA 54 t 7 8 74 112 1119X 

1120 729 ac % %| %& % 7 8 74 112 1120 
| 1120X i= & eG Be * ii 7 8 74 | 112 1120X 
| 1123X | 29 4 < he iF <1 7 8 74 | 112 1123X 

| 1123 vag Bas Mie Se eee ae %| 7 8 74 | 112 | 1123 

: 1121 | 730 oe oie Racy Ss 8 10 9 | 136 | 1121 

| 1122 | 7302 | .-% + I - # = i 8 10 90 | 136 | 1122 

ee EA eel eked 3 | | is | Be 

a . wa 
HR RR) eC ER) Ea ek) | BL |e | Bl te) a 
a oe a 

1130 731b | ..- 3 w- %| ..- & ir %| 9 13 90 | 1 36 1130 

ee ee ee 5 eee ere H| 10 % 1 110 | 170 | 1129 

: 1131 ee fs 4 - 3 1 10 % 1 110 | 170 1131 
) 1131X | 33a | %&..| %..| &% is it 10 % 1 110 | 170 1131X 

| 1132 33 ¥- %& | % =. |. Se 10 \% 1 110 | 1.70 1132 

Black finished wrenches will be. When ordering specify _ 
furnished unless otherwise specified. Number, Model and Finish. 


) “Guaranteed to be of Billings Quality” 
) 12 











: 
/3\ Te Billings & Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
‘to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


ENGINEERS’ WRENCHES—Continued 
15° Angle, Double Head 





























: waa U.S. Po Pg se aa Mitte Pain WEIGHT PRICE 
No. rade Standard ea tandar ile Length 2 a ac de et Foe ee eee ON No. 
é me Bolt Size a. aa > - atid “ es Lbs. Ozs. Black Nickel . 
132K | 38c ae ee ee }-1 10 \y 1 $1 10 | $1 70 1132X 
«1133 733 - 41%-%) £- HI HI 10 \% 1 1 10 1 70 1133 
1134 34 16- Sik Aen ae et Ree Togs 8 1 7 136 | 216 | 1134 
1135 734 ye. | ee —..| Mk 11 1 1 7 136 | 216 1135 
- 1136X | 34a agp a. | hee 8) Abe 11 # 1 7 136 | 216 1136X 
«1136 35 w 6) He) RH BT Be 11 1g 1 7 136 | 216 1136 
«1138 735 eee me a) ee: ee es | 11 # 1 7 136 | 216 1138 
1137 36 Fee ee =~ 41 1% 12 1 14 192 | 280 1137 
1139 736 ow Ml Mel of He B11 +1 12 1 14 192 | 2280 1139 
«1140 37 &- %& | ..-1 34— 1% | 1x1 12 1 14 192 | 280 1140 
— 1140X | 737 = set we - %|1%-1\% 12 1 14 192 | 280 1140X 
«(1141 38 Bu} ..-.. | &%-1 lve—-ly 14 3% 2 12 2 80 3 80 1141 
1145 739 anh OE Gere 756 dm kag ay | EY 14 34 2 12 2 80 w 1145 
1146 39 eam 48 Se ena fey | 14-1y, 14 34 2 12 2 80 1146 
1148 40 4-1 Pos os |] HK 1K 16 rr 3 12 3 80 1148 
«1150 41 ¥%-1 pe ea 834 | 11s 16 # 3 12 3 80 1150 
1151 42 %-1%| ..-..]1 -1% | 14-1 18 Pry 6 7 5 30 1151 
«1153 43 1 -1%| ..-.. | 1%-1\% | 14-1 18 1s 6 7 5 30 1153 
«1154 4a faa ee eae ae 21 Lvs 10 2 7 20 1154 
1155 45 14-14% | ..-.. | 1%-1% | 134-2 21 1d 10 2 7 20 1155 
1156 46 | 1%-1%%] ..-.. | 14%-14| 14224! 23 1% 11 10 50 1156 
1157 47 | 14-18] ..-.. | 1%-14% 12 -24 1 23 1k 13 : 10 50 1157 
«1158 48 | 14-1% ~ 134- 2 -23%%| 24 ly 13 8 | 14 00 1158 
«1159 49 | 1%-14%4 - 1% 275-234] 24 14 13 8 | 14 00 1159 
: 
1160 50 | 1%-15%] ..- .. | 1% .. | 24-22%] 286 14 16 8 | 18 00 shed 1160 
«1161 51 yy Pa Bee mary cael 8 254-215 26 14% 16 8 19 80 aad 1161 
— -1162 62 | 141% | 2. | He .. | 88K O87 13% 16 8 | 22 00 es 1162 
—- 1163 53 14-18% | ..-..] ..—.. | 28-20% |- 27 1% 21 8 | 2400 cae 1163 
«1164 55 «| «1384-2 em te bess we | Oe | 88 1% 25 31 00 sae 1164 
1165 6 O«| &13%-8% |}... | | BK Loge 1% 31 e: 40 00 ies 1165 
1166 AT 1S =O 24 ot 1 eee 1% 38 8 | 47 00 i ate 1166 
1167 STA" § B= 9tes oie. 6 Pree 3)¢-3% 37. | 184-1%| 38 11 | 56 00 eee 1167 
«1168 58 | 24-244] ..-..] ..-.. | 343%] 388 114-1%] 45 & 62 00 tose 1168 
1169 59 | 24-23% | ..-..] ..-.. [334% / 30 118-156] 42 8 | 62 00 a 1169 
1170 60 | 242%) ..-..] ..-.. 1/8444] 40 115%-15%%] 48 by 75 00 CR 1170 
«1171 61 | 214-3 ou. | we. | O44] 42 «1 15K-1%] 66 2 94 00 oo 1171 
1172 62 | 234-3 wets | com we | 4-45 | 44 1 15%-1%K) 68 8 | 94 00 et 1172 
(1173 63 | 2%-3%| ..-..| ..-..|144%-5%] 46 |15%-21%] 95 ..  |135 00 ; 1173 
(1174 64 te 34%] ..-.. | 1... | 458%] 648) «1 1%-216] 113 8 |155 00 Aotes 1174 
Black finished wrenches will be When ordering specify y 
furnished unless otherwise specified. Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
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A, —_- ™ Billings & Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 











HEAVY CAP SCREW WRENCHES HEAVY CAP SCREW WRENCHES 
15° Angle, Single Head for Hexagon 15° Angle, Single Head for Square 
Head Cap Screws Head Cap and Set Screws 


The Heavy Cap Screw Wrench, as its name implies, is designed for heavy duty shop work. This line is made heavier than 
the Engineers’ wrench. 











WEIGHT | PRICE ; WEIGHT | PRICE 





























Head | Milled ick- Hebd | Set | Milled 
No Cap | Open- ness of ae No No. | Cap |Screw| Open-| Leth. jnessof/~ —[ No. 
at aa Head | rps. | Ors. | Black eee | ae mS ead) Lbs. | Ozs. | Black 
104| %| & | 5 re 5 |g0 50 | 1204 1216 & | ve | 34| % 1 | 26 | 1216 
1205 is % 534 34 5 62 | 1205 1217| \% x% 3% 4 Y 2 28 | 1217 
1207 4% 4% 6% re 9 76 1207 1218| + 6 ies 4% Fil 3 34 | 1218 
1219; % % \% 4% ried 3 34 | 1219 
1208 +s Wy 7% % 1 4 92 | 1208 
1220; i te 5 ts 3 50 | 1220 
09 | % | %& | 8 oe 6 | 114 | 1209 
1221| % 5% % 53% x% 5 62 | 1221 
1216 34 1 9% % 1 8 1 44 | 1210 
: 1222| * H H 6% 1s 9 76 | 1222 
1211 K iy iu A 1 14 1 92 | 1211 
1223; % 34 34 7% \% 9 92 | 1223 
1212 | 1 1% | 12% K 3 8 2 60 | 1212 
1224| % % % 8 fs 1 2 1 14 | 1224 
1213 | 1% 1% | 14 # 3 12 3 40 | 1213 
1225 1 1 9% 5% 1 3 1 44 | 1225 
1214) 1% 1% | 15%| le 5 12 4 20 | 1214 
1226| %/|.1%|1%| ll 4% 1 13 1 92 | 1226 
1215 | 1% 154 | 17 1\% 6 5 20 | 1215 
1227 | 1 1% | 12% K% 3 6 2 60 | 1227 
1228 | 1% 1% | 14 45 3 9 3 40 | 1228 
1229| 14 1% | 154% | l*& 5 13 4 20 | 1229 
1230| 1% .. | 1%) 17 1% 6 $4 5 20 | 1230 
BE) FSS Cs SEM sR SRN, eS AIS A es 
Furnished in Black Finish only. When ordering specify 


Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 


14 





Te Billings &: Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzéd in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. ; 








The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





HEAVY CAP SCREW WRENCHES HEAVY CAP SCREW WRENCHES 
15° Angle, Double Head for Hexagon 15° Angle, Double Head for Square 
Head Cap Screws Head Cap and Set Screws 


The Heavy Cap Screw Wrench, as its name implies, is designed for heavy duty shop work. This line is made heavier than 
the Engineers’ wrench. 





EE O —_—— — _— nr 


Hex. __ | WEIGHT |PRICE 























5 ee Set Milled Thick WEIGHT | PRICE 
et oe (eee Ne Ne Cap Sc crew Lath. | ness of 
aren Hands) 1. | Ons, | Black Oh ee 
peace oem as er 1275| \4- s%- ¥%- 5 3. {80 48 
zs a 4 |$0 60 | 1253 z 
Me Me Be] | ppewlas aC R SER GER S| 1] o/s 
1255 | +— wei 4 %| 64% | %&% 6 74 | 1255 ots te * 6 A - 4 a * ‘ 80 
1256 | %s- re) we 34] 6% | % 6 | 74) 1286 961 Se RII RIE RI sig | Mt 
1257 | 34- 4 &- %!| 7 Th 9 90 | 1257 3- Wl 4 &| 1 KI 6% 3% 6 74 
188) ve 4) eM) 7 | oe 9 | 90] 1258 251] A 54] we- Se] ee S| O'a | 3 6 | 74 
259 - 56— 7% | } 12 | 1 10 | 1259 i = 
1260 ae va wil i 12 | 110 | 1260 1282) 24- %| %6- | %- M4) 7 | ae 8 | 90 
1261 | 14- 5| %4- %| 8% | & | 1 | 1:|136| 1261 1283) 26 24] de KH) 4-H) 8%] we | 1 | 1) 136 
1263 | Yo~ 74) H- A) 824 | Ye} 1 | 1 | 1 36 | 1263 ogg) oe ag) 3¢-196] 34-136] 1132 | 3% | 2 2 50 
1265 | %- %| %-1 104%; %| 1 8 | 1 80 | 1265 1286) 34-1 %-1\%| %-1%| 13% % 2 14 | 3 30 
1266 | 5<- %| %-1¥1 11% | 3%] 1 | 15 | 250] 1266 1287) 4-1 [led lledh) 18% | % | 2 | 14 | 8 30 
1268 | %%- 4 1 -1L\&l 11% 7 1 15 | 2 50 | 1268 1288} 74-114|1%-1%|1%-1 14% m1 4 8 | 4 30 
1269 | 34-1 |1 -1%] 13%] %| 2 | 8 | 330] 1269 12891 -L28/L4-1>sil 4-194) 14% | 8 | 4 | 8 | 4 30 
1270 | %-1 |1%-1%| 13%] KH] 2 8 | 3 30 | 1270 
1271 | %-1%]1%-1%] 14%] 48] 4 | 8 | 4 30| 1271 
1272 |. -14|14%-1%]| 14%, | #| 4 | 8 | 430 | 1272 
12273 11 14 {14-14% 164 | 14] 6 5 50 | 1273 
1274 | 4-14 11361144] 16%, ie | 6 5 50 | 1274 
Furnished in Bl inish , When ordering specify 
SS au re tained eee Number, Model and Finish. ° 
“Guaranteed to be of Billings Quality” 
15 














Te Billings & Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 


finish, with heads brightened and lacquered. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 











THIN HEAD CHECK-NUT WRENCHES 
15° Angle, Single Head 


_ This line of dependable Thin Head Check-Nut Wrenches is an exact counterpart of the single head Engineers’ wrench 
line except that it is made thinner and lighter. These wrenches are designed for use on check nuts, lock nuts and adjusting 
screws where a thin head wrench must be used. : 


For single head Engineers’ wrenches, see page No. 11. 























ere 
U.S. ex, ae a WEIGHT PRICE 
we | tte | supe | Pago") gues | one | Tt ne 
Size | Diam. Sc. | size Bolt Lbs. Ozs. Black 
1300X ts 4 eva 1% $0 36 1300X 
1300 601 4% te fs % 4 es 1% 36 1300 
1301 602 vs 4 4% # 2 44 1301 
1302 603 % R 5% fs 3 52 1302 
1303 604 is B 6% % 4 64 1303 
1304 605 % 56 Ys K% 7 y 4% 76 1304 
1305 606 Ys # 8 ty 9 90 1305 
1306 607 % 4% Lys 9 % 10 1 08 1306 
1307 608 4 1 % 14 10 X% 1 1 1 36 1307 
1308 609 % 1 ly 11% ts 1 13 1 84 1308 





Furnished in Black Finish only. When ordering specify Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
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‘A. Billings & Spencer G. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 








EEE 


THIN HEAD CHECK-NUT WRENCHES 

15° Angle, Double Head 

This line of dependable Thin Head Check-Nut Wrenches is an exact counterpart of the double head Engineers’ wrench | 
_ line except that it is made thinner and lighter. These wrenches are designed for use on check nuts, lock nuts and adjusting ; 
. 
| 





























screws where a thin head wrench must be used. 
In addition to our regular “Duro” black finish, these wrenches are also furnished nickel plated with heads buffed. 
For double head Engineers’ wrenches, see pages No. 12 and 13. 
US. a ALE. WEIGHT PRICE 
N Trade | Standard Head [Stand Nut} Mitled Thickness : 
| 0. 0. Bold Cap Screw aoe ig Opening Length | of Heads No. 
+ | oe ize Bolt Lbs. Ozs Black | Nickel 
1325 a - #- M4 .-'\ y- # 4% py 1 $0 50 $0 76 1325 
1326 623D - A- | fs ye 46 tr 1 50 76 1326 
1327 ag - Ye- ts v- %| iw} fe 4% ey 1 50 76 1327 
1328 626S - Co i 3 i ie % 5% ie 3 64 96 1328 
«1329 628D - if %- 34 5% 1s 3 64 96 1329 
1330 630E - 5% w| %4-% | 7 ao 4 80 1 20 1330 
1350 623 w- \% oo oo }- % 4% obs 1 $0 50 $0 76 1350 
1350X 623E — 1 $- % o- & ye % 4% % 50 | 76 1350X 
1351 624 ee «ee Sees Re ere : Hi 46 ar 1 50 76 1351 
1351X 623D 4-z | M- \yY- -\k% 44 rel me 50 76 1351X 
1352 625 y-y| 4... as... - # 44 vs 1 50 76 1352 
1353 626 4- % : ie %-# 5% Ps 3 64 96 1353 
1353X 626X | %-.. |: i 2: —-# 5% 64 96 1353X 
1354 627 -- & nt. Are Son R 5% aT 3 64 96 1354 
«1355 628 1 ae hs Be -#| 5% ts 3 64 96 1355 
«1356 629 | 34- xh ni =) ee oT $ 4 80 | 120 | 1356 
1356X 6380E | 4- fs i &| Aes %4- a! 80 1 20 1356X 
1357 630 %%— lo - & el: tee oF ty 4 80 1 20 1357 
— 1357X 629D | *4- % creo Be, - 3% 7 33 80 1 20 1357X 
1358 631 w- % - & - * #- 7 ae 4 80 1 20 1358 
«1359 632 heme -../ .-..] HEH] 8% \% 7 112 | 160 1359 
1359X 632X - - ¥& %- H —] 81% y \ ee 1 60 1359X 
1360 633 y- | S4-..| &-..| KH HI] 8% \y 7 1 12 1 60 1360 
1361 634 Ye- %| %- w- %!| Kx 8% yy 7 1 12 1 60 1361 
 -1362 635 w- % - Pee .- \& -ly#s | 10% ys 15 1 68 2 30 1362 
 =1362X 635G %- %| -1 .- %11%-1% | 10% - $5 1 68 2 30 1362X 
«1363 636 ~ & ..-1 - k -14% | 10% yy 15 1 68 2 30 1363 
—  =1363XK 635E | 34-1 34-1 ir %11 -1%] 10% » Se 1 68 2 30 1363X 
1364 637 4- &% -I % 1%) 1%-14%| 10% ey 15 1 68 2 30 1364 
«1365 638 y- % 4-1 1y-1% | 12% i 2 2 60 3 50 1365 
«1366 639 y%- %11 - %-1 14-14% | 12% 2 2 60 3 50 1366 
+1367 640 34-1 1 -13% | %-1\% | 14-1%] 12% R 2 2 60 3 50 1367. 
Black finished wrenches will be When ordering specify 
furnished unless otherwise specified. Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
17 














Tée Billings & Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 











SHORT HEAVY “‘S” WRENCHES 
221° Angle, Double Head 
__ These heavy duty “S” Wrenches are designed for shop use, and are shorter and sturdier than the 2000 line. They are 
milled for U. S. Bolts and Hexagon Head Cap Screws with openings from 5/16” to 2”. 


__ In addition to our regular “Duro” black finish, the wrenches priced in the “Nickel” column of the tabulation are also fur- 
nished nickel plated with heads buffed. 
For light service “S” wrenches, see Pages No. 28 and 29. 








Trade U.S: Hex. Head Milled Thick- |__| CTrade 
ee No. Con. Screw | Opening et ie oe Oss. Black | Nickel ie = 
1400 661D ye .. Ke & *- 3 4 ay 1 $0 44 $0 00 661D 1400 
1401 661A Saati fs- 4 4 yy 1 44 64 661A 1401 
1402 661E ne y- \Y 4- i" 4 1 44 64 661E 1402 
1403 661B .—- fe 4 i 1 44 661B 1403 
1404 661F \y 7 oad ft 4 yy 1 44 64 661F 1404 
1408 661G a fs o- 4 Y 1 4 661G 1405 

risa - - 4 Y 1 ee 
1407 | 661C se ER: hs % i 44 6a1c | 1407 
1408 662A aa 43- 8 5 ys 3 58 662A 1408 
1409 | 662D M- | |S -s 3 58 84 | 662D | 1409 
1410 | 662E Y- % -% | 5 ts 3 58 662E | 1410 
1411 662F - & 5 a 3 58 84 662F 1411 
1412 662B ve .- e- if 5 ys 3 58 662B 1412 
1413 | 662G we i le- &% 5 Ys 3 58 84 662G 1413 
1414 | 662C oe. | we) s ‘4 3 58 662C | 1414 
1415 | ..... #-%| %% 5 + 3 OR 2 es SRS 1415 
1416 | 663D | ..-.. | % An seo =% 3 6 73 | .... | 663D | 1416 
1417 663E 1p Ss 44- i % oi 33 6 78 1 12 663E 1417 
1418 663A v- % ett ed 6% 3% 6 78 Rees 663A 1418 
1419 | 6683B | ww | — i 6% 8% 6 78 663B | 1419 
1420 663F tess w- % %- % 64 % 6 78 pie 663F 1420 
1421 663G wen Ye te 54- i 6% %% 6 78 1 12 663G 1421 
oo Se eee w~M|l wes) HH 6% 4 6 2 ee Seay 1422 
1423 663C % 5 sie H- #8 6% ¥% 6 78 663C 1423 
1424 664A %- ..- - 7} 10 1 06 1424 
1425 664D ae Y- ts i i 78 ¥ 10 1 06 2 664D 1425 
me) FERS |e Bee | ee 

Peaks a ae - 1 Sas-és 
1428 664B .z % 7 % H K% 7% ¥ 10 1 06 664B 1428 
1429 664C |. — i pets # 7% ie 10 1 06 664C 1429 
1430 664F .— %- % % 7% ie 10 1 06 664F 1430 
ree ios | sl eld 1 HL it | See | a 
1433 | 665E -.. | &% | %1 9 % 1 144 | 200 | 665E | 1433 

Black finished wrenches will be When ordering specify | 
furnished unless otherwise specified. Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
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| DROP FORGED WRENCHES 


_ These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 

yzed in our modern metallurgical laboratory before being ysed. In addition these tools are heat treated after machining 

toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
ish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


SHORT HEAVY “S” WRENCHES—Continued 
: 221%° Angle, Double Head 





WEIGHTS PRICE 































Trade U. S. Hex Head. Milled Thick- Trade 

: ; f 

B No No. Boe dae [ee | Onening | beoeth | pms Lhe. Oxs. Black | Nickel No. = 
1434 665B l4— &% + an wl 9 3 Ry 3 665B 1434 
—~:1435 665F iy .. %- %-1\% 9 3 Seen 665F 1435 
«1436 665C *%- % —.. H-1 9 3 665C 1436 
1437 666A - % -l #-1 10% 9 666A 1437 
1438 665G Se y%- 1 -1% 1044 9 665G 1438 
1439 666D - ¥ 34-1 1 -1\ 10% 9 666D 1439 
1440 666B b4- &% -l 14-14% 10% 9 666B 1440 
(1441 666C %- - 14-17% 10% 9 see 666C 1441 
1442 666E - 4 %-1 1%-1 10% 9 $2 70 666E 1442 
666F yh 9 Save 666F 1443 


HAGMAN NY NYNNHNYNNNHNNHEE 
SSSSSSSSSSSSSSSSSEEE 


srobeh shabbat No Nalealealealealaleaaecteate 
Ot Or Gr em BD BD DD BD IND IND et et et es 










SHORT HEAVY “S” WRENCHES 
221%° Angle, Double Head 


This line of heavy duty wrenches is similar to the 1400 line except that they are shorter and that the hexagon milled open- 
s are for hexagon head cap screws and nuts only. 

In addition to our regular “Duro” black finish, these wrenches are also furnished nickel plated with heads buffed. 
_ For light service “S” wrenches, see Pages No. 28 and 29. 


a the LSS =< == | — = 








ES: ae ee WEIGHTS PRICE 
4 1 1 

ne Pars SS Opening = of Heads Lbs. Ozs. Black Nickel 7 
: 1454 70 w- \% 4 4 \ 2 $0 44 $0 64 1454 
1455 71 is > Eee 2G 5 + 5 58 84 1455 
«1456 72 ts 34- i 6 % 8 78 1.472 1456 
 1456X 72X %- —- %& 6 x% 8 78 33 1456X 
 :1457 73 b- &% %-1 7 <s 14 1 00 1 30 1457 
| 1458 74 4- &% 1 -1\% 8 % 1 6 1 24 1 60 1458 

1459 75 ..-l 14-14 9 yy 1 13 1 44 2 00 1459 
| Black finished wrenches will be_ When ordering specify ’ 

furnished unless otherwise specified. sae ; Number, Model and Finish. 

“Guaranteed to be of Billings Quality” 
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The Billings & SpencerGo.  /@\ 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is ar 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machinin 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proo 
finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





“S” WRENCHES DOUBLE HEAD COMBINATION SET SCREW 
221%° Angle, Double Head AND NUT WRENCHES 
Square Openings 


This line of “S” wrenches is intended for shop use and is d ane pap re id a ee. eye pte cae 

; ; : ; i ial = BoSs t t : 
somewhat heavier than the 1400 line. They are milled with and are milled specially for U. S mie Shs Det Soren 
square openings for square head cap screws and set screws. 

















Square Set Milled Thicke | WEIGHT | PRICE Large | Small | yyiia. | Mild. WEIGHT |PRI 
No ane. Screw | Open- | Leth, | ness of -— ny Head | Open-| Open-| Ex- | Thiek- 
OO A ae $8 Black N° |USis) Set |rarme| smai!| Ugth. | Heads 
i ep fe Bolt Screw Hoot Head Lbs. | Ozs. | Black 
eae el iPe seicteraeretal le 
age a~ os! ag 1625| % | %| %| %| 5%] % 6 |$0 8 
ay ARLE RS | 5 eS aa to al a 

5 : 1627| % | % %| 6%| & 9 | 1 04 
WARE ALE aS | nee eee: 
ii a Ble |g | Sele Bla] Bl sala) 13 im 
1467| ws- ve Ys| re- vs] 5 ts oS gaa} te i fs 6%] x 9 | 104 
1468 se ie is - h| 6 | % 7g 1682) | 3 6% | x 9 | 1 04 
1469| 34- 541 4- %| 64 | %& 78 4633 % 7™%|%| 111/112 
1470| yy- | e- > — 54) 64%| % 78 | wel 7 i 7 1 | 1 >a 
1471) y- vs if i 64% | %&% 73 1634) 4 | | Z 4| % 28 

| mele a) apa) Hat) i lig 
1472| y- 5 8 %1 7 1 06 2 7 
1473 es it te it 134 is eed Oe | sighs | tae 
1474| 14— %| 54- 8%) S- 4] 74] oe 106 1638] se | ¥ | 74) 4 12 
1475| 34- %| 54- %| %- %| 7346| Sh 106 1680) we | ys mele) ala lig 
a ees bis Ba ioe ve WELL BURL BY) BRL a | aes 

2 ze a 5 5411 : 
1479 oy . i sa >| Bay i 44 (1683 | sh lim| %| sie] we] 1] 4 jie 
vl se sel sel veces soes| on (a | o fae wae] UOTE TB BPEL ELE 

Bes (72) '§4— 3 1A 8 an 
wat se tl crs seus ios| a |r| olam Hel lila io || 2 | 8 [as 
1483| 82-1 | %-1%| %1%| 105| & | 1 | 9 | 200 1647) | % rs es Oe a 2a 
Meal es ula casein ssl 105 | | 1 | 9 |200 1648) % | Wwlin) 4110 | 15) 8 log 
ee ek tah el 10% te | 1 | else Ol et eee % 
1486] %-1 |134-1%|1%-1%4] 12 | 3% | 2 | 10 | 2 90 
1487| 1%4-114|...—-. ..}144-1%] 12 D 2 | 15 | 2 90 
1488|1° -134|.. .-. ..}134-134] 12 if 2 | 15. | 2 90 
1489|1 -144]...-...]1%-14] 14 4% «| 64 «| «10 | 5 00 
1490|114-14|...-...|134-14] 14 eS oe 2 | 5 00 
ENA Ee OT ena, BSR Seas Seen ieee See 

Furnished in Black Finish only. When ordering specify 


Number, Model and Finish. 
“Guaranteed to. be of Billings Quality” 
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Te Billings & Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
o toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 





: The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





SET SCREW WRENCHES , SET SCREW WRENCHES 
221%° Angle, Single Head 221%° Angle, Double Head 


These Set Screw Wrenches are designed for heavy duty shop service, and have square milled openings for set screw sizes, 







































rr es ee eer ee eee 
Milled PRICE Milled , PRICE 
Openi Opening Thick- 
No for Set No No for Set Length ness of No. 
Screw Black- Screw Heads Black 
Size Size 
——- —_—__|_|——-_ -—— — is Sey 
1500/ 3 $0 28 | 1500 = 1523 &- 4% | 3% ¥s $0 40 | 1523 
1501} \ 34 | 1501 1524 “& {| 4 \% 2 48 | 1524 
| Ba ne 1§25| 4- & | 4 \Y 2 48 | 1525 
1502 
Ys 1526] 4- % | 5 Ys 3 58 | 1526 
1503| %% 50 | 1503 1527| 4- 3% | 5 Ss 3 58 | 1527 
1504/ yt 62/1504 1528| &- x | 6 ¥ 5 | 70] 1528 
1529 | %- 3 | 6 yw 5 70 | 1529 
1505{ % 76 | 1505 
1530 | %- \% 634 34 7 90 | 1530 
1506 fs 92/1506 1531] %- 4] 6% % 7 90 | 1531 
1507} % 110] 1507 1532 % | 7% 4 9 | 1 08 | 1532 
i ne ie ee ae ee 9 | 1 08 | 1533 
1508 | % 
: : 1534| 4- %| 8% % 15 | 1 30| 1534 
1509 % 1 68 | 1509 1535 | %- &% 8 % 15 | 1 30 | 1535 
1510! 1 220/ 1540 1536| %- 34] 10 - 1 2 | 1 60 | 1536 
: 1537 | 54- 3% | 10 * 1 2 | 1 60 | 1537 
1% 
, 1538 | 5- % | 11% 56 1 9 | 2 00 | 1538 
7 1539 | %- %| 11% 5% 1 9 | 2 00| 1539 
: 1540 | 34-1 12% Ht 2 2 60 | 1540 
1541 | %-1 1244 2 2 60 | 1541 
1542 %-1%| 14 it 4 3 50 | 1542 
1543 |1 -144| 14 it 4 3 50 | 1543 





Furnished in Black Finish only. When ordering specify 
v2 J Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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MISCELLANEOUS DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
, alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining | 

to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 


The heads ‘of the wrenches are plainly marked showing the purpose for which they are intended. 












































, SPECIAL FORD WRENCH 
SPECIAL LOOM WRENCHES 15° Angle 
___ A special textile wrench with hexagon milled openings as This is our regular engineers’ wrench milled up speci 
listed below. with 15/16” and 1 1/8” openings, and will be found extremel 
useful on Ford ga Res begs ties the BA res > 
u.s. | Hex. | S.A.E.| wv: ; Ww P Gear Wrench and the 76 Special should be in the tool of 
Mend. | Head | Btand. | deen wi cath Roe every mechanic and Ford owner. 
No. Bolt |Cap Sc.} Screw —_ Leth. je Se 
Size | Size. Jand Nut Lbs. | Ozs. | Black U.S. | Hex, | S.A.E.| in Thick.| Weicut {Pi 
= w-% | %-% | 7 % 7 |$0 90 No. | Stand. Meee A ya eo Leth. Long 
34x | tere | 56-5 | 7 a CREE tee Tae Bolt Capo oa Nat) 38 Heads! | om 
-w%|.-%| wie eo | w | .. | 12 fe 








HENDEY LATHE WRENCHES 


__ This special wrench is designed with straight hexagon 
milled openings for use on the Hendey lathe. 


FORD REVERSE GEAR WRENCH 


It is a very This is a drop forged, double head, offset wrench, d 
strong, sturdy, machine shop wrench. 


signed for adjusting reverse gear and brakes on Ford c 
A most useful tool for the mechanic and Ford owner. 




















No. |Stand.| Head | Stand. | Milled ‘hone Qubabereorite aie aa: U.S. | Hex. | S.A.E. | Milled Thick-| Wetcur | Pric 
= Bolt |Cap Sc.| Screw Open- | Leth. jness of) —_____ No Stand. | Head | Stand. | Open- | Lgth. |ness of 
Sise’ | <., dNut| '™8 Heads : Bolt |Cap Sc.| Screw _ ans Head 
e jandNu Lbs. | Ozs. | Black Sise | Sise lendNut| '™S el Lhe, | Coe 
% re Pfs Se mee rn See ae ag ESE MET Bene See EE 
m | hs) Bid as 14 -% | we. | we. | HH] 8% | ote 14 {$1 





SPECIAL FORD WRENCH 


921/,° An STUDEBAKER PUMP NUT WRENCH 

72 gle __ This is a straight wrench with hexagon opening for tight 
This wrench is milled with 3/8” and 3/4” openings and ening the pump stuffing box nuts on a Studebaker car. hi: 

is especially designed for use on a Ford car. It should be in will be found extremely useful by mechanics and owners oj 

the tool kit of every mechanic and Ford owner. Studebaker cars. 


U.S. Hex. | S.A.E. : 
No Stand. | Head | Stand. —— 
: Bolt |Cap Sc.| Screw ing 
Size ize jandNut 


Weicut |Prit 











Lbs. | Ozs. |B 














w-% | ..-% 1 %-% | 4K 1011Sp.|Studebaker Pump 


ut Wrench 





8 |$0 
Furnished in Black Finish only. When ordering specify 


Number, Model and Finish, 
“Guaranteed to be of Billings Quality” 
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Te Billings & Spencer Co. 


| DROP FORGED WRENCHES 


__ These wrenches are. drop forged from specially selected open hearth steel to our specifications. The steel is an- 
lyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
ish, with heads brightened and lacquered. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





DEPENDABLE TEXTILE WRENCHES 





221%° Angle, Double Head 


The Textile Wrench, as its name implies, was originally used on Textile Machinery. The 22%4° angle “Spear” Shaped 
head was designed for. use in places where the ordinary wrench would be ineffectual. Since the development of the automo- 
ile, motor cycle and tractor, this line has been enlarged until today it is also a very popular automotive and general purpose 
wrench. In addition to our regular “Duro” black finish, this wrench is also furnished nickel plated with heads buffed. 

































| 5 Pa ae Hex, WEIGHT 
: No. ma ‘Bolt : Cap ‘Saew No. 
ize Size Black Nickel 
1550 - ~ 2 1550 
1551 -k -k 2 1551 
(1552 760A | %-%4| % & - 3 1552 
1553 & ww | we -'4%| 4% \% 3 1553 
«1554 ea 36 -k e -%| 4-4 Y% 3 1554 
«1555 760B| *%- \% - —~e}] - ri \y 3 1555 
1556 760C | ye- - see OR: oe \y% 3 1556 
1556X | «ww - 4- %| 4-%| we yy 3 1556X 
1557 760Y -\ 4- M-wve| re *% \y 3 1557 
«1558 761X - m- %] ww %] w ; 5 1558 
1559 761A | \4- oe oe :. | if ¥ 5 1559 
1560 761 4- w| wow!| * % ts 5 1560 
1561 761B | 4%- %] \- ve ye tt & 5 1561 
1562 761Z - B— ye ve- % * 5 1562 
1563 6 -%| % %- ..| w- H 5 5 1563 
1563X ~ %- 4| %* % ir 34 * 5 1563X 
1564 761C | 4- %] ..- ee — i * 5 1564 
 «:1564X eh ~ - vw 4%| %- % 3 5 1564X 
1565 762A fe is eee ir ea iy im # 8 80 | 1 20 1565 
1566 762B | %- i Re SE eee - ret 8 80 1 20 1566 
1566X |... — w- %| eo i % poe 8 80 1 20 1566X 
1567 762C | %- % -~%] ..- %. =<" 4 8 80 | 1 20 1567 
p 1568 he ee 4 te We .. “- tH i 8 80 1 20 1568 
1569 763Y -4%| %#%| *# | %-%K 8 80 | 1 20 1569 
1570 Pt owe | BM) WHI HI 3 11 1 06 1 56 1570 
1570X |... woe | MeL. we KH) Ht 38 11 106 | 1 56 1570X 
1571 768A] e- | ..- 4%] ow - 44 11 1 06 1 56 1571 
1572 763B/} wow] ..-..] .-..| #H ¥% 11 1 06 1 56 1572 
1573 oy aS eR Ys %1 .-#H ~1 4 11 1 06 1 56 1573 
a ae Yy- .. e- . w- %| Ke tt 8% 11 1 06 1 56 1573X 
1574 763C | 4% | &- w- .. | Ke % 11 1 06 1 56 1574 
1575 764 Wy ..| %-%| & HI %1 * 1 1 1575 
1575X | 764Z] ..-.. -%| %*# —1 a 1 1 1575X 
1576 764A | W- %] S-..] &- %| KB-IlXe vs 1 1 1576 
1577 as Wy ..| 4K] &-..] B1% me 1 1 1577 
ee .- -..| %-% ly ve 1 1 1577X 
1578 764B | * %- % -. - % 1 fs as 1 1 1578 
1579 764C | ¥- % -1 -K 1% aa 1 1 1579 
1580 765A | %- % -1 34- 1% | 1%-1\% \% 1 8 1580 
1581 765B | %- % -..| %-1 ¥% 1 8 1581 
1582 s -~%| %-1 ie \% 1 8 1582 
1583 765C | %- %]1 - y 1 8 1583 
_ Black finished wrenches will be When ordering speci 
furnished unless otherwise specified. “Guaranteed to be of Billings Quality” Number, Model and Finish. 
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Te Billings & Spencer Co. 
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in our modern metallurgical laboratory before being used. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is analyzed 


The unfinished wrenches are milled but not hardened. The hardened wrenches are hardened in oil and are furnished 


in this natural finish. 


eae 


CONSTRUCTION WRENCHES 


This combination 15° angle wrench and lining up tool was 
developed to fill the need of a wrench of this character. The 
tang is used for lining up. bolt holes, and serves as a handle 


as well. 


—— 




















U.S.S. | Milled Thick: | WEIGHT PRICE 
No Bolt | Open- Sr RC al Raia er omeas 

Size ing Head | Lbs. | Ozs. | Unfin. | Hard. 
1675) % | i is 8 | $ 70 | $0 90 
1676} ve | # is ee ae 70| 90 
1677; “%| % 1 90 | 1 16 
1678} | ta ee eee 90 | 1 16 
1679} % | lis wm | 1 | 8] 124) 160 
1680; % | 1% & | 2/1 5] 172{ 220 
1681) 4% | lye fe | 2 | 138 | 236) 3 00 
1682) 1 1% % | 4 | 3] 320] 420 
1683| 14 | lit % | 6 | 14 | 440) 6 00 
1684) 1% | 2 % | 7 | .. | 440] 600 





STRUCTURAL WRENCHES 
Straight Opening and Offset Head 


This combination tool was designed for structural iron 
workers, machine erectors and for use on construction work 
where an offset wrench was necessary for clearance and the 
protection of the hands of the user. The tang is used for 
bringing bolt holes into alignment, and serves as a handle as 





well. 

S.S. Thick-| Hndl WEIGHT PRICE 
ae Lath. |ness of] Offset! 71. | ozs. | Unfin. | Hard. 
i 4% 5 |$0 66 |$0 80 
fe % % 5 66 30 
3% # Te 7 80 | 1 04 
16 Wy ie 7 80 | 1 04 
1704; %| # % 12 | 1 04] 1 40 
1705 te 1 i 12 | 104] 1 40 
1706 %] 1 54 1 9 | 148] 1 96 
1707 3% 1 1 2 10 | 2 04 | 2 68 
1708 %\1 34 3 11 | 2 80] 3 60 
1709 | 1 1i 3 3 15 | 3 80 | 5 00 
1710} 1%/|1% a3 4 1 | 3 80} 5 00 
1711 | 1% | 2% “< 700) 8 50 





Hardened wrenches will be 
furnished unless otherwise specified. 





Josie ae 


LONG ROUND HANDLE WRENCHES 


hese wrenches were designed for track work, and are 
drop forged from round bar stock. The round bar makes a 
satisfactory handle and is more economical than the flat handle 
wrenches shown below. They have milled openings from 
1 5/16” to 1 15/16”. : 











U.S.S.| Milled Thick-| WEIGHT PRICE 
No. | Bolt | Open-| Lgth. jness of/~— 7 

Size ing Head | Lbs. | Ozs. | Unfin. | Hard 
1725| %4| 1%] 24 34 4 11 |$2 20 /$3 20 
1726| ... ly 24 34 4 11 | 2 20 | 3 20 
1727| %| 1%} 27 34 6 1 | 3 00 | 4 20 
1728) ... | ly | 27 34 6 1 | 3 00 | 4 20 
1729) 1 144 | 27 %4 6 1 | 3 00 | 4 20 
1730) ... 30 34 vi 8 | 6 00 | 7 60 
1731| 1% | 1%| 30 34 7 8 | 6 00 | 7 60 
1732} ... 4 | 630 34 7 8 | 6 00 | 7 60 





LONG FLAT HANDLE TRACK WRENCHES 


An all drop forged track wrench, made in both single and 


double head.’ They are made with milled openings from 1 
1/4” to 1 11/16” on the single head, and 1 1/4” to 1 9/16” 
on the double head: Designed primarily for railroad work. 


Single Head 













Diam. | Milled | 
No. | of Nuts | Opening | Leth. 











14% 23 
23 





When ordering specif 
Number, Model and Finish, 


“Guaranteed to be of Billings Quality” 
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DROP FORGED WRENCHES 


yzed in our modern metallurgical laboratory before being used., 


7Pe Billings & Spencer Co. 





These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is ana- 


The unfinished wrenches are milled but not hardened. The hardened wrenches are hardened in oil and are furnished 


n this natural finish. 





CAR WRENCHES 
221° Angle, Double Head 


These dependable wrenches were designed especially for car work. They are built extra heavy for this severe work. They 


re made with milled openings from 23/32” to 2 7/16”. 








WEIGHT 





U.S. 
Standard Milled Length Thickness 















PRICE 











Trad 
Ne He. Bolt Opening of Heads No. 
Size Unfinished Hardened 
1800 367 %- % H-# 12 ve 6 $1 10 $1 50 1800 
1801 370 - &% H-1% 19 ly 3 2 1 90 2 50 1801 
1802 371 - % 1}; 20 % 3 8 2 30 3 10 1802 
1803 373 5- % 14-14 20 fs 3 8 2 30 3 10 1803 
1804 374 %- % 1%-1\% 21 4 4 14 2 70 3 70 1804 
1805 376 %- % 14-14% 21 Ye 4 14 2 70 3 70 1805 
1806 377 34-1 1-1 22 54 6 1 3 30 4 50 1806 
1807 379 %-1 14-1 22 5% 6 1 3 30 4 50 1807 
1808 380 %-1\% 14-1 23 5% 7 5 3 90 5 30 1808 
1809 382 1 -1\% 1#-1% 23 5% 7 5 3 90 5 30 1809 
1810 383 1 -l 144-27, 24 54 8 3 4 50 6 30 1810 
1811 385 14%-1\4 1%-2% 24 5% 8 3 4 50 6 30 1811 
1812 387 1\%-1\% 1%-2 3, 25 4% 9 10 6 80 9 00 1812 
1813 389 14-1% 2ys-2 15 25 A 9 10 6 80 9 00 1813 
RSs nn SCE wenn 

Hardened wrenches will be 3 When ordering specify 

furnished unless otherwise specified. Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
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DROP FORGED WRENCHES 
These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machini 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





DOUBLE-HEAD TOOL-POST WRENCHES SINGLE-HEAD BOX WRENCHES 
‘ “we 
For U. S. Standard Nuts and Set Screws Square Opening, 224° Angle 
A machine tool wrench designed for heavy duty shop The single-head box wrench for machine shop use, with 
work for set screws and tool-post screws. broached opening for square-head screws. An exceedin 


useful tool-post wrench. 





WEIGHT |PRICE 


OPEN END 
FOR U.S.S 7S 
No NUT Leth. |ness of No 











1825! % 6% | 10 $1 32 | 1825 
1826} % 7 5% 14 | 1 44 | 1826 
1827; % 7 5% 14 | 1 44 | 1827 
1828| 1% 7 5% 14 | 1 44 | 1828 
1829| % 54 ja | 1 44 | 1829 
1830| % 741 %| 4 1 64 | 1830 
1831| 5% 8 uwl4i 3 | 1 94 | 1831 
1832} % 9 4% | 1 7 | 2 40 | 1832 
1833| %% 9 % 11 7 | 2 40 | 1833 
1834| % 10 %| 2 5 | 3 20 | 1834 
1835| % 10 %| 2 5 | 3 20 | 1835 
1836| % 10 %| 2 5 | 3 20 | 1836 
1837| 1 11 | 3 8 | 4 40 | 1837 
1838 | 1 11 i 3 g | 4 40 | 1838 
1839| 1% 11 3 g | 4 40 | 1839 
1840| 11% ll 1B | 3 g | 4 40 | 1840 





: When ordering specif. 
Furnished in Black Finish only. ’ Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. 


The steel is an- 


alyzed in our modern metallurgical |aboratory before being used. In addition these tools are heat treated after machining 


to toughen and harden the steel. 
finish, with heads brightened and lacquered. 


They are smoothly polished and finished in our attractive “Duro” black rust-proof 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


ame) 


DOUBLE-HEAD TOOL-POST WRENCHES 
For Set Screws 


A machine shop wrench designed for heavy shop duty with 
milled and broached openings for set screws. 








eas Thick-| WEIGHT | PRICE 
No. Say End Leth. we Fn No. 
Black 
1875 Ts Ys 5% 4% $1 12 | 1875 
1876 % “4 6 *% 1 24 | 1876 
1877 Te % 6 Ys 1 24 | 1877 
1878 a Ts 6 * 1 24 | 1878 
1879 if 54 63% 5% 1 44 | 1879 
1880 5% 6% 5% 1 44 | 1880 
1881 4 44 63% 5% 1 44 | 1881 
1882 % 34 7% 5c) 1 64 | 1882 











THE B. & S.AUTOMOBILE DOUBLE OPENING 
SOCKET WRENCH 


A socket wrench with broached openings in both énds. 
An unusually sturdy tool for automotive work. 








ais ee. WEIGHT PRICE 
No. | Openings | Lengtt No. 
Ozs. Black 
800 Yor te 6 i! 6 | $100 | 800 
801 4-34 7 Xe 10 1 10 801 
801X 54-4 7 bi 10 1 10 801X 
802 KH 8 1 1 1 20 802 





: Furnished in Black Finish only. 





SINGLE-HEAD BOX WRENCHES 


Hexagon Opening 


A dependable single-head box wrench for general use with 
hexagon broached opening for U. S Nuts and Bolts. It is 
made light and sturdy for use where there is not sufficient head 
clearance for the Billings all-forged socket wrench. 











ForU.S.| Short HEAD WEIGHT | PRICE 
Std. Diam. Ex- —— 
Gat | Open | treme | rica] Ont 
Bolt |Rreha.| | ness | Diam, | LPS: | Ozs. | Black 
Ys ? 34] * 34 1 | $0 36 
% 4 \% ¥ 2 42 
1s H# | 4%/ & | 1 ee 3 50 
% 6 vw 11%] .; 4 58 
i 7 Hs] 1%] «CC. 5 70 
8 % 11% 35 7 84 
te | 9 vs | 1% | .. 8 | 100 
% | 1 10 4% | 1%] .. | 12 1 24 
1 4 1144} 4&1 241 1 1 1 56 
%11 13 ft 2%1 1 10 | 208 
1 1 15 &% | 2%] 2 3 | 280 
1% | 14 | 17 Ht 2% | 2 1 141 3-0 
14% | 24 | 19 %1 3%] 3 13 | 4 80 
1% | 2 21 41 3%i 4 71 600 
114 | 233 | 23 1 3% | 6 3 | 7 50 
154 | 248 4] 25 1% | 4 8 | 13 | 9 20 
134 | 2% | 27 14% | 4% | 10 8 | 12 50 
2 38; | 30%] 1% | 48 | 14 5 | 17 00 
24% | 338 | 34 1% | 54% | 17 4 | 22 00 
2% | 38% | 38 1% | 5% | 24 4 | 29 00 
23% | 44% | 42 13% | 6% | 31 8 | 37 00 
3 48 | 46 | 1% | 7 41 | 8 | 50 00 





SPARK PLUG WRENCH 


A drop forged wrench for all popular sizes of domestic 


and foreign spark plugs. This offset box wrench, with 
broached opening, provides clearance for engine bolts, is 
adapted for both recessed and flush plugs, and the leverage 
makes easy the insertion or removal of spark plugs. One of 
these useful wrenches should be in every motorist tool kit. 








OPENINGS WEIGHT PRICE 
N puma No. 
y oe a ng Lbs. Ozs. Black . 

810 K ts 8 $1 16 810 

810X ay " # 8 1 16 810X 

811 1 8 1 16 811 

812 1% ts 9 1 36 812 
When ordering specify _ 
Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
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) DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
- finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 








LIGHT SERVICE WRENCHES 


These wrenches were originally designed for carriage builders and for agricultural use. The “S” shape and light weight 
made them a very popular type for automotive and general use. They have been scientifically proportioned for the work they 
are intended for. This line parallels the Engineers’ line, and has milled opening for U. S. S. Bolts, U. S. Hexagon Head Cap 
Screws and S. A. E. (Automotive) Bolts and Nuts. 


In addition to our regular “Duro” black finish, these wrenches are also furnished nickel plated with heads buffed. 
For short sturdy “S” wrenches see Pages No. 18 and 19. 


te is 















io. sea sti Screw Milled | Extreme Thickness Trade Ne 
vw % -~¥% | 3¢e it 6% vr 75B 2000 
ve te -%|.3 6% 75A 2001 
-* - ¥° iE le 644 4 75 2002 
w- % ~ 4%] 3 7% Y% 2003 

ea Bie ee ae i i if 778° | 200 
- - - 5 
Y- fs 4— 3% a wz | 7% 4 77C 2006 
a 7 “a ip Ye i ie i ae 2008 
wel oe) See ee te 77° | 2009 
t- .. | ee e- 814 vr 1 2010 
| we | fe | | oi te 1 2011 
| ee eee al | sf 2 ae ee 
| %- | % % ~%| 8% ts 1 79E | 2014 
f fete th eee _ 84 is 1 79D | 2015 
| el eal eel |e 8 | ae: | i 
‘z 6 — 1 
i u- % -4| %-% 814 ts 1 79C 2018 
) = w.. | & 9% 8% 1 2019 
1s i re 54 y 944 % 1 81E 2020 
ne * ot eee 9% % 1 81C 2021 
ee oe 9% 3% 1 2022 
teases MR Te 94 &% 1 81 2023 
4 4 4 x 34— if sh 5 i sin | Seen 

— : 4- 20 
Y- a %&| 4 y 9% % 1 81A | 2026 

Black finished wrenches will be. When ordering specify 
furnished unless otherwise specified. Number, Model and Finish, 


“Guaranteed to be of Billings Quality” 
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DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 
LIGHT SERVICE WRENCHES—Continued 























Trade U.S, | Hex. Head | S. A. E. Milled | Extreme | Thickness Trade 
: ; ; N 
No No. Po my <l Con Oe ow “om Py bial Opening | Length | of Heads No. ° 
2027X A ee ar y- 5 10% is 2027X 
2027 ee | MM BS 03% B ‘ 2027 
2028 81D w- % - & ot 10% ¥ 1 40 1 80 81D 2028 
2029 wf —.. sheets 10% 1 40 - 2029 
2030 = w- %/| ..- 103% a 140 | 1 2030 
2031 eae eer 2 e or 103% aa 1°40 | 1 80 2031 
2032 | 83 si al homie Meche ae 10% s 140 | 1 80 83 2032 
2033 | 88D | %-..] %-..] &- & 103% & 140 | 180 | 83D | 2033 
 -2034 - [Mew] B&B w- .. 10% is 1 40 1 80 2034 
| 2035 | 83B | %..|-%-%!| A-H#H 108% e 140 | 180 | 83B | 2035 
2036 83C Y- % 5 —~ % 12 2 00 2 60 83C 2036 
2037 | See | es 12 if 200 | 260 ‘eae ae 
ee, OS eee ~k| &H# 12 4 200 | 260 | 83A | 2038 
2038X - -..| &X% 12 lg 200 | 260 sae RIE 
— 2039 we % -..f .-% 12 Ve 200 | 260 2039 
— 2040 ve- %4 -1 - 12 200 | 260 2040 
2041 | «85 om ede See Me ms 12 200 | 260 | 85 2041 
2042 85A .-% 4-1 -— 12 2 00 2 60 85A 2042 
— - 2043 85C 4 % ..l - %| 14-1 12 4% 2 00 2 60 85C | 2043 
(2044 | #858 -%] %1 -~ %& % 200 | 260 | 85B | 2044 





1 An | 12 








CHUCK WRENCHES 


The box wrench is the most satisfactory type of wrench for chucks. It is safe, strong and with the right leverage for the 
work it is designed for. The opening is broached. 
Furnished in Black Finish only. ~ 

















Length Hol ae 
No Chuck ole 

Inches Inches Inches Beck 
1 4 6 Hw $0 80 
2 6 6% 1s 80 
3 9 7% i 90 
4 12 7% 90 
5 15 10 i 1 20 
6 18 11% 1 40 





When ordering specify Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 


29 


























/B\ 


‘Tee Billings & SpencerGo. /\ 





These wrenches are drop forged from specially selected ope 
alyzed in our modern metallurgical 
to toughen and harden the steel. 
finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


This line is similar in proportion to our Engi 
ed for use on hexagon head cap screws and U. Ss 


In addition to our “Duro” black finish, these wrenches are also furnished hardened, that is, drop forged with milled open- 


ings, hardened in oil, and finished in the natural finish. 


U.S.S. |Hex. Head 


No. | Bolt | Cap Sc. 
i Size 


| 00% ..| 4 os 
2101)%- | % .. 
—-2102)}s- .. y- \ 


| 2atig- el e- -.- 


—-2114)4- % we :- 
315|4- %- % 


| 2916)..- .. 7e- Ye 
2117|..- ..| %- % 
> d118]..- %| %- 

2119|..-— ve| %- 

Tae A 
2122)..- ..| %- % 
693) ...- ... te- te 
2124|..-- %| w&- % 
2125|34- ys) .-- .- 
2126|3%- | ..- % 


ne ee ae ee 


Black finished wrenches will be 
furnished unless otherwise specified. 


laboratory before being used. 
They are smoothly polished and finished in our attractive “Duro” black rust- 
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DROP FORGED WRENCHES 


n hearth steel to our specifications. 
In addition these tools are heat treated after machining 





ENGINEERS’ WRENCHES 
30° Angle, Double Head 


neers’ wrenches except for angle of hexagon milled opening, which is design- ; 
S. Bolts in place where the ordinary wrench would be ine ectual. 







one? 


any 


a AN: 


: lee 






























2139|%- 34] ..-1 
62 ||2140| ..-..| %- % 

2141). — 34| 34-1 
74 2142|54- %4| © .-1 
4 
74 ||2143|54- %| ..- . 
74 112144). .- 34] %-1 
74 |12145|..- ..| %-1% 
74 2146|..- ..| %-1\% 
4 
74 ||2147|\34- ../1 -1% 
74 |\2148/%4- %1 -.. 
e 2149|%- [1 -1% 
90 ||2150|84-1 |1 -13% 
90 |\2151|..- ..|/144-1% 
90 ||2152|7%4-1 | ..-13% 
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WEIGHT PRICE 
Length | ness of | ——-———— 
Lbs. | Ozs. | Hard. | Black 





ss se) 


sckokst Sess See SRR oo 


MX 


XX 
PRR Www WHWWe NNNN Hee 


When ordering specify 
Number, Model and Finish. 


The steel is an-— 


proof 








12 {$0 72 |$0 99 
12 72 90 


3/110) Ta 
3.4 1 10:58 
3/110) 1 
3] 110| 136 
31-11-3033 
3/110) 13 
3/|110) 1 
12 | 1 20 | 1 66 
12 | 1 20 | 1 66 
12 | 1 20/16 
2/1 58/19 
2/1 58) 1 Y 
2|158| 1 92 
2/1 58] 1 9 
1|240|28 
1|240/|28 
1| 240/28 
1|240)28 
8 | 257\3 
8 | 2 571 34 
8 | 2 57132 
14 | 3 36| 3& 
14 | 3 36) 3 
14 | 3 36| 3& 
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DROP FORGED SPANNER WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. 


The steel is an- 


alyzed in our modern. metallurgical laboratory before being used. In addition these tools are heat treated after machining 


_to toughen and harden the steel. 
- finish. 


PIN SPANNER WRENCHES 


A one-piece drop forged spanner with machined pin for 


lock collars from 1” to 4” in diameter. 





me 1S tee —— twee BEE winnie om 
of Pin Lbs. Ozs Black 
cata |« [ w&]- | 2 fool as 
eo) im | 41) 8 1 | 58| 26 
et eS ty 2 | 60| 27 
mw) 1% | 54 | # 3 | 62| 28 
29 2 6 \y 4 66 | 29 
mw) 2h | oH i 4 | 70] 30 
“ie Se: 3s 5 | 72| 31 
od eae i 6 | 7| 32 
4.3 8 * 7 | | 33 
mil Se tes # gs | 90] 34 
35 3% 9 4 9 96 | 35 
36 | 3% | 9% # 10 |102| 36 
- ae Tale 10 34 13 |108| 37 





ADJUSTABLE SPANNER WRENCHES 
Model L 


The Billings’ patented quick adjusting spanners in four 
sizes will take the place of solid spanners on lock collars or 
nuts from 3/4” to 4 3/4” in diameter. 

To adjuSt it is only necessary to press on the top of the 
movable jaw and slide it into its new position. 

The bar is drop forged and the moving jaw is made of 

alloy steel, hardened all over under scientific heat controls. 

A most necessary set for all machine shops and manufac- 

turing plants. 


Furnished in Black Finish only. 


pins from 3/16” to 3/8” diameter. 


They are smoothly polished and finished in our attractive “Duro” black rust-proof 





FACE SPANNERS 


A one-piece drop forged face spanner with machined 


These spanners are scien- 


tifically proportioned for the work they are intended for. 



































E PINS ‘Rad- ERE WEIGHT |PRICE 
ene ae, Leth. ky bath: |'ness | Lbs. | Ozs. | Black 
~3il1 |ala&l Bl 441 a]. | 2 [060 
4/)/1%4| %& | | Bl] 4H] *% 3 66 
5 1|14%| w& | & | & |] 5%] % 4 74 
6 (1% | w | w | | SR] & 5 | 84 
9-12 %|%| #| 6%| & 6 | 6 
81/24; %|'%l #H] 6H] & 7 }110 
9/2%4|%]%l]1e&| 7%] % 8 | 1 28 
10 | 2% | % | 4% 118% | 7% | % 9 | 1 48 
1 | 3 fe | Ye | 14 | 8%! % 11 | 1 70 
12 |3%| w& | oe 1148] 8%] % 12 | 194 
13 |3%] & | fs | 1a] 9 \j 13 | 2 20 
14 | 3% | %| & 11%) 9%] & 15 | 2 50 
15 | 4 3% | | 134 | 10 \, 15 | 290 
PRICE LIST 
for Adjustable Spanner Wrenches 
vo | GSS | RE | RS | ten [| BE 
Inches Lbs Ozs 

0 | %2 ie Be” 7 |... | 41907 
Se ae \Y y 9 8 75 
212 4 ts 4 9 ie 10 85 
3 |2 4% |4—%| \ 10%} 1 5 | 125 
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When ordering specify 
Number, Model and Finish. 
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The Billings & Spencer Co. 


DROP FORGED WRENCHES 


These wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is an- 
alyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining 
to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof 
finish, with heads brightened and lacquered. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 











BILLINGS Carbon Tappet Wrench 


15° Angle Double Head 


For Automotive Service 


Billings Sturdy Tappet Wrenches are demanded by the Mechanic. 


They are designed especially for Adjusting Valve Tappets in Gasoline Engines and are made long and light enough to in- 
sure the most delicate adjustments and sturdy enough to withstand the maximum strain. 


Furnished in beth Black and Nickel Finish: 
See Pages No. 36 and 37 for carbon steel tappet sets. 


1336x 


*1336x—A Special Wrench designed for adjusting Bicycle Pedals as well as Valve Tappets. 


Black finished wrenches will be When ordering specify | 
furnished unless otherwise specified. Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 


32 





A 


“he Billings & Spencer Co. 


Billings Mo-lyb-den-um “Life-Time 
WRENCHES 


Although Mo-ub-den-um has long been known as a SEMI-RARE metal, 
it has but recently come into prominence in the field of commercial alloy steels. 
For some time it has been used as a fairly satisfactory substitute for Tungsten 
in High Speed Steels. 


The discovery of extensive deposits of this metal in Colorado,—at about 
the time the World War created a shortage of all other alloying elements,—led 
to further research on the effect of Mo-lyb-den-um in steel. It was determined 
that Mo-lyb-denum produced much the same effect as the most prominent 
steel alloying elements, Nickel and Chromium. It was further determined 
that steels containing Chromium and Mo-lyb-den-um possessed physical prop- 
erties far superior to any previously known alloy. steels. 


As a development of the War, this new super alloy found its use in such 
equipment as bullet-proof armor, Baby Tanks and Liberty motors, where its 
extreme strength and toughness made reduction of weight possible. 


Following the War, the automobile industry turned to Mo-ltyb-den-um steel 
for use in many of the most severely stressed parts of motor cars. 


The Billings & Spencer Company in collaboration with the leading metal- 
lurgists of the Steel Industry have conducted exhaustive tests and experiment 
on wrenches made of the various well-known commercial alloys such as 
Chrome-Nickel, Nickel Steel, Chrome-Vanadium, Nickel Vanadium, Nickel- 
Molybdenum, Chrome-Molybdenum. 


In these tests the Chrome- Mo-lyb-den-um wrenches, ( Billings formula) show- 
ed such consistently greater strength, hardness and toughness than the wrench- 
es of any other alloy as to leave no doubt of the wisdom of adopting this new 
super alloy for our *Life-Time wrenches. 


The Billings’ *Life-Time WRENCHES are hardened and tempered, by 
an exclusive process developed thru these tests—under the most scientific heat 
control devices—insuring that TZ7ESE POWERFUL WRENCHES WILL 
LAST A LIFE-TIME. 


Billings Mo-lyb-den-um “Life-Time Wrenches are Guaranteed Against Breakage. 


*Trade Mark 
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Billings Mo-lyb-den-um “Life-Time WRENCHES 


Billings *Life-Time wrenches are made of Chrome-Mo-t m steel—The Super Alloy—C( Billings formula). 

These long, thin, powerful wrenches with “SPEAR” Shaped heads may be used in close or cramped quarters 
where an ordinary carbon wrench would be ineffectual. 

The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 

The wrenches are finished in nickel over copper plating with heads buffed, a beautiful and permanent rust-proof 





They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that 7HESE POWERFI/L WRENCHES WILL LAST A LIFE-TIME. 


We 





Billings Mo-lyb-den-um 
The *Life-Ti 


The use of Chrome-Mo-lyb-den-um steel (Billings for- 
mula) marks a distinct advance in wrench manufacture and is 
the result of painstaking research and experiment not only by 
the engineers of the Billings & Spencer Company but by the 
leading metallurgists in the Steel Industry as well. These 
tests and experiments covered a period of years and resulted 
in the development of a super alloy steel (Billings’ Chrome- 

olyb-den-um formula) which makes possible a stronger 
and tougher wrench than any wrench now on the market. 

Thru the use of this SUPER-ALLOY and due to the 
SPEAR-Shaped heads, these long, thin, wre. ches are the 
most practical and powerful Open end wrenches ever offered 
the American mechanic. The thin, SPEAR-Shaped head per- 
mits the use of these wrenches in inaccessible places where 
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15° Angle, Double SPZ'AR-Shaped Heads 


an Set iaitliee intial omen ee 


MEU 
* 


ENGINEERS’ WRENCHES 
me Wrench 


the ordinary wrench would be ineffectual, and their length 
and strength makes easy the task of loosening a recalcitrant 
nut or bolt. : 

The handles of the wrenches are smoothly burnished and 
the edges rounded to insure a comfortable grip for the user. 
The wrenches are finished in nickel over copper plating, with 
heads buffed—a beautiful yet practical rust-proof finish. 

They are hardened and tempered by our exclusive method, 
under the most scientific heat control devices, insuring that 
these POWERFUL wrenches will last a Life-Time. 

The engineers’ type is the most popular and practical 
wrench manufactured and has been widely used by automobile 
mechanics, machinists, steam and marine engineers, until today 
it is recognized as the universal open end wrench. 

















WEIGHT PRICES 














U.S.S. |Hex. Ha.| S.A.E. Thick- 
No. Open- Bolt Cap Sc. | Nut and | Extreme | ness of Each No. 

ings Size Size | Bolt Size| Length | Head Lbs. Oz Nickel 
M1721 aeeed ce. [9g ie Rae Sere Pee 114) M1721 
M1021 | ea | ia fer tale Se | aes Same 1141 | gy gp | Mio2i 
M1722 =~] %.. | eu | -k | “de | #8 I... 1% hep hi 
M1723 a ee y Set he is 144) M1728 
M1022 “1 3% a 434 cae eee 214) M1022 
M1023 ir [ae 25 Bee 2 tee Bier: bi I Te 244 96 | M1023 
M1723A 4-3] .-% | Ak | Ck 434 ec tee 2% M1723A 
M1024 H-#H| a Sas ss 5} iat eee 3% M1024 
M1725 mw 4) -& | hw | ot Bi * oe bees 3% ete 
M1725A Sar alae ae aes ae» He ae 3 a ae Res GaSe Geteaa 314 116 | M1725A 
M1725B 16 de. #-% | &-% | 5% ae Rees 314 M1725B 
M1025 eee er ee ee get Ca ee 314 M1025 


tFor a complete listing of dependable carbon engineers’ wrenches see pages 12 and 13. 


For Billings Mo-lyb-den-um *Life-Time Wrench sets see pages 32g and 32h.. 
For Billings Mo-lyb-den-um “Life-Time Wrench Display Boards see pages 68a to 68h. 


*Trade Mark 
Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 
32b 
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Billings Mo-lyb- -den-um ‘Life-Time WRENCHES 


emesis *Life-Time wrenches are made of Chrome-Mo-lyb-der-um steel—7'he Super Alloy—C( Billings formula). 


owerful wrenches with “SPEAR” Shaped heads may be used in close or cramped quarters 
where an es a wrench would be ineffectual. 


The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 


a “hey wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 
nis 








They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 
that THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 


Billings Mo-lyb-den-um *Life-Time ENGINEERS’ WRENCHES—Continued 
15° Angle SPE AR-Shaped Heads 










tEquiv. WEIGHT PRICES 
Be S. Milled | U.S.S. }Hex. Hd.) S.A.E. Thick- |———______—__ 

No Carbon - Bolt Cap Sc. | Nut and | Extreme | ness of Each No. 
Wrench ings Size Size | Bolt-Size| Length | Head Lbs. Oz. Nickel : 


i | a | | | |S 


M1726 1113 Y- &% os we-%s 6% Semen meters 5 M1726 
M1026 1114 1 i Y4-8% te. ie: 6% oye a Shes 5 M1026 
M1727 1116 ir % Se-e 34-1, 6% ee aie 5 $1 40 M1727 
M1027 1118 - tt $34 Hes < geen 6% eS oe ee 5 M1027 
M1027C| 1118X | ¥- -3% 34- s.. 6% * Ee, paver ie 5 M1027C 
M1728 1117 ao ig Gae es 4% 34-14 7% | Saale aie 9) M1728 
M1028 1119 “=e =. ene 7% Beta, ane tier 9 M1028 
M1028S 1120X | %- * a... . 734 Seale ee 9 174 M1028S 
M1729 1120 54 34 Fa w-\% u-% 7% ie glee ae 9 M1729 
M1029 1123 ~ ij 6-¥e i ier — 7% , aes Be epee 9 M1029 
M1030 1124 -%| %-\% -% vs 73% | Fats Stare 9 M1030 
M1731 1125 34- i Ses 5-H we.. 9% ae ae 12% M1731 
M1731A| 1126 %- %| ..-% 4-5 lo*® 9% aes Bt et 12% M1731A 
M1031 1128 -~%| +-% cm °4 — * 9% Sg Ss, SN eae 12% M1931 
M1731B| 1130 %| ..-K #54 —* 9% ay Se: 12% 214 M1731B 
M1032 1129 ii- vets meg ee 94 Eee: Teese 12% M1032 
M1033A} 1131X | % or. . a 5% 9% earn Goeinee 12% M1033A 
M1033 1132 Ke var’ 54— *.:. 9% : Ss ere 12% M1033 
M1733 1133 7 | Yy.. 54-34 10% % 1 3 
cl. imax | ih so 44 x 1084 iy 1 3 
M1034 1134 1 4-5 5 w%—-%4 103% % 1 3 
M1734 1135 %1%| %e.. 4-1 te; 1034 \% 1 3 
M1034A| 1136X Lys -% ~ % 1 3 
B \% 1 3 
1 ~ 
1 8 
1 8 
1 8 
1 8 





tFor complete listing of dependable carbon engineers’ wrenches see pages 12 and 13. 
For Billings Mo-tyb-den-um *Life-Time Wrench Sets see pages 32g and 32h. 
For Billings Mo-lyb-den-um *Life-Time Wrench Display Boards see pages 68a to 68h. 


*Trade Mark 
Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 


32c 














The wrenches are finished in nickel over copper plating with heads 





Billings Mo-lyb-den-um “Life-Time WRENCHES 


Billings *Life-Time wrenches are made of Chrome-Mo-lyb-den-um steel—T’he Super Alloy—( Billings formula.) 

These long, thin, powerful wrenches with “SPEAR” Shaped heads may be used in close or cramped quarters 
where an ordinary carbon wrench would be ineffectual. The handles of the wrenches are rounded and smoothly fin- 
ished, affording a comfortable grip for the user, a point which will be appreciated by the mechanic who has to use a 
wrench of this kind for long periods. 


buffed—a beautiful and permanent rust-proof 


finish. They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 





Billing$S Mo-lyb-den-um GENERAL SERVICE “S” WRENCHES 


The *Life-Time Wrench 
2214° Angle, Thin Double Heads 





The use of Chrome-Mo-lyb-den-um steel (Billings’ for- 
mula) marks a distinct advance in wrench manufacture and 
is the result of painstaking research and experiment ‘not only 
by the engineers of the Billings & Spencer Company but by 
the leading metallurgists in the Steel Industry as well. These 
tests and experiments covered a period of years and resulted 
in the development of a super alloy steel (Billings’ Chrome- 
Mo-lyb-den-um formula) which makes possible a stronger 
and tougher wrench than any wrench now on the market. 












The Billings’ General Service “S” Wrench is made in the 
same dies as the Light Service Carbon Wrench, but thru the 
use of Chrome- Mo-lyb-den-um steel (Billings’ formula) 
these wrenches are by far the strongest, toughest and most 
practical “S” wrenches ever offered the American mechanic. 

The Billings’ Mo-lyb-den-um General Service “S” 
Wrench is designed with long, thin, powerful jaws which wil 
permit the use of these wrenches in close quarters where 
ordinary carbon wrench could not be used. 













Equiv. 
Bes. | Mita | SS, |Hex. Ha.| SAE. Thick- Uist SEE Beda 
No. Carbon Open- Bolt Cap Sc. | Nut and | Extreme | ness of Each 
Wrench ings Size Size | Bolt Size| Length | Head Lbs. Oz. Nickel 
M1075B| 2000 | 3 aa SES Bera gr as ae 2 
mio7sa| 2001 | sets | pu | S| CAI os Ee ae 2} | $1 30 
M1075 | 2002 Sh ge a ig eae a ae @ ~ aa! eta "2 
i ; 
mie| oor | ie] | a i ah 1 Be at aan tae | ae 
M1077 | 2009 | 1% 5%] %- + | 7% SE ee dh 
M1079B| 2012X ae Ok Sas, eR eae fC ae ae Se a 
Home| Se | eo) cule] Heel |e | ee 
Mio79, | 2017 ve RL ole oi Soa. oy 
M1o79c| 2018 | %-%&%| | |- %. % %| 8% \ gee aes 7 
M1081 | 2023 2 Bocek “Toca ck oe ee eee 12 
M1081B| 2025 fi 28 eh cae “> ie BEG * ah? aes 12 2 50 
Missin | aoe | RT| RT OB po | 
M1083 | 2032 Waiae, Beste, wees oe eres 
M1083B| 2035 ee ‘1 oe oe 1082 ¥ ae. oe +10 
M1083A| 2038 1 iy eae es 12 ong Gees 
eases | oo | itd = u- % if #) 3 3 a, Tee ee me 
Mi0ssc| 2043 |14-1%| %-%| ~.-1 i-%| 12 % ate Sahat 
M10ssB} 2044 | 14-14%] ©.-%| %1 aed a % 2. x 





tFor Billings Carbon Light Service “S” Wrenches see Pages 28 and 29. 
For Billings Mo-lyb-den-um *Life-Time Wrench Sets see pages 32g and 32h. 
For Billings Mo-lyb-den-um *Life-Time Wrench Display Boards see pages 68a to 68h. 


*Trade Mark Billings Mo-lyb-den-um *Life -Time 


Wrenches are Guaranteed Against Breakage. 
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Billings Mo- -lyb- -den-um ‘Life-Time WRENCHES 


Billings *Life-Time wrenches are made of Chrome-Mo-lyb-den-um steel—T he Super Alloy—( Billings formula) 

The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 

The wrenches are finished in dull nickel over copper plating, a permanent and practical rust-proof finish. 

They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


tht THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 





Billings Mo-lyb-den-um STRUCTURAL WRENCHES 
*Life-Time Wrench 
Straight Opening and Offset Head 


The Structural Wrench, like the Construction Wrench, is 
used by men engaged in arduous labor, under the most danger- 
ous conditions, where a man’s life may be endangered by a 
weak wrench. 


Billings’ Chrome- Mo-lyb-den-um structural wrenches 
possess reserve strength in excess of any strain that the user 
may place on them. This additional strength and toughness is 
made possible by the use of Chrome-Mo-lyb-den-um steel— 
The Super-Alloy—(Billings’ formula). 


This alloy steel was selected for these wrenches by 
Billings’ engineers in collaboration with the leading metal- 
lurgists in the Steel Industry after exhaustive tests and ex- 
periments with all known alloys. 


This combination tool was designed originally for struc- 







tEquiv. 

B. &S. | Milled | U.S.S. 

Carbon Open- Bolt 

Wrench ings Size 
1702 % 
1703 HH Ye 
1704 BR 4% 
1705 1 ts 
1706 ley 5% 
1707 1 % 





1708 
1709 


x 
* 


$For Billings Dependable Carbon Structural Wrenches see Page No. 24. 


§Not carried in stock. 


*Trade Mark 


Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 
32e¢ 


tural iron workers and for use on construction work where 
an offset wrench was necessary for clearance and for the pro. 
tection of the hands of the user. This type of wrench is now 
very popular with machine erectors, truck and bus assemblers 
and repairmen who have found this wrench more practical for 
the work than ordinary wrenches because of its greater length, 
offset head and greater strength. 


The tang is used for bringing bolt holes into alignment 
and serves as a comfortable handle for the user. 


These wrenches are finished in dull nickel over copper 
plate, a practical rust-proof finish, They are hardened and 
tempered by our exclusive method, under the most complete 
scientific heat control devices, insuring that THESE POWER- 
FUL WRENCHES WILL LAST A LIFE-TIME. 


Thick- 
ness of | Handles 







































Billings Modyb-den-um ‘Life-Time WRENCHES 


Billings *Life-Time wrenches are made of Chrome-Mo-lyb-den-um steel—7'he Super Alloy—( Billings formula). 


The handles of the wrenches are rounded and smoothly -finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 


The wrenches are finished in dull nickel over copper plating, a permanent and practical rust proof finish. 


They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 
that 7HESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 





Billings Mo-lyb-den-um CONSTRUCTION WRENCHES 
The *Life-Time Wrench 


15° Angle Wrench and Lining-Up Tool 


The Construction Wrench, as its name implies, is used in 
construction work and by linesmen ia their precarious tasks. 
This work demands a wrench which will be stronger than 
any strain it is possible for the user to put on it as frequently 
the life of the user will depend on the toughness and reliability 
of this tool. : 

The Billings & Spencer Company’s engineers in collabor- 
ation with leading metallurgists of the Steel Industry have, 
after painstaking research and experiment, developed a Super- 
Alloy steel ( Billings’ Chrome-Mo-lyb-den-um formula) w ich 
makes possible the manufacture of a much stronger wrench 
than is now available in the market. 
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This combination 15° angle Single End *Life-Time™ 
Wrench and Lining-Up Tool will be found extremely useful 
by the truck and bus repairmen, their extra length and strength 
being essential for this strenuous work. 

The tang of the construction wrench is used in lining up 
bolt holes and its smoothly rounded surface makes a comfort- 
able handle for the user. 

The wrenches are dull nickel over copper plate a practical, 
rust-proof finish. They are hardened and tempered by our ex- 
clusive method, under the most scientific heat control devices 
insuring that THESE POWERFUL WRENCHES WILL 
LAST A LIFE-TIME. . 





WEIGHT PRICE 
U.S.S. | Hex. Ha.| S.A.E. Se es ee 
No. Bolt Cap Se. | Nut and | Extreme | ness of No. 
Size Size Bolt Size} Length Head Lbs. Oz Nickel 
M1203 % 9% + Se eR Pa “ei $2 00 M1203 
§M1204 is 9% es bee ee a. M1204 
M1205 % % 11% % shes \ 2 60 M1205 
§M1206 % Piges 11% % Ment AD M1206 
M1207 % YK 13% fs Pry. ae ews 3 60 M1207 © 
M1208 % 1 K% 15% 5X ety he cy; 4 90 M1208 
M1209 % 1 17% iv ry ABS 6 75 M1209 — 
M1210 1% 1% 19 34 Sue 3 ae. 9 50 M1210 : 





tFor Billings Dependable Carbon Construction Wrenches see Page 24. 


§Not carried in stock. 


*Trade Mark 


Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 
32f 
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Billings Mo-lyb-den-um “Life-Time WRENCH SETS 
These sets contain Billings *Life-Time wrenches which are made of Chrome-Motsb-denum steel The Super Alloy 


( Billings formula). 


These long, thin wrenches with “Spear” shaped heads can be used in close or cramped quarters where the ordinary 


wrench would be ineffectual. 


The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods: 


The wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 


finish. 


They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFUL-WRENCHES WILL LAST A LIFE-TIME: 





Billings Mo-lyb-den-um *Life-Time 
GENERAL SERVICE “S” WRENCH SET 


Set No. 103 


This set contains five Billings’ Mo-lyb-den-um *Life-Time 
General Service “S’’ wrenches with milled opening from 3%” to 
1”. It is especially selected for the automobile mechanic or 
automobile owner who desires a minimum number of wrenches 
of this type for automobile repair work. Wrenches will fit all 
S. A. E. Screws from te” to té” inclusive. They will also fit 
practically all the hex head cap screws from 7%” to $4” in- 
clusive. 





Equiv. 


S.A.E. 
Nuts 


























Number] Milled U.S.S. |Hex. Hd. Ex- | PRICE 
No. Carbon |Openings} Bolt Cap Sc. Bolt treme |— 
Wrench Size Size Size Leth. | Nickel 
M1075A | 2001 | 34-4 | ..-\% | Yee —fs | 6% |$1 30 
M1077 | 2009 | 4-54 | \%-.. | te-ve | Ave | 7% | 1 «65 
M1079C | 2018 | %-% | ..-.. | mM | %e-% | 8% | 2 05 
MI1081A | 2026 | %-% | ..-4% | 4-% | We | 9% | 2 50 
M1083B | 2035 | %-1 | -.. | %-% | %&e-H |10% | 3 10 
Price per Set in Pasteboard box 10 60 
“ in Canvas Case 11 15 





Billings Mo-lyb-den-um *Life-Time 
ENGINEERS’ WRENCH SET 
Set No. 1081, 


This wrench set is a duplicate of our popular carbon wrench 
set No. 8% and consists of five each of Billings’ Mo-lyb-den- 
um *Life-Time engineers’ wrenches with milled openings from 
¥%” to lve” for use on all S. A. E. nuts and bolts from 4%” to 
¥%” inclusive. 





Equiv. S.A.E 
Number] Milled U.S.S. |Hex. Hd.| Nuts Ex- | PRICE 
No. Carbon |Openings} Bolt Cap Sc. Bolt treme westeen 
rench Size Size Size Leth. | Nickel 
M1723 | 1104 | %-xe | ..-.. | &-% | .--4 | 4% [$0 80 
M1725B] 1111 | %-ye | Y-.. | 4% | 4% | 5 | 1 «16 
M1729 | 1120 | 54-34 | ..-.. | 4-% | 4 | 7% :':1«:74 
MI1731A| 1126 | 4-% | ..-4 | 4% | “Wwe | 94 | 2 14 
M1034A/1136 X| H-1yy} ..-5¢ | ..-.. | 54-% [10% | 2 64 
Price per Set in Pasteboard Box 8 48 
“ in Canvas Case 9 03 


See Page No. 32b and 32c for Billings *Life-Time Engineers’ Wrenches. 
See Page No. 32d for Billings *Life-Time General Service “S” Wrenches. 


*Trade Mark 


Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 


32g 
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! eng: *§ « 
| Billings Mo-lyb-den-um “Life-Time WRENCH SETS 
These sets contain Billings *Life-Time wrenches which are made of Chrome-Mo-lyb-den-um steel (Billings formula). 
These long, thin wrenches with “SPEAR” shaped hea ds can be used in close or cramped quarters where the ordin- 
ary wrench would be ineffectual. 

The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 
ae ‘tay wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 
nish. 


u 
They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


















that THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 





Billings Mo-lyb-den-um “Life-Time 
TAPPET AND CHECK NUT WRENCH SET 
Set No. 11714 


This set duplicates in Mo-lyb-den-um *Life-Time wrenches 
our popular No. 17% carbon check nut wrench set. It con- 
tains six Billings’ Mo-lyb-den-um ‘*Life-Time tappet and 
check nut wrenches with milled openings for S. A. E. bolts 
from %” to *%” in diameter and hex head cap screws from 
fs” to 5%” in diameter. The “SPEAR”-Shaped heads of 
these wrenches makes possible their use in confined places 
where the carbon check nut wrench could not be used. This 
set is designed primarily for the automobile mechanic and for 
shop use on check nuts and lock nuts. 





Equiv S.A.E 


Nanbeci?Milied | USS. Hex Ha| Nuts | Be |_PRICE 








No. | Carbon} Open- Bolt Cap Sc. Bolt | treme 

Wrench} ings Size Size Size Leth. | Black | Nckl. 

3000) 1325 | %—-%e |: ..-.. | eK |: 8 |$1 50/$2 20 

3002) 1326 | 4-% | ..-4%4 | 4-*& | 4-& 8 1 50} 2 20 

3004| 1327 | 4% | \4-.. | &-% | ee % 8 1 50} 2 20 

3006) 1328 | #-% | ..-.. ¥yt | BHT 8 1 50) 2 20 

3007| 1329 | %-% | ..-.. | %-%] *-% 8 1 80} 2 70 

3011) 1330 | 44-% | ..-% | %#-% Ye-ts 8 1 80} 2 70 
Price per Set 

in Pasteboard Box 9 60/14 20 

in Canvas Case 10 20/14 80 

in Velvet Lined Fabrikoid Case 11 25|15 85 


See Page 32b and 32c for Billings *Life-Time Engineers’ Wrenches. 


See Page No. 32d for *Life-Time General Service “S’” Wrenches. 
See Page No. 33 for *Life-Time Tappet and Checknut Wrenches. 


*Trade Mark 


Billings ‘Mo-lyb-den-um “Life-Time Wrenches are Guaranteed Against Breakage. 
32h | 














Billings Mo-lyb-den-um “Life-Time 
UNIVERSAL WRENCH SET 


Set No. 125 | 


This universal set contains one each of the following 


Billings’ Mo-lyb-den-um *Life-Time engineers’ wrenches, 
There are no duplicate op:nings and the wrenches will fit all 
U. S. Standard nuts from %” to %” inclusive, all Hex Head 
Cap screws from ¥%” to 34” inclusive, all S. A. E. nuts and 
bolts from %” to +” inclusive, thus making this practically a 
complete engineers’ wrench kit for the automobile mechanic 
and for general use. 
Equiv S.A.E. 


Number| Milled | U.S.S. |Hex. Hd.| Nuts | Ex- | PRICE 
No. Carbon |Openings| Bolt Cap Sc. Bolt | treme 





Wrench Size Size Size Lgth. | Nickel 
M1723 |1104 | %-x% | ..-.. | re-M | ..-4 | 414 [80 80 
M1025 {1112 4-H | Y4-& | 4 as-. 5% | 1 16 


M1027C|1118X| %—-# 
M1028S|1120X| 54-24 | ..-yq | xe-.. | xve-.. | 784 | 1 74 


’ 





M1731A/1126 | %-% | ..-4%| 4% | 4% *& | 9%12 14 
M1033C/1132 X} #4-1 .-.. | ..-34 | %-#H 110% | 2 64 
Price per Set 


in Pasteboard Box 
in Canvas Case 
in Velvet Lined Fabrikoid Case 





BILLINGS MO-LYB-DEN-UM TAPPET AND 
CHECK-NUT WRENCHES 


These wrenches are drop forged from America’s own alloy, Chrome-Molybdenum (pronounced Mo-/ib-den-um) Steel 
Billings formula, and are tempered with the utmost care. 

The wrenches are smoothly polished all over, and are finished in nickel over copper plating. The heads are buffed. 
Ss pate a beautiful and permanent rust-proof finish. These wrenches are also furnished in our “Duro” black rust- 
of finish. 

We guarantee these wrenches to be stronger than any other wrenches of the same proportions manu- 


tured. 





BILLINGS MO-LYB-DEN-UM TAPPET AND CHECK-NUT WRENCH 
The Super Wrench 


2214° Angle—Double Spear Shaped Heads 


These thin wrenches were designed by automobile me- 
nics in collaboration with Billings & Spencer engineers, and 
resent the result of painstaking research and experiments. 
y are by far the strongest and most practical tappet and 
k-nut wrenches ever offered the American mechanic. This 
1ade possible by the improved design of the head and ‘the 
of Chrome-Molybdenum (Mo-lib-den-um) Steel. 
This steel was selected after exhaustive tests of all alloy 
by our Engineering Department had demonstrated that 
ome-Molybdenum (Billings formula) made the toughest 
strongest wrenches it is possible to manufacture. 
The wrenches have the 221° angle spear shaped heads 
sh the Billings & Spencer Company originated in their tex- 
line.. Automobile mechanics will find this shape and angle 
e convenient in working into inaccessible places, particu- 
ron the Number 1 and 6 valve tappets, where the ordinary 


tappet wrenches are ineffectual. 

They are all eight inches long, and are made thinner, 
lighter and with smaller heads tha: ordinary tappet or check- 
nut wrenches, this being made possible by the use of Mo-lyb- 
den-um, the super wr: Valve tappets can be adjusted only 
when the engine is hot, and the Billings eight-inch wrench pro- 
vides clearance for the mechanic and proper leverage for the 
adjustment. 


The Billings 224° angle wrench is really two wrenches 
in one, as each wrench has two different milled openings. 


This reduces the number of wrenches which the jobber and 
dealer are required to carry in stock, and increases their sale- 
ability because mechanics will obviously purchase a double duty 
— in preference to one with the same opening in each 
end. 


SIZES AND PRICE LIST 





















| amet, | phage | Eqgist | Rutzth | tang | mpcnoge [MMOET] PaCS 
No. as Sans : Ree . SP " Lengt of pote ioe os Seamus No. 
i vat i a 8 2 3) 3000 
002 my -\ ie uae 8 : 2 si $150 | $2 20 3002 
004 \y-, 3 ts —% 8 3 % 3004 
eee] SA] Re Hex] E | 2 | ERY ue] om | 
003 H-H gee el. —.. s * 3 % 3003 
mot oe) ee . eg ae 3008 
010 rt = ice | 8 Je 4 1 80 2 70 3010 
011 i we Ws | Ws 8 a 4 3011 - 
4 8 5 & 3012 
1 Big & ti 5 58 2 00 3 00 3014 








ed 6 each in Pasteboard box. 
Pa sets of two, three or four pair. 

















For sets, see Pages 34 and 35. 


age 36 for listing of Molybdenum Tappet Wrenches required for the principal passenger cars and trucks. 


When ordering specify 
Number, Model and Finish. 


ickel finished wrenches will be 
furnished unless otherwise specified. 


“Guaranteed to be of Billings Quality” 
33 
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BILLINGS MO-LYB-DEN-UM TAPPET 
WRENCH SETS 


These wrenches are drop forged from America’s own .alloy, Chrome-Molybdenum (pronounced Mo-/ib-den-um) 
of Billings formula, and are tempered with the utmost care. 
The wrenches are smoothly polished all over, and are finished in nickel over copper plating. The heads are buf d 
This insures a beautiful and permanent rust-proof finish. These wrenches are also furnished in our “Duro” black ru 
-proof finish. 
F We a these wrenches to be stronger than any other wrenches of the same proportions ma 
ufactured. 
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Fabrikoid Case 
*CHRO-MOLYB SET NO. 46 
2214° Angle—Double Spear Shaped Heads 


The super wrenches in this set are designed especially for amy other wrenches of the same proportions manufactured, 
adjusting valve tappets and check-nuts in gasoline engines, and _—— The Billings 222° angle wrench is really two wrench 
r de long and light enough to insure the most delicate in one, as each wrench has two different milled openings. 


are ma ; ; 4 
adjustments, and through the use of Molybdenum (Mo-lib- This set consists of two (2) each of Nos. 3002 and H 


den-um) Steel and the spear shaped heads, are stronger than Chrome-Molybdenum Tappet Wrenches, as listed below. 








PRICE LIST 
U.S. Hex. Head| S.A. E. WEIGHT PRICE 
No. Milled Standard | Cap Screw - a ig matrenes Theis eget ko ee. 
Openings Bolt Size Size olt Size ng of Heads tbe. De. ack Nichi 
3002 %-% AK \Y-* Y-5 8" * -- 2% $1 50 $2 20 
3006 ¥- 8 ea 4-5 Yrs 8 vs a 3% 1 50 2 20 
Price per Set of 2 pairjin Pasteboard Box , be xe 3 rn * oN -" $6 00 $8 80 
Sees ee OT Coven Com Sk. “F bs Ae x AS = oy a 6 50 9 30 
“ “« «4 “u «&  “ Velvet-lined Fabrikoid Case “ = “3 ae r€ - 6 80 9 60 
“ « « wae“ “ Handy Pocket Leather Case 7 75 10 55 
*Trade Mark applied for. 2 
See Page 36 for /listing of Molybdenum Tappet Wrenches required for the principal passenger cars and trucks. 
Nickel finished wrenches will be When ordering specify ; ; 
furnished unlees otherwise specified. Number, Model and Finish, 


“Guaranteed to be of Billings Quality” 
34 vi 





The Billings & Spencer Co 


BILLINGS MO-LYB-DEN-UM TAPPET WRENCH SETS 


_ The wrenches comprising these sets are drop forged from America’s own alloy, Chrome-Molybdenum (pronounced 
lo-Zib-den-um) Steel of Billings formula, and are tempered with the utmost care. 

_ The wrenches are smoothly polished all over, and are finished in nickel over copper plating. The heads are buffed. 
his insures a beautiful and permanent rust-proof finish. These wrenches are also furnished in our “Duro” black rust- 
toof finish. : 

| We guarantee these wrenches to be stronger than any other wrenches of the same proportions man- 
factured. 
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Molybdenum 
Tappet Wrenches 





Fabrikoid Case Fabrikoid Case 
*CHRO-MOLYB SET NO. 47 *CHRO-MOLYB SET NO. 48 
221° Angle—Double Spear Shaped Heads 
Consists of two (2) each of Nos. 3002, 3006 and 3008 Consists of two (2) each of Nos. 3002, 3006, 3008 and 
hrome-Molybdenum Tappet Wrenches, as listed below. 3010 Chrome-Molybdenum Tappet Wrenches, as listed below. 


The super wrenches in these sets are designed es- are stronger than any other wrenches of the same propor- 
tcially for adjusting valve tappets and check-nuts in gasoline tions manufactured. : 
igines, and are made long and light enough to insure the The Billings 224° angle wrench is really two wrenches in 
ost delicate adjustments, and through the use of Molyb- one, as each wrench has two different milled openings, 
fnum (Mo-lib-den-um) Steel and the spear shaped heads, 


























PRICE LIST 
U.S. Hex. Head S.A. E. WEIGHT PRICE 
No. Milled Standard Cap Screw Nuts Extreme Thickness Cee at, 
Openings Bolt Size Size Bolt Size Length of Heads 

Ozs. Black Nickel 
3002 ve-% i Y-% Y-vs 8" vr 2% $ 1 50 $ 2 20 
— 3006 ¥s-% <a ¥4-v5 Ses 8 is 3% 1 50 2 20 
— 3008 H-# Ys ioe Pare 8 ee 4 1 80 270 
3010 4-H un. | Met Y%e.. 8 % 4 1 80 270 
Set No, 47 in Pasteboard Box... XG we 7 ar: ea — - ar a $ 9 60 $14 20 
on“ “ Canvas Case as me re a os z- ee i “al ay 10 20 14 80 
“ o“« «~“ Velvet-lined Fabrikoid Case ae wy ea e ne 3 és ; 10 80 15 40 
Snr 00 th DeabiatA MAES se Sg 5 op ce en Se 13 20 19 60 
moe te 8 Canvas Case ee oF alg os ae a i © cm ne 14 10 20 50 
a “ “ Velvet-lined Fabrikoid Case es is a 6 = a og 5 14 86 21 26 






rade Mark applied for. 
Page 36 for listing of Molybdenum Tappet Wrenches required for the principal passenger cars and trucks. 


Nickel finished wrenches will be ek ; When ordering specify 
furnished unless otherwise specified, “Guaranteed to be of Billings Quality” Number, Model and Finish. 
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MO-LYB-DEN-UM WRENCH LIST 


This list shows the Chrome-Molybdenum tappet wrenches 
necessary for adjusting the valves in the various automobiles 


and trucks. 


If additional data are required, send in the name 


of the car, the model number and year, and we will supply full 


PASSENGER CARS 


information. 


Allen (2) 3006 
Apperson (19 3006 (2) 3010 
neaen (1) 3006 e415 3008 (1) 


Briscoe (2) 3 
Buick (2) 3002 ® 3006 


Cadillac ae 

61 op 3002 gt) 3006 
Case (1) 3002 (1) 3010 
Chalmers (1) 3006 (1) 3012 
Chandler (1) yaaea (1) 3014 
Chevrolet (1) 3 
Cleveland (2) S008 
Cole (1) 3002 (1) 3 
Commerce (1) B0Oe XC) 3008 
Crawford (2) 3006 Ct) 3008 
Cunningham (3) 300 
Daniels 2) Pe 
Dodge (3) 3 
Dort (1) 3002 (2) 3006 


Earl (2) 3 
Elgin (1) 3002 (2) 3006 
Essex @) 3006 (1) 3008 
23 a ase ?? 3006 

Franklin (1) 3 
Gardner (1) 3002. (2) 3006 
Grant (1) 3002 (2) 3006 
Hudson EY 8006 (1) 3008 

23 Model (2) 3006 
Hupmobile (2) 3006 
King (1) 3006 2. 8008 
Lafayette (2) 3 
Lexington (1) 3010 
Liberty (3) 3002 
Lincoln (3) 3002 
——e M-48 & 33-$0.(1) 


Locomobile oc . g? 3006 
Marmon (1) 3 

Maxwell (1) 3008 (2) 3006 
Mercer (2) 3006 

vag (1) 3002 (1) 3006 (1) 


Monroe (1) 3002 (1) 3006 
eee (1) 3006 (1) 3008 (1) 


Nash (1) 3002 (1) 3006 

National (1) 3006 (1) 3008 

Oakland (2) 3002 

Oldsmobile Light 8 (1) 3002 
(1) 3006 

Oldsmobile Large 8 (1) 3002 
(1) 3006 

Oldsmobile 6 &) 3002 

aig cage = BS 3002 


" 85-6 (2 3 
= 88-6-89 ad 93006 (1) 
3008 
are giles A 3) :3 
> Joos (1) 30086 
Paige (iy 3006 (1) 3008 (1) 
3010 


Pierce Arrow (1) 38006 (1) 
3012 


Premier (2) 3 

ar M ti)" $006 (1) 3008 
(1) 3010 

Jewett (2) ay (1) 3910 

cha ti B. C. F. (2) 3006 (1) 


200 
Reo. “1 3006 (1) 3008 
Rickenbacker (3) 3006 
Saxon (1) 3002 (1) 3006 
Scripps-Booth 3} 3002 
Standard (3) 30 
Star (1) 3006 ay 3008 
Stephens (1) 3010 
Studebaker (1) 3002 (1) 3006 
(1) 3008 
Stutz (2) 3006 
Velie (1) 3006 (1) 3008 (1) 
3010 


Westcott 9N (2) 3006 (1) 
3008 


Westcott 7R (1) 3006 (1) 
8008 (1) 3010 

Wills-Sainte Claire (2) 3002 

Winton (2) 3008 


Yellow Cab Model D1-7U 
Cont. (1) 3006 (1) 3008 
Yellow Model D1-10U 


Cab 
a (1) 3002 (1) 3006 (1) 


Yellow Cab Model D1-04 (1) 
3006 (2) 3008 


TRUCKS 


Ace (3) 3006 

Autocar (3) 3006 

Bethlehem A, K (3) 3006 

Bethlehem B, D, BE, F 
3006 (1) 3010 « 

Bethlehem G, H (3) 3006 

Commerce (1) 3006 (2) 3008 

Defiance (1) Ae 2, are 

Fulton (2) 3002 (1) 3 

Garford od (1) 3006 a 3010 

B (1) 3002 (1) 3006 

¢ as, 69, 77, 77C (8) 
3002 

G. M. C. (1) 3010 (1) 3012 

eee (1) 3006 (1) 3010 (1) 


uc taathonal Speed Wag 
(1) 3002 (1) 3006 (1) $008 


International 21, 31, 41, K56 


Packard (1) 3002 i) 3006 

Pierce Arrow (2) 3006 

Republic 1, 1%, 2%, (1) 3006 
(2) 3008 


Republic 2 (2) 3006 
Service (3) 3006 
be sa N, C2 (1) 3006 (2) 


Transport WU, HTU (3). 3006 

U. 8. (1) 3006 (2) 3008 

Vim (1) 3002 (2) 3006 

White (2) 3008 

Yellow Cab Models Ti and 
T3 (1) 3006 (2) 3008 


Black finished wrenches will be 
furnished unless otherwise specified. 


“Guaranteed to be of Billings Quality” 
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BILLINGS CARBON TAPPET WRENCH SETS 


The wrenches in these sets are drop forged from specially selected open hearth steel to our specifications. 
is analyzed in our modern metallurgical laboratory before being used. 
machining to toughen and harden the steel. 
proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


They are smoothly polished and finished in our attractive “Duro” black rust- 


valv 


enough to insure the most delicate adjustments. 


Mechanic. 


Consists of six long, thin wrenches for adjusting yalve tappet 















The steel 


In addition these tools are heat treated after 





Slender—Long—Sturdy 


BILLINGS CARBON TAPPET WRENCH 
15° Angle Double Head 


These wrenches are designed especially for adjusting 
e tappets in gasoline engines and are made long and light 


Billings Sturdy Tappet Wrenches are demanded by the 





THE BILLINGS & SPENCER No. 21 
TAPPET WRENCH SET 





No. U.S.S. S.A.E. Milled | Length PRICE No. 
Nuts Nuts Open- 
ings Black Nickel 
1334; \%-.. | ..-% is 6 $0 70 | $0 96 | 1334— 
1335 | \4-.. Sig i 7 84 1 16 | 1335 
1336 | ..-% -, 5e- 8 1 00 1 40 | 1336 
Price per set of 3 pr. in box, pasteboard | $5 08 | $7. 04 
BE eee ee eS e+ CS Ce 5 68 | 7 64 
“ “ce ae sea “oe “ velvet- lined 
fabrikoid case 6 28 | 8 24 
















Wrenches sold singly, in pairs or sets of 2 or 3 pair. 
Fabrikoid case shown in illustration above. 


When ordering specify 
Number, Model and Finish. 









LONG, THIN TAPPET WRENCHES, 
15° Angle, Double Head 


These wrenches are designed especially for adjusting 
valve tappets in gasoline engines and are long and light enough 
9 insure the most delicate adjustments and sturdy enough to 
vithstand the maximum strain. 

Billings Sturdy Tappet Wrenches are demanded by the 
Mechanic. 





SET No. 22 


Consists of four long thin wrenches for 
adjusting valve tappets 





















S.A.E. mates | Length PRICE No. 
Nut - 
ae ins | Black Nickel 
-% | 4%) 7 «| $0 $1 16 | 1335 
-.. | 4H; 8 1 






ice per set of 2 pair 
in pasteboard box, 3 
in canvas case, 41 
in Velvet-lined Fabrikoid Case 4 
abrikoid case shown in illustration above. Weight % Ibs. 
Wrenches sold singly, in pairs or sets of 2 or 3 pair. 


84 
00 | 1 40 | 1336 
68 
8 





Black finished wrenches will be. 
furnished unless otherwise specified. 


‘be Billings & Spencer Co. 
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BILLINGS TAPPET WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 
is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
roof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


LIST FOR CARBON 
TAPPET WRENCHES 


This list shows the carbon tappet wrenches necessary for 
adjusting the valves in the various automobiles and trucks. If 
additional data are required, send in the name of the car, the 


model number and year, and we will supply full information. 


PASSENGER CARS 


Maxwell (3) 1335 
Mercer (2) 1335 

Mitchell (2) 1335 (1) 1836 
Monroe (2) 1335 

Nash (1) 1835 (1) 1336 
National (2) 13836 

Oakland (2) 1335 

Olds pent 8 (1) 1834 (1) 


Olds Large 8 (2) 1835 
Olds 6 (2) 1335- 
Overland 4 (3) 1885 


Allen (2) 1335 
Briscoe (2) 13835 
Buick (8) 1335 
Cadillac (3) 1335 
Chevrolet (1) 1335 
Cleveland (2) 1335 
Cole (2) 1835. 
Crawford (3) 1336 
Cunningham (3) 1335 
Dodge (3) 1835 
Dort (2) 1335 (1) 1336 
) 1335 


) 1335 
Elgin (1) 1334 (2) 1335 
Essex (3) 1336 
Essex '23 Model (2) 1335 
Franklin (1) 1336 


Packard 6 (3) 133 
pint 


3 
1335 (1) 1886 
Rickenbacker (3) 1335 


Hudson (3) 13 Saxon (2) 1385 
Hudson ’23 Model (2) 1335 Scripps Booth (2) 13385 
Hupp (3) 1335 


Standard (3) 1335 

Star (1) 1335 (1) 1336 
Studebaker (2) 1335 (1) 1336 
Stutz (2) 1335 

Westcott 9N (3) 1336 

Wills St. Claire (2) 1884 
Winton (2) 1336 


Jordan B. C. F. (3) 13386 
King (3) 1336 
Lafayette (2) 1335 
Liberty (1) 1334 (2) 1335 
Lincoln (3) 13835 
Locomobile Jr-8 (1) 1336 
Marmon (1) 1335 


TRUCKS 


Maccar (3) 1336 
Packard (2) 1335 
Pierce Arrow (2) 1335 
Republic 1, 1%, 2% (8) 13836 
Republic 2 (2) 13385 
Service (3) 1885 
Transport N, C2 (8) 18 
3 wu 


36 
x (3) 1835 
U. S. (8) 1336 
Vim (3) 1335 
White (2) 1336 
Yellow Cab Models Ti and 
T3 (3) 1836 


Ace (3) 1335 

Autocar (3) 1885 

Bethlehem A, K (3) 1835 
Bethlehem G, H (3) 1336 
Commerce (3) 1336 

Defiance (3) 1336 

Fulton (2) 13385 @ 1336 
Garford 77B (2) 1335 
oe 68, 69, 77, 77C (3) 


International Spee Wagon 
(1) 1335 (2) 1336 

International 21, 31, 41, K56 
(2) 13385 (1) 1836 


When ordering specif 


Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
37 
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chining to toughen and harden the steel. 


proof finish with heads brightened and lacquered, or nickel plated with hea 
heavy tan colored canvas, and contain a pocket for each wrench. 


ing the purpose for which they are intended. 





_ WRENCH SETS NOS. 1, 2 AND 21% 
Light Service Wrenches 


These sets are made up of our standard light service “S” wrenches, 


been. carefully selected for the work the set is designed for. 
PRICE LISTS 
Set No. 1—For Mfgrs. Standard Nuts and Bolts. 




















Thick- PRICE 
Milled Length] ness of |__ ee 
Openings Heads | Black | Nickel 
-% | 64% | ¥y [80 54 |$0 76 
44-% 7% Y 68 94 
54-4 8% *s 86 | 1 16 
it 9% % | 110) 1 44 
+4 | 10% | x 1 40 | 1 80 
Price per Set in Pasteboard Box 4 58 | 6 10 
“ «'« “ Canvas Case 5 13 | 6 65 








Canvas Case $0.55 Weight 4 Ibs. 
Set No. 2—For S. A. E. Screws and Nuts. 
Size Sc PRICE 
a | Mehta} hh et Milled | Lonath} co} 
pe | Meek eee. | Opemnw Heads| Biack | Nickel 
2001; 75a ..~ts 34-4 6% sz «($0 54 |$0 76 
2013| 79a %. - 84% js 86 | 1 16 
2026| Sia| %-%& | %-% | 9%|-% [110] 1 44 
2038| 83a 5{- 4§—] 10% ys | 2 00 | 2 60 
2044 85b -k 1%-1) | 12 4 2 00 | 2 60 
Price per Set in Pasteboard Box 6 50 | 8 56 
«fh Canvas Case 7 05 | 9 11 





Canvas Case $0.55 
Set No. 2%—For S. A. E. Screws and Nuts. 


























Size Sc | Phick- PRICE 
No. | -Feofe S.A.E. | Milled | Length B Soy Ns 2 

meer one :| Openings Heads) Black | Nickel 
2000 | 75b| \%-. x, | 6%| x [$0 54 [80 76 
2007 77b *-% Yy- 7% yy €8 94 
217 | 79 | we | He-H | 8% | fe | 86/116 
2026 | Sila “fs s-4% | 94%] % 1110/1 44 
2038X 54-34 iy, | 12°. | % | 200| 2 60 
Price per Set in Pasteboard Box 5 18 | 6 90 
mo | | «| Camvas Case 15 73 | 7 45 


Canvas Case $0.55 


Black finished wrenches will be 
furnished unless otherwise specified. 


Tée Billings & Spencer Co. 


BILLINGS WRENCH SETS : 
The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 


is analyzed in our modern metallurgical laboratory before being used. 
They are smoothly polished and finished in our attractive “Duro” black rust- 


Light Service Wrenches 
Each of them contains 5 different wrenches, which ha 
PRICE LISTS 

Set No. 3—For S. A. E. Screws and Nuts. 
Size Sc 4 ) : ’ 
No S.A. ae eet or Len olen at a 
. Toate oer See Openings & Meads| Black | Nick 
2001| 75a | ..-%& | 3-4 | 6%) wy [80 54 |$0 76 
2009| 77 | wm | 4% | 7%| & | 88) Oe 
2018 | 79c ts-4 54-34 84%) * |. 8/1 16 
2026; 8la Y%- %-% |» 9% | 3 | 110) 144 
2035 83b ; | %-1 10% | ye | 140 1 80 
Price per Set in Pasteboard Box | 4 58 | 6 10) 
« “4 « “ Canvas Case | 5 13 | 6 6 
Canvas Case $0.55 Weight 3 Ibs 

Set No. 4—For S. A. E. Bolts and Nuts. 

Size Sc ; 

No. | S.A. E. | Milled Lah 8 Rebar 7 : 
| = eet ane Openings | & Heads | Black | Nickel 

PEI: Decieis eer cone FE ey RRS eee Se 
2006 | 75b .-\% 3.4—s)5 | 6% sy |$0 54 180 76 
2007| 77>| f-34 | -%e | 7] 4 | 68) oe 
2017 +79 ‘e--- 54-1} 814 is 86 |] 1 16 
2025 =8lb \y-.. 4-13 9% x% 110} 1 44 
2033 83d | woe | “tk | 1034] ve | 1 40) 1 
Price per Set in Pasteboard Box 458 | 6 10 
oo“ « * Canvas Case 5 13 55 
Canvas Case $0.55 Weight 3 Ibe 


Weight 4 lbs. 


“Guaranteed to be of Billings Quality” 
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In addition these tools are heat treated after ma- 


ds buffed. The cases illustrated are made of 
The heads of the wrenches are plainly marked show- 





WRENCH SETS NOS. 3, 4 AND 414 









































Set No. 414—For S. A. E. Screws and Nuts. 






















Size Sc . 
Trade S.A. iad Milled Length Thick PRICE © 
No. No. Head and | Openings Pet : 
Nut Heads | Black | Nie e 
2012) 79s 84 + 






per Set in Pasteboard Box 
« « ~“ Canvas Case 


Canvas Case $0.55 


Price 
oa 





When ordering specify 4 
Number, Model and Finish. 


7e Billings & Spencer Co. 


BILLINGS WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 
is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The cases illustrated are made of heavy tan colored canvas, and contain a pocket for each wrench. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 











WRENCH SETS NOS 6 AND 7 
Set No. 6—Millimeter Sizes 
For Use on Foreign Automobiles, Etc. 


This set is made up of six of our regular 15° angie double 
head engineers’ wrenches milled to millimeter openings for 
foreign use. 


WRENCH SET NO. 5 
15° Angle Double Head Engineers’ Wrenches 
For Hex. Head Cap Screws and U. S. Standard Nuts. 


> 



























































Milled | | Thickness | PRICE 
No. Openings | Length of Heads Black No. 
This is practically a complete set of Engineers’ Double js; 994 ae Pee ee Yin. or | $0 34 | 1100M 
U.S; Screws and Nuts from 1/4 10mm. | 101 mm. | 6.35 mm. 
Head Wrenches for Cap Sere : ieee: Carte onee 436 in. or | _¥-in. or 42 | 1103M 
to 3/4—for example, the No. 1109 has a milled opening 13mm. | 114 mm. | 7.14 mm. 
in one end for 1/4” U. S. Cap Screw and the other end 110M | 11 mm.-|5_ in.or| ¥& in. or 50 | 1110M 
; 4 ie 16 mm 126 mm. | 7.93 mm. 
has a milled opening for a 1/4” U. S. Nut. 1115M | 12mm.-|6_ in. or |}} in. or 62 | 1115M 
18 mm 165 mm. | 8.73 mm. 
1119M | 14 mm.-/| 6% in. or | %% in. or 74 | 1119M 
22 mm. 171 mm. | 9.52 mm. 
PRICE LIST 1129M | 20mm.-|9 in. or} #in.or | 110 | 1129M 
nS 25 mm 228 mm. | 11.9 mm. ee 
For Hex. Price per Set in Pasteboard Box 3 72 
PRICE “ 6:5 48 S04 
Trade San lcs. Milled Thick- asec Canvas Case 4 32 
Nor} No fy o7Sea| ange | Me | Peete | ptecte| Next Canvas Case $0.60 Weight 27% Ibs. 
Nuts 
—_—-— >I Oh _~COsSSet No. 7—-U. S.. Bolt Sizes and Hex. Head Cap Screws 
11 This set is made up of six of our 15° angle double head 
1109 (725 Yh 16/2 fs [$0 50/80 76)1109 engineers’ wrenches with milled openings for U. S. Bolt Sizes 
1112 | 25 + 14-1 51% rs 50| 7611112 and = Cap cs nb A very useful. shop set. 
| } 0.0. | z > 2 
L118X)} 27 34 ist 6% 5 62 92)1118X Trde,| ass. Hes. Cap} noes teed cee ee y 
5 No. | No. | Size Size ings eads | Black Nickel 
[120X| 2Xs ig 4-H 7 % 74; 1 :12)4120xX —— Be ie sso eee eae ae sae AH |S aS 
1110}725a' ..... | 4-% | *- 5 tv ©($0 50 |$0 76 
1126 |73la % %4-h 9 Ys 90] 1 36/1126 1114) 26 | 4-34 | ..... 4H. | UR 62 92 
1119) 28 | 3-+% | ..... 43-28 (fae aes” yf Sis bas 
1134 | 34 % | 4 1n| 11 | 1 36) 2 16/1134 = 11120'729 | ..... | ¥e-4 | %-% 7 % 74| 112 
1133/733 | ..... %-% | K-1 10 i 110 | 1 70 
1139 [736 | 34 [1 _-1¥4l 12 | % | 192) 2 8ol1139 © —:1140| 37 | 54-3 | ©. Ays-14| 12 | 1 92 | 280 
Price per Set in Pasteboard Box 6 54) 9 88 ‘ Price per Set in Pasteboard Box 5 62 | 8 42 
# “Canvas Case 7 29110 63 => ~ ™ * Canvas Case 6 22 | 9 02 


Canvas Case $0.75 


Black finished wrenches will be 
furnished unless otherwise specified. 


Weight 6% lbs. Canvas Case $0.60 


“Guaranteed to be of Billings Quality” 
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Weight 4 Ibs. 


When ordering specify 
Number, Model and Finish. 
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chining to toughen and harden the steel. 





WRENCH SETS NOS. 8 AND 81% 


These sets contain five each of our 15° angle double head 
engineers’ wrenches milled S. A. E. standard. 
Handy sets for the automobile mechanic. 


PRICE LISTS 
Set No. 8—S. A. E. Standard 





ee ea EE 


Size 
Screw Milled Thick-| PRICE 
Trade} S.A.E. | Open- Length! ness - —-— 


No. No. | Head | ings Paws Black | Ncki.| N® 

















1105 |723a | ..-*% | %-% 








414 | |$0 42/0 64| 1105 

















1118K | 27c | %-.. | &-H# | 6% # 62| 92) 1118X 
1126 |73la | 4-*%& | 4-%) 9 ots 90} 1 36) 1126 
1132X | 33c | %-# | #-1 10 45 | 1 10) 1 70) 1132X 
1140X |737 .-% \1%-14) 12 | 1 92} 2 80) 1140X 
| SS SSS eee 
Price per Set in Pasteboard Box 4 96| 7 42 
me * Canvas Case 5 51| 7297 


Canvas Case $0.55 Weight 4 Ibs. 


Set No. 814—S. A. E. Standard 





























ee —— 
wa a PRICE 
Trade bho dye Milled oe i eager 
; Head : | Length : 

i No. and Nut Openings | ” Black | Nickel are 
1104 723 .-\% 34-5 | 4% |$0 42 |$0 64 |1104 
1111 725b | %-% | Ws | 5% 50 76 |1111 
1119X |... -.. | 4H 7 741112 |1119X 
1126 | 73la| %-*% %-% 9 90 | 1 36 |1126 
1136X | 34a %-34, | 4-1 (11 1 36 2 16 |1136X 

Price per Set in Pasteboard Box 3 92 | 6 04 

. «4 & ® Canvas Case 4 47 | 6 59 


Canvas Case $0.55 Weight 3 Ibs. 


Black finished wrenches will be 
furnished unless otherwise specified. 


The Billings & Spencer Co. 


BILLINGS WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 


is analyzed in our modern metallurgical laboratory before being used. 
They are smoothly polished and finished in our attractive “Duro” black rust- 


proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 
The cases illustrated are made of heavy tan colored canvas, and contain a pocket for each wrench. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


“Guaranteed to be of Billings Quality” 
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In addition these tools are heat treated after ma- 





WRENCH SET No. 9 


For Hexagon Head Cap Screws and U. S. Standard Nuts 
for same 
This set is made up of our dependable ligMt service “S™ 


wrenches for hexagon cap screws up to 4” in diameter and the 
nuts for these. A handy set for shop use. 


PRICE LIST 


Thick- PRICE 


Length] ness of 
Heads | Black | Nekl, 


Y-w| w- 4] 7% | 
S4-ve| se 54] 84 | ve | 86] 1 16) 


illed 
Size of a 


Screw ings 


2005 Cap} 77s 
2012 Cap| 79s 


2025 Cap| 8lb |%4-y%| 4-H] 9%] % | 110)14 
2035 Cap| 83b [54-84] %-1 | 10% | x | 140) 180 
2008 Nut Y-%| 4-H) 7%] 68 | 94 
2022 Nut sc] H- Bl 9% | % | 110/14 
2034 Nut Vy-fe| 4-H | 1084] ve | 140/180 


%-%4\14-1%| 12 | % | 200} 2 6 
9 2 2 


2043 Nut 85c 


Pricefper Set in Pasteboard Box J 
* «© * Canvas case 10 12 (13 02 
Canvas Case $0.90 Weight 6% Ik 


When ordering specif 


Number, Model and Finish. 4 


Te Billings & Spencer Co. 





nN 


machining to toughen and harden the steel. 





EMERGENCY TOOL KITS No. 10 & 11 





BILLINGS TOOL KITS 


: The tools making up these kits are drop forged from specially selected open hearth steel to our specifications. The 
sceel is analyzed in our modern metallurgical laboratory before being used. 
They are smoothly polished and finished. 


The cases illustrated are made of heavy tan colored canvas, and contain a pocket for each tool. 


In addition these tools are heat treated after 





TOOL KIT FOR FORD CARS No. 12 


A kit of good tools is the’ best kind of insurance against trouble. These kits contain a careful selection of Billings depend- 


able drop forged tools for any emergency. 


Buy one of these kits and you can laugh at road trouble. 


This kit is made up of one each of B. & S. drop forged 
tools and consists of: 


No. 14 9 in. Model P “All Steel” Screw-Driver 
¥%-lb. Ball Pein Hammer 
No.1 6 in. Model M. Pliers 
Model 97 Adjustable Wrench 
No.3 10 in. Model G. Adjustable Auto Wrench 
No. 812 Spark Plug Wrench Box End 1% in. 
No. 1104 Double End Wrench for % in. Cap, % in. S. A. E. 


No. 1111 “ m 2 “ ts in— in. Cap. S. A. E. 
No. 1119X “ a “ ein. Cap S. A. E— 

¥% in. U. S. S. 
No. 1126 * 3 4 “ ¥Y in—Y¥e in. S. A. E. 
No. 1136X “ 2 a “ ¥% in—H in. S. A. E— 


% in. U. S. S. 
¥% in. Cold Chisel 
¥% in. Punch 
Cotter Pin Tool Model W 
Offset Screw-Driver Model Z 
Kit No. 10 In Case with Model A D Hammer, nickel Pliers 


and Wrenches—List price ............seecceesveees $12.00 
_ Kit No. 11 In Case with Model B C Hammer, black Pliers and 
MV CENCHES—-List DTICS so ox ciivsis Sckegs yp ehees bese Nens $10.00 


Weight 8 Ibs. 


Black finished tools will be 
furnished unless otherwise specified. 
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This kit is made up of one each of tools specially adapted 
for use on Ford cars. The tools are as follows: 


8 in. Model G Auto Wrench 

Model M 6 in. Combination Pliers, Black 

9 in. Screw-Driver 

No. 296 sp. Double head Wrench, openings ## in. and 1% in. 
No. 76 sp. Double head Wrench, openings 34 in. and % in. 

No. 801X Double head Socket Wrench, openings 5 in. and % 
Double head Hub Cap Wrench, 14% in. and 1% in. - 


No. 801X Double head Socket Wrench, openings %.in. and % 
in 


8-oz. Ball Pein Hammer, Model B C 
¥% in. Cold Chisel 
¥% in. Punch 
Cotter Pin Tool 
File 


Model W 


Kit No. 12 including Case and Tools as described above—List 


Weight 6% lbs. 


Furnished in Black Finish only. 


When ordering specify Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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Te Billings & Spencer Co. A 


BILLINGS WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The s 


is analyzed in our modern metallurgical laboratory before being used. 
They are smoothly polished and finished in our attractive “Duro” black rust 


chining to toughen and harden the steel. 


In addition these tools are heat treated after ma- 


proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 
The cases illustrated are made of heavy tan colored canvas, and contain a pocket for each wrench. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





FORD SPECIAL MACHINE AND SOCKET 
WRENCH SET No. 13 


A complete set of dependable wrenches for Ford car own- 
ers, containing two double ended socket wrenches, 1 spark plug 
wrench, and two light “S” wrenches. An open end wrench or 


socket wrench for every nut on the Ford car. 











PRICE LIST 

é Milled Price 
No. ay en Se eee 

Black 

ie tl) Sa BERS (lB | 

800 Double End Socket Wrench l4—y; | $1 00 

801 Double End Socket Wrench y— 34 1 10 

810x Spark Plug Wrench ®—# 1 16 

2007 Light Service “‘S‘’ Wrench 14—* 68 

2017 Light Seruice ‘‘S‘t Wrench 5g—M 86 

Price Complete in Pasteboard Box $4 80 

:: $ ““ Canvas Case § 35 


Canvas Case $0.55 Weight 3 Ibs. 


Furnished in Black Finish Only. 





WRENCH SEiS Nos. 14 & 141% 
“Check-Nut” or “Thin” Wrenches 


These sets contain a selection of our “Thin” and “Check-— 
Nut” wrenches. 


Set No. 14—For S. A. E. Standard Nuts and Cap Screws ~ 


The Number 14 set is intended for the automobile me-— 
chanic or owner, and carries 5 genuine Billings & Spencer — 
drop forged wrenches with milled openings for S. A. E. cap 
screws to 7%” in diameter and the nuts tor thes2. ’ 

| Size 























Trade | Screw | Milled | Thick- PRICE 
No. No. .E. Open- | Length | nessof ———~____ 
Head ings Heads ‘-Black ; Nekl. 
and Nut 
1350X | 623e | ..-% %-4| 4% #s $0 50 |$0 76 
1353X | 62cx | %-.. 4-2 | 54 | 64) 
; 
1356X | 630e Yy- si | 7 |. gh 80 | 1 20 
1359X | 632x 5g- 4-1} 68% | yy 1 12 1 60 
1362X | 635g | 34-14 1%-14| 10146 | fy 1 68 | 230 © 
Price per Set in Pasteboard Box 4 74 | 6 82 
8. 8M Ceaves Case | § 20 | 7 37 
Canvas Case $0.55 Weight 2 lbs. 


Set No. 1414—U. S. Standard 

The Number 14% set is designed for service in Tool 
Rooms, Printing Plants, Machine Shops, and wherever U. §. 
Bolts, Lock or Check-Nuts are used. This set of 5 dependable 
Billings drop forged wrenches will turn screws from fe to % 7 
in diameter and nuts for these. 

















Trade |U.S. Bolt} Milled Thick- PRICE 

No. Jo. Sizes Open- | Length |. ness of |__ SS 
ings eads Black | Nickel 

1350 | 623 | %-4 | H-’4| 4% vs 

1352 | 625 | 4-%& | 4-H | 4% 37 

1354 | 627.| +%-—% oi 5% ie 

1356 | 629 | %-% | H-i | 7 a7 

1358 | 6311 %-% | #-% 1 7 32 


Price per Set in Pasteboard Box 
4S eS Canvas Case 


Canvas Case $0.55 





Black finished wrenches will be 
furnished unless otherwise specified. 


When ordering specify Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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Te Billings & Spencer Co. 





BILLINGS WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 
is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The cases illustrated are made of heavy tan colored canvas, and contain a pocket for each wrench. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





WRENCH SET No. 15 


For Hexagon Head Cap Screws and Nuts 


This set of 8 dependable Billings Engineers’ wrenches is 


offered as a handy assortment of 15° angle wrenches for shop 


use. 


The wrenches have milled openings from ye” to 1%4” for 


hexagon head cap screws from 14” to 34” in diameter and nuts 














for same. 
PRICE LIST 
| Mille Thick PRICE 
No. | Trade Size of. Open . Length | ness o 
| No. | Screw ings Heads | Black | Nckl. 
cere | ee | er | 1 S| LD 
1109 Cap | 725 |4-% w- OCS $0 50 |$0 76 
1116 Cap | 727 |34-xe| e- %| 6 62 | 92 
1125 Cap | 731 4-4 4-H 9 % | °90| 136 
1133 Cap | 733 -% %-1 10 4 110} 1 70 
1112 Nut 25 |\Y-*| 4’ # 5% fs 50 76 
1123 Nut | 29 |%-x% it- 4 «67 % 74|1 12 
1132 Nut | 33 lhe % 10 i 110| 170 
1140 Nut 37 |%-%\1l%e-14, 12 1 92 | 2 80 
Price per Set in Pasteboard Box 7 38 |11 12 
Hh NE * Canvas Case 8 28 |12.02 
Weight 6. lbs 


_ Canvas Case $0.90 


Black finished wrenches will be 


furnished unless otherwise specified. 
When ordering specify Number, Model and Finish. 





BIT-BRACE SOCKET WRENCH SET No. 16 


For Hex. Head U. S. Standard Bolt Sizes 


This useful set of genuine Billings & Spencer drop forged 


bit-brace socket wrenches will be found invaluable for general 


shop use where. socket wrenches are required. 











PRICE LIST 
UY. 8.8. 
No. Bolt Size | Openings Length Price " No. 
lack 
923A \Y # 43% $1 30 | 923A 
924B ts 5% 44 | 924B 
925B x% 5% 178 | 925B 
926A s | §% 194 | 926A 
926C wae 220 | 926C 
Handle os —s Oe: 120 | Handle 
Complete with Canvas Case 10 46 
Canvas Case $0.60 Weight 2 Ibs. 


“Guaranteed to be of Billings Quality” 
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Furnished in Black Finish only. 
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BILLINGS WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 
is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust 
proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The cases illustrated are made of heavy tan colored canvas, and contain a pocket for each wrench. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





WRENCH SETS No. 17 & 1714 
“Check-Nut” or “Thin” Wrenches 
Each of these sets contains a selection of our “Thin” or 
“Check-Nut” wrenches with 15° angle heads. 
No. 17 
For U. S. Standard Nuts and Cap Screws 


The Number 17 set contains 6 thin dependable Billings & 
Spencer drop forged wrenches with milled openings for U. S 
Standard cap screws up to 1” in diameter and nuts for these. 





| trade | Size of | Milled Thick. | PRICE 

No. | No. Screw Open- | Length | ness of | ______. 
U.S.S. ings Heads | Black Nickel 

— |__| | | a ee 
1351X| 6234 | %-+% | w- | 4% +s 50 |$0 76 
1353X| 626x ye... ir | 5% a 64 96 
1355 | 628 wey — | 5% ve 64 96 
1357X) 629d 16~ 4- %| 7 aa 80 | 1 20 
1361 | 634 -.. | %-l 8% \% 1 12] 1 60 
1363X| 635e | %-1 [1 -1%| 10% 1 68 | 2 30 
Price per Set in Pasteboard Box 5 7 78 

be eo ** Canvas Case 5 98 | 8 38 

Canvas Case $0.60 Weight 2 Ibs. 

No. 1714 
For U. S. Hexagon Head Cap Screws, and S. A. E. Standard 


Nuts 


The 17% set is intended for the auto mechanic and gener- 
al use. It contains 6 dependable Billings & Spencer drop forged 
wrenches with milled openings for S. A. E. bolts from 4” to 
te” diameter, and U. S. Standard hexagon head cap screws up 
to %” in diameter. 















































Stas Nat PRICE 
Trade | U.S.S. and Cap} Milled Thick- 
No. | No. Hex. Screws | Open- | Lgth.| ness of 
Head (Size Bolt} ings Heads| Black | Nickel 
Cap Sc. os Screw 
1325|.... | 4-4 | ..- Am 444| ws |$0 50 76 
1326|623d “ate | +m +3 ts 50 76 
JS» | Ca fe 4 Pel 50 76 
1328|626s i aH {s-76 54| 64| 96 
132910280 | | a, | 5i4| he | 64] 96 
1330'630e . % 4-1, 7 vs 80 | 1 20 
Price per Set in Pasteboard Box 3 58 | 5 40 
Ss 6 Canvas Case 4 18 | 6 00 
Canvas Case $0. Weight 2 


Black finished wrenehes will be 
furnished unless otherwise specified 


“Guaranteed to be of Billings Quality” 
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WRENCH SETS Nos. 18 and 19 
Textile Type 


These sets contain 5 each of our popular textile and ma- 
chine wrenches with 22%4° angle heads. 


No. 18 
For S. A. E. and U. S. Standard Cap Screws 


The Number 18 set of dependable Billings & Spencer drop 
forged wrenches has milled openings for S. A. E. Bolts and 
Nuts from %” to 7%” in diameter, and hexagon head cap 
screws and nuts from %” to 1” in diameter. A most useful 
for the garage mechanic and auto owner. 







































U.S.S. | Size : ae 
| Hex. | Screw Milled |Thick-| PRICE 
No. | Trade | Head | S.A.E.; Open- Lgth. /ness of| _—_ 
| No. Cap Head ings | Head 
) Black | Nekl. 
7 w- 4 4% | % ($0 5080 76 
7612 w- % 5% | 62; 92 
763y %- % 7 80) 1 
1575X| 764z 4g | 9% qs | 1 44) 2 
765a 1y-1% 11 _% | 1 92) 2% 
Price per Set in Pasteboard Box | 5 28 7 
ot 4 Canvas Case | 5 88 8 33 
Canvas Case $0.55 Weight 4 I 


No. 19 


The number 19 set contains wrenches with milled opening 
for every nut for U. S. Bolts from *” to 7%” in diameter, 



























Trade Milled Thick- | PRICE 
No. No. |U.S. Bolt} Open- | Length | ness of 
Sizes ings Heads | Black | Nick 

1555 | 760b a 43% 

1564 | 761c | 53% 

1571 | 763a 84 

1578 | 764b 9% 

1583 | 765c 11 








in Pasteboard Box 
“Canvas Case 


Canvas Case $0.55 


Price per Set 





When ordering specify : 
Number, Model and Finish. — 


7™e Billings & Spencer Co. 











BILLINGS WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 
is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The cases illustrated are made of heavy tan colored canvas, and contain a pocket for each wrench. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





WRENCH SET No. 20 


Textile and Loom Repair Set 
—22%° Angle— 


For U. S. Standard Nuts & Bolts from * to % 


This set of dependable Billings & Spencer drop forged tex- 
tile machine wrenches was selected for loom repair work. The 
set consists of six wrenches with milled openings from $3” to 
lye” for U. S. Bolts and Nuts from ¥&” to %” in diameter. 


PRICE LIST 
Trade Milled Thick- PRICE 

No No U.S. Bolt} Open Length | nese of 
Sizes ings eads Black Nickel 
1555 | 760b | 4-4 | H-¥s | 4% =«+| «6% «| $0.50] $0 76 
1564 | 761c | 4-% | H-H| 5% * 62 92 
1567 | 762c | %-%| H-%| 7 # 80} 1 20 
1572 | 763b | yy—-ye | H-H | 8% % | 106] 156 
1578 | 764b | %—54 | H-14s] 9% ig 1 44 2 10 
1581 | 765b | 54-% |1xs-1 x4! 11 % 1 92 _2 80 
Price per Set in Pasteboard Box 634] 9 34 
ae ae “ oe Canvas Case 6 G94 9 94 


Canvas Case $0.60 Weight 4% lbs. 


_ Black finished wrenches will be 
furnished unless otherwise specified. 





THE BILLINGS & SPENCER No. 23 
WNIVERSAL AUTOMOTIVE WRENCH SET 


This automobile set is made up of 8 dependable Billings & 
Spencer drop ferged engineers’ wrenches with 16 different 
milled openings to fit practically all bolts, nuts and cap screws 
on automobiles and tractors. 


PRICE LIST 









Hex. | S.A.E | PRICE 











U.S.S. | Head | Stand. | Milled 
No Trade | Bolt |Cap Sc.} Screw | Open- No. 
No. Size Size and ings | Black} Nckl 
Nut : 4 
1100 | 721 | %-..| e-xe) ..-..| 4e-34/80 34/80 52) 1100 
1107 23 %-%!| ..- ; fe B-4 4 1107 
1110 | 725a | ..-..| 4-%| 4-%) 4-*& 50 76} 1110 
1118 27 ws] ..-..| ..-..] 4-4 62 92) 1118 
1120 | 729 7.) -) 4-4) %-% 74; 1 12) 1120 
1129 32 te-te| ..—..| ..-..| #§-#} 1 10) 1 70) 1129 
1130 | 731b]| ..-4| %—%| ..-*%) #-% 90} 1 36) 1130 
1132X| 33c | ..-..| ..-%| %-H] 44-1 | 1 10) 1 70] 1132XK 
Price per Set in Pasteboard Box 5 72| 8 72 
ee SS Canvas Case 6 62) 9 62 


“ce ae “ee 


** Velvet-lined Fabrikoid Case| 7 38/10 38 


Canvas Case $0.90 Weight 4% Ibs. 


When ordering specify 
Number, Model and Finish, 


“Guaranteed to be of Billings Quality” 
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BILLINGS WRENCH SETS 


v 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 


is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 


chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 


proof finish with heads brightened and lacquered. 
The case illustrated is made of heavy tan colored canvas, and contains a pocket for each wrench. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





DSs-o 










O0S-4 


HE BILLINGS 


&SPENCER CO, 
HARTFORD,CONN.U.S.A. 


No. 25 WRENCH SET No. 26 WRENCH SET 
FOR FORD CARS For DRAPER LOOMS 


: : Set consists of three double end wrenches, two T handle 
Set consists of six double end, drop forged wrenches with socket wrenches and a special offset hex. box wrench. These 


openings to fit practically all bolts, nuts and cap screws on a wrenches are especially adapted for repair work on Draper 
Looms. 





Ford car. Included is a special reverse gear wrench which 
The wrenches in this set are wrapped separately, and no 


will be found invaluable for this work. < 
case provided. 























PRICE LIST PRICE LIST 
eee 
U.S.S.| Hex. |S.A.E. PRICE : Thickness] PRICE 
Bolt | Head | Screw} Milled | Thick- Draper For Size Extreme of 
No. Trade| and | Cap | and | Open-| Lgth. ness of Number Openings Length Heads Black 
No. | Nut |Screw} Nut | ings Heads! Black | 
1104 = |723 |....- te—4|..-4|34-re DS-2 |34-14 Set Screw| %-% 5 ys | $0 52 
1111 /725b |..... 15-98 ts 74] 72-16 DS-0 | 1-34 Cap Screw| 9¢- 434 4 46 
1120 729 |..... e-alre-| 4-47 | % ts-4 Cap Screw, %-% 7 ¥% 76 
1123 Sh—ye|.....|..... -#%|7 | & 74 34-Set Screw 7% iye 1 20 
a ie 33a [4—. .|54-. . 1% 54] 4-445/10 4 «| 1:10 ) 4 Set Screw p 22% | 1° 1 80 
everse —l4 U.S. Bolt -k 7\% 1 
Gear (906 |. .-3ley-. .|ve-. 154-1 834 | a _| 1.06 6% Cap Screw ‘ SB: 
Price per Set in Pasteboard Box i 56 
“-@ “ “ Convas Case 5 16 
¥*Di t P i Set $6.24 
Canvas Case $0.60 Weight 2 Ibs. 14 ozs. apis passe! 
Weight per Set 2 Ibs. 8 ozs. 
Furnished in Black Finish only. When ordering specify 
: Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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BILLINGS WRENCH SETS 


The wrenches in these Sets are drop forged from specially selected open hearth steel to our specifications. The steel 
is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after 
machining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
proof finish, and the heads of the open end wrenches are brightened and lacquered. 

The heads of the open end wrenches are plainly marked showing the purpose for which they are intended. 





WRENCH SET No. 44 


For U. S. S. Hexagon Head Cap Screws and Nuts 


This set consists of 8 dependable Billings & Spencer drop 
forged textile and machine wrenches with milled openings for 
U. S. Hexagon Head Cap Screws and Nuts up to 4” in diam- 
eter. This set will be found extremely useful in textile mills, 
printing plants and machine shops. 


The case illustrated is made of heavy tan colored canvas, 
and contains a pocket for each wrench. 


In addition to our regular “Duro” black finish, these 
wrenches are also furnished nicked plated with heads buffed. 





PRICE LIST 
Thick- PRICE 

Trad Size of ness of 

No. No, Screw Length | Heads 
Black} Nickel 
1557 Cap |760Y \% 1|$0 50/$0 76 
1562 Cap |761Z t 62} 92 
1568 Cap |.... 80} 1 20 
1575 Cap |764 a 1 44) 2 10 
1559 Nut |761A Vs 62 92 
1566 Nut |762B $4 80] 1 20 
1574 Nut |763C 3¢ | 1 06] 1 56 
1580 Nut |765A % 1 92} 2 80 
Price per Set in Pasteboard Box 7 7611 46 
Cet, Re 8 66/12 36 


Canvas Case $0.90 - Weight 5% Ibs. 


Black finished wrenches will be 
furnished unless otherwise specified. 








FOLDING T HANDLE SOCKET WRENCH SET NO. 45. 


A Socket Wrench that slips nowhere except into your 
pocket—with all the Sockets. you need for most jobs—and 
twenty others available when you want them. (See Page 48). 

Adapted for use on Automobiles, Tractors, Motor Boats 
and Motor Cycles. Furnished with Folding Handle Socket 
Wrench and 5 Drop Forged Sockets with hexagon openings 
as listed below. The size of each socket is plainly marked on 
its shank. i 
Nuts for 

U.S. 











Hex. U.S. Std. S.A.E. 
No. Open Std. Hex. Cap Std. Ca 
ings Bolts Sc. Size Sc. & Bolts 
4 Ts ni 4 % 
5 % YM 16 16 
7 is = % + 
9 % 16 16 
12 4 % % 


The Set is packed in a suitable Canvas Bag and is shipped 
in a Cardboard Box convenient for shelf display. 


Weight 2 lbs. Price complete including Bag $3.00 
Folding T. Handle Socket Wrench, without sockets and bag 
Weight 1 Ib. . Price $1.00 


SCREW-DRIVER FOR SOCKET WRENCH 


This handy rugged tool is designed for use with our 


Model S D 


When ordering specify Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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Model C A Ratchet Wrench or with our Model S W Speed 

Wrench, illustrated on Page 48. j 

Weight 3 oz. Width of Blade 14” Price $0.30 
Furnished in Black Finish only. 











I ee ee a ee 
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BILLINGS DROP FORGED TOOLS 


These tools are drop forged from specially selected open hearth steel to our specifications. 


The steel is analyzed in © 


our modern metallurgical laboratory before being used. In addition these tools are heat treated after machining to 
toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust-proof finish. 





DROP FORGED SOCKETS 
Medel S 
The first cost of these sockets is greater than the pressed 
steel sockets which are sold at popular prices. But when one 
measures the satisfaction of using a practically indestructible 
forged tool with hot broached opening, the forged tool is ac- 
telly cheaper than the pressed steel imitation. 
Each socket, which has an overall length of 2”, has the 
size of opening marked on its shank. 
The shanks of these sockets are 4” square. 





PRICE LIST 
Nuts for | v.S. Std. | S.A.E. Std. 
No. Hex. U.S. Std. | Hex. Cap | Cap Screw Price 
Openings Bolts Screw Size | and Bolts 
1 \% ¥% rae $0 45 
; Pe te 4B 
3 od a en 45 
4 as \4 y 45 
5 % % te ts 45 
6 ty ean ies pie 45 
7 are % 4 45 
8 ts i oe 45 
9 4 — is ye 45 
10 re % Sas 45 
1l # re ae 45 
12 s4 ey % % 50 
13 ve cas 50 
Bo) uk | UR 85 
8 8 
16 Rehe a z 55 
17 * ae ae 65 
18 1 ai x }t 65 
19 lds 5% he % 70 
20 1% K% Sag 70 
21 14 34 1 K% 70 








Average weight 3 oz. 





DROP FORGED SPARK PLUG SOCKETS 
Model S P 
These practically indestructible hot-broached spark plug 
sockets are furnished in the following sizes. 
Each socket, which has an overall length of 334”, has the 
size of opening marked on its shank. 
The shanks of these sockets are %” square. 





Nuts for | y.S. Std. | S.A.E. Std. 
No. Hex. U.S. Std. | Hex. Cap | Cap Screw Price 
Openings Bolts Screw Size | and Bolts 
30 % ie % “i 
31 Ht vine fay iF ae 
32 1 %4 = 
33 1% K eee 85 


. Average weight 7 oz. 


Furnished in Black Finish only. 


“Guaranteed to be of Billings Quality” 
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RATCHET WRENCH 


Model C A 


This sturdy drop forged ratchet wrench is designed pri- 
marily for use with the drop forged sockets shown elsewhere 
on this page or with any other socket with 14” shank 


_ This wrench is built very heavy in keeping with the qual- 
ity of the Billings drop forged socket, and is an indispensable 
accessory. 


The sockets are held in the broached opening of the . 
ratchet wrench by the Billings patented spring clip. } 


Weight 1% Ibs. Length 8” Price $2.50 


DROP FORGED SPEED WRENCH 


Model S W 


This handy and sturdy drop forged tool is designed for 
use with the sockets shown elsewhere on this page and screw- 
driver illustrated on Page 47, or with any other socket tool with 
a shank 1%” square. 

The handle of this wrench revolves on the shank, which 
is ¥%” in diameter. 

The sockets are held in the broached opening of the Speed 
Wrench by the Billings patented spring clip. 


Weight 1 Ib. Length 104” 


EXTENSIONS FOR SOCKET WRENCH 
Model E S 


Price $1.50 


These extensions are designed for use with our Model 
C A Ratchet Socket Wrench or with our Model S W Speed 
Wrench. 

The sockets are held in the broached opening of the ex- 
tension by the Billings patented spring clip. 

They are furnished in the two lengths listed below. 





When ordering specify 
Number, Model and Finish. 
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BILLINGS FORGED SOCKET WRENCH SETS 


The tools making up these sets are drop forged from specially selected open hearth steel to our specifications. 
_ steel is analyzed in our modern metallurgical laboratory before being used. 
They are smoothly polished and finished in our attractive “Duro” black rust- 


machining to toughen and harden the steel. 
proof finish. 


The 
In addition these tools are heat treated after 


The first cost of these Socket Sets is greater than the pressed steel sets which are sold at popular prices. But 
when one measures the satisfaction of using a practically indestructible forged tool with hot-broached opening, the forged 


tool is actually cheaper than the pressed steel imitation. 


These dependable forged tools are housed in a substantial wooden box, with a tray containing opening for each tool. 


Each socket has an overall length of 2”, and has the size of opening marked on its shank. The shanks of these tools 


are %” square. 





U. S. 8. BOLT RATCHET SOCKET WRENCH 
SET No. 50 
This set of dependable socket wrenches was designed for 
use on U. S. S. Bolts from %” to %” in diameter, and con- 
tains 10 drop forged sockets with openings as listed below. 
The set also includes the Billings Model Cc A Ratchet 


Wrench, 2” Extension, 9” Extension and a Screw-Driver. 





Nuts for 


, U.S. S U.S. Std. S.A.E. Std. 
No | openibes | “Bote” | gies Ge | S98 Bott 
i - 
1 < ; + 2 
3 Jas, 
Pro e 
10 i js 
13 i 4 oes 
15 Ki * 
17 fs ee 
19 ys 5% i % 
Set No. 50 for U. S. S. Bolts %” to 4%” 
Weight 4 lbs. Price $9.00 


Furnished in Black Finish only. 





U. S. CAP SCREW RATCHET SOCKET 
WRENCH SET No. 51 


This set of dependable socket wrenches is a useful general 
purpose shop set, consisting of 12 drop forged sockets with 
openings as listed below, designed especially for U. S. S. 
Hexagon Cap Screws %” to 1” in diameter. 

The set also includes the Billings Model C A Ratchet 
Socket Wrench, 2” Extension, 9” Extension and a Screw- 
Driver. 


Nuts for 


a ei U.S. Std. | S.A.E. Std. 
No. | openings | Bolts” | Hex Cap | Cap Serew 
1 \% \¥% ee 
i i * ‘f = 
4 ¥ a \ yj 
5 % \% fs i 
7 fs Cs, 4 % 
9 56 ts 
2 4 a 
15 it % is 
18 1 es vA 
20 1% aed K% ibe 
21 14% 4% 1 % 


Set No. 51 for U. S. S. Hexagon Cap Screws %” to 1” 
Weight 4% Ibs. Price $10.00 


When ordering specify 
Number, Model and Finish, 





“Guaranteed to be of Billings Quality” 
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BILLINGS FORGED SOCKET WRENCH SETS 


The tools making up these sets are drop forged from specially selected open hearth steel to our specifications. The 
steel is analyzed in our modern metallurgical laboratory before being used. 
machining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- — 


proof finish. 


The first cost of these Socket Sets is greater than the pressed. steel sets which are sold at popular prices. But — 
when one measures the satisfaction of using a practically indestructible forged tool with hot broached opening, the forged 


tool is actually cheaper than the pressed steel imitation. 


These dependable forged tools are housed in a substantial wooden box, with a tray containing opening for each tool. 
Each socket has an overall length of 2”, except the Spark Plug Socket which is 3%”, and has the size of opening — 
marked on its shank. The shanks of these tools are 2” square. 





S. A. E. RATCHET SOCKET WRENCH SET 
No. 52 


This set of dependable socket wrenches was designed es- 
pecially for the automobile owner and for garage use, and con- 
sists of 12 drop forged sockets with hexagon openings as list- 
ed below for practically all S. A. E. Bolts and Hexagon Cap 
Screws up to %” in diameter. 


The set also includes the Billings Model C A Ratchet 
Wrench, a 10%” Speed Wrench, a 2” Extension, a 9” Exten- 
sion, a Screw-Driver and a 1%” (unless otherwise specified) 
Spark Plug Socket. 













S.A.E. Std. 
Cap Screw 
and Bolts 


NSE a 
Ree NE Ne 


s: 
s: 


Set No. 52 for S. A. E. Bolts and Hexagon Cap Screws 4” 
to %” 


Weight 8 Ibs. 
Furnished in Black Finish only. 


Price $12.00 


“Guaranteed to be of Billings Quality” 
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The Billings & Spencer Co. 
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In addition these tools are heat treated after — 





UNIVERSAL RATCHET SOCKET WRENCH 
SET No. 53 


This dependable socket wrench set was designed for the 
automobile mechanic, and contains practically all the sockets 
required in this work. The set consists of 19 drop forged 
sockets with broached hexagonal openings for All 5. A. E. 
(Automobile) Screws and Bolts from 4%” to 7%” in diameter, 
all U. S. S. Hexagon Cap Screws from %” to 1” in diameter, 
rors all U. S. S. Bolts from %” to %” in diameter, as listed 
elow. 

The set also includes the Billings Model C A Ratchet 
Socket Wrench, a 1034” Speed Wrench, a 2” Extension, a 9” 
Extension, a Screw-Driver and a 1%” (unless otherwise spec- 
ified) Spark Plug Socket. 





















_ ; ex. Cap ap ocrew 
Openings Bolts Screw Size and Bolts 


Wwe NA whe 





Set No. 53 Universal, Fitting S. A. E. Screws and Bolts 4” 


to E 
U. S. S. Hexagon Cap Screws %” to 1” 


U. S. S. Bolts %” to 4” 
Weight 9 Ibs. : Price $15 


When ordering specify 
Number, Model and Finish. 
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BILLINGS Drop Forged 
Socket Wrenches 


The socket wrench, because of its compactness, has become an ex- 
ceedingly popular and useful tool, particularly for the automobile me- 
chanic and owner. 


This type of tool is strongest and most serviceable in the forged form 
and is most popular with the discriminating mechanic because of its 
longer life and more satisfactory service. 


The Billings & Spencer Company offer with pride their line of all 
drop forged socket wrenches. These wrenches are forged from specially 
selected steel and the opening is hot broached insuring a very much 
stronger structure and more durable tool than the drilled and machined 
bar stock socket wrench which is sold at popular prices. 


The Billings drop forged sockets are practically indestructible—they 
have been submitted to exhaustive laboratory tests in comparison with 
the other sockets on the market and their superiority is so great as to 
justify all the care and additional expense put into the processing of 
these dependable tools. 


The first cost of these socket wrenches is somewhat higher than the 
screw machine imitations but when one measures the satisfaction of using 
a practically indestructible tool, the Billings forged socket wrench is ac- 


tually cheaper. 


BLACK FINISHED wrenches are hot-broached, edges ground, hard- 
ened all over and finished in our attractive “Duro” black rust-proof finish. 
We are also prepared to furnish them UNFINISHED, that is, hot- 
broached, not hardened or finished, at current prices. 


“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED SOCKET WRENCHES 

These socket wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is — 
analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 


proof finish. 
T HANDLE SOCKET WRENCHES 


With or without Pin Handle, for Hexagon Nuts and Cap Screws 


This line of dependable drop forged socket wrenches has hexagonal broached 
openings for S. A. E. (Automotive) screws up to 14” in diameter, all sizes of 
hexagonal head cap screws up to 14” in diameter, and all U. S. S. Bolt sizes up 
to 1%” in diameter. 


BLACK FINISHED—are hot-broached, edges ground, hardened all over and 
Black Lacquered. 

We are also prepared to furnish them UNFINISHED, that is, not hardened 
or finished, at current prices. 

In Stock—with openings of U. S. Standard dimensions. Hexagon end of 
shank is designed for use in combination with another wrench or with Pin Handle. 
Wrenches without pin handle will have hole drilled in head. 


Unless otherwise specified, wrenches with Pin Handles will be furnished. 
nn 
PRICE 































HEXAGON OPENINGS Hex. Be ae WEIGHT Black 
Wrench | Trade | pF S. AE. ‘ Ext Tine, qe tase“ Lengta “ft - 

No. _ No. Scndard i , ‘ Pha Bis ot ‘ Length. Head abe ed cat, Without Assem. 

Nut; Diam. Screw | Broached Size Bolt Lbs. Ozs Pin Complete 

Size Bolt Screw and Nut | Opening Handle 

SRS SIR ee 8 .260 4 8% ak 4 2 | $0 60 | $0 80 
SR Cae Sere a es a 4 4 * 4 2 60 80 
792A | 9%IA| 4 % a 4 2 60 80 
|S Ey ee a3 i 4 \% ts 4 2 60 80 
722A | 962D |... a # 4% 5% \y, 44 1g 31 66 88 
7B |963A| 3 | ... H | 4% 5% \4 Oe hits aif 72 98 
72C | 93D} ... % \% # 44% % MY 446 . 3% 72 98 
723A | 964A Y% te ts # 5% % A 5% ‘bs 5 78 1 04 
724A | 985D % % 5% % % 5% Re 7 88 | 1 16 
724B | 965A ts ate i 5% % % 584 7 88 | 1 16 
725A | 966D oye % # 6% 1 * 6% $ 11 96 | 1 26 
725B | 967A 8% ai # 64% 1% th 6% : 11 1 08 1 42 
725C | 967D % % ti 6% 1% is 6% 11 108 | 1 42 
726A | 968A Ba ear RS 7 14 \% 7 1 2 120 | 1 54 
726B | 968D geek H | 7 14 2 ee ee 1 > | 120 | 154 
726C | 969A \% 5% A H 7 14% 4 7 1 2 138 | 1 74 
ie Sas 54 # 7% 1% 4 7% 1 11 1 56 1 96 
727A | 970A tk bare 8 7% 1% 54 7% 1 11 156 | 1 96 
727B | 970D 44 4 la 7% 1% 5% 7% 1 11 156 | 1 96 
728A | 971A 5% A le 85% 1% 44 85% 2 6 180 | 220 
728B | 971D % oie as * 85, | 15% 4 854- 2 6 | 210 | 260 
729A | 973A uj 1 % les 94 1% 4 9% 3 2 240 | 3 00 
730A | 974D| ... 1% 1 10 2% % 10 4 6 270 | 3 40 
730B | 975A % ee 144 10 2% % | 10 4 6 300 | 3 70 
730C | 975D| ||. 14% 1 18 10 2% % 10 4 6 300 | 3 70 
731A | 976A | 1 3 1% 1 107 2% 1 10% 6 3 354 | 4 24 
731B | 977A | 1% 1% 1 10% 2% 1 10% 6 3 390 | 4280 
732A | 978A 14 13% 2a 11% 234 1% 11% 7 4 4° 80 5 70 
733A | 979A | 1% 1% 2y5 12% 33% 1% 124% 10 11 6 30 | 7 30 
733B | 980A | 1% 3 2 12% 3a 1% 12144 10 11 8 40 | 9 68 





Black finished wrenches will be When ordering specify 
furnished unless otherwise specified. Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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Tbe Billings & Spencer Co. 
BILLINGS DROP FORGED WRENCHES 


These socket wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is 
i in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 





yh ae and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
roof finish. 





T HANDLE SOCKET WRENCHES 
With or without Pin Handle, for Square Nuts, Cap Screws and Set Screws 


This line of dependable- drop forged socket wrenches has square broached 
openings for all sizes of U S. Standard Nuts and Bolts up to 1%4” diameter, for 
square head cap screws up to 134” diameter, and for square head set screws up 
to 14%” diameter. 


BLACK FINISHED—are hot-broached, edges ground, hardened all over and 
Black Lacquered. . 


We are also prepared to furnish them UNFINISHED, that is, not hardened 
or finished, at current prices. 


In Stock—with openings of U. S. Standard dimensions. Hexagon end of 
shank is designed for use in combination with another wrench or with Pin Handle. 
Wrenches without pin handle will have hole drilled in head. 


Unless otherwise specified, wrenches with Pin Handles will be furnished. 














SQUARE OPENINGS WEIGHT FRICE 
PR Es ARES UE RS eo! meee big ee 
Trad E Diam. ‘ 
No. | Now | Sagus)| Moco | or Set | Short | "enecn | Head | Ue | sh tin Without | Assem, 
Nut; | Diam: | Size’ } Broached Size Bolt Lhe. Oss. | penta | Complete 
Size Bolt Screw Screw ing ancie 
7203 | 960H ly \% 3% # \% 3 a 1 $0 54 | $0 70 
7213 | 961H vs # 4 \% * 4 2 60 80 
721K | 961J \% H 4: 4 * 4 2 60 80 
7223 | 962H mee ts # 4% 54 \y 4% 3% 66 88 
7233 | 963H \% % # 5\%4 A * 5% 5 72 98 
743 | 965H | |. ts te H 5% % 8% 5% 7 88 | 1 16 
7253 | 966H Y ¥% 4% # 6% 1 qs 6% 11 96 1 26 
75k | 97H | ei * ui 6% | 1% 7 | 66% 11 | 108 | 142 
726J | 967X ts os ye 2 7 14% \% 7 1 2 108 | 1 42 
726K | 98H | a 5% 4 7 1% % 7 1 2 120 | 1 54 
726L | 968P 8% Ds Ey rt 7 14 i 7 1 2 120 | 154 
7275 | 969H 5 yA 7% 1% 5% 7% 1 11 138 | 1 74 
727K | 970X| x es er HF 7% | 1% % 7% 1 i 156 | 196 
7283 | 971H 4 34 % ui 85% 15% 34 85% 2 6 180 | 220 
7293 | 971X tk Me ae 8 9% 1% % 9% 3 2 210 | 260 
729K | 973H |... eesti 1a | 9% | 1% % | 9% 3 2 | 240 | 300 
729L | 974X 5% os ui 1& 9% 1% % 94 3 2 270 | 3 40 
730J | 974H aes X% 1% ly 10° 2% % 10 4 6 2 70 3 40 
730K | 976H 84 1 1% lay 10 2% 74 10 4 6 344 | 424 
7313 | 977N i 1\% ee 1¥ 10% 2% 1 10% 6 3 3 90 4 80 
731K | 977X % iat ie 144 10% 2% 1 10% 6 3 390 | 480 
7323 | 977P | ... 14 oye 1 11% 234 1% 11% 7 4 390 | 480° 
732K | 978P | 1 13% sect 1 11% 23% 1% 11% 7 4 480 | 570 
_ 979X 1% At oa 13} 12% 3% 1% 12% 10 11 6 30 7 30 
K | 980X | 1% sai ‘it 225 1214 3% | 13% 124 10 11 8 40 | 9 70 
( 
Black finished wrenches will be When ordering specif 


furnished unless otherwise specified. Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 
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ier The Billings & Spencer Co. A 


BILLINGS DROP FORGED SOCKET WRENCHES 


These socket wrenches are drop forged from specially selected open hearth steel to our specifications. The sted 
analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black 
proof finish. 


T HANDLE SOCKET WRENCHES 
Long Shank 


With or Without Pin Handle, for Hexagon Nuts and Cap Screws. 


This line of dependable extra long shank drop forged socket wrenches is 
designed for use in places ordinarily hard to reach, and has hexagonal broached 
openings for S. A. E. (Automotive) screws up to %” diameter, all sizes of hex- 
agonal head cap screws up to 1” diameter, and all U. S. S. Bolt sizes up to 44” 
diameter. 

BLACK FINISHED—are hot-broached, edges ground, hardened all over and 
Black Lacquered. 


We are also prepared to furnish them UNFINISHED, that is, not hardened 
or finished, at current prices. 





In Stock—with openings of U. S. Standard dimensions. Hexagon end of 
shank is designed for use in combination with another wrench or with Pin Handle. 
Wrenches without pin handle will shave hole drilled in head. 


These wrenches can be furnished to order in any length of shank or finish re- 
quired. Such wrenches will be special and will be furnished at special prices. 


Send for quotation, stating length and number of wrenches desired. Unless other- 
wise specified, wrenches with Pin Handles will be furnished. 








PRICE 
HEXAGON OPENINGS Her. End Me WEIGHT Black 
Wrench U.S. | For C S.A.E. Extreme Diam. Ss th 
No. tea foe Screw x Standard . Bho m. Length Head Nut o ot Bin a ne wie Assem. 
Size Bolt Sane and Nat "bas sa meetin : Handle peace 

751A ly B 7 % 2% 4 3 $0 90 | $1 20 
752A * # x 5% \ 4% 5 100 | 132 
752B * bes 8 5% 4 4% 5 108 | 148 
752C \y \¥, 2 8 5% yi 4% 5 108 | 148 
753A 4 rs ts a3 9 84 rf 5Y 7 118 | 156 
754A % 3% i 10 K %x% 534 10 1 32 1 74 
754B is < ae fi 10 % 3% 53% 10 1 32 1 74 
755A vs 16 # 11 1 vs 6% 14 1 44 1 90 
755B 34 ress # 11 1% 1 6% 14 1 62 2 14 
755C \% \% # | 1% ts 6% 14 162 | 214 
756A - i 12 1% \% 7 1 9 180 | 232 
756B is 12 1% % 7 1 9 1 80 2 32 
756C +) % Ys qi 12 14 % 7 1 9 2 08 2 62 
757A * ri 83 13% | 1% 5% 7% 2 8 234 | 294 
757B %4 Ht 1a 13% 1% 54 Th% 2 8 2 34 2 94 
758A 58 34 1& 14% 1% 4% 85 3 2 70 3 30 
‘758B ae % 1s 14% 1% 4 85% 3 3 16 3 90 
759A 34 4h 1 % 12; 16 1% 34 9% 4 3 3 60 4 50 

Black finished wrenches will be When ordering specif 


furnished unless otherwise specified. Number, Model and Finish. 
; : “Guaranteed to be of Billings Quality” 
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Te Billings & Spencer Co. 


BILLINGS DROP FORGED SOCKET WRENCHES 


These socket wrenches are drop forged from specially selected open hearth steel to our specifications. The ‘steel is 
analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
proof finish. 








T HANDLE SOCKET WRENCHES 
Long Shank 


With or without Pin Handle, for Square Nuts, Cap Screws and Set Screws 


This line of dependable extra long handle drop forged socket wrenches 
is designed for use in places ordinarily hard to reach, and has square hot- 
broached openings for all sizes of U. S. Standard Nuts and Bolts up to %” 
diameter, for square head cap screws up to 4” diameter, and for square head 
set screws up to 1” diameter. 


BLACK FINISHED—are hot-broached, edges ground, hardened all over 
and Black Lacquered. 


We are also prepared to furnish them UNFINISHED, that is, not hardened 
or finished, at current prices. 


In Stock—with openings of U. S. Standard dimensions. Hexagon end of 
shank is designed for use in combination with another wrench or with Pin Handle. 
Wrenches without pin handle will have hole drilled in head. 


These wrenches can be furnished to order in any length of shank or finish re- 
uired. Such wrenches will be special and will be furnished at special prices. 
end for quotation, stating length and number of wrenches desired. Unless 

otherwise specified, wrenches with Pin Handles will be furnished. 











PRICE. 
SQUARE OPENINGS Hex. End WEIGHT Bisse 

Wrench Extreme | Diam. mame ” po ‘g 

No. Seeaara ‘aan “2 tone aoe Length Head N ut for | Handle Without | Assem. 

Nut; Diam. Size’ | Broached Size Bolt io ae PE Complete 
Size Bolt | Screw Screw Opening - 

7513 ‘ea a5 7 a ts 4 3 $0 90 | $1 20 
751K | ... ca tt 7 % . 4 3 90 | 1 20 
7523 reas as ts B 8 5 \4 4% 5 1 00 1 32 
7533 | \y % i 9 % vs 5% 7 1 48 
7543 * te # 10 % % 53% 10 

755J yj % % ll 1 vs 6% 14 

755K | ... is & ft ll 1% x | 6% 14 
7563 we es 12 1% % 7 1 9 62 
756K a \ 5% i 12 1% 3 7 I 9 80 
756L % is ra 12 1% 7 1 9 80 
757J is % 34 13% 1% % 7% 2 8 2 08 
ena a: 1S ft | 13 | 1% % | 7% 2 g | 234 
758J oa 34 % H 14% 1% 34 8% 3 2 70 
759J ts $i 16. 1% % 9% 4 3 3 16 
759K Mer 1 le& 16 1% 4 9% 4 3 3 60 
759L 5% le& 16 1% 34 9% : 4 3 4 06 

Black finished wrenches will be When ordering specify _ 
furnished unless otherwise specified. ae hie Number, Model and Finish. 
“Guaranteed to be of Billings Quality’ 
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Te Billings & Spencer Co, 








BILLINGS DROP FORGED SOCKET WRENCHES 


These socket wrenches are drop forged from specially selected open hearth steel to our specifications. 
analyzed in our modern metallurgical laboratory before being used. 





These wrenches can be furnished to order in any 
length of handle or finish required. Such wrenches will 
be special and will be furnished at special prices. Send 
for — stating length and number of wrenches de- 
sire 

_ In Stock—with openings of U. S. Standard dimen- 
sions. 


The steel -is 
In addition these tools are heat treated after ma- 


chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
proof finish. 


OFFSET HANDLE SOCKET WRENCHES 


With Handle Bent at Right Angle to Head for Hexa- 
gon Nuts and Hexagon Cap Screws 


This line of dependable drop forged offset socket 
wrenches is extremely popular with the automobile me- 
chanic who appreciates sturdy tools. The offset pro- 
vides sufficient clearance for most obstructions, and each 
wrench is designed to give maximum leverage for the 
work it is designed for. They have. hot-broached open- 
ings for all sizes of S. A. E. (automotive) screws and 
nuts up to 11%”, all hexagonal head cap screws and nuts 
up ie 1%”, and for U. S. Standard bolts and nuts up 
to o”, 

BLACK FINISHED—are hot-broached, edges 
ground, hardened all over and Black Lacquered. 

We are also prepared to furnish them UNFIN- 
ISHED, that is, not hardened or finished, at current 
prices. 














For U.S. WEIGHT PRICE 

Wrench | Trade Screw; Diameter of} Length of |Diameter off EEE 

No. ; Diameter d| W Head Handle Handle 

Screw N Lbs. Ozs. Black 
MY 1 $0 60 
822A * % 3 66 
Soh 34 3 72 
822C \y 3% 3 72 
823A ey x% 4 78 
824A % iy 5 88 
824B fog ys 5 88 
| 825A" ve % 9 96 
825B ey % 10 1 08 
825C % % 10 1 08 
826A ae 54 1 1 20 
826B fe 5% 1 1 20 
826C 54 % 1 1 38 
827X ays 1 6 1 56 
827A ye 1 6 1 56 
827B uj 1 6 1 56 
828A 4 1 15 1 80 
828B % 4 1 15 1 80 
829A % 2 11 2 40 
830A 1\% 1 3 5 2 70 
830B 1 3 5 3 00 
830C 1 3 5 3 00 
831A 1% 5 5 3 44 
831B 1% 5 5 3 90 
832A 1% 6 4 80 
833A 1% 9 1 6 30 
833B 1% 9 1 8 40 


Black finished wrenches will be 
furnished unless otherwise specified. 


When ordering speci i 
Number, Model and Finish, 


“Guaranteed to be of Billings Quality” 
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Te Billings & Spencer Co. 


BILLINGS DROP FORGED SOCKET WRENCHES 


These socket wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is 
analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ‘ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 


proof finish. 
OFFSET HANDLE SOCKET WRENCHES 


With Handle Bent at Right Angle to Head For Square 
Nuts, Cap and Set Screws 


This line of dependable drop forged offset socket 
wrenches is extremely popular with the automobile me- 
chanic who appreciates sturdy tools. The offset pro- 
vides sufficient clearance for most obstructions, and each 
wrench is designed to give maximum leverage for the 
work it is designed for. These wrenches have hot- 

é broached openings for all U. S. S. nuts up to 1%4” diam- 
eter, all square head screws up to 134” diameter, and 
all set screws up to iy” diameter. 

BLACK FINISHED—are_ hot-broached, edges 
ground, hardened all over and Black Lacquered. 


We are also prepared to furnish them UNFIN- 














These wrenches can be furnished to order in any 
length of handle or finish required. Such wrenches will 
be special and will be furnished at special prices. Send 


for quotation, stating length and number of wrenches de- 


ISHED, that is, net hardened or finished, at current 
prices. 




















we In Steck—with openings of U. S. Standard dimen- 
sions. 
For U.S. | For Cap For Short From : WEIGHT PRICE 
Wrench | Trade Standard Screw; Set Screw; |Diameter of| Face of [Diameter of| Length of |Diameter of 
No. No. Sq. Nut; | Diameter Size Broached | Wrench to Head Handle Handle 
Size Bolt | of Screw Screw Opening Handle Black 
8203 | 260H \% \% %% # 2% a $0 54 
8213 | 261H aa # 34 4 3% Y% 60 
821K | 261] \4 H 4 % 3% \% 60 
822J | 262H * 24 # by 4 uy 66 
8233 | 263H % 34 # 1% 4 434 % 72 
824] | 265H tc me “ 1% % 5% 5 88 
8253 | 266H y 44 4% H# 1H 1 6% \& 96 
825K | 267H * * H 1% ><) F \% 1 08 
826J | 267X ts ean se 2 1\% 7% % 1 1 0&8 
826K | 268H a \% 5% i 2 14% 7% 54 1 1 2 
826L | 268P 34 * as 2 1% 7% % 1 120, 
8273 | 269H a 4% 4 Qa 1% 814 tt 1 6 1 38 
827K | 270x | 3 a ae ff 2% 1K 84 1 6 | 156 
828J | 271H \% 34 % Hi 2% 1% 9% ui 1 15 1 90 | 
8293 | 271X ve a iy 11 10 % 2 ll 1 80 
829K | 273H x 1 l& 2H 1% 10 is 2 il 2 40 
829L | 274K 54 FE le 2 1% 10 2 il 2 70 
830J | 274H pats % 1% lw 3% 2% 10% 1 3 5 2 70 
830K | 276H % 1 14 yy 35 2% 10% 1 3 5 3 44 
831J | 277N ae 1% 1 3 2 11 1 5 5 3 90 
831K | 277X % ian 1 3 2 11 1 5 5 3 90 
832J | 277P ng 1% 1 3 2% 12% 1 6 3 90 
832K | 278P | i 1% 1 3 2% «| «12% 1 6 4 30 
8333 | 279x 1% 1H 435 3% 13 1% 9 1 6 30 
833K | 280X | 11, 24 rel 34 «| «(13 1% 9 1 | 840 





Black finished wrenches will be 
furnished unless otherwise specified. 3 ? 
“Guaranteed to be of Billings Quality” 
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Te Billings & Spencer Co. | 


BILLINGS DROP FORGED SOCKET WRENCHES 


These socket wrenches are drop forged from specially selected open hearth steel to our specifications. The steel is 
analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after ma- 
chining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 
proof finish. 

The wrenches are plainly marked showing the purpose for which they are intended. 


eo 


BIT-BRACE SOCKET WRENCHES 
For Hexagon Nuts and Cap Screws 














BIT-BRACE SOCKET WRENCHES 
use with bit-brace or handle designed especially for the purpose. For Square Nuts and Cap Screws 


These Socket Wrenches have standard bit stock shank for 


These wrenches are furnished in hexagon openings as listed. 

















ee 























HEXAGON OPENINGS Wout, Price These Socket Wrenches have standard bit stock shank for 
= US) For Cap) SZ Ex- pay» CRE yith bit-brace or handle designed especially for the purpose. 
.| For U.S.| For Cap| S.A.E. Short | use with rs) rea pecially purpose, 
og Standard a hee ig unas se Lath. | Head | ozs. | Black 
e lam. crew rchd. ° ; ‘ z 
ater tail Gerew [and Nut|Opening | These wrenches are furnished with square openings as listed. 
921A| % % ® 4 4 | 1% |s0 80 
4 % “ PS eee Bes eee. SQUARE OPENINGS Wour,| Price 
92 a yy MY # 4% Hs 2h 98 Ex- | Diam. 
Wrch.| For U.S.| For Cap| For Set | Short | treme Head 
923A \Y% te os H 4% an ee ae No. |Standard| Screw Screw |Diam.of | Leth. Ozs. | Black 
% as 5% Hi : | ; ee ats a mee of| Size i 
924A oe % 16 ize Bolt crew’ pening 
924B rs %: 5% | 4 1 16 | —— |---|] |} |] - | —— 
s " 9213 - 4 * 4 i 1% |$0 80 
925A ie ve rr 5% | 1 5 1 26 921K re ¥ 4 4, 1% 80 
922J e ay * 4% i t ie) eR 
9258 % 2 . a 5% | 1%)|6 (|1 42 923J 5% ik % 434 i 
9200 % % #% 6% | 1416 +|1 42 924J ard i ye 54 14} ae 
926A] xy ths ee # 5% | 1% | 7 1 54 9253 \% % My 5411 | 5 1 26 
925K i ve te 54% | Y | 8 1 42 
926B is Sa Hi 6 ig 7% | 1 54 9265 fe M % fi 5% | 1% | 6 1 54 
926C te 8 6 1 74% |174 926K} % ve 6 Lys | 74 | ¥ 54 





HANDLE FOR BIT-BRACE SOCKET WRENCHES 


This most useful accessory tool has two square tapered openings to fit any standard bit, as well as our bit-brace 
socket wrenches. Every automobile mechanic should have a set of bit-brace sockets for S. A. E. screws and nuts and 
one of these handles. ae Reats 

They are finished in our attractive “Duro” black rust-proof finish. 


PRICE of Handles (length 6 inches) each $1.20 


Furnished in Black Finish only. When ordering specify 


Number, Model and Finish. 
“Guaranteed to be of Billings Quality” 


~ 
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Te Billings & Spencer Co. 





The Billings & Spencer Wrench Boards. 


This Company was the originator of the Wrench Display Boards which 
have proven such a splendid convenience and sales help to the trade. These 
boards are active and aggressive salesmen without pay, provided, always, the 
dealer places the board where the customers are brought face to face with the 
display. The board will not only increase sales but it will also call immediate 
attention to any shortage in stock, and in this way avoid the loss of sales 
through lack of merchandise. 


Our boards are long and. narrow so that they may be placed against the 
column or posts or the end of wall fixtures. The smaller boards may be hinged 
to the fixture pilaster as a panel door. 


Every dealer should have one of these sales creators and stock keepers lo- 
cated in some conspicuous place in his store. They will earn dividends and 
insure turnover for the dealer. Remember that these boards are furnished 
free with the standardized selection listed for the different sizes of boards. 
You will note that each standardized selection is made up of wrenches suit- 
able for a certain class of trade. For example, the number 1 board is a high- 
ly standardized selection of wrenches designed. primarily for the hardware 
trade, and the number 8 board is a similar selection for the hardware dealer 
who specializes in auto accessories, the automotive supply house, and the gar- 


age. 


The display boards are furnished to the dealer with the hooks permanent- 
ly fastened—ready for immediate use. A printed card is furnished with each 
| standardized selection giving full information regarding the wrenches, includ- 
ing milled opening and the sizes of the various screws, nuts and bolts that the 
: wrenches will fit. It is suggested that this card be placed in some conspicu- 
ous position adjacent to the wrench board to assist the prospective customer 
in his selection. 


“Guaranteed to be of Billings Quality” 








A Te Billings & Spencer Co. A 
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BILLINGS WRENCH DISPLAY BOARDS. 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 

WRENCHES ON DISPLAY SALES-BOARD 
No. 1 


pee’, 


15° Angle, Double Head 


Engineers’ Wrenches 
g 








NUMBER 1 SALES CREATOR AND STOCK KEEPER 


. 
The Billings Number 1 board is the original Display Board 
furnished the hardware trade by a manufacturer: The board 


is designed to carry a fairly complete stock of the styles and 






































ddd wo: | Trade] S| Heat | SAR | Millet a 
sie GER No. | Size a ey iit Black |Nckl. 
‘1100A)... ~_.... | Mm fel 3% ($0 32180 46. 
1104 |723 oe eae B4- ye] 414 | 42) 641 
eae asi "| eects ine H- | 4441 42] 64) 
: 1109 |725 ‘ctl Mo vel e- 6] 5} BO 76 
ee Dinky Bow! runs [ras | .... | aeael te 34] 14 ve] 544] 50]. 70 
eee eet + Selec i) eT AL... %- #1 5% | 50) 76! 
1116 |727 34-4| 34- el e- %| 6 62! 92. 
0 or ee #- | 6% | 62] 92. 
1120 |729 we-4| e- | %H- HK! 7 74| 1 12° 
1125 |731 Vyas]... %- | 9 90) 1 36 
is yale gh GP 5 Seat aonb H- | 9 90| 1 36 
1133 |733 54-34 %- | %-1 | 10 | 1 10] 1 70) 
(10654 ORAS. i A wees H-1ys| 11 | 1 36] 2 10. 
1140 | 37 | %-% 34— llpy-1\| 12 | 1 92/ 2 80 
1140X| 737 %1 | ..... 1%-1\%4| 12 | 1 92] 2 80. 





“Check-Nut” or “Thin” Wrenches— 








‘15° Angle, Double Head 


sizes of wrenches most in demand and with the fewest dupli- 1350 | 623 | 4-M| .... | «eee H- | 4% 50 76 

cations of openings. : 

: en ee ae - 5 64 96 © 

The board carries wrenches with openings for U. S. Stand- 1354 | 627 | ¥e-% i ht “4 

ard Nuts, Hexagon Nuts, Square Cap Screws, and Set Screws. ~— 1358 | 631 | ye-4| .... | «---- #- %| 7 80} 1 20 

In addition many of the wrenches are suitable for use on 

Automobiles, Tractors, and Motor Cycles. 1362 | 635 | Ye-%| ---- | «++: H-1 7s} 1074 | 1 68) 2 30 

The board, which is 7 feet long and 11 inches wide, carries 1366 | 639 | %4-% Hl |1\%-lye| 12% | 2 60| 3 50° 


6 each of the wrenches listed, or a total of 240 wrenches. 


Black finished wrenches will be 
furnished unless otherwise specified. 
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“Guaranteed to be of Billings Quality” 


When ordering specif 
Number, Model and 


— 
: 
inish 


Te Billings & Spencer Co. 


BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


WRENCHES ON DISPLAY SALES-BOARD 
No. 1—Continued 


3) a “S” Wrench 


221° Angle, Double Head 











Hex. | Size Sc. PRICE 
wo, |TNow | “Beit | casts | sag’ | Oper | Lat. 
jaoi| 661a| bow]... |... | we BI 4 (so 44 [30 02 
1402} 661E| .... | %- | ..... fe— vel 4 
1404) 661F) .... | %-4 | ..... 34- ye} 4 
1409} 62D Ma- wel M4- te] ve- 34) 5 
1411] 662F| .... | 4e— 2%! te 3%] 14- el 5 This Display Board 
tajenng | 8] A A HS Seated ost 
1417| J63E| .... | 34- 44] 34- Wl we 34] 6% tion. 
1421] 663G| .... | yu—- vel ..... 54— | 6% 
1433|/665E| .... | %- %| %&- | %1 | 9 . 
Sn 14%-14|10% | 2 


1442/666E} .... 
| 


Pe Textile Wrenches 


221%° Angle, Double Head 





1565; 760B) 4-4) ..:.. | -.:.. H- WY) 4% 50 76 

1564) 761C} A-% ..... | «-..- 4H- Hi 5% 62 92 

1571| 763A]>e-14] ..... | ..... #H- %| 8% | 1 06) 1 56 . 

1578] 764B| y-54| ..... | ...-. Hin] 914 | 1 44 | 2 10 NUMBER 2 SALES CREATOR AND STOCK KEEPER 
1581) 765B) 54-%] ..... 34-1 92 | 2 80 The Number 2 board is a more highly standardized selec- 


tion than the Number 1 assortment. The board is designed 


primarily for hardware dealers and general stores, and carries 





wrenches for U. S. Standard Bolts & Nuts, Hexagon and 


2000) 75B vs- Ml ..... 3 ye) 644 54 76 ; 
20071778 fe %l e- M4 Kel 724 68 94 Square Cap Screws and Nuts, and Set Screws. In addition 
a 5-4 8% “eta46 many of the wrenches have openings which are suitable for use 
17| 79 Se Goren, - 
" 4 . on Automobiles, Tractors, and Motor Cycles. 
2025) 81B Yo wl ..... 34— 441 944 | 110] 1 44 
2033) 83D 54- ve— | %— 34)10% | 1 40 | 1 80 This standardized selection consists of 6 each of 22 num- 


bers, or 132 wrenches, mounted on a board 46” long and 11” 
wide. 





Size of Board, 7’ by 11” 


Shipping Weight 223 Ibs. 


Black. finished wrenches will be 
furnished unless otherwise specified. 


When ordering specify | 
“Guaranteed to be of Billings Quality” Number, Model and Finish. 
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| BILLINGS WRENCH DISPLAY BOARDS a 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


WRENCHES ON a SALES-BOARD 
o. 2 








Engineers’ Wrenches 
-15° Angle, Double Head 























U.S.S. | Hex. | Size Sc. i PRICE 
No. gy Boit —— ae Soe Paneth 252 een 
"| Sise | Sise | and Nut] *™8* Black | Nek. 
|S Sapte, Spaeth Hiteeertce peenurere™ yY- | 3% $0 32\$0 46 
1104 (723 | .... | se-%4] ..... %- yi 442 | 42) 64 
1107 | 23 | 4-\%|.... | ..... H- | 4% | 42) «64 
1109 |725 | .... | %4-ve| Y— sel e- | 8 50| 76 
W111 (725d | .... | 4-3] e—- 4] ee) 5G] «(50) 76 
eae eae | ee Bearer %- H} 514] 50] 76 This Display Board 
1116 |727 | .... | 34-vel %4- vel we %4| 6 62) 92 furnished FREE with 
Standardized Selec- 
as for. | Ate...) 0523 #- 4] 6%] 62| 92 tion. 
fae tras |... | KAL Ss %- HI 9 90| 1 36 
ie) aK .... 1... - %| 9 90| 1 36 
1133 |733 | .... | 8-8 e- HI %-1 | 10 | 1 10) 1 70 
1136 | 35 | %&-% .... | re cies -1y| 11 1 36| 2 16 
Da @ Textile Wrenches 
221%° Angle, Double Head 
1555 |760B| 3-4) .... | ..... #- Ww 4% 50 76 
1564 |761C| 4-34) .... | ..... H- Hi 5% | 62] 92 
1571 |763A | -W) .... | ..... #- %| 8% | 1 06) 1-56 
5 64B | ORR SPaes aera -] 9 1 44) 2 10 
Ie RAS | 78 Holt) 974 SALES CREATOR AND STOCK SELECTION NUMBER 3 
1581 |765B | 8%-%| .... | 34-1 |1ve-1xe| 11 | 1 92] 2 80 
The Billings Number 3. Standardized Selection is designed 
Pwd Light Service “S’” Wrenches primarily for the automotive supply dealer, garage, or the hard- 





ware dealer who specializes in auto accessories. 









2000 Ste eo: ee % | 6% 541 76 
The boards carry wrenches with openings for S. A. E. and 


2007 aa 7% 68| 94 

oe pes S ee “HI 8K eel 1 16 U. S. pce Bolts and Nuts. _ board should be in every 
: store which caters to the automobile, tractor or motor cycle 

2025 oe SoS eee 4- 4] 9% | 1:10) 1 44 ‘iia 

2033 %—- | 10% | 1 40) 1 80 


This Standardized Selection consists of 6 each of 35 differ- 


Price complete with Board and 6 of each Wrench ent wrenches, total 210, mounted on a t 16% 0 eel 


eee, 

ickei . 11 in. wi 

Shipping Weight 115 Ibs. Size of Board, 46” by 11” a 
Black finished wrenches will be When ordering apeeity 
furnished unless otherwise specified. “Guaranteed to be of Billings Quality” Number, Model and Finish, 
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7Pe Billings & Spencer Co. 


BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 


The heads of the wrenches are plainly marked showing the purpose for which they are intended. 








WRENCHES ON DISPLAY SALES-BOARD 


No. 3 
CG 
15° Angle, Double Head 


Hex. Size | 


WRENCHES ON DISPLAY SALES-BOARD 
; No. 3—Continued 


2) Thin-Head Check-Nut Wrenches 


en oY 


15° Angle, Double Head 


Engineers’ Wrenches 








PRICE 



































No. | Trade “Bait cay SA oe Leth. SEGRE SR No. “No” ‘Beit ; Head ; Ser Milled Lgth. rs 
IE, BERS i Size jand Nut oa eee ee Size ! Rerow Fy OA | | Black | Nickel — 
(101 | 21 | 4A]... |... %- 4) 4 Iso 34 [8052 ~~ I —— , Bt is: | 
1105 |723a | ..... rier per 4-4] arc) 42] 64.  1395.....; «.... i-Mate | 414/80 50 180 76 
$107. | 23 | ARM | eee | H- 4} aul 42/ 64 1326 6284 veeee Vy : Y-we | w-%! 4% 50 76 
1109 725 |..... Yew | Mee | e- ’l 5 | 50] 7% re ee te | 6 | ee | a} 50] 76 
1111 |725b |... fe-34| e-36| 14- Be] 515] 50] = 76 ia a ve pits | Seve | Seve | e354) 56] 64! 96 
4132 | 25. | Mewes |... 4- BI 5%] 50] 76 1330:630e!_.._. 1 46-% | Mews | 4-14 | 7 80 | 1 20 
1116 {727 ¥-'5 | %-re | He HH) OB 62 92 
M18 | 27 | We-24] +--+ | see. H- i} 6%) 662] 92 a 5 Light Service “S” Wrenches 
1118X| 27c | ..... 34-. 6. te tt} 6% 62| 92 221/,° Angle, Double Head 
OE? F796 Eo.e:s ¥4-4 | %-4| fe- Ma] 7 74| 112 
HERS RO fe PEA Fass Ee ig ETA 84 a... i 1-4 | ..-h | 4s | Om%)~(OO4~COTG 
wo pod FO bid P= a (ie eee Se Pig 
so bear baad Bink’ tears pertag HE: ink ei 2013 79a) ..... | 34— | AR ) $y, 86 | 1 16 
sae ieee eae shoelace Cena Fe nes Bae 201779 ..... mx | ae | 4-14 | 8% 86/116 
ye ian fae lite Etiead Gade Rods Bk jie se28| sil. | Sots | 36-.. | seta} ned aot 
1128 | 31 | ve-}4|.....|..... #- %! 9 | 90] 1 36 AS OSE ia | nee | Ha Eo viel dae 
1133X| a3c | .....]....: 5-4] H-1 110 | 110] 1 70 i fis ee | si | wads ane 
1133 |733 |..... 54-% | &-48 | %-1 | 10 | 110] 1 70 3 
1134 | 34 | 4-%|..... ve-*4 | “%-lys| 11 | 136)}216 Price complete with Board and 6 of each size Wrench, 

1136 | 35 | %&-%|..... -% | H-lys} 11 | 1 36 | 2 16 Black $173.88 
1139 1736 |..... %-1 14-%|1 -1%4| 12 | 1 92] 2 80 Nickel 255.72 
1140 | 37 | 4-34] ...+. | K-24] lve 14] 12 | 192] 280 Shipping Weight 189 Ibs. Size of Board, 6’ 8” by 11” 


Black finished wrenches will be 
furnished unless otherwise i 


“Guaranteed to be of Billings Quality” 
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Tbe Billings & Spencer Co. 


BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are 


heat treated after machining to toughen and harden the steel. 


They are smoothly polished and finished in our attractive 


“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


This Display Board 
furnished FREE with 
Standardized Selec- 
tion. 








SALES CREATOR AND STOCK KEEPER NUMBER 4 


The Billings Number 4 Board carries a further standardiza- 


tion of the wrenches sold to the Automotive Trade, and is de- 


WRENCHES ON DISPLAY SALES-BOARD 


‘yen, 
Engineers’ Wrenches 
































15° Angle, Double Head 
u.s.s. | Head | Screw | Milled PRICE 
ead ba ion ee | he | | Beck | Nabe 
ize jand Nut 

1104]723 | ..... -M | ..-K | 34-1e | 414/80 42 |$0 64 
1107] 25 | AWM Pee Pe H-4 | 4%] 42[ 64 
1109]725 | ..... Yt | U-we | eK | 5 50| 76 
1111|725b] ..... e-% | e-%46 | 4-1 | 5K] 50) = 76 
g1991- 96 | 2A ie fe 4-H | 5%] 50] 76 
1116|727 | ..... 44-5 | 34-v5 | ve-2% | 6 62 | 92 
eet et Ls H- H] 6%] 62] 92 
1123| 29 | %4-re | ..... | ---- 4-354 7 74 | 112 
1126|73la| ...... 4-% | Me | 4-H | 9 90 | 1 36 
4EORl S44 OG | cee Pes H-% | 9 90 | 1 36 
4193] 38:1 36-4 |... J %- HI 10 \ 10 | 170 

9 pane Thin-Head Check-Nut Wrenches 

me  $5° Angle, Double Head 
1325|:....| ..... [M&M Mev 414/80 50 |$0 76 
1360s ee Yn-we | Unte | ae) 44 50 | 76 
1327|....| 0... | 3% | te-86 | owe) 414, 50]. 76 
1208028 sot'gs 2 4-te | Mw | | 5%| 64 | 96 
1330/6306)... 14-54 | Kw | 4-141 7 | «80/1 20 
Gas SR, BB ee: ete: RY | SO Se ee 


So aw Light Service “S” Wrenches 


a ne ee en SESE SEE SaEy 

















ch : 2000 75b ee ali | .-M\ Mews | 614/80 54 |80 76 
signed primarily for the small automobile dealer and garage, | | : 
) x | a-% | kK 
and for the hardware dealer or general store carrying some 2007) 77b) ..... e-% | te-% | Yo-vs 1% 68 94 
auto accessories. - 2017) 79 | aus | we-.. | we. | HH 8K) 0-886 | 1:16 
The wrenches on this board have openings which fit S. A. 2025 81b| ako | eve | 4. | 4-H | 9%) 1:10) 1 44 
E. and U. S. Standard Nuts and Bolts. 2035) a3b hiked 4-3 | AH | %-1 | 10%%| 1 40 | 1 80 
Sia Vg ee ane. . h | 
The board, which is 52” long and 11” wide, carries 6 each = Fe Colete with 6 of each size Wrench, Black | $ 88.44 
of 21 numbers, or a total of 126 wrenches. : i Nickel 128.88 
Shipping Weight 86 Ibs. Size of Board, 52” by 11” 
Black finished wrenches will be . 5. : When ordering specify _ 
furnished unless otherwise specified. “Guaranteed to be of Billings Quality” Number, Model and Finish, 
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7e Billings & Spencer Co. 


BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 

tions. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are 

heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 
‘Duro” black rust-proof finish. 





SOCKET WRENCHES so DISPLAY SALES-BOARD 
0. 5 
4 


T Handle Wrenches 723A to 726C 





XAGON a 




















: nh 
OPENINGS 
For a Kecaell Price 
"Nos"| "Noe | Sta7d. |cap Se, Diam. | Over | Biam-| 8.4.2 
This Display Board Ruz | Diam. Seam Blact 
furnished FREE with Bolt | Screw ie iN 
Standardized Selec- —o,_[-,_ 
tion. 723A | 964A | 4 Te a | 5% 34| we |$1 04 
724A | 965D x% 53 1 3 1 16 
724B | 965A | & : i 5, a eae 
725A | 966D ek aed exe | 4 ve | 126 
725B | 967A | 3; 6% | 1% 1 42 
725C | 967D % 6% 1% % | 1 42 
726A | 968A 1 it 7 14% 1 54 
726B | 968D fe 7 14 1 54 
726C | 969A % X% a 7 | 14% vs | 174 
Offset Handle Wrenches 823A to 826C 
Hexagon Openings 
264A 3 3 
YUMBER 5 SOCKET WRENCH SALES CREATOR AND °24 A) te | | 4%) ee ee 
s 265D % 54 | %| &% 88 
STOCK KEEPER sacs | 266A | & ie | 381 % Ps 
The Number 5 board carries a = selection of T aa64 ae 5 * i 8% i“ ve , oo 
nd Bent Handle Socket Wrenches, with hexagonal broached 825C | 267D % 7 1% | % | 108 
pening, in sizes which are most in demand by the Hardware 826A 268A a eS i 7% 1 ee eee : 4 
Yealers, Auto Supply Dealers, Garages and Supply Houses. sc | 269A | i i HI is ise alia 


“he board is 6114” long and 1534” wide, and carries 3 each of 


B different. wrenches, a total of only $4 socket wrenches: Price complete with Board and 3 of each Wrench, Black $65.16 


Shipping Weight 101 Ibs. Size of Board, 6114” by 11” by 15%” 


When ordering specif 


Furnished in Black Finish only. : 
Number, Model and Finish. 


“Guaranteed to be of Lillings Quality” 
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BILLINGS WRENCH DISPLAY BOARDS 


s furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 

Aes “The poet is analyzed in our Hite metallurgical laboratory before being used. In addition these tools are 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 
The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


_ WRENCHES ON —. SALES-BOARD 


© poe, Engineers’ Wrenches 


15° Angle, Double Head 





































Sc. PRICE 
ize ings | Black] Nek. 
1107 | 23 | Ml ..-ve| ..-#e| 4 24180 42/80 64] 1107 
1109 |725 | ..... de 36 1109 
1111 |725b | ..... V- os 1111 
1112 | 25 | \%- Ke 8 1112 
S561 97. 1 0-36 chs #- 1118 
This Display Board 2 Yay oie ares 86-lo| 34-14] e— 34) 9-74] «1 «12) 2117 
ne ed gear hte REFER. Gack tes ib aeak os -W4l H- %| «74; 1 «12) 1123 
tion. 1121 |730 | ..... | %- # 1121 
1128 | 31 | 34-4] . uw 1128 
4196 | 35. | e848) Fees f $h-1ys| 1 36] 2 16| 1136 
ye Textile Wrenches 
221° Angle, Double Head 
1557 |760y | ..... Y-te| M-ve| ve 14} 950) = 76) 1557 
1559 |76la | 4-xs)| .---- vs-..| %- HH] 62] =: 92) 1559 
1562 |761z | ..... %—y5| %—ve| Ye 4% 62) = 92) 1562 
1566 |762b | %-ye| .....| «.--- Hi—- #4] «= 80} 1 20) 1566 
RE ieee: Ne o—%| %-..| %4- Hi} 80} :1 «220) 1568 
NUMBER 8 BILLINGS SALES CREATOR AND STOCK aS Light Service “S” Wrenches 
KEEPER 
2000 | 75b| .....| -- -\| ..-¢4| %- | 54] 76) 2000 
This standardized selection consists of Double Ended 997 | 77b/..... 4-3! e-34| 4- fe] 68] «= 94] 2007 
Wrenches suitable for General Stores and Hardware and Im- 217 |79 | ..... e-..| ten. .| 54 286] 1 16] 2017 
plement dealers catering to farming trade. The wrenches in- wow lau |... veel %-..| 34-48] 1 101 1 44] 2025 
cluded in the selection are suitable for use on Agricultural Ma- ici Bory inet 56-341 ail 14-1. | 1401 1 80] 2035 
chinery, Automobiles, Tractors, etc. 
The board, which is 46” long and 11” wide, carries 4 each Price complete with Board and 4 of each size Wrench, 
of 20 numbers, a total of only 80 wrenches. oo ae 38.2 
Shipping Weight, 71 Ibs. Size of Board 46” by 1 
furaished unless otherwise specified. Naruber, Model aad. Finish 


“Guaranteed to be of Billings Quality” 
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BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 
ations. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are 
at treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 

Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 
The board and the heads of the wrenches are plainly marked showing the purpose for which they are intended. 


tished J'REE with 
andardized Selection. 


e Wrench Numbers 
1 the Nut and Bolt 
a are Lithographed on 


' board adjacent to 
h Wrench. 


: New Display Board 


: 
: 
; 





THE NUMBER 10 SALES CREATOR AND STOCK 
KEEPER 


oe is our newly designed lithographed metal-covered dis- 
board. It has our medallion in colors on top and a Billings 
stripe running diagonally across the cream-colored back- 
d of the board. 
This board was developed to meet the demands of the trade 
@ small selection of the popular selling wrenches required 
Automobiles, Tractors and Motor Cycles. The board car- 
a sufficient assortment of wrenches for small hardware 
$, garages and for dealers carrying either the No. 1, No. 
0. 5, No. 8 or No. 11 boards. 
he board, which is 32” long and 914” wide, carries 3 
of 12 wrenches, a total of 36 wrenches. 
Black finished wrenches will be 
furnished unless otherwise specified. 


WRENCHES ON DISPLAY SALES-BOARD 
No. 10 


©) eee, 


15° Angle, Double Head 


Engineers’ Wrenches 





Hex. |Size Se. ; PRICE 
Trade| U-S.S."| Heag | 5S.A.E. | Milled 
No. No. | Bolt Icap Sc.| Head | Open- |———7——~]__ No. 
scans Pa Se Ol a em 














“1107 | 23 | &-%! ..-s| ..-ve| H- 14/80 42l$0 64! 1107 


1109 | 725 | ..-4| 4-%&| 4-%|-- %!} «250| ~=—- 76] 1109 
1111 | 725b) %- | 4-34) 4-34! 4 %&| 50] 76! 2111 
l4-,4$| +50! 76) 1112 














$196. Foret ca. 36—ye| 36-x4e| %e- 56] 62) 92] 1116 
4818 -j- OF T A841 cS... #- 1} 62} 92] 1118 
1123 | 29 | 34-4] .....] «00. 4i- #74] :1:12) 1123 


1126 | 73la M L-¥4| K-%e| %- %| 90} 1 36} 1126. 





Light Service “S’’ Wrenches 
221/,° Angle, Double Head 








2000 | 75b | ..... -4| ..-4] %4- tel 54] 76! 2000 
2007 | 77b | 14-..| se-84| Ye-34| 36- ye 68] 94! 2007 
2017 | 79 | ..-34| ve-..| se-..| 54- #8] 86] 1 16) 2017 
2025 | 8ib|...... 4-Ye| %-..| %4- 48| 1 10] 1 44) 2025 


Price complete with Board and 3 of each size Wrench, 


Black $23.94 
Nickel 34.62 


Shipping Weight, 20 Ibs. Size of Board, 32” by 91%4” 


Board and Wrenches are packed together in pasteboard car- 
ton suitable for Parcel Post shipping. 

Hooks are permanently fastened and the Board is ready for 
the dealers immediate use, 


When ordering specify 
Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 





























/e\ Tbe Billings & Spencer Co. A\ 


BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our spe 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractiy 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


WRENCHES ON DISPLAY SALES-BOARD 


*) > No. 11 
Thin-Head Check-Nut or Tapp 


Wrenches, 15° Angle, Double 








No. Hades dean RE | Milled eit 

ine | ea Nat [| tack | ae 
1325 | .... | w-% | ..-% | %se | $0 50 | $07 
1326 | 623D.| 4-4 | Y-*& | 4-% 50| 7 
4997. 4 Ah as | oe 50| 4 


1328 | 6265 | %-%e | %-% | &-% 64 0€ 
1329 628D | 4-% | w-%.| %-% 64 
1330 | 630E | %-% | 4-*& | %-% 80] 12 


=. > . 
ed, Automotive Wrenches 


221° Angle, Double Head 


This New Display Board 
furnished FREE with 
Standardized Selection. 


1557 | 760Y | 4-+% | Y-te | 50 
1558 | 761X | 4-34 | fe-% | “o-ve 62 
1562 | 761Z | %-ye | %-v¥e | te-% 62 
1570 ee | WH] WHY M1 106) 14 


ee Long, Thin-Head Tappet Wrench 
j Carbon Steel 


LET a es a ee ee 


15° Angle, Double Head 


Lengths : 7 and 8 inches 
THE NUMBER 11 SALES CREATOR AND STOCK wok SANG Valea Clack stake aad Ndivstcig. Saree 





KEEPER 

This is our newly designed lithographed metal-covered dis- No U.S.S. S.A.E. Milled Sy Pa No. 
play board. It has our medallion in colors on top and a Billings : Nuts Nuts | Openings! pick | Nickel 
blue stripe running diagonally across the cream-colored back- §— ——————_|—___|—_—__—_|—___|——__- 
ground of the board. 1335 Y-.. ts % Y-ys | $0 84 | $116 | 1335 

This board was designed to meet the demands from our 
dealers for a standardized selection of Thin-Head Check-Nut 1336 -% | we... | 4H 100| 140| 1336 
Wl sar pao ait “S” Wrenches with 22%4° angle heads 
and Tappet Wrenches. : : ; 

This assortment is supplementary to the Number 10 auto- Price complete with Board and 3 of each size base $24, 
motive selection and includes wrenches which are suitable for Nickel 36 
rae - Gasoline Engines, Automobiles, Tractors and Motor Shipping Weight, 14 Ibs. Size of Board, 32” by 9 

The board should be in all Hardware Implement and Gen- Board and Wrenches are packed together in pasteboz 
eral Stores, all Garages and Automotive Supply Houses. carton suitable for Parcel Post shipping. : 

The board, which is 32” long by 9%” wide, carries 3 each Hooks are permanently fastened and the Board is reac 

_ of 12 numbers, a total of 36 wrenches. for the dealers immediate use. 

Black finished wrenches will be When ordering specify _ 

furnished unless otherwise specified. Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
68 . 






lloy, ( Billings formula). 


Billings Mo-lyb-den-um *Life-Time WRENCHES 


Although Mo-lyb-den-um has long been known as a Semi- 
are metal, it has but recently come into prominence in the 
eld of commercial alloy steels. For some time it has been 
sed as a fairly satisfactory substitute for Tungsten in High 
peed steels. 


The discovery of extensive deposits in Colorado at about 
ie time—the World War created a shortage of all other alloy- 
ig elements—led to further research on the effect of Mo-lyb- 
m-um in steel. It was determined that Mo-lyb-den-um pro- 
uced much the same effect as the most prominent steel alloy- 
g elements Nickel and Chromium. It was further determined 
at steels containing Chromium and Mo-lyb-den-um possessed 
bysical properties far superior to any previously known alloy 
eels. 


As a development of the War, this new Super Alloy 
und its first use in such equipment as bullet-proof armor, 
aby tanks and Liberty Motors, where its extreme strength 
d toughness made reduction of weight possible. 


Following the War, the Automobile Industry turned to 
o-lyb-den-um steel for use in many of the most severely 
essed parts of motor cars. 


The Billings & Spencer Company in collaboration with the 
ding metallurgists of the Steel Industry have conducted ex- 
istive tests and experiments on wrenches made of the vari- 
s well-known commercial alloys such as Chrome Nickel, 
tke! Steel, Chrome Vanadium, Nickel Vanadium, Nickel 
rlyb-den-um and Chrome Mo-lyb-den-um. In these tests the 
rome-Mo-lyb-den-um wrenches, (Billings’ formula) showed 
h consistently greater strength, hardness and toughness 
in the wrenches of any other alloy as to leave no doubt of 
wisdom of adopting this new super alloy for our Life-Time 
enches. 


“The Billings’ *Life-Time wrenches are hardened and 
ipered by an exclusive process developed thru these tests, 
ler the most scientific heat control devices, insuring that 


4 powerful wrenches will last a Life-Time. 


te best investment is in the tools of one’s own trade.” 
—Benjamin Franklin. 





ade Mark 


Billings Mo-lyb-den-um “Life-Time Wrenches are Guaranteed Against Breakage. 
68a 


ye 


These selections contain Billings *Life-Time wrenches which are made of Chrome- 


Te Billings & Spencer Co. 


Billings Mo-lyb-den-um “Life-Time WRENCH DISPLAY BOARDS 
Mo-lyb-den-um steel, Zhe Super 


The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
hich will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 
The wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 

nish. They are hardened and tempered by our exclusive process, under the most scientific heat control devices, 


at THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 


The newly designed “Creative 
Salesmen” have a rich buff 
field emblazoned with the Bill- 
ings blue stripe diagonally 
across—capped with a colorful 
medallion setting off the Red 
“Triangle B” trademark, flank- 
ed with Billings’ tools. This 
colorful sales creator furnished 
free with the following stand- 
ardized selection. 





NUMBER 103 “CREATIVE SALESMAN” DISPLAY 
BOARD 


__ The Billings’ Number 103 Standardized Selection of 
*Life-Time Wrenches is designed primarily for the automotive 
supply dealer, garage, or the hardware dealer who specializes 
in auto accessories. 

_ This board carries a complete selection of the fastest sell- 
ing Billings’ Mo-lyb-den-um *Life-Time wrenches with open- 
ings for S. A. E. Nuts and Bolts and Hex Head Cap Screws. 
This creative salesman should be in every store which caters 
to the automobile, tractor or motor cycle trade. 

This Standardized Selection inciudes 4 each of 35 dif- 
ferent wrenches, total 140, mounted on a board 6 ft. 8 in. long 
by 11 in. wide. 





insuring 




























Te Billings & Spencer Co. 


Billings *Life-Time WRENCH DISPLAY BOARDS 


These selections contain Billings “Life-Time wrenches which are made of Chrome-Mo-lyb-den-um steel, The S 
Alloy, ( Billings formula). q 
e handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a p 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 
i oy wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-p 
nish. 
They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuri 


that 7HESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 


*Life-Time *Life-Time 
WRENCHES ON DISPLAY SALES-BOARD WRENCHES ON DISPLAY SALES-BOARD 


No. 103 
*Life-Time arp acerca No. 103—Continued 
Freel, Engineers’ Wrenches “ * Life-Time 


___15° Angle, Double Head Tappet and Check-Nut Wrenches 



















































Equiv.. Size 221° Angle, Double Head 
id loti “ie fies oe | Ge feet — 

i ie = = aod Net Nickel onber Milled | U.S.S. |Hex. Hd. goee 
ET PS OSG) Pe i Res WIR beeen SES sete No. |Carbon |Openings| Bolt; .| Cap Sc. | S.A.E. | Lgth. 
M1021 |1101 | y- #4] 4s | %-.. | -.--. | 4% [80 80 oer Sine | ee a 
M1723A}1105 | 34- 4] ..-% | deve |. =) es Se i a eee ee. 
M1023 |1107 | #- %4| A-% | ..-te | ..-tte | 434 
m1725 |1109 | s—- %| ..-% | Mase | Moos - a es as = ae xe 
M1725B\1111 | 34- | %-.- e-34 | 544} 1 16 
aeiews (haa | 34> al 4-4 a os 3006 | 1328.| y— 54| ..-.. | %-ve | %—e | 8 
M1727 |1116 | %- %| ..-.. 4s | 64 3011 | 1880 | 4-4) .-4 | 4 | ete! 8 
M1027 [1118 | #- | 4&-% _.-:. | 6%} 1 40 
M1027C|1118X| - # a ‘~.. : 6) a Vnaeperaewred 

ee General Service “S’ Wrenches 

ouch he Ree Nae are : 22%? Angle, Double Head 

M1729 {1120 | %- %] ..-.. ve | 7% ar : 

M10288|1120 X| 5<— #§| ..-yvs w--. | 7% M1075B| 2000 | %- ye] ..-.. | 4-&% 

M1029 |1123 | H+ #| %4-zs Bae M1075A| 2001 | %- 14| ..-M4 | fess 

M1731 |1125 | %- #| ..-.. Ywye.. | 9% M1077B| 2007 | 14- | M--. | H-% 

M1731A|1126 | %- %| ..-% le-e vs 2 14 M1079A| 2013 | %- #]| ..-% | %.. 

M1031 |1128 | #- %| %4-% -% | 9% M1079 | 2017 | %- #| .:-% | 4. 


M1033C|1132X| 4-1 | ..-.. 54-1 ay M1081B| 2025 | %- H| ..-.. | 4a 





M1733 ve-t} 110% M1081A| 2026 | %- %| ..-4%| *%% 
2 64 
M1034 we-% 110% M1083B) 2035 | %-1 Y.. | 4% | wet 110% | 3° 
M1035 ..-% 110 
“" on Price complete with Board and 4 of each size Wrench, $27 
M1736 |1139 |1 -1%| ..-% H-% |12% E 
31 ‘ . 
1y-14| %-% %-% 12% Shipping Weight, 189 Ibs. Size of Board, 6’ 8” by 





See page No. 32 B and 32 C for Billings *Life-Time Engineers’ Wrenches. 
See page No. 32 D for Billings “Life-Time General Service S Wrenches. 
See pages 33, 34 and 35 for Billings *Life-Time tappet and check nut wrenches. 
*Trade Mark 
Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 
68b 
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e Billings & Spencer Co. 


| 








Billings Mo-lyb-den-um ‘Life-Time WRENCH DISPLAY BOARDS 
: These selections contain Billings *Life-Time wrenches which are made of Chrome-Mo-lyb-den-um steel, Zhe Super 


Alloy, ( Billings formula). 


The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 


which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 


__. The wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 
finish. They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFUL WRENCHES WILL LAST A LIF 


The newly designed “Creative 
Salesmen” have a rich buft 
field emblazoned with the Bill- 
ings blue stripe diagonally 
across—capped with a colorful 
medallion setting off the Red 
“Triangle B” trademark, flank- 
ed with Billings’ tools. This 
colorful sales creator furnished 
free with the following stand- 
ardized selection. 





No. 108 “CREATIVE SALESMAN” 
DISPLAY BOARD 


This standardized selection consists of *Life-Time Wrench- 
es suitable for Automotive Trade, General Stores and Hard- 
ware and Implement dealers catering to farming trade. The 
wrenches included in the selection are suitable for use on Auto- 
‘mobiles, Tractors, Agricultura! Machinery, etc. 
The board, which is 46” long and 11” wide, carries 4 each 
of 20 numbers, a total of only 80 *Life-Time wrenches. 





my cmeaconeals 


-TIME. 
*Life-Time Wrenches on Display Sales-Board 


No. 108 


*Life-Time 
Engineers’ Wrenches 








Qe 
15° Angle, Double Head 
Nember| Mittea | U.S.8 some 
umber) Mille S.S. |Hex. Hd.| Screw PRICE 
No. 
~ |SeeahJOpeiney Bet | Case] SA | ate 
and Nut Nickel 
M1023 | 1107 | #- 44% et — | 434 ($0 96 
M1725 | 1109 | ..-\% Y-*& | Y-+ | 5% 
M1725B) 1111 Fa Y-.. | 4-% 34 544 1 16 
M1025 1112 | % yY-*% | *-.. te-.. | 5% 
M1027 | 1118 | #- #] 4-% | ..-.. | ..-.. | 6% | 1 40 
M1728 | 1117 | ¥—- %] ..-.. | %-1 y%-1 3 
M1729 | 1120 | 5¢- | |" 3 ois 7H} 174 
M1731 1125 | %- HI. -.. — lo. . 
M1031 | 1128 | #- %| 32-14 F im on} aM 
M1035 | 1136 | #-1% %-% | ..-.. ..-% 11034 | 2 64 


*Life-Time 
Tappet and Check-Nut Wrenches 
221° Angle, Double Head 





3002 | 1557 | - | ..-% | “-ve | Ye | 8 

3005 | 1559 ie i Ye | A 4 - 8} |$2 20 
3006 | 1562 | e- %) ..-.. | Y¥e-we | Hee | 8 

3008 | 1566 | #- 3 eee eee 

3010 | 1568 i ti — aS fe 8} 270 


_—_——_ 


* Life-Time 
General Service “S” Wrenches 


2 ao 


Seas 
aaa See 
M1075B} 2000 | 3- ys ..-.. | %&-% | ..-\% | 6% | 1 30 
M1077B| 2007 | 4- | 4-.. | ve-34 | 4-34 | 7% | 1 65 
M1079 | 2017 | 54- H] ..-34 | we-.. | e-.. | 8% | 205 
M1081B| 2025 | %- #] ..-.. | 4% | %.. | 9% | 2 50 
M1083B] 2035 | %-1 | 4-.. | 54-34 | %-44 [10% | 3 10 — 


SS 
Price complete with Board and 4 of each size Wrench, $155.36, 
Shipping Weight, 71 Ibs. Size of Board 46” by 11” 


See inte So. 32 B and 32 C for Billings “Life-Time Engineers’ Wrenches. 
See pages No. 32 C for Billings*Life-Time General Service S Wrenches, 
See pages No, 33, 34 and 35 for Billings*Life-Time tappet and check nut wrenches. 


: *Trade Mark 


Billings Mo-lyb-denum *Life-Time Wrenches are Guaranteed Against Breakage. 
68c 




















Tée Billings & Spencer Co. 


uN 


Billings Mo-lyb-den-um “Life-Time WRENCH DISPLAY BOARD 
These selections contain Billings * Life-Time wrenches which are made of Chrome- Mo-lyb-den-um steel, The 


Super Alloy, (Billings formula). 


The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 


which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 
The wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proo 


finish. 


q 


They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 


The newly designed 
“Creative Salesmen” have 
a rich buff field em- 
blazoned with the Bil- 
lings blue stripe diagon- 
ally across—capped with 
a colorful medallion set- 
ting off the Red “Tri- 


angle B” trademark, 
flanked with Billings’ 
tools. This colorful 


sales creator furnished 
free with the following 
standardized selection. 


THE NUMBER 110 “CREATIVE SALESMAN” 
DISPLAY BOARD 

This selection of *Life-Time wrenches was developed 
to meet the demands of the trade for a small selection of the 
popular selling *Life-Time alloy wrenches required for Auto- 
mobiles, Tractors and Motor Cycles. The rd carries a 
sufficient assortment of Mo-lyb-den-um *Life-Time wrenches 
for small hardware dealers and garages. 

The board, which is 32” long and 12” wide, carries 3 
each of 12 wrenches, a total of 36 wrenches. 





*Life-Time 
WRENCHES ON DISPLAY SALES-BOARD 


pl, 


*Life-Time 
Engineers’ Wrenches 
15° Angle, Double Head 











Equiv. Size 
Number| Milled | U.S.S. |Hex. Hd.| Screw PRICE 
No. Carbon |Openings} Bolt S.A.E. | Lgth 
Wrench Size 
Nickel 
M1023 | 1107] H- 4] &-% 434 |$0 96 
M1725 | 1109 | %- 4% .. 5%} 
M1725B} 1111 | %- xs - 1 16 
M1025 | 1112 | %- # - .. 15% 
M1727 | 1116 | %- % a « 
1 
M1027 | 1118 | #- # ieee ee ee 
M1029 | 1123 | H- # ob, me pee 1S 
M1731A/ 1126 | %- %} .. 9% | 2 14 


*Life-Time 
General Service “S’” Wrenches 


2214° Angle, Double Head 


a 








M1075B} 2000 | 3% ye| ..-.. | 4-4 | .-- | 6% $1 30 
M1077B| 2007 | %— x) M4-.. | e-% | e384 | 7 | 1 65 
M1079 | 2017 | 54— #4) ..-% | xe-.. | He-.. | 8% | 2 05 
M1081B} 2025 | %- | ..-.. | 4 | 4... | 9% | 2 50 





Price complete with Board and 3 of each size Wrench, $55.86. 
Shipping Weight, 22 Ibs. Size of Board, 32” by 12”, 

Board and Wrenches are packed together in pasteboard 
carton suitable for Parcel Post shipping. 


Hooks are permanently fastened and the Board is ready 
for the dealers immediate use. 


See pages No. 32 B and 32 C for Billings *Li€e-Time Engineers’ Wrenches. 
See page No. 32 D for Billings *Life-Time General Service S Wrenches. 


*Trade Mark 


Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 


68d 


_ TeBillings & Spencer Co. 





Billings Mo-lyb-den-um *“Life-Time WRENCH DISPLAY BOARDS 
These selections contain Billings *Life-Time wrenches which are made of Chrome-Mo-lyb-den-um steel, 7'he Super 


poy, (B ( vee formula). 


e handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 


which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 
The wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 


finish. 


They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 


The newly designed “Creative 
Salesmen” have a rich buff 
field emblazoned with the Bill- 
ings blue stripe diagonally 
across—capped with a colorful 
medallion setting off the Red 
“Triangle B” trademark, flank- 
ed with Billings’ tools. This 
colorful sales creator furnished 
free with the following stand- 
ardized selection. 





No. 114 “CREATIVE SALESMAN” AND 
DISPLAY BOARD 


This selection was developed for hardware dealers and 
nill supply houses, and contains our *Life-Time Engineers’ 
Wrenches with milled openings for U. S. Standard Bolts from 
%” to 5%” in diameter, and *Life-Time general service “S” 
yrenches with milled openings for hexagon head cap screws 
rom tx” to %”. It makes a splendid assortment and display 
f the wrenches which are popular with the hardware trade. 

The selection consists of three each of ten numbers, ‘or a 
otal of 30 *Life-Time wrenches. 


*Life-Time 
WRENCHES ON DISPLAY SALES-BOARD 
No. 114 
Amel, * Life-Time 
Engineers’ Wrenches 
15° Angle, Double Head 



























No. Carbon| Openings rd api 
renc Nickle 

Mioai | 1101 | 4- Hl we | %e.. | .--.. | 4% [80 80 
M1023 | 1107 | H- 4 w4-% | -:-a%s - 96 
M1025 | 1112 | 14- #8] M4-% | e.. 1 16 
M1027 | 1118 | #- #| 4-34 | ..-.. 1 40 
M1029 | 1123 | H- #| %-x% | ..-.. 1 74 
M1031 | 1128 | #- %| 4-4 | ..-36 2 14 
M1034 | 1134 | %-175| 4-56 | %-.. 2 64 





*Life 


Tim 
SS General Service “S” Wrenches 
2214° Angle, Double Head 








M1075A| 2001 | 3- %4| ..- | ase | -.-v4e | 6% [$1 30 
M1079C| 2018 | %- %| ..-.. | 4-4] 4-4 | 8% | 2 05 
M1083B] 2035 | %-1 | %.. | %-34 |] wet |10% | 3 10 





Price complete with Board and 3 of each wrench, $51.87. 


Shipping Weight, 26 Ibs. Size of Board, 32” by 12”. 


3ee pages No; 32 B and 32 C for Billings “Life-Time Engineers’ Wrenches. 
sce page No. 32 D for Billings “Life-Time General Service S Wrenches. 


Trade Mark 


Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 


68e 











Alloy, ( Billings formula). 










Te Billings & Spencer Co. 


Billings Mo-lyb-den-um ‘Life-Time WRENCH DISPLAY BOARDS. 


These selections contain Billings *Life-Time wrenches which are made of Chrome-Mo-lyb-den-um steel, Zhe Supe ' 








The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a poin 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 

: The wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 
finish. They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. 


*Life-Time 
WRENCHES ON DISPLAY SALES-BOARD 
No. 117 
Fyne, *Life-Time 
n. a Engineers’ Wrenches 
enewly designed ‘“Crcatve  ————_—_———! iy 

Salesmen” have a rich buff 15° Angle, Double Head 
field pee with, the aa 
ings ue stripe diagonally f US. |Hex. Ha 
across—capped with a colorful so PPR! seins | Set | tap Bo: |aea.'be. | Leth: beam 
medallion setting off the Red ae Openings|Bolt Size Size land Nut ual 

ren. ic 


“Triangle B” trademark, flank- = a Nae Meme: tae. 
ed with Billings’ tools. This M1023 | 1107| 4-14 | we-4 | ..-te | «se | 434 [80 96 


colorful sales creator furnished 

Egmont sans lawl des | o% [8 | 8 | 
M1725B | 1111| %4-¢e | 4-.. | fe-36 | He-34 | 56H 11 
M1025 | 1112| 6-4 | “se | te. | fe. | 54 
mi727 | 11161 4-54 | ..-.. | S6-¥s | S6-xe | 624 

id mi027_ | 1118] 4-34 | 4-34 |---| --- 6, q 

‘ehecoketen @ m1029 | 1123| 4-34 | Sere | ..--. | .- | 7 | 1 

m1731A | 1126| %-% | ..-6 | 4-54 | Kes | 9K | 21 





“CREATIVE wecciaa He AND DISPLAY BOARD 
0. 


This selection is similar to our No. 110 assortment except , *Life-Time 
that we have included four of our new Mo-lyb-den-um Apna 
*Life-Time tappet and check-nut wrenches with 224° angle Tappet and Check-Nut Wrenches 
“SPEAR” shaped heads instead of *Life-Time general service 2214° Angle, Double Head 


“S” wrenches. 

This selection is caetgpaneig for —— dealers Neko _ 

ialize in auto accessories and for the auto accessory house, an 

contains#Life-Time Engineers Wrenches with milled openings 3002 | 1326] ve-4 | ..-M4 | M-te | te | 8) 

or S. A. E. screws from ye” to fe”inclusive an ife-Time a % 

Tappet and Check Nut Wrenches with milled openings for 5006 1327| Ye-v¥e | a-.- | He 96 | to | Bf 82 
3006 «=| 1328 | %-54 | ..-.. | Merve | MH-ve | 8 
3008 


S. A. E. screws from 4” to re” inclusive. 
The “SPEAR” shaped, long, thin Mo-lyb-den-um wrenches 
1356) #-# | Me] ww. | wee | 8 2 


were developed after exhaustive test and experiment to secure 
a more powerful light wrench than the ordinary alloy wrench. 
Due to the fact that the wrenches have different sized milled 
openings in each end they are really “two wrenches in one. Price complete with Board and 3 of each wrench, $61.26 


This selection consists of three each of twelve numbers, or 
a total of 36 wrenches. Shipping Weight, 19 Ibs. Size of Board, 32” by 1 


See pages No. 32 B and 32 C for Billings *Life-Time Engineers’ Wrenches. 
See pages No. 33, 34 and 35 for Billings *Life-Time tappet and check nut wrenches. 


*Trade Mark 
Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 


68f 
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Billings Mo-lyb-den-um *Life-Time WRENCH DISPLAY BOARDS 


‘These selections contain Billings *Life-Time wrenches which are made of Chrome-Mo-lyb-den-um steel, The Super 
Alloy, ( Billings formula). Ee 
The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 
x Ser wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 
ish. 
They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFUL WRENCHES WILL LAST A LIFE-TIME. : 


*Life-Time 


WRENCHES ON DISPLAY SALES BOARD 
NO. 311 


Billings Mo-lyb-den-um “Life-Time ENGINEERS’ 
WRENCHES 








15° Angle SPE AR-Shaped Heads 


The newly designed “Creative 
Salesmen” have a rich buff 
field emblazoned with the Bill- 
ings blue stripe diagonally 
across—capped with a colorful 
medallion setting off the Red 
“Triangle B” trademark, flank- 
ed with Billings’ tools: This 





































colorful sales creator furnished tEquiv.| S.A.E. PRICE 
free with the following stand- No. oe cj Gene con Leth. — 
ardized selection. Wrench and N weiekst 
“i723 | 1104 | %a |... | w-M |. | 4% [8 -80 
M1023 | 1107 | #-% 434 
M1723A| 1105 | 34-4 i 
M1725 | 1109 | 4-4 5% 
M1725B| 1111 | 44-y%5 514} 1 16 
M1025 | 1112 | 4-4 5M 
M1727 | 1116 | %—% 6% 
Billings NO. 311 “CREATIVE SALESMAN” AND rey tole Bente Pend ge fel 
DISPLAY BOARD. se gas Barchs HS 6% 
Ei tac teint scicks ve meee ol ee 
the automotive store and for the hardware dealer who car- M41731A) 1126 | 34-% 94% |214 





ried tools for the automotive mechanic. The selection con- 


tains 3 each of 11 of the fastest-selling most popular sizes j ; . 
in the Engineers’ wrench line. All these wrenches are made of Price complete with Board and 3 of each size wrench, $42.84. 


Chrome- Mo-lyb-den-um steel (Billings’ Formula) and are Pe . : ” ” 
Suatantesd against: breakage. Shipping Weight 16% Ibs. Size of Board, 32” by 914”. 
For Billings Mo-lyb-den-um *Life-Time Wrenches see pages 32a to 32h incl. 


+For Billings Dependable Carbon Engineers’ Wrenches see pages No. 12 and 13. 


*Trade Mark 
Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 


68g 
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Billings Mo-lyb-den-um “Life-Time WRENCH DISPLAY BOARD 


These selections contain Billings Life-Time wrenches which are made of Chrome-Mo-lyb-den-um steel, Zhe Super 
ae, (Billings formula). 
_ The handles of the wrenches are rounded and smoothly finished, affording a comfortable grip for the user, a point 
which will be appreciated by the mechanic who has to use a wrench of this kind for long periods. 
Pid ios wrenches are finished in nickel over copper plating with heads buffed—a beautiful and permanent rust-proof 
nish. 


They are hardened and tempered by our exclusive process, under the most scientific heat control devices, insuring 


that THESE POWERFI/L WRENCHES WILL LAST A LIFE-TIME. 





,  “Life-Time 
WRENCHES ON DISPLAY SALES BOARD 
NO. 618 


Billings Mo-lyb-den-um *Life-Time ENGINEERS’ 
WRENCHES 
15° Angle SPH. AR-Shaped Heads 














The newly designed “Creative 
Salesmen” have a rich buff 
field emblazoned with the Bill- 
ings blue stripe diagonally 
serene -copoed mitt “agg Se 
medallion setting off the Re 3 
“Triangle B” trademark, flank- Equiv. U.S.S. | Hex Hd.) S.A.E. PRICE 





‘ ene ; Number} Milled Bolt Gap Sc. Std. | Lgth.| Each 
ed with Billings’ tools. This No. Carbon| Opening Size Size Screw eel 
colorful sales creator furnished Wrench and Nut 


free with the following stand- Nickel 





ardized selection. M1723 1104 | %-ye | ..-.. | &-% | ..-% | 4% [$0 80 
M1023 | 1107 % i ee 3 
M1723A| 1105 RS: al fa a oe: 434} 96 
M1725 | 1109 i - - 

M1725B} 1111 rf 8 a a 5 1 16 
M1025 | 1112 | ¥¢- am 4: 18% 
M1727 | 1116 “1H... PS 8 

M1027 | 1118 ir $-% a pF: 04 1 40 
M1027C| 1118X| %-# | ..-3 | 3% 3 6% 
M1028S| 1120X} 54-# |. .-y% | 4- a=... 17% 
M1729 | 1120 | %-% | ..-..| 4%-%| &% rs 1 74 
M1029 | 1123 | 4—-# | 3x; - peters 
M1031 | 1128 y 5 = 94) 
M1731 | 1125 at shi if te Oi 
M1731A| 1126 | 84-% | ..-14 | 14-54 | 14-x% | 94/1 2 14 
M1033 | 1132 | %-# | %*% | &%-.. -% | 9% 


: hoe g ate agage selection - sae new arse Mo-lyb- 
en-um *Life-Time Engineers’ Wrenches consists of six each M1733 | 1133 | %-1 | %.. | %-3 3 
of 18 of the fastest-selling and finest serving wrenches offered M1033C| 1132X a | fel ‘ % iH ion 
to the American mechanic. These 18 wrenches represent the ~~ —sSsS— 

cream of the line and should be found in all large automotive Price complete with Board and 6 of each size wrench, $176.76. 
stores and in hardware storeg catering to the automotive 

mechanic trade. The wrenches are guaranteed against break- Shipping Weight, 84 Ibs. Size of Board, 47%” by 113%”. 


age, insuring a ready sale and satisfied trade. 
See pages No. 32 B and 32 C for Billings “Life-Time Engineers’ Wrenches. 


*Trade Mark 


V2 64 


Billings Mo-lyb-den-um *Life-Time Wrenches are Guaranteed Against Breakage. 
68h 
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‘BILLINGS MO-LYB-DEN-UM WRENCH DISPLAY BOARD 


The wrenches on this display board are drop forged from America’s own alloy, Ch -Molybd 
Mo-/ib-den-um) Steel of Billings formula, and are tempered with the utmost egg Soe SONOS: See 
The wrenches are smoothly polished all over, and are finished in nickel over copper plating. The heads are buffed. 
This insures a beautiful and permanent rust-proof finish. These wrenches are also furnished in our “Duro” black rust- 


proof finish. 


We guarantee these wrenches to be stronger than any other wrenches of the same proportions man- 


ufactured. 


This New Display Board 
‘furnished FREE with 
either Standardized Se- 
lection. 





SALES CREATOR AND STOCK KEEPER 
No. 12 and 13 


These selections consist of our complete line of Mo-lyb- 

den-um Tappet Wrenches which are designed primarily for 
the adjusting of valve tappets and check-nuts but which will 
be found invaluable wherever a long, thin, powerful wrench is 
required. The wrenches are furnished with 22%4° angle 
“spear” shaped heads as we found that this angle and shape 
were most convenient in working into inaccessible places such 
‘as the first and last valves on an automobile. 
The decision to make these wrenches of Mo-lyb-den-um 
steel was arrived at after tests of all of the alloy steels proved 
that Chrome-Mo-lyb-den-um (Billings formula) made the 
strongest and best wrench that is possible to manufacture. 


Nickel finished wrenches will be 
furnished unless otherwise specified. 


i 


No. 12 and 13—Continued 


The Billings Mo-lyb-den-um wrench is really two 
wrenches in one as each wrench has a different milled opening 
in each end. This reduces the number of wrenches which the 
jobber and dealer are required to carry in stock and increases 
their salability because obviously the mechanic will purchase 
a double-duty wrench in preference to one with the same 
opening in each end. 


WRENCHES ON DISPLAY SALES-BOARD 
No. 12 and 13 


i ae Mo-lyb-den-um Tappet and Check- 


cihcstnisteneniaaaamainne Nut Wrenches 


2214° Angle, Double Head 























U.S. S. Hex. S.A.E. Ex- | Wght. PRICE 

No. | Milled Bolt |Hd. Cap] Nuts | treme saan 
Openings| Size Sc. Size |Bolt Size Leth. Ozs. | Black] Nekl. 
—_t nasi iis al Saag aia 
3000 34-7 | ..-.. | 4-4 | -..-M 8 | 23% |$1 50/$2 20 
3002' 4-%| ..-4 | 4d | 4-*& 8 | 23 | 1 50) 2 20 
3004! 4-3 | Y-.. | 4-% | A % | «8 | 38% | 1 50) 2 20 
3006) 4-54 | ..-.. | ¥4-ve | 34-ve | 8 | 336 | 1 50} 2 20 
3008| 4-24 | 4-15 | ..-.. | ..-.. | 8 | 4 | 1 80) 2 70 
3010| %-# |. .- Vos | % 8 | 4 1 80) 2 70 
3012, %-# | %*% | &%. ve | 8 | 5% | 2 00) 3 00 
3014; 4-1 - -%| %HI 8 | 5%) 2 3 00 











Display Sales-Board No 12 complete with Board and 
six of each wrench, or total of 48 wrenches 
Black $81 60 
Nickel 121 20 


Display Sales-Board No. 13 complete with Board and 
three of each wrench, or total of 24 wrenches. 


Black $40 80 

Nickel 60 60 

Size of Board, 32” by 914”. No. 12—Shipping Weight 17 Ibs. 
No, 16-2 “~ ea 


When ordering —y 
Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
: 69 
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BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attracti 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 


WRENCHES ON DISPLAY SALES-BOARD 
No. 14 


© pee, Engineers’ Wrenches 


15° Angle, Double Head 











U.S. |Hex. Hd.) S.A.E. 
No. map. ‘ hi Cap Se, | Std. Sc. | Milled | Leth. a 
This New Display Board o. |Bolt Size ize | and Nut|Openings Black | Nekl. 
furnished [?REE with ——| |} | —_ —c_—_—_— 
Standardized Selection. 1101} 21 | Kw | Kw - 4-38 | 4 {$0 34/80 § 


1118| 27 | 4-%| ..-.. | ..-.. | HH] 64} 62 
1123| 29 | 34-"e | ..-.. | ..-.. | HM] 7 | 7418 
1128) 31 | y-%|...-5¢| ..-%& | H%] 9 | 90) 1 3E 
54-.. | we-34 | YI es] 11 | 1 36) 2 16 





Oe 2 Light Service ae — Wrenches 


2214° Angle, Double Head 





SALES CREATOR AND STOCK KEEPER 


No. 14 2001 | 75a | ..-4 | wwe | ---14e | %-4 | 6) 54 
2018| 79c | ..-.. | 4-4 | re-% | 84-% | 8%) «86,11 


This selection was developed at the request of hardware 
dealers and mill supply houses, and contains our No. 1100 En- 2035 | 83b | 44-.. | %-34 | &-H | %1 =| 103%) 1 40) 1 8 
gineers’ Wrenches with milled openings for U. S Standard 
Bolts from %” to 5%” in diameter, and light service “S” 
wrenches with milled openings for hexagon head cap screws Price complete with Board and three of each wrench, 
from 6” to 34”. It makes a splendid assortment and display Black $23 ( 
of the wrenches which,are popular with the hardware trade. Nickel 33 6 


The selection consists of three each of ten numbers, ora 


total of 30 wrenches. Size of Board, 32” by 914”. Shipping Weight 24 Ib 
Black finished wrenches will z . “ When ordering specify 
be furnished unless otherwise specified. Number, Model and Finish. 


“Guaranteed to be of Billings Quality’ 
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: 
: 
: 


_ This New Display Board 
furnished FREE with 
Standardized Selection. 

: 

. 

: 

: 


: 





: SALES CREATOR AND STOCK KEEPER 
| No. 15 


' auto accessory trade, and hardware stores catering to the auto 
| accessory business, for a selection of wrenches similar to our 
No. 10 Board, except that it would include four of our popular 
 22%4° angle Textile pattern wrenches with milled openings for 
SAE nuts and screws from 4” to %” in diameter. The 
wrenches selected are very popular with the garage mechanic 


: 
: This selection was developed to meet the demand from the 


and will find a ready sale. 


: This selection consists of three each of twelve numbers, or 
a total of 36 wrenches, 3 


Black finished wrenches will be 
| furnished unless otherwise specified. 


Tee Billings & Spencer Co. . 


BILLINGS WRENCH DISPLAY BOARDS 


The wrenches furnished on these display boards are drop forged from specially selected open hearth steel to our speci- 
fications. The steel is analyzed in our modern metallurgical laboratory before being used. 
heat treated after machining to toughen and harden the steel. They are smoothly polished and finished in our attractive 
“Duro” black rust-proof finish with heads brightened and lacquered, or nickel plated with heads buffed. 

The heads of the wrenches are plainly marked showing the purpose for which they are intended. 





In addition these tools are 


WRENCHES ON DISPLAY SALES-BOARD 
No. 15 


Engineers’ Wrenches 


‘ae, 


15° Angle, Double Head 





No. | Trade Sta, Gap Se. Iota Se. Milled | Lgth. shes. 
No, |Bolt Size| Size | and Nut|Openings Biea} Sia 
1107/23 | | .—#e | te | H-}4 | 434)80 42/80 64 
1109 |725 —4 | 4y-*& | “-e | e| OS 50| 76 
1111 |725b | %-.. | e-36 | we-34| 16-ve | 54] 50| 76 
1112} 25 | 4-*& | &.. | &. 4-4] 5% 50) 76 
1116 |727 n-.. | 4 ee | Moe | HK | 8 62; 92 
1118| 27 | 4&-% - - #-+H | 6%) 62) 92 
1123| 29 | %-ye] ..-.. | ..-.. | HB 7 74| 1 12 
1126 |731a Me-.. | 4% | Mee | M-KH | 9 90| I 36 


Textile Wrenches 


221%° Angle, Double Head 





1557 |760y | ..-4 | M-te | Mv | 1-14 | «454/80 50/80 76 
1558 \761x | ..-.. | 4-34 | e-% | Me | «584; 62} 92 
1562 |761z | ..-.. | %-ve | %-ve | e- | «(45%4| «=—62} 92 
1564x}..... - - s-4 | %-34| 5%) 62) = 92 





Price complete with Board and three of each wrench, 
Black $21 48 
Nickel 32 28 


Size of Board, 32” by 914”. Shipping Weight 18 Ibs. 


When ordering specify 
Number, Model and Finish. 


“Guaranteed to be of Billings Quality’ 
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BILLINGS ADJUSTABLE WRENCH DISPLAY BOARD 


The adjustable wrenches on this display board are the product of New England craftsmen of the old school. 

The movable jaw and the handle are drop forged from specially selected open hearth steel to our specifications. The 
steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated aft 
machining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black rust- 


proof finish. 


This New Display 
Board furnished 
FREE with Stand- 
ardized Selections. 





SALES CREATOR AND STOCK KEEPER FOR 
BILLINGS MODEL G WRENCHES 


No. 18 and 19 


This display board carries an assortment of our popular 
all steel adjustable wrenches. 

The Billings & Spencer Company is the only manufacturer 
of this type of wrench offering a complete line of wrenches to 
the trade. Our line consists of eight numbers, grading up- 
ward from 4%” to 21”, inclusive, designed for use on auto- 
mobiles, tractors and machinery. 

_ . The 444” wrench, Model 97, is a handy, vest-pocket, ad- 
justable wrench used by mechanics in tightening check-nuts, 


adjusting screws and lock-nuts. The 21” wrench is designed’ 


especially for the automobile mechanic for turning hub-cap 
nuts on passenger car and truck wheels. The handle is long 
enough to clear the rim of the wheel. 

There are two standardized selections, Number 18 made up 
of a total of 18 wrenches and Number 19 made up of a total 
of 20 wrenches. 


Furnished in Black Finish only. 


“Guaranteed to be of Billings Quality” 
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WRENCHES ON MODEL G DISPLAY SALES-BOARD 
No. 18 and 19 





Model 97 Wrench 














ae ~ ox a 4 
‘ Length | Thickness PRICE 
No Closed | Opens of Jaw Weight No, 
Inches Inches Inches Black Fin 
97 | 4% lik \y, Boz. | $100 | 97 








Mode! G Wrenches 























Total Thick- | Depth | WEIGHT |PRICE| 
No. Length | Opens | noss of | of Jaw |—————— No. 
Inches Inches Jaw Inches | Black 
Inches Lbs.| Ozs. | Finish | 
i) ew *s t |-;. | aY gt 18 
Bh Ly % | 1% | 111/150! 2 
3 |10% | 26 | we | 1% | 1/12 | 190] 3 
4 112% | 2% <a ot oe 240| 4 
5 14% 3 Ys 1% 38/12 | 300; § 
6 184 3% 34 2% 6| 8 | 400/ 6 
7 21 3x5 % | CU2% 7| 4 |6500/] 7 














Display Sales-Board No. 18 includes three each of the 
above wrenches, except Nos. 6 and 7, or a total of 
18 wrenches. Price $32 85 


Display Sales-Board No. 19 includes three each of the 
above wrenches, except Nos. 6 and 7 of which 
there are one each, or a total of 20 wrenches. Price $41 85 


Size of Board, 36” by 11%” by 17”. 
No. 18—Shipping Weight 45 Ibs. 
No. 19— “ “58 Ibs. 


When ordering specify 
° Number and Model. 


fv *”*Billings & 


These Dependable “Billings” Adjustable Wrenches are the 








DROP FORGED ADJUSTABLE WRENCHES 


The movable jaw and the handle are drop forged from specially selected open hearth steel to our specifications. 
steel is analyzed in our modern metallurgical laboratory before being used. 
They are smoothly polished and finished in our attractive “Duro” black rust- 


machining to toughen and harden the steel. 
proof finish. 


BILLINGS AUTOMOBILE WRENCH 
Model G 


This drop forged wrench was originated by the Billings & 
Spencer Company for use on Automobiles and Tractors, and 
has many imitators but no equals as a dependable, universal, 
adjustable wrench for automobile repairmen and owners, ma- 
chinists, toolmakers and mechanics. The drop forged jaws 
are narrow but strong and are guaranteed to turn any nut or 
bolt within their capacity. 


Most of the imitations of the Billings pattern adjustable 
wrench have a malleable iron movable jaw instead of the drop 
forged steel! jaw which is furnished on all genuine Billings 
wrenches. The forged movable jaw is difficult to manufacture 
and costs approximately three times as much as the cast jaw, 


DIMENSIONS 
1 ° 
_ No. sme Cpras dja pg Weight 
1 6% in. 1% in. in, 1 in. 10% oz f 
2 8 in. 1y5 in. in. 1\% in. 16% oz 2 
3 10% in. 2% in. ¥ 1% in. 1% Ib. 3 
4 12% in. 2% in. in. 1% in. ee 4 
5 14% in. 3 in. i 1% in. 3% Ib. 5 
6 18) in. 3yy in. 4 in. 214 in, 6% lb. 6 
7 yt eS 3y% in. 4 in. 2% in. 7\ lb. 7 


Furnished in Black Finish only. 
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PRICE LIST MODEL G WRENCHES 


“Guaranteed to be of Billings Quality” 

















Spencer Go. 


product of New England craftsmen of the old school. oe 
e 


In addition these tools are heat treated after 


but the additional cost is justified by the insurance of service 
and safety of the Billings all-steel wrench. 

The constantly increasing demand for this line of drop 
forged wrenches is the best possible proof that the discrim- 
inating purchaser is specifying the Billings all drop forged 
wrench instead of the popular priced imitations with cast jaws. 

The Billings & Spencer Company is the only manufacturer 
of this type of wrench offering a complete line of wrenches to 
the trade. Our line consists of seven numbers, grading up- 
ward from 64” to 21” inclusive. The 21” wrench is designed 
especially for the automobile mechanic for turning hub-cap 
nuts on passenger car and truck wheels. The handle is long 
enough to clear the rim of the wheel. 
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DROP FORGED ADJUSTABLE WRENCHES 


These Dependable “Billings” Adjustable Wrenches are the product of New England craftsmen of the old school. 

The bar and the handle are drop forged from specially selected open hearth steel to our specifications. The steel 
is analyzed in our modern metallurgical laboratory before being used. In. addition these tools are heat treated after 
machining to toughen and harden the steel. They are smoothly polished and finished in our attractive “Duro” black 


rust-proof finish. 





MODEL 97 
Narrow-Jaw Vest-Pocket Adjustable Wrench 


This dependable drop forged wrench was originally designed 
as a bicycle wrench but its convenient size, narrow jaws, and 
sturdy construction soon won for it a place as a mechanic’s 
light wrench for tightening check-nuts, adjusting screws, and 
lock-nuts. Millions of these wrenches are now in service. 


PRICE LIST MODEL 97 





Length Thickness Black 
Closed Weight Opens : of Jaw Each 
4% in 6 oz. lye in. % in. $1 00 
PARTS 
EN gs nat einem nrae Gg Cie dead vleicie es SHE each 0 54 
TN ee ihn Siarctatta 6 aiavne a bcsiele Gres 18 srelelm ase’ si 36 
(IMSS RS ged 8 SS: SENT OR, Pye Te My eee 20 
Packed 1 each in Box. 
MODEL A 


Heavy-Jaw Vest-Pocket Adjustable Wrench 


This sturdy wrench was designed for mechanics to be used 
on bicycles, motorcycles, automobiles, and tractors. The jaws 
are wider than the 97 Model, and the bar is graduated in 32nds 
of an inch for use as a rough caliper. 


PRICE LIST MODEL A 
Length Thickness Black 
Closed Opens of Jaw Weight Each 
4% in. 1 in ve in. 7% OZ. $1 50 
PARTS 
IR et nce oY oo cuarda 6:4, 0500: ob 6 0:47 0-0%s aioe wie e-@ each 0 80 
Re Fe ns oaike ceansescs conte Gupetuss “ 70 
et SAM te cos clinics 4 o:g0 o's 014 010.2 0:8 Bihin iso ¥ie' sic 20 


Packed 1 each in Box. 


Furnished in Black Finish only. 





MACHINISTS’ ADJUSTABLE WRENCHES 


This line of dependable drop forged machinists’ adjustable 
wrenches is made only by the Billings & Spencer Company. 
They are exceedingly useful tools on automobiles, tractors, and 
for machine tool building and repair. 

These wrenches are popularly known as Machinist Wrench- 
es because of their almost universal use by tool makers, machin- 
ists and mechanics of all kinds. 


PRICE LIST MODEL B 
n i Black 
renee Opens se a Weigtt Each 
5 in. 1 in. Ye in. 7% in. $1 50 
PARTS 
TinAle so eee Gosek y conse hu eee Ones se R Rms ees each 0 80 
Wee at nae Ua ee) oie Ser E aie yin pee CEN 0°S.0 E Irae “3 70 
MET COHAN oe Ge DME ea eR ave Rt ee) 6 pekinese ee eas - 20 
Packed 1 each in Box. 
PRICE LIST MODEL D 
Length Thickness Black 
Closed Opens of Jaw Weight Each 
6 in. 1% in. Y% in. 11% oz. $1 65 
PARTS 
Fin. Fo Oe SP ee chal ownie Den L sans eee coasts each 0 80 
| 5) RE eR ee A A ra PEC Te TCE RT Re RE o 70 
| RN gtr a #2 Ae ee ear der rae I aS “ 20 
Packed. 1 each in Box. 
PRICE LIST MODEL E 
Length Thickness Black 
Closed Opens of Jaw Weight Each 
7 in. 1% in. % in. 19 oz. 00 
PARTS 
y 2 ER) PE Ree oy Peo Reet Se erties en ee Dre a ee each 1 00 
Pie ns A ee OE We ga gttie Gus etbie Ket aih's 9°66 80 
Nite nk re an Coa hae ey aeksegme va we aes hs 20 


Packed 1 each in Box. 


When ordering specify 
Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
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DROP FORGED ADJUSTABLE WRENCHES 


These Dependable “Billings” Adjustable Wrenches are the product of New England craftsmen of the old school. 
The movable jaw and the handle are drop forged from specially selected open hearth steel to our specifications. The 


steel is analyzed in our modern metallurgical laboratory before being used. 


machining to toughen and harden the steel. 
rust-proof finish. 


In addition these tools are heat treated after 


They are smoothly polished and finished in our attractive “Duro” black 





LIGHT ADJUSTABLE ANGLE WRENCH 


Model FH 


This Billings & Spencer drop forged wrench is intended 
primarily for use on Automobiles, Tractors, and Motorcycles 
where a thin-jaw adjustable end wrench is required. Invalu- 
able for tightening check-nuts and adjusting screws. The 
slightly curved handle is designed to fit the hand and prevent 
slippage. 


This wrench is guaranteed to be stronger and more service- 
able than any other thin-jaw adjustable wrench on the market. 


The heads of these wrenches are brightly polished and lac- 
quered. 





| 

















HEAVY DUTY ADJUSTABLE “S” WRENCH 


Model I 


This dependable Billings & Spencer wrench was built for 
heavy duty and is made stronger and heavier than any other 
adjustable end wrench built. 


It was intended primarily for machine shop use but has 
earned a place for itself in the tool kit of all marine and: auto- 
mobile mechanics and other mechanics who require a wrench 
of this type that will stand up under the most severe strains. 


The heads of these wrenches are brightly polished and lac- 
quered. 

















Thick. | i ; 4 
No. Size Capacity Pohonngys _ Weight ipod No. No. Size. Capacity mee Weight . Price No. 
aws | Jaws 
1 | Gin | din. | 3% in! 8 oz. tt <4 te. .| ee in*| 1002. | $140 | 1 
2 Sin, | lyin. | in 13 02. 80 | 2 2 8 in Izy in in.*|1lb.30z.} 170 | 2 
3 10 in. 14% in, ae 1 lb. 7 oz. 1 00 3 3 10 in 1,4 in in.* | 21b. 2 oz. 2 50 3 
Packed 1 each in Box. Packed 1 each in Box. 
*This dimension is the thickness of jaws at bottom of opening ; the jaws taper toward the end. 
PARTS FOR MODELS “FH” & “I” ADJUSTABLE 
WRENCHES 
! 
Size Handle Jaw Screw Nut 
6 in. $0 90 $0 60 $0 08 $0 10 
8 in. 1 15 70 O8 10 » 
10 in. 1 70 1 00 15 20 


Furnished in Black Finish only. 


‘When ordering specify 
Number, Model and Finish. 


“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED COMBINATION PLIERS 


_ These dependable Pliers are drop forged from specially selected open hearth plier steel to our specifications. The 
steel is analyzed in our modern metallurgical laboratory before being used. In addition these tools are heat treated after 


machining to toughen and harden the steel. 


They are smoothly polished and finished in our attractive “Duro:black rust-proof finish with the nose brightly polished — 


and lacquered, or in full nickel finish, polished and buffed. 





BILLINGS Dependable Combination 
Slip Joint Plier 


Model M 


Gas Plier, Automobile Plier, Wrench, Wire Cutter and Screw-Driver Combined. For Ma- 
chinists, Plumbers, Gas Fitters, Autoists, Mechanics and Householders. 


This tool of a thousand uses was invented by 
The Billings & Spencer Company and is still the 
standard of comparison. 


The Billings “Bull Dog” grip gets a bite on 
the work which prevents slippage, and makes 
easy the job of moving the most obdurant bolt 
er nut. The heavy teeth stand up under the 
most severe stress; they were designed for heavy 
duty service. 


The proportions of the rest of the pliers are 
in keeping with the jaws, and the joints are care- 
fully fitted. The 6,8 and 10” Pliers are equipped 


Nickel plated Pliers will be 
furnished unless otherwise specified. 


“Guaranteed to be of Billings Quality” 
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with a practical screw-driver on the end of the 
handle. 





They are drop forged from specially selected 
open hearth plier steel to our specifications. 
The steel is analyzed in our modern metallurgi- 
cal laboratory before being used. 


The parts are smoothly polished, and hard- 
ened and tempered under the most scientific heat 
control devices to specification which our 56 years 
experience has determined is correct for tools of 
this kind. “Jnto each plier goes our entire repu- 
tation.” | 


When ordering specify 
Number, Model and Finish. 
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BILLINGS DROP FORGED COMBINATION PLIERS 


These dependable Pliers are drop forged from specially selected open hearth plier steel to our specifications. The 


steel is analyzed in our modern metallurgical laboratory before being used. 


machining to toughen and harden the steel. 


In addition these tools are heat treated after 


They are smoothly polished and finished in our attractive “Duro” black rust-proof finish with the nose brightly pol- 
ished and lacquered, or in full nickel finish, polished and buffed. 


a 


5” Radio Slip-Joint Plier 
A sturdy vest-pocket plier especially useful to the amateur 
radio enthusiast. Small enough to get into cramped quarters 
and yet with unusual gripping power. Has wire cutter and 
burner opening. 


Also used by Mechanics, Electricians, and Assemblers. 


Nickel 
No Weight Black Plated 
DAs saas och cukceas LP RE each $0 85 $1 00 
-Phier BOUS 3sb.s/s pean ena 07 
+ Dies Nets: « cvaseniaceeeet en = 04 





6” AUTOMOBILE SLIP-JOINT PLIER 


Gas Plier—Wire Cutter—Pipe Wrench—Screw-Driver 


This is probably the most useful single tool made. Indis- 
pensable to the Autoist and Automobile Repairman, but also 
used by Tool Makers, Machinists, Electricians, Wire Fence 
Makers, Gas Fitters, Plumbers, Steam Fitters, and Assemblers. 
Has “Bull-Dog” grip, screw-driver, cotter pin spreader, and 
wire cutter. The narrow and sturdy head permits their use in 
close quarters where a broader tool would be ineffectual. 


Nickel 

No. Weight Black Plated 

G Gainel cles ale scae ec sis Le Ae RR each 1 15 1 25 
4 Biier Bolkts.... vscacwstewies oe “5 08 
Pier Nate cs saccadcuwees as “" 05 


Nickel Plated pliers will be furnished 
unless otherwise specified. 





8” COMBINATION SLIP-JOINT PLIER 
Gas Plier—Wire Cutter—Pipe Wrench—Screw-Driver 


This useful tool is similar in design to the 6” Automobile. 
Plier, and is essentially a mechanic’s tool, used by Tool Mak- 
ers, Machinists, Electricians, Wire Fence Makers, Gas Fitters, 
Plumbers, Steam Fitters, Automobile Repairmen, and Assemb- 
lers. Has “Bull-Dog” grip, practical wire cutter, screw-driver 
and cotter pin spreader. 

The narrow and sturdy head permits their use in close 
quarters where a broader tool would be ineffectual. 


Nickel 


No Weight Black Plated 
OAS acaeie cee aes Ob. ee. each 1 35 1 50 
Se  Blieg BONS. cv babs S00 poo ie 08 
Ton Set ITE reinocaw's co cnee ~ 05 





10” AND 14” COMBINATION SLIP-JOINT PLIERS 
Gas Plier—Wire Cutter—Pipe Wrench 


These are perhaps the strongest pliers manufactured. The 
jaws are extra heavy and have in addition to the “Bull-Dog” 
grip, a practical wire cutter which will cut 4%” wire with ease. 
They are used by Tool Makers, Machinists, Electricians, Wire 
Fence Makers, Gas Fitters, Plumbers, Steam Fitters, Automo- 
bile Repairmen, and Assemblers. 


Nickel 
No. Weight Black Plated 
a Peers et BE Oh na doce each 1 50 1 75 
ee a ee ee. eee * 10 
oO. ier REAR os cc cass camels en = 06 
Gi IGGNN. oa Se kton ees 2 Ibs. 1 oz.....each 2 00 2 50 
©: Pier BOs: k visa cacen'cay wade ~ 10 , 


When ordering specify 
Number, Model and Finish. 





NN ELLE LE EL EEE EE EL LLL EO LEO LEE EEE EO EEE EEE EO EEE ee ™ a 
7 el se i i i i i i i i i eb i ee —eee ee a ey ee 
; 


“Guaranteed to be of Billings Quality” 


79 





/B\ 


7e Billings & Spencer Oo. | 








BILLINGS DEPENDABLE DROP FORGED TOOLS 


These strong and tough tools are drop forged from crucible tool steel, and are hardened and tempered under the 


most scientific heat controls to insure longer life. 


Each tool is guaranteed to give satisfaction on the work for‘which it is designed. 


: > 
aie em 
a 


“ALL STEEL” SCREW-DRIVERS 
With Round Shank 
Model P 


This company originated this practically indestructible 
screw-driver. 

It is a popular automobile tool as well as a most uscful tool 
for mechanics of all kinds. The ends are ground concave to 
fit wood screws. 

The blade is brightly polished and lacquered, and the 
handle is finished in our attractive “Duro” black rust-proof 

s 


PRICE LIST 


18 in. | 12% in. 





“ALL STEEL” MACHINISTS’ SCREW-DRIVERS 
With Square Shank 
Model P 


These screw-drivers are designed for use in turning filister 
head and machine cap screws, and are furnished with a square 
shank to permit the use of a wrench where additional leverage 
is required. In an emergency they will be found useful as a 
pry bar as well. 


The blade is brightly polished and lacquered, and the 
aca is finished in our attractive “Duro” black rust-proof 


PRICE LIST 
No. | Fength | Heth | ot Blade Weight | pice 
21 | 9Min.| Hin. 5% in. in. | 944 0z. |$0 80 
22 |10%in.| 5 in. 3% in. ea a OB 





Furnished in Black Finish only. 








LATHE NURLING TOOL 
Model B J 


Paiented in U. S. A. and Foreign Countries. 


This rigid drop forged adjustable nurling tool is construct- 
ed with forged Movable Arms which carry the nurls. The 
distance between the center of the nurls can be adjusted by 
simply turning the drop forged wing screw which has cut on 
it a right and left-hand thread and which insures the positive 
movement of the nurls toward or away from each other. 


The drop forged Nurl Holder Housing is connected to the 
tool by a threaded lug on the Housing, and is locked in place 
with a split washer and nut. This construction permits the ro- 
tation of the Housing and allows the nurls to center them- 
selves on the work. 

The nurls and nurl pins are made of tool steel and hard- 
ened and tempered under the most scientific heat controls. 

The components of this tool are made on precision machin- 
ery and are machined all over and furnished in a beautiful 
gun-metal finish. 

This tool is unquestionably the sturdiest and most prac- 
tical adjustable nurling tool on the market. 


Maximum opening between Nurls ...............00005 1% in. 
Minimum opening between Nurls ..................005 & in. 
Depth from: ceriter Gf Nurls 06k. ccc ccccvcceencsces % in. 
We a ee ais ghia oes oases cote ¥s in. 
SOIINNE OE DOIN 55 bc ccna hen Sskw Ves ge dak op hes cose % in. 


Nurls of three pitches carried in stock:—Coarse, Medium 
and Fine. 


PRICE LIST MODEL B J 
Each 
Holder only, 1% 362.5 tae onan ices ic ecescaccesne $4 25 
Holder, with three pair of Nurls—Coarse, Medium and 
Co NOME teat NPRM Rp ar SRE eT Sree PE EE STC Cie 
Bxtra. Nurik, S06 DHE. acc cc ccs sievccnesctegbeetcesnves 75 


Weight complete 1 lb. 9 ozs. 


When ordering Nurls specify Pitch. 


When ordering specify Number, Model owe 8 Finish. 
“Guaranteed to be of Billings Quality’ 
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BILLINGS DEPENDABLE TOOLS 


These strong and tough tools are-all hand forged of crucible tool steel, and are hardened and tempered under the 
most scientific heat controls to insure longer life. They are finished in our “Duro” black rust-proof finish. 
Each tool is guaranteeed to give satisfaction on the work for which it is designed. 


COLD CHISELS 
Model Y A 


These dependable tools are hand forged with long thin 
blades from hexagonal crucible tool steel, and are oil harden- 
_ed and tempered under the most scientific heat controls to in- 
sure perfect cutting and longer life. 

q The blades may be either filed or ground on water wheel 
for sharpening. 

| These tools are finished in our “Duro” black rust-proof 
- finish with polished striking ends and ground cutting edges. 
Furnished in longer length in reasonable quantities at 
Write for quotations. 


. . 
_ special prices. 


Price 
Size Length Weight Each 
—\% in. 5 in B Obi ccereves peaveue $0 18 
ts in. 5% in ye ene eee ae 
'% in. 5% in DP Oia Riri a te cetoan’s 20 
YY in. 6 in OBR cick a cpene Rew ae 35 
% in. 6% in POS ces eset thie ee 
% in 7 in Oe Wbissccek cb seiapiaxs 55 
% in 7% in LID. 2 OSse ce cvcvie scene 85 
1 in 8 in URE Phiswacanceacese 95 


Packed 6 to a box. 


: 


KIT CHISEL 
Model Y 


This slender sturdy chisel is hand forged from 3%” octag- 
onal crucible tool steel and has a long thin blade. It is oil 
hardened and tempered under the most scientific heat controls 
to insure perfect cutting and longer life. 

The blades may be either filed or ground on water wheel 

for sharpening. 
These tools are finished in our “Duro” black rust-proof 
finish with polished striking ends and ground cutting edges. 


Price 
Length Weight Each 
_¥%-inch Kit Chisel, Model Y ........ 5%” 3oz. $0 30 


Packed 6 to a box. 


CENTER PUNCH 
Model X A 


This useful tool is hand forged from 34” octagonal tool 
steel, hardened and tempered. Points and striking poles are 
"polished. 


Price 
.. Length Weight Each 
: ¥-inch Center Punch, Model X A...5%4” 30z. $0 30 


Packed 6 to a box. 


: Furnished in Black Finish only. 
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PIN PUNCH 
Model X 


This useful tool is hand forged from 3%” octagonal tool 
steel, hardened and tempered. Points and striking poles are 
polished. 


Price 
Length Weight Each 
%-inch Punch, Model X ........... 5%” 30z. $0 W 


Packed 6 to a box. 


COTTER PIN TOOL 
Model W 


This useful tool for the automobile mechanic is hand 
forged from 3” hexagonal crucible tool steel, hardened and 
tempered. The chisel end is forged and ground to a sharp 
point to permit the spreading of the cotter pin. The hooked 
end is tapered to about ys” point, and will be found ideal for 
removing cotter pins from inaccessible places. 


Price 
; Length Weight Each 
¥%-inch Cotter Pin Tool, Model W ..7” 3 oz. $0 35 


Packed 6 to a box. 


(oem 


OFF-SET SCREW-DRIVER 
Model Z 


The Billings Offset Screw-Driver is drop forged from 
crucible tool steel to insure the correct relationship of the 
screw-driver blades with the bar. The blades are concave 
ground to prevent slippage, and are hardened and tempered. 
A most useful tool for the mechanic. 


Price 
; ; ve Weight Each 
¥%-inch Off-set Screw-Driver, Model Z 4%” 20z. $0 30 


Packed 6 to a box. 


When ordering specify 
Number, Model and Finish. 


“Guaranteed to be of Billings Quality”. 
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BILLINGS DROP FORGED HAMMERS 


The heads of these hammers are drop forged from selected steel as mentioned below. The steel is heat treated in our | 
modern heat treating department, using the most scientific heat control devices. . 
ducts, it is analyzed in our modern metallurgical laboratory before being used. 





DIE AND TOOL MAKER’S HAMMERS 
Model A D 


ROUND PATTERN 


These Hammers are an exemplication of the truth of the 
old adage that “necessity is the mother of invention.” We 
were forced to design and manufacture these hammers for the 
use of our die sinkers because they were unable to procure a 
hammer on the market which would stand up under the con- 
st agmat which a die and tool maker’s hammer is sub- 
jected. 


The selection of the steel for use in these hammers was 
determined * striking tests over a long period of time, the 
result being Billings Pein Hammer is recognized throughout 
the civilized world as the very best hammer manufactured. 


The heads are made of ——- formula chrome alloy 
steel, and are carefully tempered. Each hammer is guaran- 
teed without qualification. The heads are polished all over in 
keeping with the quality of the hammers, and are furnished in 
the three types illustrated above. 


They are carefully handled by experts with selected clear 
white second-growth hickory handles. 





A. D. HAMMERS 
PRICE LIST 
“BALL PEIN STRAIGHT PIN CROSS PEIN 
j eight ‘ 
1 wean ae geet |No-| toh | Bas 
. $1 35 13 | \% lb. $1 60 
3 ib. (tos 14 | 14 Ib. | 1 60 
3 ,lb. | 1 35 15 | % Ib. | 1 60 
4 |1 tb.| 140 16 1 1b. | 1 70 
5 1% Ib. | 1 50 17 |1\% Ib. | 1 85 
6 {1% lb. | 1 60 18 |1% lb. | 1 95 
6AA\1L% Ib. | 1 75 
6A |2 Ib. | 1 85 
6BBi2% Ib. | 2 15 
6B {2% lb. | 2 30 
6C lb. | 2 50 
: When orderi 












Like all other steel used in Billings pro- 


B. & S. CO. BALL PEIN HAMMERS 
For Machinists, Blacksmiths, Engineers and Automobili 


Model B C 


These hammers are forged in the same dies as the mode 
AD hammer. They are forged of Billings’ formula Chrome 
alloy steel and are carefully tempered. Each hammer is guar 
anteed without qualification. 

They are finished in our protective “Duro” black rust 
proof finish with face and pein brightened. They are handle 
by experts with clear, white second growth hickory. 
splendid hammer for the motorist, automobile mechanic, bla 
smith, engineer, plumber and other mechanics who do not re- 
quire a hammer with the high finish of our Model AD bt 
who insist on a hammer of the same quality. 





B. C. HAMMERS 
PRICE LIST 
PRICE 
No. 
Dozen Each 
21 $12 00 $1 20 
22 12 00 1 20 
23 12 00 1 20 
24 12 50 1 25 
25 13 50 1 35 
26 14 50 1 45 
27 15 50 1 55 
28 16 50 1 65 
29 17 50 1 75 
30 19 ON 1 90 
31 22 00 2 20 


specify Number and Model 


“Guaranteed to be of Billings Quality” 
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BILLINGS CHAIN TONGS 


The handle and jaws of these tongs are drop forged from specially selected open hearth steel to our specifications. 
The steel is analyzed in our modern metallurgical laboratory before being used. In addition they are heat treated after 
machining to toughen and harden the steel to best withstand the strain to which they are subjected. 

The handle is finished in the natural oil finish, while the jaws have our “Duro” black rust-proof finish with red-painted 
panels. 








Patented in U. S. A. and Foreign Countries. 


BILLINGS Reversible Chain 
Pipe Wrench 


Three Wrenches In One 


een, 
TF Reedy 
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ITISDOUBLEACTION.....x:«i OALTTING WRENCH 


The pipe may be turned in either direction instantly It can be instantly converted to a fitting Wrench by 
without removing the wrench or loosening the chain. simply removing outer jaws. 


THREE WRENCHES AT THE COST OF ONE 


I It is Reversible. A pipe may be turned in  versibility, which permits the user to turn a pipe 
either direction instantly. in either direction without removing the wrench 
II It is a Fitting Wrench. By simply remov- or loosening the chain, and because of its pat- 
ing outer Jaws it becomes a most efficient ented Replaceable Center Jaw it can be instantly 


- Ym» waee 
1 : rhe 


Pe 
: < 
po” Eats : 





fitting wrench. a into a aaa badd Fitting Ups sai 
: eal for use in close or cramped quarters where 
et ceakling the tile at the po seleosd Roversinis, a broader tool would be ineffectual. In addition 


the jaws are double ended and reversible and 

The patented and exclusive features which can be immediately reversed when the outer jaws 

make the Billings Universal Chain Pipe Wrench are worn out, thereby doubling the life of the 

the Standard Equipment for many of the World’s wrench and thus providing Three Wrenches at 
Largest Refineries are its Double Action or Re- the Cost of one. 


For Chain Tong Display Stand see Page 90. 


Unless otherwise specified wrenches will be furnished When ordering specify 
with Billings proof tested flat link chain. * Number and Model. 
“Guaranteed to be of Billings Quality”. 
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BILLINGS CHAIN TONGS 


The handle and jaws of these tongs are drop forged from specially selected open hearth steel to our specifications. 
The steel is analyzed in our modern metallugical laboratory before being used. In addition they are heat treated after 
machining to toughen and harden the steel to best withstand the strain to which they are subjected. : 

The handle is finished in the natural oil finish, while the jaws have our “Duro” black rust-proof finish with red-painted 


panels. 





BILLINGS REVERSIBLE CHAIN PIPE WRENCH 


This wrench marks a distinct advance in Chain Wrench 
Manufacture because of the patented exclusive features which 
make it a Universal Pipe Wrench. It is the only Reversible or 
Double-acting Pipe Wrench on the Market and in addition is a 
Fitting Wrench without equal, especially in close or crampe 
quarters. ; 

A TIME AND LABOR SAVER. A trial by any refin- 
ery superintendent, pipe foreman, master plumber or steam 
fitter will convincingly show that this wrench will do the work 
of two wrenches. Due to the Billings patented construction, 
the wrench is double acting and reversible. 

__A PIPE CAN BE TURNED in either direction instantly 
without removing the wrench from the pipe or loosening the 
chain. This is made possible by our patented arrangement of 
the elliptical jaws which allow the engagement of either the 
inner or outer jaws. 

It becomes a fitting wrench by simply removing the mas- 
ter bolt and the side jaws, leaving the heavy, patented replace- 
able center jaw on the narrow head for close up flange work, 


In ordering cable chain 
wrenches precede the num- 
ber with the letter A. Un- 
less otherwise ordered, 
wrenches will be sent with 
flat link. The Billings Re- 
versible Chain Pipe Wrench 
is the only double jaw chain 
pipe wrench which will suc- 
cessfully use a cable chain. 





CABLE CHAIN 


PRICE LIST OF PARTS 
No. No, No. No. No. No. No. No. 
54°) at: Own Bay PAL: Sti we Sy SE 
$2.80 4,00 6.00 8.00 10.00 20.00 30.00 42.00 


16.24. 20 .40 44 54 .70, 


16 .28 4.34 42 «SO (S58) (80 1.10 


08 .08 .08 .12 .12 .20 .60 1.00 
1.50 2.00 3.00 5.00 7.00 9.00 15.00 40.00 






Chain Connec- 20 


tion only 30 0 SO 


60. .70 1.00 3.00 


2.00 3.50 5.50 8.00 9.50 11.00 15.00 32.00 


— Pat ~ Bas 28 .%6 46 60 .70 .90 1.30 2.50 

Center Jaw 1.00 1,00 1.30 1.60 1.80 2.30 2.50 3.20 

Se? ~ Center aw 04 04 .066 08 .10 14 .20 .24 
Center Jaw 10 .10 12 16 .20 .28 .40 


For Chain Tong Display Stand see Page 90. 


Unless otherwise » re wrenches will be furnished 
with Billings proof tested flat link chain 


enabling the user to get a STRAIGHT PULL and keeping the 
strain off both the pipe and the fittings, permitting the use of 
the BILLINGS Wrench where a broader wrench would be in- 
effectual. 

. The Hi-Carbon Steel jaws are Double Ended and when 
the outer jaws are worn the jaws can be reversed, thereby 
doubling the life of the wrench. 

OVERSIZE MASTER LINK. All our chain pipe tongs 
are equipped with an oversize, proof tested chrome-nickel Mas- 
ter Link, insuring longer life. 

By reason of the “nage a ores of upsetting the tem- 
pered pins after assembly, illings chain is stronger and 
safer than the listed guaranteed breaking strain. 

“BILLINGS” originated the Oversize Proof Tested Solid 
Center U. S. Standard Bolt and Nut which, in addition to its 
superior strength and rigidity, has the added advantage of 
permitting the driller to use any stock bolt until he can secure 
our proof tested Heavy Solid Center Bolts from the supply 
stores. 

HANDLE AND JAWS DROP FORGED. The handle 
and jaws are drop forged from special steel, the elliptical 
shape of the handle insuring maximum strength and, at the 
same time, providing a comfortable grip for the user. 

REPLACEABLE CENTER JAW. The replaceable cen- 
ter jaw for the Billings Reversible Chain Pipe Wrench is made 
of crucible tool steel with the teeth oil tempered to permit the 
sharpening of the teeth with a file if they become worn 
through severe usage. When the jaw is worn out, it cam be 
replaced by a new interchangeable center jaw. 

EASY TO ATTACH AND RELEASE CHAIN. Realiz- 
ing the difficulty of attaching and releasing the chain on other 
wrenches, we designed the jaws and recess for chain pin so 
that the user may instantly and easily attach or release the 
wrench from the work. 

The chain locking lugs are drop forged on the handle of 
the wrench, thus placing the strain where the wrench is strong- 
est. 


ASSEMBLED CHAIN PROOF TESTED. In addition 
to a severe test of each component used in the wrench from 
Chain Pins to the Handle, each assembled chain is given a 
final proof test as severe as the most strenuous work it will be 
required to do. This test is a further reason for the con- 
—— growing demand for the Billings Reversible chain 
wr es. 


Price List 
NUMBER 14 20 27 37 | 47 | 
Trade No. 30 81 32 83 | 3334) 34 35 







Complete with Flat bP: 0) 
link or Cable chain. |$5.00] 7.00 | 10.00/14.00/18. 


Capacity, size pipe, in. |}4-%| 4-1 44| 4-2 4| 4-4 | 1-6 |1 
Length aon 7, adits 14 20 27 37 47 
Weight, Ibs.......... 3 6 10% | 19 28 
Flat Link chain, 

length, inches....... 8 | 12 1634 | 20% | 30% 
B Strain...... |3,600 | 6,7: 9,800 14 





12. 2 
Cable chain, lengthin. | 9% 14 19 | 27441 33%|38%| 66 


When wpe, Se ad 
Number and Model. 


“Guaranteed to be of Billings Quality” 
oe 





; 
’ 
7 


/e\ 


7e Billings & Spencer Co. 


/B\ 





BILLINGS CHAIN WRENCH 


The handle and jaws of this wrench are drop forged from specially selected open hearth steel to our specifications. 


The steel is analyzed in our modern metallurgical laboratory before being used. 


In addition they are heat treated after 


machining to toughen and harden the steel to best withstand the strain to which they are subjected. 
The handle is finished in the natural oil finish, while the jaws have our “Duro” black rust-proof finish with the 


- Billings red panels. 





Patented in U. S. A. and 
Foreign Countries 


BILLINGS CHAIN FITTING WRENCH 


The fitting feature of the Billings Reversible Chain Pipe 
Wrench appealed to so many of the users of this wrench that 
we have been requested to include the Fitting Wrench in our 
catalog as a separate tool. 

The Billings: Chain Fitting Wrench is identical with the 
Billings Reversible Chain Pipe Wrench except that the outer 
jaws and the solid bolt and nut are removed, leaving the tool 
steel replaceable center jaw and the chain and handle. 

This narrow, sturdy, fitting wrench is ideal for use in close 
or cramped quarters and on fittings and nipples where a 
broader-nosed tool or the ordinary chain pipe wrench would be 
ineffectual. It is the ideal tool for use on flanges, right and 
left hand fittings and coils. 

The construction of the Billings Fitting Wrench enables 
the user to get a straight = and keep the strain off of both 
the pipe and the fittings. The ideal pipe wrench for use in oil 
refineries, chemical plants, ice-making plants, steam plants, and 
wherever there is use for a strong, narrow chain pipe or fit- 
ting -wrench. 

The tool steel replaceable center jaw, the proof tested 
chain, and the handle are identical with the components in the 
same size Billings Reversible Chain Pipe Wrench. The head 
of the wrench is drilled and reamed so that the wrench can be 
instantly converted into a Billings Reversible Chain Pipe 
Wrench by merely adding the double-ended reversible jaws 
and the Oversize Solid Bolt and Nut. 

OVERSIZE MASTER LINK. All our chain pipe tongs 
are equipped with an Oversize, Proof Tested Chrome-Nickel 
Master Link, insuring longer life. 











PRICE LIST 
_Number___| 14F _20F | 27F | 37F | 47F | 57F | 67F | g7F 
Complete, with j Ars a é 
Flat link or {$4.00| 5.50 | 7.50 | 11.50) 14.50! 17.50 28.50} 65.00 
Cable Chain .. 
Capacity, size | | a Ft BOT 6 he (os | 
pipe, inches ...| 44-34 | 4-134 |{-214| %%{-4 1-6 | 144-8 | 2-12 | 4-18 


Length over all, 











Swrsiegg to eoeees i = Be a 57 67 87 
eight, Ibs...... 2 4 y 
Flat Link chain, *: - ee ee eee | ane 
length, inches..| 8 12% | 16% | 20% | 30% 41 55 76 
Cable chain, } 
length, inches.,| 91¢ 14 19 2744 | 338% 


384 66 78 


The Billings Chain Fitting Wrench can be furnished with either flat link or cable chain. 


ches, precede the number with the letter A. 


Unless otherwise specified wrenches with 
flat link chain will be furnished. 


“Guaranteed to be of Billings Quality” 
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REPLACEABLE CENTER JAW. The replaceable cen- 
ter jaw for the Billings Chain Fitting Wrench is made of cru- 
cible tool steel with the teeth oil tempered to permit the shar- 
pening of the teeth with a file if they become worn through 
severe usage. When the jaw is worn out, it can be replaced 
by a new interchangeable center jaw. 

EASY TO ATTACH AND RELEASE CHAIN. Real- 
izing the difficulty of attaching and releasing the chain on 
other wrenches, we designed the jaws and recess for chain 
pin so that the user may instantly and easily attach or release 
the wrench from the work. 

The chain locking lugs are drop forged on the handle of 
the wrench, thus placing the strain where the wrench is 
strongest 

ASSEMBLED CHAIN PROOF TESTED. The chain 
for the Billings Fitting Wrench receives the same severe test 
as all other Billings Chain Tong chains. 

PRICE LIST OF PARTS 


No. No No. No. No. No. No. No. 
Ste 14F 20F 27F 37F 47F 57F 67F 87F 


Handle $2.80 4.00 6.00 8.00 10,00 20.00 30.00 42.00 
O—> ® chain Stirrup 
ae Link each 16 24 0 4- Af Ss oe 
Pivot Pin and 


50 .58 .80 1.10 


08 .08 .08 12 .12 
1.50 2.00 3.00 5.00 


-20 .60 1.00 
7.00 9.00 15.00 40.00 


Chain & Chain 
Connection 

Chain Connec- 
tion only 20 

Side Jaws, per 
pair 






30 «630 50 60S «70: :1.00 3.00 


2.00 3.50 5.50 8,00 9.50 11.00 15.00 32.00 
aw Bolt 


Orc 96}) < an Nut -28° £36 


46 .60- .70 .90 1.30 2.50 

Center Jaw 1.00 1.00 1.30 1.60 1.80 2.30 2.50 3.20 
Cer Center Jaw 

wo << Dowel Pin 04 .04 06 08 .10 14.20.24 
Center Jaw 

a <— Rivet 10 «10. 12: 360 28) 28 
Center Jaw 

OB Bolt Nut cocccecccccccccecceccceeces Veeeanen 2.00 

os Chain Pins 10 10) (32 6 2. ae 
Chain Links, 

“i Outside or ; 

(o @) Inside 10° 010) A286 5.2028 ae 8 


In ordering cable chain wren-. 


When ordering specify 
Number and Model. 
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BILLINGS CHAIN TONGS 


The handle and jaws of these tongs are drop forged from specially selected open hearth steel to our specifications. 
The steel is analyzed in our modern metallugical laboratory before being used. In addition they are heat treated after 
machining to toughen and harden the steel to best withstand the strain to which they are subjected. 
The handle is finished in the natural oil finish, while the jaws have our “Duro” black rust-proof finish with red-painted’ 


panels. 





The BILLINGS Single Jaw 
Chain Pipe Tong 


Why Billings Tongs Are Superior To 
Ordinary Tongs 


The “BILLINGS” chain tongs are: superior to other 
tongs because They Were Designed by Practical Oil Well 
Drillers and tool dressers to eliminate the weaknesses in exist- 
ing Tongs. Superior design and “BILLINGS” acknowledged 
leadership in forged tool manufacture contributed to the in- 
stant success of these tongs. 


NO SHUT DOWNS WAITING FOR REPAIRS. 


“BILLINGS” originated the Oversize Proof Tested Solid 
Center U. S. Standard Bolt and Nut which, in addition to its 
superior strength and rigidity, has the added advantage of 
permitting the driller to use any stock bolt until he can secure 
our proof tested Heavy Solid Center bolts from the supply 
stores. 

OVERSIZE MASTER LINK. All our chain pipe tongs 
are equipped with an oversize, proof tested chrome-nickel 
Master Link, insuring longer life. 


Unless otherwise specified Tongs will be furnished 
with Billings proof tested flat link chain. 


“Guaranteed to be of Billings Quality” 
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SIDE JAWS EXTRA WIDE. The jaws are made extra 
wide, giving greater strength for the severe strains these tools 
get in service, and because the wider tooth surface, minimizes 
the tendency to crush the pipe. 

HARDENED AND TEMPERED CHAIN PINS. The 
Chain Pins, which are made of special tool steel to our speci- 
fications, are upset after assembly to prevent the spreading of 
the links, which is just one more safety feature for the protec- 
tion of the drilling crew and further proof of BILLINGS su- 
periority. 


HANDLE AND JAWS DROP FORGED. The handle 
and jaws are drop forged from special steel, the elliptical shape 
of the ‘handle insuring maximum strength and, at the same 
time, providing a comfortable grip for the user. 

For Chain Tong Display Stand see Page 90. 


When ordering specify 
Number and Model. 


The Billings & Spencer Co. 
BILLINGS CHAIN TONGS 


The handle and jaws of these tongs are drop forged from specially selected open hearth steel to our specifications 
The steel is analyzed in our modern metallurgical laboratory before being used. In addition they are heat treated after 


/B\ 








- 


.Cable Chain, 


machining to toughen and harden the steel to best withstand the strain to which they are subjected. 


The handle is finished in the natural oil finish, while the jaws have our “Duro” black rust-proof finish with red 


painted panels. 


BILLINGS MASTEK LINK, 


By reason of the superior construction of the Billings 
proof tested chain, oil well drillers and tool dressers are using 
the Billings chains in tongs of other manufacture, using a hand 
forged swinging link, which makes the operation of substi- 
tuting Billings chains rather expensive. 


In order to make our chains interchangeable with those of 
other manufacture, all extra chains will be furnished the trade 
with the Billings drop forged Oversize Proof Tested Chrome- 
Nickel Master Link in one end of the chain and a drop forged 
chrome-nickel swinging link in the other end which is inter- 
changeable with the new style Vulcan swinging link. 


This will enable our distributors and the oil well store- 
keepers to carry in stock the one chain to take care of the re- 
placements on both of these wrenches. It will have the added 
advantage of reducing inventories and will facilitate repairs in 
the field. The chain, with the addition of the swinging link 
for the Vulcan chain pipe wrench, will be sold at the regular 
list and discount. 


Because of the Billings process of upsetting the tempered 
pins after assembly, the Billings chain is stronger and safer 
than the listed guaranteed breaking strain. 


PRICE LIST 






112 113 |113% 114 
13 | 13% | 14 | | 





Complete with 


flat link or 

cable chain.... |$5.00 |$7.00 |$10.00/$14.09/$18.00/$22 .00 $36.00|$80.00 
Capacity size 

pipe inch...... |4-% |}44-144| 4-244] %-4 1-6 | 14-8 | 2-12 | 4-18 
Length over all.. |13%4 | 20 27 37 | 44% | 50 64 87 
Weight, lbs...... 3 5% 94 | 164% | 244%) | 33 | 55% | 146% 
Flat Link Chain, 

Length, inch... 12% | 16% | 20% | 30% 41 55 76 


Breaking Strain. | 3,600) 6,700 | 9,800 |12,500)14,300/15,700 |22,000/40,000 


27% | 33% 





h, inch | 9% | 14 19 38% | 66 | 78 


Unless otherwise specified Tongs will be furnished 
with Billings proof tested flat link chain. 





SWINGING LINK FOR VULCAN TONG, 


EASY TO ATTACH AND RELEASE CHAIN. Real- 
izing the difficulty attendant to attaching and releasing the 
chain on other tongs, we designed the jaws and recess for 
chain pin so that the user may instantly and easily attach or 
release the tong from the work. 


ASSEMBLED CHAIN PROOF TESTED. /n addition 
to a severe proof test of each component used in the tong from 
the chain pins to the handle, each assembled chain is given a 
final proof test as severe as the most strenuous work it will be 
required to do in the oil fields, This test is a further reason 
for the constantly growing demand for the BILLINGS su- 
perior chain tongs. 


In ordering Cable Chain, precede the number with the let- 
ter A. Unless otherwise ordered. wrenches will be sent with 


flat link. 


pssemptearg 
0 O om 


PRICE LIST OF PARTS 























No. | No. | No. | No. | _ No. No. No. No. 

SIZE 110 | 111 | 112 | 113 | 113% 114 115 116 

Handle $2. 80/$4 . 00 $6 . 00/$8 . 00/$10. 00 |$20.00 $30.00 |$42.00 
ide Jaw : 

Bolt & Nut .28| .36) .46| 60) .70 .90/ 1.30] 2.50 
Split Washer .04| .04; .06} 08 .10 14 20: 24 
Side Jaws } | 

per pair 2.00} 3.50) 5 50 8. 9.50| 11.00) 15.00 Q 
Chain and Chain A ee oa Si: si 

Connection 1.50} 2.00) 3.00) 5.00) 7.00) 9.00) 15.00] 40. 
Master Link |} .20 . -30| 50) = .60 .70| 1.00) 3.00 
Chain Links out- 

side or inside -10, .10) 1.12) .16) .20 28 .40 .50 
Chain Pins | .10 .10) .12 .16) .20 -28 -40 -£0 
Swinging Link 

for Vulcan Tong! .2 +30} .30) .50 .60 -70; 1.00 3.00 








When ordering specify 
Number and Model. 


“Guaranteed to be of Billings Quality” 
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BILLINGS CHAIN TONGS 


The handle and jaws of these tongs are drop forged from specially selected open hearth steel to our specifications. 


The steel is analyzed in our modern metallugical laboratory before being used. 


In addition they are heat treated after 


machining to toughen and harden the steel to best withstand the strain to which they are subjected. : 
The handle is finished in the natural oil finish, while the jaws have our “Duro” black rust-proof finish with red-painted 


panels. 





The BILLINGS 


“our DULL” TONG 


For Use in Standard and Rotary Drilling 
Designed By Master Drillers 


The short, heavier handle with suspension clamp makes 
this tong superior as a Break Out Tong over the regular No. 
116 Chain Tong. Other features are the extra heavy master 
link and 1144” standard bolt and nut for the side jaws. Extra 
width of jaw teeth gives maximum bearing on pipe. A suspen- 
sion clamp suitable for rope or cable is furnished with this 
tong. 


NO SHUT DOWNS WAITING FOR REPAIRS. 


The “BILLINGS” chain tongs are superior to other tongs 
because They Were Designed by Practical Oil Well Drillers 
and tool dressers to eliminate the weaknesses in existing Tongs. 
“Superior design and “BILLINGS” acknowledged leadership in 
forged tool manufacture contributed to the instant success of 
these tongs. 


“BILLINGS” originated the Oversize Proof Tested solid 
center U. S. Standard Bolt and Nut which in addition to its 
superior strength and rigidity has the added advantage of per- 
mitting the driller to use any stock bolt until he can secure our 
proof tested Heavy Solid Center bolts from the supply stores. 


OVERSIZE MASTER LINK. All our chain pipe tongs 
are equipped with an oversize, proof tested chrome-nickel 
Master Link, insuring longer life. 


ASSEMBLED CHAIN PROOF TESTED. In addition 
to a severe proof test of each component used in the tong 
from the chain pins to the handle, each assembled chain is giv- 
en a final proof test as severe as the most strenuous work it 
will be required to do in the oil fields. This test is a further 
reason for the constantly growing demand for the BILLINGS 
superior chain tongs. 





PRICE LIST 
Trade | Capacity Weht. Chain Price 
No. No. or | Length bs. Breaking | Com- 
Pipe Size Length Strain | plete 
117 | 16 B | 4" to18”"| 58” 131 76" 20 tons | $100 





For Chain Tong Display Stand see Page 90. 


Unless otherwise specified Tongs will be furnished 
with Billings proof tested flat link chain. 


SIDE JAWS EXTRA WIDE. The jaws are made extra 
wide giving greater strength for the severe. strains these tools 
get in the rotary oil fields, and because of the wider tooth sur- 
face, minimizes the tendency to crush the pipe. 


HARDENED AND TEMPERED CHAIN PINS. The 
Chain Pins, which are made of special tool steel to our speci- 
se are upset after assembly to prevent the spreading of 
the links. 


HANDLE AND JAWS DROP FORGED. The handle 
and jaws are drop forged from special steel, the elliptical shape 
of the handle insuring maximum strength and, at the same 
time, providing a comfortable-grip for the user. 


EASY TO ATTACH AND RELEASE CHAIN... Realiz- 
ing the difficulty attendant to attaching and releasing the chain 
on other Tongs, we designed the jaws and recess for chain pin 
so that the user may instantly and easily attach or release the 
tong from the work. 


A removable drop forged suspension clamp suitable for 
rope, cable or hoist hook is furnished and an eye of ample 
size is forged on the end of the handle. 


Soren 


eae 
@ O uma 


PRICE LIST OF PARTS 









Side One pe ony Chat a 
aw : an ain inks : 
Handle Bor sae a Heel Chain | Connec-| Outside -_= 
and Jaws | Connec tion and 
Nut tion Inside 
SEES RED SES eS, BOY CR acs —A 
$50 00 | $2 50 | $0 24 | $32 00 | $40 00} $3 00 | $0 50 | $0 50 








When ordering specify 
Number and Model. 


“Guaranteed to be of Billings Quality” 
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panels. 
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Te BILLINGS BACK UP TONG 
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BILLINGS CHAIN TONGS | 


The handle and jaws of these tongs are drop forged from specially selected open hearth steel to our specifications. 
The steel is analyzed in our modern metallugical laboratory before being used. 
machining to toughen and harden the steel to best withstand the strain to which they are subjected. 

The handle is finished in the natural oil finish, while the jaws have our “Duro” black rust-proof finish with vi 





In addition they are heat treated after 








For Use in Standard and Rotary Drilling 
Built For Rough Usage 


A Tong ready for the driller to put into immediate use 
without additional expense. Handle is designed for rough 
usage, being made extra strong and the proper length, 25 
inches. 

The combination chain with a special master link or chain 
connection and a reducing link is much stronger than the or- 
dinary chain. The gripping links of the chain are extra large 
to insure additional strength. The net cost to the consumer 
of this tool being the same as our No. 115 regular chain tong 
considerable saving is made as alterations are unnecessary. 


NO SHUT DOWNS WAITING FOR REPAIRS. 


The “BILLINGS” chain tongs are superior to other tongs 
because They Were Designed by Practical Oil Well Drillers 
and tool dressers to eliminate the weaknesses in existing Tongs. 
Superior design and “BILLINGS” acknowledged leadership in 
forged tool manufacture contributed to the instant success of 
these tongs. 


“BILLINGS” originated the Oversize Proof Tested solid 
center U. S. Standard Bolt and Nut which in addition to its 
superior strength and rigidity has the added advantage 
of permitting the driller to use any stock bolt until he can se- 
cure our proof tested Heavy Solid Center bolts from the sup- 
ply stores. 

OVERSIZE MASTER LINK. All our chain pipe tongs 
are equipped with an oversize, proof tested chrome-mickel Mas- 
ter Link, insuring longer life. 

ASSEMBLED CHAIN PROOF TESTED. In addition 
to a severe proof test of each component used in the tong from 
the chain pins to the handle, each assembled chain is given a 
final proof test as severe as the most strenuous work it will be 
required to do in the oil fields. This test is a further reason 
for the constantly growing demand for the BILLINGS super- 
ior chain tongs. 











—— — Length) Weight | ist Pak nine Price 
No.| No Overall Lbs. Breaking | Com- 
Sine Length Strain plete 

118 | 115 |2” to 12") 25” 37 Ibs. | 35” |11 Tons! $36 





For Chain Tong Display Stand see Page 90. 


Unless otherwise specified Tongs will be furnished 
with Billings proof tested flat link chain. 


wide giving greater strength for the severe strains these tools 
get in the rotary oil fields, and because of the wider tooth sur- 
face, minimizes the tendency to crush the pipe. 


HARDENED AND TEMPERED CHAIN PINS. The 
Chain Pins, which are made of special tool steel to our speci- 
fications, are upset after assembly to prevent the spreading 
of the links. 


HANDLE AND JAWS DROP FORGED. The handle 
and jaws are drop forged from special steel, the elliptical shape 
of the handle insuring maximum strength and, at the same 
time, providing a comfortable grip for the user. 


EASY TO ATTACH AND RELEASE CHAIN. Realiz- 
ing the difficulty attendant to attaching and releasing the chain 
on other Tongs, we designed the jaws and recess for chain pin 
so that the user may instantly and easily attach or release the 


SIDE JAWS EXTRA WIDE. The jaws are made extra 
: 

: 

tong from the work. | 
| 

| 

! 


aa 
© O uml 








: Chain in | Chain Links 
os One and Gein | Outside and 
Handle ht Lock Pair | Chain] jec- | Inside Chain 
ps Washer fide Con- | tion Pins 
aws | nec- 
Nut tion only Large| Small 








$30 00} $1 30 | $0 20 |$15 00/$18 00| $2 00 $0 50) $0 40! $0 40 








When ordering specify ! : 
Number and Model. 


“Guaranteed to be of Billings Quality” 
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BILLINGS CHAIN TONGS 











The handle and jaws of these tongs are drop forged from specially selected open hearth steel to our specifications. 
The steel is analyzed in our modern metallugical laboratory before being used. In addition they are heat treated after 
machining to toughen and harden the steel to best withstand the strain to which they are subjected. 
ie handle is finished in the natural oil finish, while the iaws have our “Duro” black rust-proof finish with red-painted 
panels. 


_ Display stand is given free of charge with an order cover- 
ing the stand and any one of the following standardized se- 








lections : 
Double Jaw Single Jaw 
Selection A Selection C 
No. List Price No. List Price 
toabbtr ic Se Fat ty enasade $ 5.00 OO ELL: ORS eee $ 5.00 
eis Fe A oe ed pane 7.00 A ee ape es 7,00 
y BA ST ea? st a ae ey 10.00 A bs SRE Peer ee Ser meee pene 10.00 
Ce ai ng iris ATOR 14,00 | py ere eres pn Oae oem 14.00 
DP ete MS RO ple eit Re 18.00 BSS S| RA Rg a Ber aieige pc tag Rete Renter 18.00 
pF, aN ee he ey Part 22.00 Rem? Bess > uci ex Vibe 22.00 
SOE EIR re oe oa ORES UR 36.00 EG She aie em Ne POR TE 36.00 
Total Wat DEIR ny ince coe seeo nse. °$112.00 Total Usk Stee eas $112.00 
Selection B Selection D 
No. List Price No. List Price 
Em 2 een De ee Pe BON TRS $ 10.00 7 See Oe se Oe Pie $ 28.00 
Oe nares aga k's 42.00 eh eee ge pe eae 18.00 
BP ne ee sg Sie set AERS § 36.00 OER acs ow oe ade ae CRE on 22.00 
Se. Re eet eee ty Serre Oe 22.00 Fe. SE EL SCPE RE eee NEE 36.00 
RR +; see ager a eve ee ER oa 36.00 et) | Ee ee AP ere cape ick 2 36.00 
Total list price .....--eeeeeeereeees $146.00 Total list price ........0-+eeseeeees $140.00 


THE BILLINGS CHAIN TONG DISPLAY STAND 


This stand is designed to display the selections of Billings Tongs, listed above. 
painted wooden base, and with our colorful metal medallions at the top. . 


It stands 6 ft., 9 in. in height, with a two ft. black- 
ack rust-proof finish, projects horizontally from the stand on which 


piece of 1% in. pipe, finished in our attractive “Duro” bl 
-wrenches may be demonstrated as shown in cut. 


This stand will prove a convenience to the dealer as well as an effective means of exploiting the tongs. 


In ordering display stand, specify whether for single or double jaw tongs. 
“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED LATHE DOGS 


The Billings Lathe Dogs are drop forged from specially selected open hearth steel t ificati . 
analyzed in our modern metallurgical laboratory before being used. In addition a ine heat reset che ascii 


toughen and harden the steel. 
They are smoothly polished and finished in our attractive “Duro” black rust-proof finish. 















— 
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DROP FORGED BENT TAIL DROP FORGED BENT TAIL 
LATHE DOGS LATHE DOGS 
(Square Head Screw) (Safety Screw) 
Model AR Model C K 


a 
These two models are identical except that the Model A R_carry the dogs in stock without screws, thus reducing his in- 
_ is provided with the square head screw and the Model CK ventory; and it appeals to the Mechanic as he is able : pele’ 
_ with the safety screw. é dogs with square head screws to safety dogs by merely chang- 


The openings in these dogs are machined at right angles ing the screws, and in an emergency to use stock U. S. Stand- 
ard screws until the regular nickel-chrome Billings screws are 


‘with face. A eit 
The nickel-chrome steel square head screws and special a ; 

patented safety U. S. Standard screws used in the Billings dogs The bosses on the dogs are large enough to permit re- 
Gre the same diameter and pitch, making them interchangeable. drilling when the threads are worn out, thus doubling the life 


This feature appeals to the Buyer because it enables him to of the dogs. 


SIZES AND PRICE LIST 











Models A R and C K 
SCREWS PRICE 

Square Head Safety Safety Sar | C Dow Dog 

; “See ] ‘omplete with both 

Esl Soak 1 Londen Each Wh | aaee either | ane tea 

ead Extra Screw Screws 
1 1B x% 3% oz % 1% $0 15 % $0 20 $0 12 $0 84 $1 00 $1 20 
2 2B % 5 02 3% 1% 20 % 24 14 90 1 1 34 
3 3B 4% 9 oz. i 15% 24 ly 30 16 96 1 20 1 50 
4 4B 1 14% oz 2 30 1% 36 16 1 10 1 40 1 76 
5 5B 14 15 lb ts 2% 32 1% 42 20 1 38 1 70 2 12 
6 6B 1% 2 Ib ts 2% 36 1 50 24 1 64 2 00 2 50 
7 7B 1% 234 lb. % 2% 40 1 60 24 2 00: 2 40 3 00 
8 8B 2 3% lb. 56 2% 46 1 72 30 2 34 2 80 3 $2. 
9 9B 2% 5% lb. 34 3 48 2% 86 38 3 12 3 60 4 46 
10 10B 3 6 lb. % 3% 54 2% 1 04 48 4 06 4 60 5 64 
il 11B 3% 93% lb. K% 3% 64 25% 1 26 60 5 36 6 00 7 2% 
12 12B 4 114 lb. K 3% 70 2H 1 50 74 8 30 9 00 10 50 
13 13B 5 17 Ib. 1 4% 1 00 3% 1 80 90 15 00 16 00 17 80 


Unless otherwise specified Dogs with square head screw will be furnished. 


Furnished in Black Finish only. When ordering specify 
Number and Model. 


“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED LATHE DOGS 


The Billings Lathe Dogs are drop forged from specially selected open hearth steel to our specifications. The steel is 
analyzed in our modern metallurgical laboratory before being used. In addition they are heat treated after machining to 


toughen and harden the steel. 


They are smoothly polished and finished in our attractive “Duro” black rust-proof finish. 





DROP FORGED STRAIGHT TAIL 
LATHE DOGS 


(Square Head Screw) 
Model A S 


These two models are identical except that the Model AS 
is provided with the square head screw and the Model CL 
with the safety screw. 

The openings in these dogs are machined at right angles 
with face. 

The nickel-chrome steel square head screws and special 
patented safety U. S. Standard screws used in the Billings dogs 
are the same dianteter and pitch, making them interchangeable. 
This feature appeals to the Buyer because it enables him to 


— 
i 





DROP FORGED STRAIGHT TAIL 
LATHE DOGS 


(Safety Screw) 
Model C L 


carry the dogs in stock without screws, thus reducing his in- 

ventory ; and it appeals to the Mechanic as he is able to change 

dogs with square head screws to safety dogs by merely chang- 

ing the screws, and in an emergency to use stock U. S. Stand- 

= a a until the regular nickel-chrome Billings screws are 
ained. 


__The bosses on the dogs are large enough to permit re- 
drilling when the threads are worn out, thus ioubling the life 
of the dogs. 


SIZES AND PRICE LIST 
Models A S and C L 











S| 
S 


SSLSSRRRREBSE 
RNa EN 
SSETSSSSSSNS 





SCREWS 




























% $0 84 1 00 $1 20 
% 90 1 10 1 34 
is 96 1 20 1 50 
1% 36 1 10 1 40 1 76 
1 42 1 38 1 70 212 
1 50 1 64 2 00 2 50 
1 60 2 00 2 40 3 00 
1 72 2 34 2 80 3 52 
2% 86 3 12 3 60 4 46 
2% 1 04 4 06 4 60 5 64 
24 1 26 5 36 6 00 7 2% 
2 1 50 8 30 9 00 10 50 
3% 1 80 15 00 16 00 17 80 


Unless otherwise specified Dogs with square head screw will be furnished. 


Furnished in Black Finish only. 


When ordering speci 
Number and Model. - 


“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED LATHE DOGS | 
: The Billings Lathe Dogs are drop forged from specially selected hearth 7 ; 
analyzed in our modern metallurgical laboratory before ecShegerse ‘In shin ie palit ers ee Se: steel et | 


toughen and harden the steel. 
They are smoothly polished and finished in our attractive “Duro” black rust-proof finish. 


y O. 























DROP FORGED DOUBLE SCREW DROP FORGED DOUBLE SCREW 
LATHE DOG—BENT TAIL LATHE DOG—BENT TAIL 
(Square Head Screws) (Safety Screws) 
Model A T Model C N 


carry the dogs in stock without screws, thus reducing his in- 
ventory ; and it appeals to the Mechanic as he is able to change 
dogs with square head screws to safety dogs by merely chang- 
ing the screws, and in an emergency to use stock U. S. Stand- 
ard screws until the regular nickel-chrome Billings screws are 
obtained. 


The bosses on the dogs are large enough to permit re- 
drilling when the threads ar t, th i i 

The nickel-chrome steel square head screws and special of the dogs. © worn out, thus doubling the Hts 
patented safety U. S. Standard screws used in the Billings dogs 
are the same diameter and pitch, making them interchangeable. 
This feature appeals to the Buyer because it enables him to 


These dogs were designed with double screws to meet the 
maximum requirements of high speeds, alloy steels and heavy 
feed. The two models illustrated above are identical except 
that the Model A T is provided with square head screws and 
the Model C N with safety screws. 


The openings are machined at right angles with face. The 
screws are placed to get maximum gripping and even balance. 


Unless otherwise specified Dogs with square head screws 
will be furnished. 


SIZES AND PRICE LIST 
Models A T and C N 






PRICE 


Safety Dog Dog with both 

Dog Dog |Complete} Square Head 

Wrench,/ Without} with and 
Extra | Screws aimed Sefety Screws 


SCREWS 

















Square Head Safety 





Dogs with : : ; 
are | Dees with) cches | Weight Both Pri Pri 
rt; nches el fe) ce ce 
Serewe . , man . Screws Under Each | Length | ‘Each 
ea’ 






























40 | 40B 4. 1%. | -% 13% B70 $ 74 |$15 30 |si6 00 
41 | 41B en i ae | 414 | 1 00 90 | 23 00 | 24 00 
42 | 423 6. feted 2 414 | 1 00 1 10 | 33 00 | 34 00 


Unless otherwise specified Dogs with square head screws will be furnished. 
Furpished in Black Finish only. When ordering specify 





“Guaranteed to be of Billings Quality” Number and Model. 
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BILLINGS DROP FORGED LATHE DOGS 


The Billings Lathe Dogs are drop forged from specially selected open hearth steel to our specifications. The steel is 
analyzed in our modern metallurgical laboratory before being used. In addition they are heat treated after machining to 


toughen and harden the steel. 


They are smoothly polished and finished in our attractive “Duro” black rust-proof finish. 


i - 





DROP FORGED DOUBLE SCREW 
LATHE DOG—STRAIGHT TAIL 


(Square Head Screws) 
Model A M 


These dogs were designed with double screws to. meet the 
maximum requirements of high speeds, alloy steels and heavy 
feed. The two models illustrated above are identical except 
that the Model A M is provided with square head screws and 
the Model C M with safety screws. 

The openings are machined at right angles with face. The 
screws are placed to get maximum gripping and even balance. 

The nickel-chrome steel square head screws and special 
patented safety U. S. Standard screws used in the Billings dogs 
are the same diameter and pitch, making them interchangeable. 

















DROP FORGED DOUBLE SCREW 
LATHE DOG—STRAIGHT TAIL 


(Safety Screws) 


Model C M 


Con't. 
This feature appeals to the Buyer because it enables him to 
carry the dogs in stock without screws, thus reducing his in- 
ventory; and it appeals to the Mechanic as he is able to change 
dogs with square head screws to safety dogs by merely chang- 
ing the screws, and in an emergency to use stock U. S. Stand- 
ard screws until the regular nickel-chrome Billings screws 
are obtained. . 

The bosses on the dogs are large enough to permit re- 
drilling when the threads are worn out, thus doubling the life 
of the dogs. 




















SIZES AND PRICE LIST 
: Models A M and C M 
i 
SCREWS PRICE 
Dogs with Dogs , ae Square Head Gafety | Safety Dog Dog with both | Dogs | Dogs 
uare wit Size : Diam. : Dog Dog Complete} Square Head wit with 
ead Safety Inches Weight | Both |Length| Price Wrench,| Without} with and Safety a e's 
Screws Screws | Screws | Under | Each | Length| Each Extra Screws | Either | Safety Screws | Screws ead 
| Head Screws Screws 
50 50B 4 15 Ibs. | %|3% I$ 70| 2% ($1 50)|$ 74 |$15 30 |$16 00 $17 50 50B | 50 
51 51B 5 Sead Bree * 4% 100 | 3% 2 30 90 | 23 00 | 24 00 26 30 51B, 51 
52 52B 6 $5:* 1 4% 1 Ov | 3% 2 30 1 10 | 33 00 | 84 00 36 30 52B | 52 
I 


Unless otherwise specified Dogs with square head screws will be furnished. 


Furnished in Black Finish only. 


When ordering specify 
Number and Model. 


“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED LATHE DOGS 


The Billings Lathe Dogs are drop forged from specially selected open hearth steel to our specifications. The steel is 


analyzed in our modern metallurgical laboratory before being used. In addition they are heat treated after machining to 


toughen and harden the steel. 


The screws are made of nickel-chrome steel, hardened and tempered. 


They are smoothly polished and finished in our attractive 





PARALLEL CLAMP DOG 
Model A U 


An indispensable general purpose lathe dog. Should be 
carried in all sizes in well equipped tool cribs. 

The screws for these clamp dogs are made of nickel- 
chrome steel and are hardened and tempered. The ends of the 
screws are milled according to size, and directly below the 
square head is a nurled collar which permits the quick adjust- 
ment of the dog to the work. There is sufficient play in the 
sliding jaw to permit the jaw adjusting itself to the work 
without clamping or binding. 

Extra screws are carried in stock for replacement. 


. PRICE LIST 


| Length WEIGHT Price 














Size of Screws| Ciameter of Price of 
No. | Between | Under oO | Screw Do; 
| Screws Head Screw Lbs. | Ozs. | Each Complete 
1 | 1% | 2% Ae 714 $0 32 | $3 00 
2 24% 3 3% .. 12% 48 4 00 
3 2% 435 1s Lot Sh ee 00 
4 | 3% 5% ly 2 ied: > We ae 








Furnished in Black Finish only. 


“Duro” black rust-proof finish. 





UNIVERSAL SWIVEL JAW CLAMP DOG 
Model A V 


Patented U. S. A. 


This patented lathe dog has a swivel jaw which rolls in 
the eye of the drop forged nickel-chrome adjusting screw, al- 
lowing the bottom jaw to swivel and conform to any irregular 
shape or taper, and holds it securely. It can also be used on 


straight pieces. 




















PRICE LIST 
: Size _WEIGHT" Price of Price of 
No. Between j Screw Each Do 
Screws Lbs. | Ozs. Complete 
00 Amateur 34 1%) $0.20 $1 50 
0 Amateur 14% 3% 20 50 
1 1% 8% 24 3 50 
2 2% 3 36 4 50 
3 234 ) ae eR 50 5 50 
BILLINGS DIE DOG 
Model A W. 


This dog has removable sliding split dies keyed in place, 
and may be used for holding round, hexagonal, octagonal or 
square stock. An indispensable tool crib dog. 

The dies in these dogs are bright polished and lacquered. 
The screw is made of nickel-chrome steel. 


PRICE LIST 


Leth. of. WEIGHT — Extra 
poe caer SS i 


























Between| Screw Diam, Dies | Price of 

No. Sides Under of Screw Per D 
Inches Head Screw | Lbs.|Ozs.| Each | Pair |Complete 
i 14 2% Te 1 | 6 {$0 20/$1 00 | $6 00 
2|2 214 *%: 13 18 20; 1 50} 8 00 


When ordering specify 
Number and Model. 


“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED CLAMPS 


The Billings clamps are superior to ordinary clamps because they are drop forged from specially selected steel to our 
specifications, and are heat treated to harden and toughen the steel. The screws are made of nickel-chrome steel and are 


hardened and tempered. 
The clamping surfaces are machined, and the rest of the clamp is smoothly polished and finished in our attractive 
“Duro” black rust-proof finish. 


——— 


BILLINGS ADJUSTABLE STRAP CLAMP Model A X 












EEE —— 
Ee ee ee 


DROP FORGED MACHINISTS’ CLAMPS 


e : 

| 

These parallel clamps are invaluable for holding work 

Patented U.S. A. and Foreign Countries. together for drilling and for work requiring a parallel clamp. 
Made of drop forged steel and hardened. Stronger and more dependable than the bar stock imi! 

tions. 

The nickel-chrome screws permit positive clamping wil 


This iversal clamp is designed for holdi work on 
24 Y Ze biieg out breakage. 


Planers, Boring Mills, Drill Presses, Face-Plates of Lathes and © 
Milling Machines. Its shape permits its use on irregular 

shapes and varying sizes, dispensing with the use of blocks and PRICE LIST 
shims, and clamping the work more securely than any other 
clamp on the market. A time and labor saver in all machine 


: 
| 
7 


Price 
Screws, 


Clamp 
Complete 


shops and tool rooms. 


Length Width of Width of Weight — Adjust- ; 
No. Overall Thickness Slot Clamp Lbs. ment Price. 
1 56” 146” eg” 156” 1% 2%" $0.70 
2 +8" 1’ sth” 2" eC” 1.80 
3 £2" 118” 14,” 23%" 9% 6%" 3.25 





Extra Washers 25c. Each 


Furnished in Black Finish only. When orderi if 
Number and Model, 


“Guaranteed to be of Billings Quality” 


Te Billings & SpencerCo. /\ — 





BILLINGS DROP FORGED CLAMPS 


The Billings clamps are superior to ordinary clamps because they are drop forged from specially selected steel to our 
specifications, and are heat treated to harden and toughen the steel. The screws are made of tool steel and are hardened 
and tempered. The clamping surfaces are machined. 


» 5 


Nos. 50 to 53 


DROP FORGED STEEL TOOL MAKERS’ “C” CLAMPS 
Model B C 


The rounded I beam section of these clamps gives max- 
imum strength without excessive weight. Furnished with 
winged square head screws with or without swivels. 

The screws are threaded. U. S. Standard, and are drop 
forged from crucible tool steel, hardened and tempered. 

The black finished clamps are furnished in the natural 
oil black. The bright clamps have the edges and clamping 
surfaces bright finished, and the panels black. 

They are packed singly in a box or in sets. 





Nos. 40 to 43 


DROP FORGED STEEL “C” CLAMPS 
Model A Y 


This sturdy line of drop forged “C” clamps was original- 
ly designed for machine shop use, but will also be found in- 
valuable for all-around use. The smaller sizes are popular 


with automobile mechanics for brake-lining work, etc. 






















tre a : They are finished in our attractive “Duro” black rust- 
vo. -| °C | Steet tek -fabtonee Ge proof finish. 
Head 
PRICE LIST MODEL A Y 
Center of : 
PRICE LIST MODEL BC No. Opens | Screw to | Weight | Buch 
a 
Tool Makers’ “C” Clamps, with Winged Square Head Screw. Pere YEE. eres mers 
Screws | PRICE EACH 1 rm 0. a ie :. $ 
; : 2 2% in. 1} in. 2 Ib. 3 50 
No. Price Each Black Bright : : 1 
3 3\% in. 2% in. 54% lb. 5 00 
AOE Ce EOE SE EY $0 40 $100 | $1 30 4 4\4 j 213 j 7% |b 6 50 
42 50 130 | 160 s > 
a Mee sr cha 80 170 2 10 5 6% in. 3 in. 11% lb 8 00 
43 were eeer cee eeeenenens 80 2 50 3 00 
Per Set $6 50 $8° 00 SCREWS 
Tool Makers’ ‘‘C”’ Clamps, with Winged Square Head 
Screw with Ball and Swivel. 
Screws PRICE EACH No. Diameter Length Each 
No. Price Each Black Bright - 
Owe eee $0 90 $1 50 | $1 80 1 $4 in. 2% in. $0 20 
1, APSE ert, <A. Sa) i eae 1 00 4:20) -) 3 16 2 in. 4 in, 22 
ea ibe lee Grae ee Sie 1 20 230 | 270 3 4 in. 5% in. 56 
DB ini aM Sela ls raced ea 1 50 320 | 370 4 ae ate in, , S 
; — 5 in. 4 in. 
Per Set $8 80 $10 30 


Unless otherwise specified bright clamps with swivel 


When | 


screws will be furnished. 


Guarant 





Furnished in Black Finish only. 
ordering specify Number, Model and Finish. 
to be of Billings Quality” 
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A Billings & Spencer Co. 


BILLINGS DROP FORGED CLAMPS 


The Billings clamps are superior to ordinary clamps because they are drop forged from specially selected steel to our 
specifications, and are heat treated to harden and toughen the steel. The screws are made of tool steel and are hardened 
and tempered. | 

The clamping surfaces are machined, and the rest of the clamp is smoothly polished and finished in our attractive 
“Duro” black rust-proof finish. 











a 


DROP FORGED STEEL 
HEAVY TYPE “C” CLAMPS 
Model A Z 


These clamps are designed for heavy duty; and made ex- 
tra heavy throughout. The extra heavy rounded I beam sec- 
tion gives maximum strength without excessive weight, 


The winged square head screws are drop forged from 
crucible tool steel and are hardened and tempered. The 
square below the wing permits the use of a wrench in addi- 
tion to the wing for tightening the screw. 


We furnish these clamps as listed below with either square 
head screws, No. 110 Line, winged square head screws, No. 20° 
Line, or winged square head screws with ball and swivel, No. 





30 Line. 
DIMENSIONS 
No. 110 Line 
Cantal SCREWS WEIGHT 
No. Capa- of Scr.|Diam.| Std. Scr. | Long Scr. 


Length Length 


to o ng 
bam Back | Screw |Under Hd.|Under Hd.} Lbs. | Oz. 


110, 20 and 30 %| &% fs 

111, 21 and 31} 1%4| % 3% 

112, 22 and 32| 1%4| 1 Te 

113, 23 and 33} 2%] 1% Ys 2% 3 
% 
% 
% 




















114, 24 and 34) 3,4) 2% 
115, 25 and 35| 414) 21 
116, 26 and 36) 5%) 3 



























117, 27 and 37| 614] 3% | 1 51 9% |17| 9 
118, 28 and 38} 84 3%/|1% 7 11% | 25]... 
119, 29 and 39| 10%) 4 1% 7 13# | 30 
120, 29X & 40) 1244) 4%/| 1% 8 167, | 43 
No. 20 Line No. 30 Line 
PRICE LIST MODEL A Z IMPROVED “C” CLAMPS 
Clamps with Screws Screws only 
Wi ch Wi : ; ; 
coe | pet | ret Sogeetot | winedsoem | Matted” 
Price Each, Price, Price, 
No. ~ ty No. Price, Each No. Price, Each No. (Std. Ea.| Long Ea. 5 Price, Each : Price, Each 
or Long Sc. [—$ $a << | |_—_—_—__—___—— 
oS Sata aS. eae: Meroe rome cee aa 110 20 3 20 20 40 
110 $1 00 20 $1 00 30 $1 20 ill ee 24 “ a 21 " 24 5 48 
ill 1 50 21 1 50 31 1 80 112 28 80 22 34 68 
112 2 50 22 2 60 32 2 70, 113 40! 116 23 40 76 
113 3 50 23 3 60 33 4 00 114 56 | 1 56 4 60 1 00 
114 5 00 24 5 20 34 5 60 115| 76) 200 25 96 1 60 
115 6 50 25 7 00 35 7 60 116| 100} 2 50 2% 1 10 1 60 
116 8 00 26 8 50 36 9 10 117; 1 30| 3 10 27 1 40 2 20 
117 10 00 27 10 60 37 11 60 118! 170! 4 20 28 1 80 2 60 
118 14 00 28 14 50 38 15 50 119/ 1 70| 5 10 29 2 00 2 60 
119 19 00 29 19 75 39 21 50 120! 240! 7 20 29 2 75 3 50 
120 25 00 29X | 26 00 40 27 50 
Unless otherwise specified standard length square head screws will be furnished. 
Furnished in Black Finish only. When ordering specify 


Number and Model. 
“Guaranteed to be of Billings Quality” 


EO 
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BILLINGS DROP FORGED CLAMPS 


The Billings clamps are superior to ordinary clamps because they are drop forged from specially selected steel to our 
specifications, and are heat treated to harden and toughen the steel. The screws are made of tool steel and are hardened 


and tempered. 


: 
“Duro” black rust-proof finish. 


The clamping surfaces are machined, and the rest of the clamp is smoothly polished and finished in our attractive 


BILLINGS IMPROVED WOODWORKERS’ AND BODY 
BUILDERS’ LIGHT “C” CLAMPS 
Model W C 


ae ws 
{ 
- 
m+ 
ms 
= * 
-_* 
-_* 
ca * 
a * 

. 

. 

. 





These clamps were designed by automobile body builders 
and have a number of refinements added to them by the 
Billings & Spencer engineers. 


They are drop forged from specially selected open hearth 
steel and are heat treated to increase their strength and stiff- 
ness and to prevent springing. The rounded “I” beam section 
gives maximum strength without excessive weight. 


The screw bearing has been increased in length and diam- 
eter to permit the use of our oversize drop forged nickel- 
chrome winged adjusting screw. The increased bearing in- 
sures longer life; the larger size screw gives additional 
strength; and the coarser thread permits rapid adjustment. 
The wings on the drop forged screws enable the user to secure 
additional leverage by use of a rod placed between the ears, as 
illustrated. 

The drop forged screws are equipped with a new drop 
forged ball socket swivel with extra large clamping surface 
to prevent the marring of the work on which the clamp is 
used which occurs with a small swivel. 

The clamp is designed with a goose neck jaw to permit 
its use over beadings, mouldings or other obstructions. The 
jaw is round in shape and the same diameter as the drop 


forged swivel to prevent the marring of the work. 
Furnished with any length screw desired in lots of 100 or 


more. 


PRICE LIST 
Center | Length eet WEIGHT ___ ee 
No. Capacit of Screw of Screw f RSET ey caer 
° faces to Back Overall res Lbs. | Oxzs. mith, Comins 
wive 





Furnished in Black Finish only. 











' When ordering specify 
. Number and Model. 


“Guaranteed to be of Billings Quality” 
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BILLINGS DROP FORGED CLAMPS 


The Billings clamps are superior to ordinary clamps because they are drop forged from specially selected steel to ow 
specifications, and are heat treated to harden and toughen the steel. The screws are made of tool steel and are hardene 
and tempered. 


“Duro” black rust-proof finish. 


DROP FORGED STEEL LIGHT TYPE 
“C” CLAMPS 


The clamping surfaces are machined, and the rest of the clamp is smoothly polished and finished in our —_ 
: 

Model C O : 

: 


These light clamps are drop forged from specially select 
steel and are heat treated to increase their strength and stiff 
’ 


ness and to prevent springing. | 
: 


The screws are made from tough wrought steel and ar 
threaded for strength and rapid adjustment. The swivel per 


mits the clamping of work of irregular shapes. 


A light but reliable clamp adapted to use on work tha 


does not demand the greater strength of a heavier tool. 


Furnished with any length screw desired in lots of 100 0 














more, 
PRICE LIST 
a LTC 
WEIGHT PRICE LIST 
Cap- Center Length Diam. Screw 
i of with Cl 
ose iackes pay ws yey Screw Lbs. Ozs. Hndle. for 
and plete 
Swivel 
pa Ae = PR EE en Os eae ets ee, - 
3 4 12 $0 60 $1 50 
r+ 3 " 55 is 1 8 70 1 80 
62 4 2% 6% % 2 4 2 20 
63 6 3 94%- 5% 3 8 1 00 3 00 
64 8 3% lly % 5 Ra 1 20 4 00 
65 10 3% 11# 4 7 “ae 1 50 5 00 
66 12 4 1244 4 8 8 2 00 6 50 


Furnished in Black Finish only. Wie ccoeeing ane : 


“Guaranteed to be of Billings Quality” 


100 
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BILLINGS GENUINE PACKER RATCHET DRILLS 


The Packer Ratchet Drill was originated by the Billings & Spencer Company and is recagnized by discriminating en- 
gineers and mechanics as the finest and most serviceable ratchet drill manufactured. 

The steel used in each part was selected by our engineers after experiments and tests to determine the steel best suited 
for the work required of the part. The handle and head are a one-piece solid drop forging, insuring rigidity and 
strength in excess of the maximum requirement, for drilling chill cast iron or alloy steels. 

These ratchet drills are furnished in our attractive “Duro” black rust-proof finish, and are fully guaranteed for the 


work for which they are designed. 





GENUINE PACKER BOILER RATCHET DRILLS 
Model A F 


GENUINE PACKER RATCHET DRILLS 
Model A E 


For Flat Drills and Square Shank Drills only 
(Single-Acting ) 


The single-acting ratchet drill is so constructed that when 
the pressure is exerted on the handle the pawl is supported by 
the heavy drop forged frame of the ratchet. This prevents 
slippage and breakage, and relieves the strain on the drop 
forged pawl. 

Because the ratchet drill is an emergency tool, the Billings 
Genuine Packer Ratchet Drills are built extra heavy and with 


For over fifty years the standard of comparison in boiler 
ratchets. The Model AF Ratchet has square machined hole 
in socket for flat drills and square taper shank drills only. 




















PRICE LIST 
Length Size of a | : 
i Feed | Wght.| P 
No. vite sites ba” Teper Head Fotkent oe } Bach 
Inches Inches 
10% No. 1 4l4 14 3% | $9 00 
1B | 10% 2 4% 14% 3% | 9 00 
2 13 1 13% | 54 | 10 50 
2B | 13 2 5 1% | 5% 10 50 
PARTS--EACH 
Nos. 1-1BNos. 2-2B 
——Sm Handle................-. - $3.25 | $4 20 
OS™ Socket & Sccket Nut..... 2 85 3 20 
ammf> Screw and Point.......... 1 20 1 40 
Bit a 5 60 | 65 
CT Pe es eset 50 | 65 
UPR SG ERRRSS IRB ce MEE elt 25 | 30 
@ Collar and Screw......... | 50 60 





When present stocks of polished ratchets are exhausted, 
black finished ratchets will be furnished. 


wider bearings throughout. In an emergency one must have 
a tool which is dependable and durable, and equipment buyers 
realize that the slight additional cost of the Genuine Billings 
Ratchet Drills over the more cheaply constructed substitutes 
is very economical insurance. All the working parts in the 
Billings Ratchet Drills are hardened and tempered. 


This dependable ratchet has square machined hole in 
socket for flat drills and square taper shank drills only. 


PRICE LIST 


Length} Size of Drill Socket | Length 


° ° 
Head 


Feed 




















Handle} Morse Sq. Tapor Inches 
Inches Inches 
1 10% 1 7% 
1B | 10% 2 7% 
2 13 1 8 
2B | 13 2 8 
3 16 1 9% 
3B | 16 2 9% 
4 | 18 2 934 
5 20 2 10% 
PARTS--EACH 
Nos.| Nos.| Nos. 
1-1B| 2-2B| 3-3B|N°- 4/No. 5 
——— Handle........ $3 25|$4 20/$5 00/$5 90I$7 15 
(Hj=— Soc. & Soc. Nut| 3 40] 4 30] 5 20|.6 10] 7 40 
i) = Sleeve;......... 1 30} 1 60] 1 90) 2 30) 2 75 
: = Sc. & Sc. Point| 80] 1 10) 1 30) 1 55] 1 85 
> Screw Point... 30} 40) 50) 60) 70 
RR * eee 60} 75) 90} 1 05) 1 25 
Ss Pane 50; 70) 80) 95) 1 15 
ry TS, hile CS en 25} 35) 40) 50} 60 
@ Collar & Screw 50 70} 80 95] 1 15 
When ordering s ify 
Neuber and Model 


“Guaranteed to be of Billings Quality” 
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BILLINGS GENUINE PACKER RATCHET DRILLS 


The Packer Ratchet Drill was originated by the Billings & Spencer Company and is recognized by discriminating 
engineers and mechanics as the finest and most serviceable ratchet drill manufactured. ; 

The steel used in each part was selected by our engineers after experiments and tests to determine the steel best suited 
for the work required of the part. The handle and head are a one-piece solid drop forging, insuring rigidity and 
strength in excess of the maximum requirement for drilling chill cast iron or alloy steels. 

These ratchet drills are furnished in our attractive “Duro” black rust-proof finish, and are fully guaranteed for the 


work for which they are designed. 





GENUINE PACKER RATCHET DRILLS 
Model A G 


With Round Taper Hole in Socket. For Morse Taper 
Shank Drills or Morse Taper Sockets and Flat Drill Sockets. 
(Single-Acting) 


The single-acting ratchet drill is so constructed that when 
the pressure is exerted on the handle the pawl is supported by 
the heavy drop forged frame of the ratchet. This prevents 
slippage and breakage, and relieves the strain on the drop 
forged pawl. 

Because the-ratchet drill is an emergency tool, the Billings 
Genuine Packer Ratchet Drills are built extra heavy and with 


This dependable ratchet is similar to Model A E except 
that it has round machined taper hole in socket for Morse 
taper shank drills or our Morse taper sockets, Model A K, and 
our flat drill sockets, Model A L. 


PRICE LIST 






For Morse 





Screw & Screw Point 
Screw Point Only... . 





When present stocks of polished ratchets are exhausted, 


black finished ratchets will be furnished. 








GENUINE “RAILROAD” PACKER RATCHET DRILLS 
Model A J 


For Flat Drills and Square Shank Drills only. 
(Single-Acting) 


wider bearings throughout. In an emergency one must have 
a tool which is dependable and durable, and equipment buyers 
realize that the slight additional cost of the Genuine Billings 
Ratchet Drills over the more cheaply constructed substitutes 
is very economical insurance. All the working parts in the 
Billings Ratchet Drills are hardened and tempered. 


This dependable heavy duty ratchet is designed for drilling 
railroad tracks and tie bars. It has square machined hole in 
socket for flat drills and square taper shank drills only. 














PRICE LIST 
i mr ja 
No ee Dall Soc ket o! Feed | Wght. ic No. 
* |Handle}| Morse Square| Head | Inches| Lbs. 
Inches Taper Inches 
1 10% No. 1 7% 1 
2 | 13 1 8 2 
3 | 16 1 9% 3 
4 18 2 104% 4 
5 | 20 2 1034 5 
PARTS--EACH 
N_ 3/No.4\No. 5 
——- ONGC i565 Feces 25)/$4 20/$5 00/$5 90/$7 15 
@)=— Soc. & Soc. Nut..| 3 40] 4 30) 5 20] 6 10) 7 40 
O55) Sleeve........... 1 90| 2 30] 2 75 
cum Screw & Screw Pt. 1 10) 1 30} 1 55) 1 85 
—& Sc. Point........ 50} 60) 70 
@ Collar&Sc....... 80} 95) 1 15 
Pt: COMES siti cesses 1 05) 1 25 
| tt. Pie pe ragic 50} 60 
Fe POW ba cesevc wee) 95; 1 15 








When rapes, Fares 
Number and Model. 


“Guaranteed to be of Billings Quality” 
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BILLINGS GENUINE PACKER RATCHET DRILLS 


The Packer Ratchet Drill was originated by the Billings & Spencer Company and is recognized by discriminating 
engineers and mechanics as the finest and most serviceable ratchet drill manufactured. 

The steel used in each part was selected by our engineers after experiments and tests to determine the steel best suited 
for the work required of the part. The handle and head are a one-piece solid drop forging, insuring rigidity and 
strength in excess of the maximum requirement for drilling chill cast iron or alloy steels. 

These ratchet drills are furnished in our attractive “Duro” black rust-proof finish, and are fully guaranteed for the 


work for which they are designed. 





GENUINE “RAILROAD” PACKER RATCHET DRILLS 
Model A J J 

With Round Taper Hole in Socket. For Morse Taper 

Shank Drills or Morse Taper Sockets and Flat Drill Sockets. 
(Single-Acting) 

The Billings ratchet drills are so constructed that when 
the pressure is exerted on the handle the pawl is supported 
by the heavy drop forged frame of the ratchet. This prevents 
slippage and breakage, and relieves the strain on the drop 
forged pawl. 

Because the ratchet drill is an emergency tool, the Billings 





DOUBLE-ACTING RATCHET DRILLS 


Model A E E 


For Square Shank Drills or Flat Drills. Furnished with 
either Hexagon or Nurled Sleeve. 


Genuine Packer Ratchet Drills are built extra heavy and with 
wider bearings throughout. In an emergency one must have 
a tool which is dependable and durable, and PRI buyers 
realize that the slight additional cost of the Genuine Billings 
Ratchet Drills over the more cheaply constructed substitutes 
is very economical insurance. All the working parts in the 
Billings Ratchet Drills are hardened and tempered. 





This dependable heavy duty ratchet is designed primarily 
for drilling railroad tracks and tie bars. It is similar to Model 
AJ, except that it has a round machined taper hole in socket 
for Morse taper shank drills or our Morse taper sockets, 
model AK, and our flat drill sockets, Model A L. 


PRICE LIST 





When present stocks of polished ratchets are exhausted, 
black finished ratchets will be furnished. 
“Guaranteed to be of Billings Quality” 
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This dependable heavy duty ratchet has square machined 
hole in socket for flat drills and square taper shank drills with 
No. 1 Morse Taper, furnished with either hexagon or nurled 
feed sleeve. - 

Especially noteworthy is its heavier construction, reversa~ 
bility feature, instant change of direction, positive action, 


-wider bearing surfaces, adjustments for wear, tool steel pawl 

and ratchet and hardened tool steel feed points which can be 

instantly changed to take PHI wear. 
CE LIS 


T 












Taper 4 
Inches | Morse No. 








PARTS-EACH 
No. 1 No. 2 
c—> Hexagon Sleeve.......... $1 30 $1 60 
) Frame: =.<25 ch xs eee ba Torso: 3 25 4 00 
| QeE—) socket & Socket Nut ..... 360 | 455 
Nurled Sleeve............ 95 1 25 
S Ree etn ee ia bee 60 : 80 
hui Pawl & Pawl Pin......... 80 90 
came Screw & Screw Point.,... 90 1 25 
@ Screw Point ........5.:.. 30 40 
Collar and Screw......... 50 70 
@AQ Plunger and Spring..,..... 20 25 





When ordering specify 
Number and Model. 
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BILLINGS DOUBLE ACTION RATCHET DRILLS 


The Packer Ratchet Drill was originated by the Billings & Spencer Company and is recognized by discriminating 
engineers and mechanics as the finest and most serviceable ratchet drill manufactured. | 

The steel used in each part was selected by our engineers after experiments and tests to determine the steel best suited 
for the work required of the part. The handle and head are a one-piece solid drop forging, insuring rigidity and 
strength in excess of the maximum requirement for drilling chill cast iron or alloy steels. 

These ratchet drills are furnished in our attractive “Duro” black rust-proof finish, and are fully guaranteed for the 


work for which they are designed. 





DOUBLE-ACTING RATCHET DRILLS 
Model A H 


With Round Taper Hole in Socket. For Morse Taper 
Shank Drills or Morse Taper Sockets and Flat Drill Sockets. 
The Billings double-acting ratchet drills are so constructed 
that when the pressure is exerted on the handle the pawl is 
supported by the heavy drop forged frame of the ratchet. 
This prevents slippage and breakage, and relieves the strain on 
the drop forged pawl. ; 
Especially noteworthy is their heavier construction, re- 
versability feature, instant change of direction, positive ac- 
tion, wider bearing surfaces, adjustments for wear, tool steel 
awl and ratchet and hardened tool steel feed points which can 
e instantly changed to take up wear. Because the ratchet 


This dependable ratchet drill has round machined taper 
hole in socket for Morse taper shank drills or our Morse taper 
sockets, Model A K, and our Flat drill sockets, Model A L. 


PRICE LIST 





Length Size of Drill | For Morse Eaogth : 
ft) Socket T : ts) Feed | W 


‘a ht. Price 
No. Drills Lbs. Each 





Handle} Morse No. Head In. 
Inches Inches | Inches 
1 | 10% No. 2 Hto #1 7% 11%] 4% | $11 00 
B51-18 3 #toly|) 8% | 1%] 7 14 00 
PARTS - - EACH 
No. 1 No. 2 
— WROD G0 pry oR $3 25 $4 00 
Socket & Socket Nut ..... 3 60 4 55 
i) = ROR ace sual A ant aa 95 1 25 
@ Gear reise bas sek ree kaa e 60 80 
Se ee 70 80 
eer OW EN sin oat Fea ate eas 10 10 
comme Screw & Screw Point ..... 90 1 25 
—& Screw Point.............. 30 40 
@@M0 = Plunger and Spring....... 20 25 
ea hr en 25 30 


——_—— 
When present stocks of polished ratchets ar ha 
black finished ratchets will be furnished. prereset 


“Guaranteed to be of Billings Quality” 






DOUBLE-ACTING “RAILROAD” RATCHET DRILLS 
Heavy Duty—Model A H H 


For Square Shank Drills or Flat Drills. 


drill is an emergency tool, the Billings Genuine Ratchet Drills 
are built extra heavy and with wider bearings throughout. 

In an emergency one must have a tool which is dependable 
and durable, and equipment buyers realize that the slight addi- 
tional cost of the Genuine Billings Ratchet Drills over the 
more cheaply constructed substitutes is very economical insur- 
ance. All the working parts in the Billings Ratchet Drills are 
hardened and tempered. 


= 


The Billings Improved Double-acting railroad ritchet 
drill, Model AH H, was designed to meet the modern require- 
ments for a heavy duty ratchet adapted to hard work such as 
drilling nickel steel, rails, ship armor, alloy steel, etc. 

A special feed wrench for hexagon sleeve is furnished 
with each ratchet. 

This ratchet has square, machined hole in socket for flat 
drills and square taper drills only. 


PRICE LIST 


Size of 
Drill Socket fait. i No. 


Taper 


No. 2 3 
2 ‘ 5 





*Weight Includes Wrench 
PARTS - - EACH 








No. 3 |No. 5 
oe PROMS > i505 hc oe bo pee $8 20 | $11 00 
Socket and Nut....... 5 80 8 00 
Soe EE SS ete ig 2 85 3 90 
ORL" ee PRS ae ee 1 30 1 80 
Pay. men 1 30 1 80 
cum Feed Screw & Point...... 1 45 2 00 
<& Feed Screw Point......... 45 60 
a "ay Sg OS ee eae 25 30 
Collar and Screw......... 90 1 
O—. Wrench................. 40 % 
When ordering specify 
Number and Model. 
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BILLINGS RATCHET DRILLS 


The Packer Ratchet Drill was originated by the Billings & Spencer Company and is recognized by discriminating en- 
gineers and mechanics as the finest and most serviceable ratchet drill manufactured. 

The steel used in each part was selected by our engineers after experiments and tests to determine the steel best suited 
for the work required of the part. The handle and head are a one-piece solid drop forging, insuring rigidity and strength 
in excess of the maximum requirement for drilling chill cast iron or alloy steels. 

These ratchet drills are furnished in our attractive “Duro” black rust-proof finish, and are fully guaranteed for the 


work which they are designed for. 





DOUBLE-ACTING BOILER RATCHET DRILLS 
Heavy Duty 
Model B X 
For Square Shank Drills or Flat Drills 


The double-acting ratchet drill is so constructed that when 
the pressure is exerted on the handle the pawl is supported by 
the heavy drop forged frame of the. ratchet. This prevents 
slippage and breakage, and relieves the strain on the drop 
forged pawl. 

- Because the ratchet drill is an emergency tool, the Billings 
Genuine Packer Ratchet Drills are built extra heavy and with 
wider bearings throughout. In an emergency one must have a 
tool which is dependable and durable, and equipment buyers 
realize that the slight additional cost of the Genuine Billings 
Ratchet Drills over the more cheaply constructed substitutes 
is very economical insurance. 

All the working parts in the Billings Ratchet Drills are 
hardened and tempered. 

The ideal drill for use where head room is limited. Like 
the Model A H H, this ratchet is designed for heavy duty 
drilling, and it has all the special features of the Model A H H. 

This ratchet has square machined hole in socket for flat 
drills and square taper shank drills with No. 2 Morse Taper. 




















PRICE LIST 
er is Size of Length 
No. te) Drill Socket of Feed | Wght. Price 
Handle Morse Square Head | Inches} Lbs. Each 
Inches ‘laper Inches 
3 | 16 No. 2 5% | 2 | 7% | $20 00 
PARTS--EACH 
No. 3 
og «SCéandie......s...... $8 20 
OE © Socket and Nut.............. 5 00 
SN ye God. ic koe dies cuneiar 1 30 
I fy SEO isso. ae Here eR 1 30 
ammf> Feed Screw.................. 1 25 
aa oe ee aoe 30 
@ Collar and Screw.......2...... 1 25 





When present stocks of polished ratchets are exhausted, 
black finished ratchets will be furnished. 


desman? 


TAPER SLEEVE 
Model A K 


Fitted to Standard Sizes of Taper Shank Drills 


This is a useful accessory for all ratchet drills with round 
taper shank holes. It is machined from specially selected open 
hearth steel to our specifications. The steel is analyzed in our 
modern metallurgical laboratory before being used. 

They are guaranteed to be accurate both as to concen- 
tricity and dimension. 

The inside taper is reamed for standard round taper shank 
drills. 


SIZE AND PRICE LIST 








SIZE 
a Pn For Morse ° 
No. Taper Drills pice 
Inside Outside aces 
1-2 No. 1 Morse | No. 2 Morse a- & $1 80 
2-3 SD one cig Soe H- # 2 40 
3-4 yee, Seat ee EEE #-144 3 00 





SQUARE DRILL SOCKET 
Model A L 
With Morse Taper Shank 
This is a useful accessory for all ratchet drills with round 


taper shank holes. It is machined from specially selected open 
hearth steel to our specifications. The steel is analyzed in our 


‘modern metallurgical laboratory before being used. 


They are guaranteed to be accurate both as to concen- 
tricity and dimension. . 


The inside taper is machined for square taper shanks. 
SIZE AND PRICE LIST 


No. | Size of Shank | Takes Drills with Square “Taper Shanks} Price, Each 











1 |No. 2 Morse| No. 1 Shank 34” x 54” Square $2 00 
2 Seas “ “4 « 34" x 54" “ 2 00 
e246 7 “9 « Yrxye « 2 50 





When ordering specify Number and Model 
“Guaranteed to be of Billings Quality” 
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DROP FORGED THUMB NUTS 


Thess smooth-finished nuts are drop forged from specially selected open hearth steel to our specifications, and are 
used wherever a strong, safe wing nut is required. 








They are only slightly more expensive than the malleable iron cast substitutes. A low cost for safety and perma- 
nence. 





DROP FORGED THUMB NUTS 


These drop forged thumb or wing nuts are furnished either in blank or tapped. The blanks are tumbled smoothly, and the | 
tapped nuts have the base faced at right angles to the hole, and those in stock are tapped U. S. Standard threads. “V” or Whit- 
worth Standard nuts furnished at regular prices. Other threads supplied to order. | 


Special sizes and shapes and Tobin Bronze wing nuts furnished to order. 
When threaded thumb ‘nuts are ordered, a corfimercial product is furnished, but when greater precision is required an addi- 
tional charge consistent with the special requirements will be made. 


SIZES AND PRICE LIST PER HUNDRED 








Price per 100 


' 
Size Tap A B Cc D E 
Tapped 
000 #-56 5% Y nd vs es * $9 00 
0004 Y%-40 ed 4 a 1s 9 00 
00 #5-40 & * \ i 4 00 10 00 
0 ys-24 ly 1s ts # % vy 4 00 10 00 
0% 4-20 1¥s ie ¥% a) tr 4 50 11 00 | 
1 18 1 ts A & 5 20 13 00 
2 4-16 1 5% s u . 6 50 16 00 
3 -14 2 44 y tk re * 8 00 20 00 
4 14-13 2 ti q Ly yA 10 00 25 00 
5 12 2 % i 12 00 30 00 
6 54-11 2 1 \y 14 50 34 00 
7 34-10 335 1% it \y 21 00 46 00 
Unless otherwise specified, Style “A” blank will be fur- When ordering specif 
nished. “W hen threaded nuts are ordered, U. S. Size and Style — 


Standard will be furnished unless otherwise specified. 
“Guaranteed to be of Billings Quality” 
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DROP FORGED THUMB SCREW BLANKS 


These thumb screw blanks are drop forged from specially selected open hearth steel to our spacgcaniens, and are 
smoothly burnished by tumbling. 

They are steadily gaining in favor and are being used wherever strength and durability are essential. Only slight- 
ly more expensive than the malleable iron cast substitutes. A low cost for safety and permanence. 





Set Pattern Shoulder Pattern 


DROP FORGED THUMB SCREW BLANKS 


Billings standardized line of drop forged thumb screw blanks consists of the set and shoulder patterns illustrated above. 
These two patterns are carried in stock in all of the sizes listed below. 


Longer lengths than those listed can be furnished from available dies. Intermediate lengths take the price of the next longer 
lengths plus an extra charge for cutting. Electric welding of additional lengths will be done only on special order. 


Order Billings drop forged thumb screw blanks in preference’to inferior cast substitutes. 
For Threaded Thumb Screws see page No. 108. 


SIZES AND PRICE LIST PER HUNDRED 









“Tumbled” Smooth 
DIAMETER 
h. 
vein 
Head 


x 














\y $6 80 OO ..4 SOR. 2 ee. CE a ee eee 
% 7 10 8 30 
% 7 40 8 60 
1 7 70 8 90 
14 8 00 9 2 
1% 8 30 9 50 
Sane Goma ty 9 80 
pee RL Cero als 10 20 
Bo. eg ee See - 10 60 
See Reagere ys Le Pega! Elmers cee 11 00 
2% “A ig eae! ai Para ie 11 40 
BIS oa ee eee OL ps 
. CED Ak eee Be aiiS® baie apes 
Unless otherwise specified Set Pattern When ordering specify Pattern, 
Blanks will be furnished. Length under head and Diameter 
“Guaranteed to be of Billings Quality” 
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DROP FORGED THUMB SCREWS 


These thumb screws are drop forged from specially selected open hearth steel to our specifications, and are smoothly 
burnished by tumbling. 

They ‘are steadily gaining in favor and are being used wherever strength and durability are essential. Only slight- 
ly more expensive than the malleable iron cast substitutes. A low cost for safety and permanence. 








PUVURSRORURURULEAUE 





SRERGUDERREUDURDURDDODER 


Set Shoulder 


DROP FORGED THUMB SCREWS THREADED 


Billings standardized line of drop forged thumb screws consists of the set and shoulder patterns illustrated above. These two 
patterns are carried in stock in all of the ‘sizes listed below. 


The forged blanks are tumbled smoothly and the threaded blanks carried in stock are threaded U. S. Standard threads. 


Longer lengths than those listed can be furnished from available dies. Intermediate lengths take the price of the next longer 
lengths plus an extra charge for cutting. Electric welding of additional lengths will be done only on special order. 

All commercial sizes and shapes of thumb screws can be furnished at special prices. Tobin Bronze screws to order from reg- 
ular and special dies. 

“VY” and Whitworth Standard threaded thumb screws to order at current prices. Other threads to order at special prices. 


When threaded thumb screws are ordered a commercial product is furnished. When greater precision is required an extra 
charge consistent with the special requirements will be made. 


Order Billings drop forged thumb screws in preference to inferior cast substitutes. 


PRICE LIST ON THREADED THUMB SCREWS PER 100 | 
Diameter and U. S. Standard Threads Per Inch ' 





Unless otherwise specified U. S. Standard Threaded When ordering specify Pattern, 
Thumb Screws, Set Pattern, will be furnished. Length under head and Diameter 
“Guaranteed to be of Billings Quality” 
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DROP FORGED WELDLESS EYE BOLTS 


Especially adapted for use on electrical machinery, motors, pumps and marine equipment. These weldless eye bolts 
are drop forged from Hi-grade Open Hearth steel to our specifications, and samples of each shipment of steel are analyzed 
and tested in our modern metallurgical laboratory before the steel is accepted. The forgings are heat treated to refine the 
structure, and increase their strength and toughness. 


To further safeguard the user, the forged bolts are proof tested to 50% beyond their safe load. In addition all of 
our weldless eye bolts are made larger and heavier than competitive bolts, a further insurance and safety factor. 


Tobin bronze bolts for marine work from regular or special dies, or other special eye bolts, will be furnished to order 
in quantities. Write for quotations, furnishing drawings or models and specifications where special. 


DROP FORGED WELDLESS EYE BOLTS 
DIMENSIONS AND PRICE LIST 








PLAIN PATTERN 
SHANK EYE CAPACITY, Net Tons PRICE 
eee eae Peay ee ares ep gl emerge 
No. | Diam.| Std. | Maxi- : : Safe |Average}| proxi- Llane | thee 
eter | | ea aon one oe Work- ae at ae Sta Ex. for Std 
nches t nches | Inches ing astic | Break- * |Lgth. cree 
Inches in Stock Load | Limit |ing Strn Lgth. ro veg L'gth. 


Peed pe 






































%} .@ oe]... 90001 .... ene 
17; Has we oa 10} 5, 15 
2 a 1.4 3. 1})°$0-41 16 
2% se 2. 4. 12 12 18 
234 1.3 2.5 5. 14 14 21 
PLAIN PATTERN 26 1.5] 3. | 6. 17| 17| 25 
; : 8. 22 22 32 
Blank or Threaded 3% | 3. Se 30 24| 42 
U. S. Standard Threaded Eye Bolts 48 %| 2k 5 14 | 34% ois ¥. 16. 40 26 55 
of standard length are in stock; list HN a a : rh rts ay = os re 30 74 
prices on these are for either U. S. or 4) 14 5 35 | 1 04 
Whitworth Standard Threads; slight 50 14% | 2% | 6 2% | 48 7.8} 15 33. 1 15 50 | 1 45 
extra charge for special threads. 51 14% | 3% 6 2% | 5% 9 18. 42 2 00 65 | 2 50 
52 | 1% | 314 | 6 Sue | Gry | 11. | 21. | 83. | 300 80 | 3 75 
53 2 4 6 3 64%; | 13 25. 68 4 25 1 00 | 5 30 
54 2% | 5 6 4\% 86 16 32. 85 7 00 75 | 8 80 
55 2% 6 5 934 : 14 00 18 00 
DIMENSIONS AND PRICE LIST 
SHOULDER PATTERN 
SHANK EYE CAPACITY, Net Tons 
Diam- is: 
No. Std. | Maxi- sii; | Safe 1A i. 
“ __ | eet Ja. | Gat | Bhldt, | Work lLosd a1]. sonte 
Ter: In. | Length; [,. Ta ing | Elastic | Break- 
in Stock Load | Limit jing Strn 
58 y%\i1 3 % | 14 ‘2 .5 1.5 
co | 3 ig ay linlin| | 7| aval & 
vA g . ce ; 
SHOULDER PATTERN GOA vs 134 | 4% |1% 14 y Lo} 2 | 4 
61 %\1 4% |1\% | 2% 3 56 ; 
Blank or Threaded 61A ts 15% 414 Lis 2 ; 1.5 3 6. 
U. S. Standard Threaded Eye Bolts 62 | 78 | 3% | £78 | 178128 | i 1 3 |g lap: 
of standard length are in stock; list 64 %12%! 5 14%13%4|11% 3.5 | 7 16. 
prices on these are for either U. S. 65 re a : 1% i: 1% . s§ a 
hi . 66 | 1% 4 | 28. 
or Whitworth Standard Threads ; 67 | 1% | 314| 6 2% | dye 75/15 33. 
slight extra charge for special 68 |1%|3%| 6 214 | 54% 9. | 18 42. 
threads. The thread on the above 69 | 13; | 4 6 2%16 11. | 21 53. 
pattern runs within % to % inch of 69A| 2 44%| 6 3% | 6% 13. | 25 68. 
shoulder, which is faced. 
Unless otherwise specified Blanks (not threaded) When ordering specify Number 
will be furnished. When threaded Bolts are ordered, and whether Blank or Threaded. 


U.S. Standard will be furnished unless otherwise specified. 
“Guaranteed to be of Billings Quality” 
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DROP FORGED WELDLESS EYE BOLTS 

Especially adapted for use on electrical machinery, motors, pumps and marine equipment. These weldless eye bolts 
are drop forged from Hi-grade Open Hearth steel to our specifications, and samples of each shipment of steel are analyzed 
and tested in our modern metallurgical laboratory before the steel is accepted. The forgings are heat treated to refine 
the structure and increase their strength and toughness. 

To further safeguard the user, the forged bolts are proof tested to 50% beyond their safe load. In addition all 
of our weldless eye bolts are made larger and heavier than competitive bolts, a further insurance and safety factor. 

Tobin bronze bolts for marine work from regular or special dies, or other special eye bolts, will be furnished to or- 
der in quantities. Write for quotations, furnishing drawings or models and specifications where special. 








DROP FORGED WELDLESS EYE BOLTS 


CABLE EYE BOLTS 


U. S. Standard Threaded Eye Bolts of standard length are in stock; prices for these are for either U. S. or Whitworth 
Standard Threads; extra for special threads. The thread on Shoulder Pattern Threaded Eye Bolts runs within % to % inch of 


shoulder, which is faced. 
DIMENSIONS AND PRICES 













































SHANK EYE PRICE 
No. ne Se er ate | — No. 
Diameter Length Inside Outside Blank Threaded 
Inches Inches Inches Inches Each Each 
70 % 5% A 1% $0 10 $0 15 70 
71 56 3% % 154 10 15 71 
72 A 4 1 2% 12 17 72 
Threaded Eye Bolts are furnished U. S. Standard. 
TRANSFORMER EYE BOLTS 
DIMENSIONS AND PRICES 
SHANK EYE PRICE 
. SHOULDER 
_ SS = eee Diam pA. SESS vi 
a. Lei. acco laches Inches yer Bach 

80 age: Gee 54 1% $0 10 $0 13 80 
81 is 225 34 1% 15 81 
82 4% %4 1% 14 17 82 
83 i 2% ¥% 1% %4 14 17 83 
s4 % 3% % 1% 4 16 19 84 
85 ve 4\% i 1 84 17 20 85 
86 % 4% % 1% 34 18 21 86 
87 % 2% 1¥y 2 # 18 22 87 
88 % 3 1% 2% if 20 24 88 
89 5% 5% 14% 2% 30 34 89 
90 4% 5% 1% 2% 1% 30 34 90 
91 34 5% 15 2% 1% 30 34 91 


eS eee oo 
Threaded Eye Bolts are furnished U. S. Standard. 
We will weld additional stock on these blanks any length required in lots of 100 or more. 
Unl therwise specified Blanks (not threaded) When ordering specify 
will be Fachinhed: ™ Number and whether Blank or Threaded. 
“Guaranteed to be of Billings Quality” 
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DROP FORGED WELDLESS EYE NUTS 


These weldless eye nuts are drop forged from Hi-grade Open Hearth steel to our own specifications. Samples of 
each shipment of steel are analyzed and tested in our modern metallurgical laboratory before the steel is accepted. The 
forgings are heat treated to refine the structure and to increase their toughness and strength. ° 

To further safeguard the user, the forged nuts are tested to 50% beyond their safe load. This is a further insur- 


ance and safety factor. 











| 
| 
2 DROP FORGED WELDLESS EYE NUTS 

The Billings line of sop forged weldless eye nuts are usedin a great variety of work where a swivel or threaded eye nut 

of great strength is required. 

The blanks are smoothly tumbled, and the threaded eye nuts are carried in stock with U. S. Standard threads. These nuts 
| 
; 


can be furnished in Whitworth, “V” or other threads at special prices, or the drilled and reamed swivels will be furnished at the 
same price as the threaded nuts. 


Prices quoted on special swivels or weldless eye nuts on receipt of drawings or models and specifications. 
Tobin bronze forged nuts are furnished for marine work from our regular dies or to order in quantities. Write for quata- 








tions. 
DIMENSIONS 
No. Size Inches Inches me ae Inches U.8.8. SS Fe tackes a. 3 toshen : 
ee a ———— ————— ; 
100 aX % rc \y, 34-16 3 | 
a i er eee Seer 
& 1 1 1 3 
103 84 114 ie 4 4-10 1% 1% is ii 3% 
104 K% 1% K% 4 y 9 2 tt 1 1 
my eR | act tae id oe ae 
x 1 2 
107 1% 2% 18 1% 1% 6 3% i$ is 26% : 
108 1% 3 1% 1% 1%- 5 3 2 2 3 3 
109 2° 314 1% 144 2°°- 4% reg i 2% 3% Hh , | 








Threaded Eye Nuts are tapped U. S. Standard. When ordering specify Number and 
Unless otherwise specified Threaded Eye Nuts whether Blank, Threaded or Reamed | 
will be furnished. + : Eye Nuts are required. 
“Guaranteed to be of Billings Quality” | 
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Rod and Yoke Ends 


We now make two different styles of Rod and Yoke Ends, 
namely, the S. A. E. Standard and the regular B. & S. Standard. 
This material is drop forged of Hi-grade O. H. steel and is de- 
signed to meet the requirements of manufacturers and assem- 
blers of automobiles, motor boats, machinery, farm implements, 
etc., etc. Wecarry in stock the several sizes as listed on the fol- 
lowing pages. 


These Rod and Yoke Ends will be furnished machined and 
assembled, if wanted in sufficient quantity, and we will be 
pleased to quote prices on receipt of specified quantities wanted. 
Weare also in a position to furnish same in any length that may 
be required. 


Users of this material in large quantities are requested to 
communicate with us to obtain best prices and terms. 


“Guaranteed to be of Billings Quality” 
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RODS ENDS 








These rods ends are drop forged from Hi-grade Open Hearth steel to our specifications, and they are heat treated 
after forging to increase their strength and toughness. 

_ They will be furnished machined and assembled, if wanted in sufficient quantity, and we will be pleased to quote 
prices on receipt of specified quantities wanted. We are also in a position to furnish same in any length that may be re- 
quired. 

Those who use this material in large quantities are requested to communicate with us to obtain best prices and terms, 





ROD ENDS 
S. A. E. Standard 


To meet the requirements of manufacturers of automobiles, tractors, motor boats, machinery, farm implements, electrical 
equipment and other users, the following sizes are carried in stock: 


TABLE OF FINISHED DIMENSIONS 


Blanks are yg-inch thicker at head 

















No A B D E G No. 
70 1\% 1s 3% ts ie 70 
71 1% Y Pid y 71 
72 1% i 4 fs 72 
73 1% x% 1s 3% 73 
74 1% 1s ye i 74 
75 1% % i 75 
76 235 54 1 % 76 
77 2 34 ly +8 *4 “77 
We will weld additional stock on these blanks any length required in lots of 100 or more at a slight additional cost. 

PRICE LIST | 

Price per 100 

No. Price per 100 Milled and Stud No. 

Blanks Holes Drilled : 

70 $ 6 00 $14 00 70 

71 6 00 16 00 71 t 

72 8 00 18 00 72 ; 

73 10 00 20 00 73 | 

74 12 00 22 00 74 i 

75 14 00 24 00 s2 75 | 

76 20 00 40 00 76 | 

“77 40 00 60 00 “77 | 

*Will be made only to special order in quantity. | 

Unless otherwise specified When ordering oF 
Blanks will be furnished. ' Number and Model. © 
“Guaranteed to be of Billings Quality” 
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RODS ENDS 


These rods ends are drop forged from Hi-grade Open Hearth steel to our specifications, and they are heat treated af- 
ter forging to increase their strength and toughness. 

They will be furnished machined and assembled, if wanted in sufficient quantity, and we will be pleased to quote 
prices on receipt of specified quantities wanted. We are also in a position to furnish same in any length that may be re- 





RODS ENDS 
B. & S. Standard 


This line of rods ends is heavier, longer and larger throughout than the S. A. E. Standard Rod End. In addition the line in- 
cludes sizes up to 1% diameter rods. They are admittedly the strongest rods ends offered to the trade. . 

To meet the requirements of manufacturers of automobiles, tractors, motor boats, machinery, farm implements, electrical 
equipment and other users, the following sizes are carried in stock. 


TABLE OF FINISHED DIMENSIONS 
Blanks are ts-inch thicker at head 
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PRICE LIST 















illed cad Stud 
H Drilled 
0 $ 18 00 0 
1 20 00 1 
2 22 00 2 
3 26 00 3 
4 18 00 30 00 4 
5 24 00: 36 00 5 
6 30 00 44 00 6 
7 44 00 58 00 7 
8 380 00 80 00 8 
9 90 00 110 00 9 
10 120 00 140 00 10 
11 170 00 200 00 ll 
Unless otherwise specified When ordering specify 
Blanks will be furnished. Number and Model. 


“Guaranteed to be of Billings Quality” 


quired. 
Those who use this material in large quantities are requested to communicate with us to obtain best prices and terms. 

. 
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YOKE ENDS 


These yoke ends are drop forged from Hi-grade Open Hearth steel to our specifications, and they are heat treated 
after forging to increase their strength and toughness. 

They will be furnished machined and assembled, if wanted ‘in sufficient quantity, and we will be pleased to quote 
prices on receipt of specified quantities wanted. We are also in a position to furnish same in any length that may be re- 
quired. 

Those who use this material in large quantities are requested to communicate with us to obtain best prices and terms. 








PLAIN YOKE ENDS 
S. A. E. Standard 


To meet the requirements of manufacturers of automobiles, tractors, motor boats, machinery, farm implements, electrical 
equipment and other users, the following sizes are carried in stock: 


TABLE OF FINISHED DIMENSIONS 








Stud Holes 
Drilled 













60 $14 00 $20 00 60 
61 16 00 22 00 61 
62 18 00 24 00 62 
63 20 00 26 00 63 
64 22 00 28 00 64 
65 24 00 32 00 65 
66 58 00 70 00 66 
67 90 00 100 00 67 
Cotters, per 100 
Unless otherwise specified When ordering specify 
Blanks will be furnished. Number and Model. . 


“Guaranteed to be of Billings Quality” 


* 
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YOKE ENDS 


These yoke ends are drop forged from Hi-grade Open Hearth steel to our specifications, and they are heat treated 
after forging to increase their strength and toughness. 

__ They will be furnished machined and assembled, if wanted in sufficient quantity, and we will be pleased to quote 
ica on receipt of specified quantities wanted. We are also in a position to furnish same in any length that may be re- 
quired. 

Those who use this material in large quantities are requested to communicate with us to obtain best prices and terms. 








ADJUSTABLE YOKE ENDS 
S. A. E. Standard 


_To meet the requirements of manufacturers of automobiles, tractors, motor boats, machinery, farm implements, electrical 
equipment and other users, the following sizes are carried in stock: 


TABLE OF FINISHED DIMENSIONS 























No A B Cc D E F G T No 
50 1y ys ir 1 ae fe sy vs U.S. Std. 32 P. I: 50 
51 2 i % 14 fy % \Y 4S. A. E. Std. 28 P. I. 51 
52 2% 1 lis H 4 fs ts S. A. E. Std. 24 P. I. 52 
53 2% % 1% 1% te K% 3% 33S. A. E. Std. 24 P. I. 53 
54 2% B 14% 1% % 1 i ye S. A. E. Std. 20 P. I. 54 
55 3 if 1% 1% sy 1% iS. A. E. Std. 20 P. I. 55 
554 4% lye oH it 1\% % 4 S.A. E. Std. 20 P. I. 554 
56 4 ly 1% 3 1% 5% 5S. A. E. Std. 18 P. I. 56 
ee LS ae 5 5 I AS Rare A a a Nh ie ih a nD 
PRICE LIST 
Price per 100 
: Price per 100 Price per 100 Threaded 
Price per 100 Milled and Threaded Milled and Studs 
No. Blanks Stud Holes and Milled Stud Holes Price per 100 No. 
Drilled Drilled 

50 $12 00 $20 00 $28 00 $38 00 $10 00 50 

51 14 00 22 00 28 00 38 00 10 00 51 

52 16 00 26 00 36 00 44 00 10 00 §2 

53 20 00 32 00 44 00 54 00 12 00 53 

54 24 00 38 00 50 00 60 00 12 00 54 

55 28 00 42 00 56 00 72 00 12 00 55 

5514 56 00 74 00 90 00 100 00 16 00 551% 

56 80 00 100 00 120 00 140 00 16 00 56 

Cotters, per 100........ $0 30 
Unless otherwise specified When ordering specify 
Blanks will be furnished. Number and Model. 


“Guaranteed to be of Billings Quality” 
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YOKE ENDS 


These yoke ends are drop forged from Hi-grade Open Hearth steel to our specifications, and they are heat treated 
after forging to increase their strength and toughness. 

They will be furnished machined and assembled, if wanted in sufficient quantity, and we will be pleased to quote 
prices on receipt of specified quantities wanted. We are also in a position to furnish same in any length that may be re- 


quired. oy 5. ’ ; : 
Those who use this material in large quantities are requested to communicate with us to obtain best prices and terms. 











YOKE ENDS 
B. & S. Standard 
This was the original automotive standard line of yoke ends, and like the rod ends, are heavier and stronger than the S. A. E., 
and are used where greater strength is required. They are admittedly the strongest yoke ends offered to the trade. : 
To meet the requirements of manufacturers of automobiles, tractors, motor boats, machinery, farm implements, electrical 
equipment and other’ users, the following sizes are carried in stock: 


























TABLE OF FINISHED DIMENSIONS 
<ccNgaiee Guam: 
D— 
1 eee 
FE > —s— — 
Gr ; 

No A 8 D E F G No. 
0 4% \% B * 34 te 0 
1 434 fs H ¥% % i 1 
2 5 i Iie x a 1 8% 2 
3 54% x 1 % 1% % 3 
4 5% 04 14 * 1% i. 4 
5 534 + 4 54 1% fs a 
6 6% 5% 1% 34 15% % 6 
7 7 4% ik % 1% 4 7 
8 73% % 295 1 2%5 % 8 
9 84 1 24 1% 2% 1 9 

10 914 1% 2 4 28 1% 10 

il 10 14% 3x5 13% 3% 14 il 

PRICE LIST 
Price 100 Pri 100 Pers ~ 
No. Blanks Milled Stud Holes i 
4 = & i oe Drilled ene 

0 $ 14 00 $ 18 00 $ 24 00 0 

1 16 00 20 00 28 00 1 

2 20 00 24 00 34 00 2 

3 24 00 32 00 42 00 3 

4 32.00 44 00 56 00 . 
5 50 00 62 00 76 00 5 

6 58 00 70 00 84 00 6 

7 80 00 100 00 120 00 7 

8 129 00 150 00 180 10 8 

9 150 00 180 00 223 9 
19 220 00 250 00 300 00 10 
1 280 00 32) 00 389 00 i 

Uniess otherwise specified ’ When orderi specify 
Blanks will be furnished. ’ Number and Model. 
“Guaranteed to be of Billings Quality” 
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Special Drop Forgings 


Drop Forgings are now used in nearly all kinds of machinery, tools, instruments, etc. 
Drop forgings can be furnished of IRON, STEEL, COPPER, BRONZE and ALUMINUM. 
The principal metal used in Drop Forgings is Steel. 


We carry a large tonnage: of various sizes, shapes and qualities of steel and in most 
cases can produce special forgings from material we have in stock. It often happens, 
however, that the peculiar shape of a special forging is such that the best size and shape 
of steel for economical production cannot be determined until the dies are tried in the 
hammer, and often the result is that an unusual size or shape of steel is desirable, neces- 
sitating a special order from the mills, and in cases of this kind more or less delay is un- 
avoidable. 


_ EQUIPMENT. Our equipment for the making of forgings includes Drop Ham- 
mers, from 400 to 7,000 pounds inclusive, Hydraulic Presses up to 1,200 tons capacity, 
Headers and Bull Dozing Machines up to 5-inch capacity, Shears for cutting steel Bars 
cold up to 6-inch square, Bending Machines, Hot Sawing Machines and Trip Hammers. 


TO GET ESTIMATES ON SPECIAL DROP FORGINGS. Send us model, blue 
\. print or drawing of piece wanted. State quantity for which order will be placed. 


State kind and quality of material wanted. 


State whether model, blue print or drawing shows “forged dimensions” or “finished 
dimensions.” If the latter, state how much allowance for finish is desired. When an or- 
der for Special Forgings is placed with us, and before the dies are completed and hard- 
ened, it is our practice to submit to the customer for approval a lead cast taken from the 
dies. Unless otherwise specified the lead cast will show the taper or draft which is neces- 
sary for removing the forging from the die. Upon receipt of approval, the dies and tools 
will be completed and hardened and the order executed. 


All quotations and contracts are contingent on strikes, fires, accidents and other 
conditions beyond our control. Quotations are subject to change without notice, accord- 
ing to changes in prices of material, labor, etc. 


DIES AND TOOLS. As only a part of the cost of dies and tools is included in our 


estimates, we will not sell them at the price given in our quotations. 


Charges made for dies and tools do not convey the right to remove such dies and 
tools from our factory. We make such renewals and repairs as are necessary on dies 
and tools at our expense. While we retain the possession of dies for special forgings, our 
customer controls them insomuch that such dies and tools are used for his orders exclu- 
sively. We do not make forgings from these dies without written authority from the 
original customer. 


= 
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QUALITY. The steel we carry in stock for special forgings is “double selected” 
and we pay an extra price for this grade as distinguished from “mill run.” “Double- 
Selected” steel goes through two inspections at the mills to eliminate, as far as possible, 
seamy and otherwise defective material. Before forging, samples of each shipment of 
steel are analyzed in our laboratory, which is a further assurance of the supreme quality 
of Billings Triangle B Forgings. 

All Drop Forgings furnished by us are cleansed by shot or sand blasting and are in 
perfect condition for machining. 


HEAT TREATMENT. Our production facilities include a complete and up-to-date 
Heat Treating Department for oil or water treatment, case-hardening, annealing, temper- 
ing, etc. This equipment includes recording pyrometers and instruments for testing. — 


MACHINING. We are equipped with extensive machining facilities, such as screw 
machines, milling, drilling, broaching, threading, tapping, etc., and can furnish Special 
Forgings completely or partially machined, also polished and plated. 


ELECTRIC WELDING. We have an installation of Electric Welding Machines with 
a capacity up to | 1/4 inch round, and can furnish such material as Eye Bolts, Rod and 
Yoke Ends, also special work, to any length desired. 


INSPECTION. All Drop Forgings made by us pass through two separate inspections 
to eliminate defective work or material. All machined or finished parts are also in- 
spected twice. 


DELIVERY. All special forgings delivered F. O. B., cars or boat, Hartford unless 
otherwise agreed upon. 


GUARANTEE. All forgings produced by us are guaranteed in both workmanship 
and material, and we will credit all that are imperfect or defective, but will not be re- 
sponsible for the cost of labor put on them after they have left our factory. Please no- 
tify us before returning defective materials to us and you will receive shipping instruc- 
tions promptly. 


The Billings & Spencer Co. 


Hartford, Conn. 


“Guaranteed to be of Billings Quality” 
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